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5.7.4.2
Procedure

NOTE:
CFNs are given in this procedure for reference as examples only. A fixed offset may be applied to the CFNs.

1)
Before proceeding with step (3) below, set the output power of the UE to be in the range –36  9 dBm. This may be achieved by setting the downlink signal (Îor) to yield an appropriate open loop output power and/or by generating suitable downlink TPC commands from the SS.

2)
Transmit the PHYSICAL CHANNEL RECONFIGURATION message to set the uplink power control parameters to use Algorithm 1 and a step size of 2 dB,and to set the compressed mode parameters shown in table 5.7.5. The contents of the message are specified in table 5.7.9. This set of compressed mode parameters defines the compressed mode pattern which is used to test the implementation of:

a)
in steps (3) and (4), upward 3 dB output power steps and the implementation of a downward power change when resuming transmission after a compressed mode gap, and 

b)
in steps (7) and (8), downward 3dB output power steps and the implementation of an upward power change when resuming transmission after a compressed mode gap.

Table 5.7.5: Parameters for pattern A for compressed mode test

	Parameter
	Meaning
	Value

	TGPRC
	Number of transmission gap patterns within the Transmission Gap Pattern Sequence
	1

	TGCFN
	Connection Frame Number of the first frame of the first pattern within the Transmission Gap Pattern Sequence
	0

	TGSN
	Slot number of the first transmission gap slot within the TGCFN
	2

	TGL1
	Length of first transmission gap within the transmission gap pattern
	7 slots

	TGL2
	Length of second transmission gap within the transmission gap pattern
	7 slots

	TGD
	Duration between the starting slots of two consecutive transmission gaps within a transmission gap pattern
	15 slots

	TGPL1
	Duration of transmission gap pattern 1
	3 frames

	TGPL2
	Duration of transmission gap pattern 2
	R99 and Rel-4: Omit 

Rel-5 and later releases: 

Not applicable

	RPP
	Recovery Period Power Control Mode
	Mode 1

	ITP
	Initial Transmit Power Mode
	Mode 1

	UL/DL Mode
	Defines whether UL only or combined UL/DL compressed mode is used
	UL only or UL/DL

	Downlink Compressed Mode Method
	Method for generating downlink compressed mode gap
	SF/2

	Uplink Compressed Mode Method
	Method for generating uplink compressed mode gap
	SF/2

	Scrambling code change
	Indicates whether the alternative scrambling code is used
	No code change

	Downlink frame type
	Downlink compressed frame structure
	A

	DeltaSIR
	Delta in DL SIR target value to be set in the UE during compressed frames
	0

	DeltaSIRafter
	Delta in DL SIR target value to be set in the UE one frame after the compressed frames
	0


The resulting compressed mode pattern is shown in figure 5.7.2.
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Figure 5.7.2: Pattern A for compressed mode test

3)
After the PHYSICAL CHANNEL RECONFIGURATION COMPLETE message from the UE is received, transmit TPC commands on the downlink as shown in table 5.7.6.

Table 5.7.6: TPC commands transmitted in downlink

	CFN
	TPC commands in downlink

	0
	0 1 - - - - - - - 1 1 1 1 1 1

	1
	1 1 - - - - - - - 1 0 1 0 1 0

	2
	1 0 1 0 1 0 1 0 1 0 1 0 1 0 1


4)
Measure the mean power in the following slots, not including the 25 s transient periods at the start and end of each slot:

CFN 0: 
Slots # 9,10,11,12,13,14
CFN 1:
Slots # 0,1,9


5)
Re-start the test. Before proceeding with step (7) below, set the output power of the UE to be in the range 2  9 dBm. This may be achieved by setting the downlink signal (Îor) to yield an appropriate open loop output power and/or by generating suitable downlink TPC commands from the SS.

6)
Repeat step (2) above, with the exception that TGCFN = 3 in table 5.7.5 and table 5.7.9.

7)
After the PHYSICAL CHANNEL RECONFIGURATION COMPLETE message from the UE is received, transmit TPC commands on the downlink as shown in table 5.7.7.

Table 5.7.7: TPC commands transmitted in downlink

	CFN
	TPC commands in downlink

	3
	0 1 - - - - - - - 0 0 0 0 0 0

	4
	0 0 - - - - - - - 0 1 0 1 0 1

	5
	0 1 0 1 0 1 0 1 0 1 0 1 0 1 0


8)
Measure the mean power in the following slots, not including the 25 s transient periods at the start and end of each slot:

CFN 3: 
Slots # 9,10,11,12,13,14
CFN 4:
Slots # 0,1,9


9)
Re-start the test. Before proceeding with step (11) below, set the output power of the UE to be in the range –10  9 dBm. This may be achieved by setting the downlink signal (Îor) to yield an appropriate open loop output power and/or by generating suitable downlink TPC commands from the SS.

10)
Transmit the PHYSICAL CHANNEL RECONFIGURATION message to set the uplink power control parameters to use Algorithm 1 and a step size of 1 dB, and to set the compressed mode parameters shown in table 5.7.8. The contents of the message are specified in table 5.7.10. This set of compressed mode parameters defines the compressed mode pattern which is used to test the implementation of power steps at the start and end of compressed frames, and the implementation of a zero power change when resuming transmission after a compressed mode gap.

Table 5.7.8: Parameters for pattern B for compressed mode test

	Parameter
	Meaning
	Value

	TGPRC
	Number of transmission gap patterns within the Transmission Gap Pattern Sequence
	1

	TGCFN
	Connection Frame Number of the first frame of the first pattern within the Transmission Gap Pattern Sequence
	7

	TGSN
	Slot number of the first transmission gap slot within the TGCFN
	8

	TGL1
	Length of first transmission gap within the transmission gap pattern
	14 slots

	TGL2
	Length of second transmission gap within the transmission gap pattern
	omit

	TGD
	Duration between the starting slots of two consecutive transmission gaps within a transmission gap pattern
	UNDEFINED

	TGPL1
	Duration of transmission gap pattern 1
	4 frames

	TGPL2
	Duration of transmission gap pattern 2
	R99 and Rel-4: Omit

Rel-5 and later releases: 

Not applicable

	RPP
	Recovery Period Power Control Mode
	Mode 0

	ITP
	Initial Transmit Power Mode
	Mode 0

	UL/DL Mode
	Defines whether UL only or combined UL/DL compressed mode is used
	UL only or UL/DL

	Downlink Compressed Mode Method
	Method for generating downlink compressed mode gap
	SF/2

	Uplink Compressed Mode Method
	Method for generating uplink compressed mode gap
	SF/2

	Scrambling code change
	Indicates whether the alternative scrambling code is used
	No code change

	Downlink frame type
	Downlink compressed frame structure
	A

	DeltaSIR
	Delta in DL SIR target value to be set in the UE during compressed frames
	0

	DeltaSIRafter
	Delta in DL SIR target value to be set in the UE one frame after the compressed frames
	0


The resulting compressed mode pattern is shown in figure 5.7.3.
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Figure 5.7.3: Pattern B for compressed mode test

11)
After the PHYSICAL CHANNEL RECONFIGURATION COMPLETE message from the UE is received, transmit TPC commands on the downlink as shown in table 5.7.8.

Table 5.7.8: TPC commands transmitted in downlink

	CFN
	TPC commands in downlink

	6
	0 0 0 0 0 0 0 0 0 0 0 0 1 1 1

	7
	1 1 1 1 1 1 1 1 - - - - - - -

	8
	- - - - - - - 0 0 0 0 0 0 0 0

	9
	0 0 0 1 1 1 1 1 1 1 1 1 1 1 1


12)
Measure the mean power in the following slots, not including the 25 s transient periods at the start and end of each slot:

CFN 6:
Slot # 14
CFN 7: 
Slots # 0 and 7
CFN 8:
Slots # 7 and 14
CFN 9:
Slot # 0
13)  For the tested UE with two transmit chains and two transmit antenna ports, measure the power setting in the compressed mode at the combined output of the UE (see Figure A.1a for the connection). The combiner used for combining the two outputs shall have equal path loss and zero phase difference between the two combining paths.
Table 5.7.9: PHYSICAL CHANNEL RECONFIGURATION message (step 2)

	Information Element
	Value/Remark
	Version

	Message Type
	
	

	UE Information Elements
	
	

	-RRC transaction identifier
	0
	

	-Integrity check info
	
	

	- message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	- RRC message sequence number
	SS provides the value of this IE, from its internal counter.
	

	-Integrity protection mode info
	Not Present
	

	-Ciphering mode info
	Not Present
	

	-Activation time
	Not Present
	

	-New U-RNTI
	Not Present
	

	-New C-RNTI
	Not Present
	

	-RRC State Indicator
	CELL_DCH
	

	-UTRAN DRX cycle length coefficient
	Not Present
	

	CN Information Elements
	
	

	-CN Information info
	Not Present
	

	UTRAN mobility information elements
	
	

	-URA identity
	Not Present
	

	RB information elements
	
	

	-Downlink counter synchronisation info
	Not Present
	

	PhyCH information elements
	
	

	-Frequency info
	Not Present
	

	Uplink radio resources
	
	

	-Maximum allowed UL TX power
	Not Present
	

	-CHOICE channel requirement
	Uplink DPCH info
	

	-Uplink DPCH power control info
	
	

	  -CHOICE mode
	FDD
	

	   -DPCCH Power offset
	-40 (-80dB)
	

	   -PC Preamble
	1 frame
	

	   -SRB delay
	7 frames
	

	   -Power Control Algorithm
	Algorithm 1
	

	   -TPC step size
	2dB
	

	-CHOICE mode
	FDD
	

	  -Scrambling code type
	Long
	

	  -Scrambling code number
	0
	

	  -Number of DPDCH
	1
	

	  -spreading factor
	64
	

	  -TFCI existence
	TRUE
	

	  -Number of FBI bits
	Not Present(0)
	

	  -Puncturing Limit
	1
	

	Downlink radio resources
	
	

	-CHOICE mode
	FDD
	

	-Downlink PDSCH information
	Not Present
	R99 and Rel-4 only

	-Downlink information common for all radio links
	
	

	-Downlink DPCH info common for all RL
	Not Present 
	

	-CHOICE mode
	FDD
	

	  -DPCH compressed mode info
	
	

	   -Transmission gap pattern sequence
	
	

	    -TGPSI
	1
	

	    -TGPS Status Flag
	Activate
	

	    -TGCFN
	0
	

	    -Transmission gap pattern sequence configuration parameters
	
	

	     -TGMP
	FDD measurement
	

	     -TGPRC
	1
	

	     -TGSN
	2
	

	     -TGL1
	7
	

	     -TGL2
	7
	

	     -TGD
	15
	

	     -TGPL1
	3
	

	     -TGPL2
	Not Present
	R99 and Rel-4 only

	     -RPP
	Mode 1
	

	     -ITP
	Mode 1
	

	     -CHOICE UL/DL mode
	UL only or UL and DL, depending on UE capability
	

	      -Downlink compressed mode method
	SF/2 or Not present depending on UE capability
	

	      -Uplink compressed mode method
	SF/2
	

	     -Downlink frame type
	A
	

	     -DeltaSIR1
	0
	

	     -DeltaSIRafter1
	0
	

	     -DeltaSIR2
	Not Present
	

	     -DeltaSIRafter2
	Not Present
	

	     -N Identify abort
	Not Present
	

	     -T Reconfirm abort
	Not Present
	

	  -TX Diversity Mode
	Not Present
	

	  -SSDT information
	Not Present
	R99 and Rel-4 only

	-Default DPCH Offset Value
	Not Present
	

	-Downlink information per radio link list
	
	

	- Downlink information for each radio link
	
	

	  -Choice mode
	FDD
	

	   -Primary CPICH info
	
	

	    -Primary scrambling code
	100
	

	   -PDSCH with SHO DCH Info
	Not Present 
	R99 and Rel-4 only

	   -PDSCH code mapping
	Not Present
	R99 and Rel-4 only

	  -Downlink DPCH info for each RL
	
	

	   -CHOICE mode
	FDD
	

	    -Primary CPICH usage for channel estimation
	Primary CPICH may be used
	

	    -DPCH frame offset
	Set to value Default DPCH Offset Value ( as currently stored in SS) mod 38400
	

	    -Secondary CPICH info
	Not Present
	

	    -DL channelisation code
	
	

	     -Secondary scrambling code
	Not Present
	

	     -Spreading factor
	128
	

	     -Code number
	96
	

	     -Scrambling code change 
	No code change
	

	    -TPC combination index
	0
	

	    -SSDT Cell Identity
	Not Present 
	R99 and Rel-4 only

	    -Closed loop timing adjustment mode
	Not Present
	

	  -SCCPCH Information for FACH
	Not Present
	


Table 5.7.10: PHYSICAL CHANNEL RECONFIGURATION message (step 10)

	Information Element
	Value/Remark
	Version

	Message Type
	
	

	UE Information Elements
	
	

	-RRC transaction identifier
	0
	

	-Integrity check info
	
	

	- message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	- RRC message sequence number
	SS provides the value of this IE, from its internal counter.
	

	-Integrity protection mode info
	Not Present
	

	-Ciphering mode info
	Not Present
	

	-Activation time
	Not Present
	

	-New U-RNTI
	Not Present 
	

	-New C-RNTI
	Not Present 
	

	-RRC State Indicator
	CELL_DCH
	

	-UTRAN DRX cycle length coefficient
	Not Present
	

	CN Information Elements
	
	

	-CN Information info
	Not Present 
	

	UTRAN mobility information elements
	
	

	-URA identity
	Not Present
	

	RB information elements
	
	

	-Downlink counter synchronisation info
	Not Present
	

	PhyCH information elements
	
	

	-Frequency info
	Not Present
	

	Uplink radio resources
	
	

	-Maximum allowed UL TX power
	Not Present
	

	-CHOICE channel requirement
	Uplink DPCH info
	

	 -Uplink DPCH power control info
	
	

	  -CHOICE mode
	FDD
	

	   -DPCCH Power offset
	-40 (-80dB)
	

	   -PC Preamble
	1 frame
	

	   -SRB delay
	7 frames
	

	   -Power Control Algorithm
	Algorithm 1
	

	   -TPC step size
	1dB
	

	 -CHOICE mode
	FDD
	

	  -Scrambling code type
	Long
	

	  -Scrambling code number
	0
	

	  -Number of DPDCH
	1
	

	  -spreading factor
	64
	

	  -TFCI existence
	TRUE
	

	  -Number of FBI bits
	Not Present(0)
	

	  -Puncturing Limit
	1
	

	Downlink radio resources
	
	

	-CHOICE mode
	FDD
	

	 -Downlink PDSCH information
	Not Present
	R99 and Rel-4 only

	-Downlink information common for all radio links
	
	

	 -Downlink DPCH info common for all RL
	Not Present 
	

	 -CHOICE mode
	FDD
	

	  -DPCH compressed mode info
	
	

	   -Transmission gap pattern sequence
	
	

	    -TGPSI
	1
	

	    -TGPS Status Flag
	Activate
	

	    -TGCFN
	7
	

	    -Transmission gap pattern sequence configuration parameters
	
	

	     -TGMP
	FDD measurement
	

	     -TGPRC
	1
	

	     -TGSN
	8
	

	     -TGL1
	14
	

	     -TGL2
	Not Present
	

	     -TGD
	UNDEFINED
	

	     -TGPL1
	4
	

	     -TGPL2
	Not Present
	R99 and Rel-4 only

	     -RPP
	Mode 0
	

	     -ITP
	Mode 0
	

	     -CHOICE UL/DL mode
	UL only or UL and DL, depending on UE capability
	

	      -Downlink compressed mode method
	SF/2 or Not present depending on UE capability
	

	      -Uplink compressed mode method
	SF/2
	

	     -Downlink frame type
	A
	

	     -DeltaSIR1
	0
	

	     -DeltaSIRafter1
	0
	

	     -DeltaSIR2
	Not Present 
	

	     -DeltaSIRafter2
	Not Present 
	

	     -N Identify abort
	Not Present 
	

	     -T Reconfirm abort
	Not Present 
	

	  -TX Diversity Mode
	Not Present 
	

	  -SSDT information
	Not Present 
	R99 and Rel-4 only

	 -Default DPCH Offset Value
	Not Present
	

	-Downlink information per radio link list
	
	

	 - Downlink information for each radio link
	
	

	  -Choice mode
	FDD
	

	   -Primary CPICH info
	
	

	    -Primary scrambling code
	100
	

	   -PDSCH with SHO DCH Info
	Not Present 
	R99 and Rel-4 only

	   -PDSCH code mapping
	Not Present
	R99 and Rel-4 only

	  -Downlink DPCH info for each RL
	
	

	   -CHOICE mode
	FDD
	

	    -Primary CPICH usage for channel estimation
	Primary CPICH may be used
	

	    -DPCH frame offset
	Set to value Default DPCH Offset Value ( as currently stored in SS) mod 38400
	

	    -Secondary CPICH info
	Not Present
	

	    -DL channelisation code
	
	

	     -Secondary scrambling code
	Not Present
	

	     -Spreading factor
	128
	

	     -Code number
	96
	

	     -Scrambling code change 
	No code change
	

	    -TPC combination index
	0
	

	    -SSDT Cell Identity
	Not Present 
	R99 and Rel-4 only

	    -Closed loop timing adjustment mode
	Not Present
	

	  -SCCPCH Information for FACH
	Not Present
	


5.7A.4.2
Procedure

1)
Send TRANSPORT CHANNEL RECONFIGURATION message to set the beta values defined in table C.10.1.4 subtest 3 and the DPCH frame offset according the HS-DPCCH half slot offset required for measurements. This will create a signal with a repeat pattern of 12ms. The Uplink DPCH Power Control Info shall initially specify the Power Control Algorithm as algorithm 2 for interpreting TPC commands.

2)
Generate suitable TPC commands from the SS to set the output power of the UE, measured at the UE antenna connector when the HS-DPCCH is not transmitted, to be in the range 0 dBm  2dB. This is a nominal setting and not part of the test requirements.
5)
Figure 5.7A.2 shows the 12ms cycle created when using the TRANSPORT CHANNEL RECONFIGURATION message from Annex I with the test specific message content defined below and with TPC_cmd=0. Measure the mean power during the half slot periods either side of the measurement points specified on figure 5.7A.2. The 25us transient periods at the end of each half slot period shall not be included. Measurement points 4, 8 and 11 are at the DPCCH slot boundaries just after and just before the HS-DPCCH transmission.  Evaluate the difference in mean power to determine the power steps around the measurement points shown in Figure 5.7A.2. The power steps shall meet the test requirements in table 5.7A.2. 

6)
Reconfigure the uplink DPCH power control Info to use Algorithm 1 with 1 dB step size. Set and send continuously Up power control commands to the UE until the UE output power during HS-DPCCH ACK/NACK transmission reaches the maximum as defined in table 5.2A.1.
7)
Figure 5.7A.3 shows the 12ms cycle created when using TPC_cmd=1. Measure the mean power during the half slot periods either side of the measurement points specified on figure 5.7A.3. The 25us transient periods at the end of each half slot period shall not be included.  Measurement points 5, 10 and 13 are at the DPCCH slot boundaries in between the HS-DPCCH transmissions. The last downward step prior to the HS-DPCCH transmission is not tested due to the accumulation of tolerances making the test requirement very wide. Evaluate the difference in mean power to determine the power steps around the measurement points shown in Figure 5.7A.3. The transmitter power steps shall meet the test requirements in table 5.7A.3.
8)  For the tested UE with two transmit chains and two transmit antenna ports, measure the output power (with HS-DPCCH ) at the combined output of the UE (see Figure A.1a for the connection). The combiner used for combining the two outputs shall have equal path loss and zero phase difference between the two combining paths.
Specific Message Contents

All messages indicated above shall use the same content as described in the default message content in clause 9 of TS 34.108 [3], except the TRANSPORT CHANNEL RECONFIGURATION message which is defined in Annex I. The test specific content for the TRANSPORT CHANNEL RECONFIGURATION message is as follows:

	Information Element
	Value/remark

	            - Ack-Nack repetition factor
	1

	            - CQI repetition factor
	1
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