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1. Introduction

In the previous meetings in RAN5, the RF group discussed the details of the test cases and necessary combinations of Channel bandwidths, Modulation, RB and MPR values to meet the requirements of the Out of Band Emission test cases when MPR applied [1][2].
We have carried further investigation to the test conditions and find that besides Modulation, Bandwidths and RBs, the subframe configurations will also have effects on the test results of the Out of Band Emissions when MPR applied. The supported document is R5-090301. Here we suggest that we also consider the subframe configurations in the test procedure when MPR applied.
2. Discussions and recommendations
These are our recommendations: In the test procedure when MPR applied, add the condition of subframe configurations
3.   References
[1] R5-085706 Discussion on the Application of MPR for 35.521-1 Tx test cases, NTT DOCOMO, ZTE, Anritsu, Fujitsu & Orange
[2] R5-086163 Results into Investigation of Combinations of Channel Bandwidth,  Resource Blocks   & Modulation when MPR Applied, NTT DOCOMO, Fujitsu  & Panasonic
[3] R5-090301 Discussion on the test conditions on the application of MPR, ZTE
Attachment: TS 36.521(v8.0.1)
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6.6.2.3
Adjacent Channel Leakage power Ratio

Editor’s note: The test cases for ACLR and additional ACLR are incomplete. The following aspects specified to ACLR are either missing or not yet determined:

FDD  aspects  missing or not yet determined:

-
The Core requirements for ACLR are undefined for channel bandwidth 1.4MHz, 3.0MHz

-
It is not yet clear how the "Rectangular Filter" is to be implemented in detail.

-
The absolute ACLR power limit is not confirmed yet.

-
Test points to apply MPR for ACLR case needed to be investigated

-
Test case is not complete for FDD

TDD  aspects missing or not yet determined:

· Test case is not complete for TDD

· Test description section needs to be verified or modified (if necessary) for TDD applicability
The following aspects are either missing or not yet determined same as other test cases:
-
Reference Measurement Channels are undefined

-
The fixed power allocation for the RB(s) is undefined

-
The UE call setup details are undefined (parameter, procedure, message contents)

6.6.2.3.1
Test purpose

To verify that UE transmitter does not cause unacceptable interference to adjacent channels in terms of Adjacent Channel Leakage power Ratio (ACLR). 

6.6.2.3.2
Test applicability

This test case applies to all types of E-UTRA UE release 8 and forward.

6.6.2.3.3
Minimum conformance requirements
ACLR requirements are specified for two scenarios for an adjacent E -UTRAACLR   and UTRAACLR1/2 as shown in Figure 6.6.2.3.3-1.
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Figure 6.6.2.3.3-1: Adjacent Channel Leakage Power Ratio requirements

6.6.2.3.3.1
Minimum conformance requirements for E-UTRA

E-UTRA ACLR (E-UTRAACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency. The assigned E-UTRA channel power and adjacent E-UTRA channel power are measured with rectangular filters with measurement bandwidth specified in Table 6.6.2.3.3.1-1.

If the measured adjacent channel power is greater than –50dBm then the E-UTRAACLR shall be higher than the valued specified in Table 6.6.2.3.3.1-1.

Table 6.6.2.3.3.1-1: General requirements for E-UTRAACLR
	
	Channel bandwidth  / E-UTRAACLR1   / measurement bandwidth 

	
	1.4 

MHz
	3.0 

MHz
	5 

MHz
	10  

MHz
	15 

MHz
	20  

MHz

	E-UTRAACLR1
	30 dB
	30 dB
	30 dB
	30 dB
	30 dB
	30 dB

	E-UTRA channel Measurement bandwidth
	
	
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz


The normative reference for this requirement is TS 36.101 [2] subclause 6.6.2.3.1.

6.6.2.3.3.2
 Minimum conformance requirements for UTRA

UTRA ACLR (UTRAACLR) is the ratio of the filtered mean power centred on the assigned E-UTRA channel frequency to the filtered mean power centred on an adjacent UTRA channel frequency. 

UTRA ACLR is specified for both the first UTRA adjacent channel (UTRAACLR1) and the 2nd UTRA adjacent channel (UTRAACLR2) .The UTRA channel power is measured with a RRC bandwidth filter with roll-off factor = 0.22. The assigned E-UTRA channel power is measured with a rectangular filter with measurement bandwidth specified in Table 6.6.2.3.3.2-1.
If the measured UTRA channel power is greater than –50dBm then the UTRAACLR1　and  UTRAACLR2 shall be higher than the valued specified in Table 6.6.2.3.3.2-1.
Table 6.6.2.3.3.2-1: General requirements for UTRAACLR1/2
	
	Channel bandwidth  / UTRAACLR1/2   / measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	UTRAACLR1
	33 dB
	33 dB
	33 dB
	33 dB
	33 dB
	33 dB

	Adjacent channel centre frequency offset (in MHz)
	-
	-
	2.5+BWUTRA/2
	5+BWUTRA/2
	7.5+BWUTRA/2
	10+BWUTRA/2

	UTRAACLR2
	-
	-
	36 dB
	36 dB
	36 dB
	36 dB

	Adjacent channel centre frequency offset (in MHz)
	-
	-
	2.5+3*BWUTRA/2
	5+3*BWUTRA/2
	7.5+3*BWUTRA/2
	10+3*BWUTRA/2

	E-UTRA  channel Measurement bandwidth
	-
	-
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	UTRA 5MHz channel Measurement bandwidth1
	-
	-
	3.84 MHz
	3.84 MHz
	3.84 MHz
	3.84 MHz

	UTRA 1.6MHz channel measurement bandwidth2
	-
	-
	1.28 MHz
	1.28 MHz
	1.28 MHz
	1.28 MHz

	NOTE 1: Applicable for E-UTRA FDD co-existence with UTRA FDD in paired spectrum.

NOTE 2: Applicable for E-UTRA TDD co-existence with UTRA TDD in unpaired spectrum.


The normative reference for this requirement is TS 36.101 subclause 6.6.2.3.2.

6.6.2.3.4
Test description

6.6.2.3.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as specified in TS 36.508 [7] subclause 4.1.

Frequencies to be tested: low range, mid range, high range; as specified in TS 36.508 [7] subclause 4.3.1.
Channel bandwidth to be tested: [lowest, 5MHz, and highest] channel bandwidth as defined in TS 36.508 subclause 4.3.1
1. Connect the SS to the UE antenna connectors as shown in Figure TS 36.508 [7] Annex A, Figure A1.

2. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS. Message contents are defined in clause 6.6.2.3.4.3.

6.6.2.3.4.2
Test procedure

1.   Set the modulation and RBs of the UE according to the first applicable sub-test in table FFS, and set a compatible UL Reference Measurement Channel. 
2.   Set the subframe configurations from Annex FFS Table[FFS].
3. Send continuous uplink power control “up” commands to the UE to ensure that the UE transmits at its maximum power.
4. Masure the filtered mean power for E-UTRA.

5. Measure the filtered mean power of the first E-UTRA adjacent channel. 

6. Measure the RRC filtered mean power of the first and the second UTRA adjacent channel. 

7. Calculate the ratio of the power between the values measured in step5 over step 4 for E-UTRAACLR. 

8. Calculated the ratio of the power between the values measured in step 6 over step 4 for UTRAACLR1, UTRAACLR2.
9. Repeat steps 1-8 for all applicable sub-tests in Table[FFS].
6.6.2.3.4.3
Message contents
Message contents are according to TS 36.508 [7] subclause 4.6.

6.6.2.3.5
Test requirement

6.6.2.3.5.1
Test requirements E-UTRA
If the measured adjacent channel power is greater than –50 dBm then the measured E-UTRAACLR, derived in step 5), shall be higher than the limits in table 6.6.2.3.5.1-1.
Table 6.6.2.3.5.1-1: E-UTRA UE ACLR

	
	Channel bandwidth  / E-UTRAACLR1   / measurement bandwidth 

	
	1.4 

MHz
	3.0 

MHz
	5 

MHz
	10  

MHz
	15 

MHz
	20  

MHz

	E-UTRAACLR1
	29.2 dB
	29.2 dB
	29.2 dB
	29.2 dB
	29.2 dB
	29.2 dB

	E-UTRA channel Measurement bandwidth
	
	
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	UE channel
	
	
	+5MHz or

-5MHz
	+10MHz or

-10MHz
	+15MHz or -15MHz
	+20MHz or

-20MHz


6.6.2.3.5.2 Test requirements UTRA
If the measured UTRA channel power is greater than –50dBm then the measured UTRAACLR1, UTRAACLR2, derived in step 6), shall be higher than the limits in table 6.6.2.3.5.2-1.
Table 6.6.2.3.5.2-1: UTRA UE ACLR
	
	Channel bandwidth  / UTRAACLR1/2   / measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	UTRAACLR1
	32.2 dB
	32.2 dB
	32.2 dB
	32.2 dB
	32.2 dB
	32.2 dB

	Adjacent channel centre frequency offset (in MHz)
	-
	-
	2.5+BWUTRA/2
	5+BWUTRA/2
	7.5+BWUTRA/2
	10+BWUTRA/2

	UTRAACLR2
	-
	-
	35.2 dB
	35.2 dB
	35.2 dB
	35.2 dB

	Adjacent channel centre frequency offset (in MHz)
	-
	-
	2.5+3*BWUTRA/2
	5+3*BWUTRA/2
	7.5+3*BWUTRA/2
	10+3*BWUTRA/2

	E-UTRA  channel Measurement bandwidth
	-
	-
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	UTRA 5MHz channel Measurement bandwidth1
	-
	-
	3.84 MHz
	3.84 MHz
	3.84 MHz
	3.84 MHz

	UTRA 1.6MHz channel measurement bandwidth2
	-
	-
	1.28 MHz
	1.28 MHz
	1.28 MHz
	1.28 MHz

	NOTE 1: Applicable for E-UTRA FDD co-existence with UTRA FDD in paired spectrum.

NOTE 2: Applicable for E-UTRA TDD co-existence with UTRA TDD in unpaired spectrum.
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