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1. Introduction
In the current specification [1], the section 4.2.2, E-UTRAN TDD-TDD intra frequency cell re-selection test case is empty. The document gives test proposal of this test case in annex.
It is recommended incorporating the text into the current draft of TS 36.521-3.
2. Reference

[1] R5-086078, LTE RRM Cell Re-Selection text proposal, Motorola

[2] TS36.521-3 v0.6.0
[3] TS36.133 v8.4.0
[4] TS36.304 v8.4.0
Annex: Text proposal
===================== Start Text Proposal =====================

4.2.2
E-UTRAN TDD – TDD cell re-selection intra frequency case
4.2.2.1
Test purpose

To verify that when the current and target cell operates on the same carrier frequency the UE is able to search and measure cells to meet the intra-frequency cell re-selection requirements.
4.2.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

4.2.2.3
Minimum conformance requirements

The cell re-selection delay shall be less than Tevaluate,E-UTRAN_Intra + TSI-EUTRA in RRC_IDLE state.

The UE shall be able to identify new intra-frequency cells and perform RSRP measurement of identified intra-frequency cells without an explicit intra-frequency neighbour list containing physical layer cell identities.

The UE shall be able to evaluate whether a newly detectable intra-frequency cell meets the re-selection criteria defined in TS 36.304 [6] within Tdetect,EUTRAN_Intra as defined in table 4.2.2.3-1 of TS 36.133 [4] clause 4.2.2.3 when Treselection = 0.

The UE shall measure RSRP at least every Tmeasure,EUTRAN_Intra as defined in table 4.2.2.3-1 of TS 36.133 [4] clause 4.2.2.3 for intra-frequency cells that are identified and measured according to the measurement rules.

The UE shall filter RSRP measurement of each measured intra-frequency cell using at least [2] measurements. Within the set of measurements used for the filtering, [at least two measurements] shall be spaced by at least Tmeasure,EUTRAN_Intra / 2.

For an intra-frequency cell that has been already detected, but that has not been re-selected to, the filtering shall be such that the UE shall be capable of evaluating that the intra-frequency cell has met the re-selection criterion defined in TS 36.304 [6] within Tevaluate,E-UTRAN_Intra as defined in table 4.2.2.3-1 of TS 36.133 [4] clause 4.2.2.3 when Treselection = 0.

If Treselection timer has a non-zero value and the intra-frequency cell is better ranked than the serving cell, the UE shall evaluate this intra-frequency cell for the Treselection time. If this cell remains better ranked within this duration, then the UE shall re-select that cell.

The UE shall evaluate the intra-frequency cell re-selection criteria as defined in TS 36.304 [6] at least every DRX cycle. The DRX cycle length is 1.28 seconds.

At intra-frequency cell re-selection, the UE shall monitor the downlink of serving cell for paging reception until the UE is capable to start monitoring downlink channels of the target intra-frequency cell for paging reception. The interruption time shall not exceed TSI-EUTRA + 50 ms. TSI-EUTRA is the time required for receiving all the relevant system information data according to the reception procedure and the RRC procedure delay of system information blocks as defined in TS 36.331 [5] for a E-UTRAN cell.

The normative reference for this requirement is TS 36.133 [4] clause 4.2.2.3 and A.4.2.1.

4.2.2.4
Test description

4.2.2.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.2.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.2.

1. Connect the SS and AWGN noise source to the UE antenna connectors as shown in Figure [FFS in clause FFS of this document].
2. The general test parameter settings are set up according to Table 4.2.2.4.1-1.
3. The parameter settings for the cells are set up according to Table 4.2.2.5.1-1. Propagation conditions are set according to Annex B clause B.1.1.
4. Downlink signals are initially set up according to Table 4.2.2.5.1-1.
5. The parameters for cell re-selection are set up according to Table 4.2.2.5.1-1.
6. Message contents are as defined in clause 4.2.2.4.3.
7. There is one E-UTRA TDD carrier and two cells specified in the test.
Table 4.2.2.4.1-1: General Test Parameters for E-UTRAN TDD-TDD intra cell re-selection test case
	Parameter
	Unit
	Value
	Comment

	Initial condition
	Active cell 
	
	Cell1
	

	
	Neighbour cells
	
	Cell2 
	

	Final condition
	Visited cell 
	
	Cell2
	

	E-UTRA RF Channel Number
	
	1
	Only one TDD carrier frequency is used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	Time offset between cells
	
	3 (s
	Synchronous cells

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in 3GPP TS 36.211

	Uplink-downlink configuration
	
	1
	As specified in table 4.2-2 in 3GPP TS 36.21

	PRACH configuration index
	
	53
	As specified in table 5.7.1-3 in 3GPP TS 36.211

	DRX cycle length
	s
	1.28
	The value shall be used for all cells in the test.

	T1
	s
	15
	T1 need to be defined so that cell re-selection reaction time is taken into account.

	T2
	s
	15
	T2 need to be defined so that cell re-selection reaction time is taken into account.


Table 4.2.2.4.1-2: Cell Specific Test Parameters for E-UTRAN TDD-TDD intra cell re-selection test case in AWGN
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	OCNG Pattern defined in TS 36.133 [4] A.3.2.2.1 (OP.2 TDD)
	
	OP.2 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	
	
	

	PSS_RA
	
	
	

	SSS_RA
	
	
	

	PCFICH_RB
	
	
	

	PHICH_RA
	
	
	

	PHICH_RB
	
	
	

	PDCCH_RA
	
	
	

	PDCCH_RB
	
	
	

	PDSCH_RA
	
	
	

	PDSCH_RB
	
	
	

	OCNG_RANote 1
	
	
	

	OCNG_RBNote 1 
	
	
	

	Qrxlevmin
	dBm
	-140
	-140

	Pcompensation
	dB
	0
	0

	Qhysts
	dB
	0
	0

	Qoffsets, n
	dB
	0
	0

	Cell_selection_and_

reselection_quality_measurement
	
	RSRP
	RSRP
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	dB
	2.36
	-3.33
	-3.33
	2.36
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	dBm/15 kHz
	-98

	RSRP
	dBm/15 kHz
	-87
	-90
	-90
	-87

	Treselection
	s
	0
	0
	0
	0

	Sintrasearch
	dB
	Not sent
	Not sent

	Propagation Condition 
	
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.


4.2.2.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The UE is requested to monitor the neighbouring cell on one E-UTRA TDD carrier. In the test there are two successive time periods, with time duration of T1 and T2 respectively. Both cell 1 and cell 2 are already identified by the UE prior to the start of the test. At T1 the UE is camped on to cell 1. Cell 1 and cell 2 belong to different tracking areas. Furthermore, UE has not registered with network for the tracking area containing cell 2.

1. Set the parameters according to T1 in Table 4.2.2.5-1.
2. Ensure the UE is in State 2 according to TS 36.508 [7] clause 4.5.2 on the strongest cell.
3. 15 seconds after step 2 has completed, the SS shall switch the power setting from T1 to T2 as specified in Table 4.2.2.5-1.
4. The SS waits for random access requests information from the UE to perform a Tracking Area Update procedure on the strongest cell.
5. If the UE responds on strongest cell during time duration T2 within 8 seconds from the beginning of time period T2 then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one.
6. Repeat step 1-5 until the confidence level according to Table G.2.6-1 in Annex G clause G.2 is achieved.
4.2.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 4.2.2.4.3-1: SystemInformationBlockType3: Additional E-UTRAN FDD-FDD intra frequency cell re-selection test point 1 requirement
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	cellReselectionInfoCommon SEQUENCE {
	
	
	

	  q-Hyst
	dB0
	
	


Table 4.2.2.4.3-2: SystemInformationBlockType3: Additional E-UTRAN FDD-FDD intra frequency cell re-selection test point 2 requirement
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	 intraFreqCellReselectionInfo SEQUENCE {
	
	
	

	  q-Rxlevmin
	-70 (-140 dBm)
	
	


Table 4.2.2.4.3-3: SystemInformationBlockType4: Additional E-UTRAN FDD-FDD intra frequency cell re-selection test requirement
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-3 SystemInformationBlockType4

	Information Element
	Value/remark
	Comment
	Condition

	intraFreqNeighbouringCellList SEQUENCE (SIZE (1..maxCellIntra)) OF SEQUENCE {
	
	
	

	  q-OffsetCell
	dB0
	
	


Table 4.2.2.4.3-4: PRACH-ConfigCommonDEFAULT: Additional E-UTRAN FDD-FDD intra frequency cell re-selection test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-7 PRACH-ConfCommonDEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	Prach-ConfigInfo SEQUENCE {
	
	
	

	  Prach-ConfigurationIndex
	53
	
	


4.2.1.5
Test requirement

Tables 4.2.2.4.1-1, and 4.2.2.5-1 defines the primary level settings including test tolerances for E-UTRAN TDD-TDD intra frequency cell re-selection test case.

Table 4.2.2.5-1: Cell Specific Test requirement Parameters for E-UTRAN TDD-TDD intra frequency cell re-selection test case
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	OCNG Pattern defined in TS 36.133 [4] A.3.2.2.1 (OP.2 TDD)  
	
	OP.2 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	
	
	

	PSS_RA
	
	
	

	SSS_RA
	
	
	

	PCFICH_RB
	
	
	

	PHICH_RA
	
	
	

	PHICH_RB
	
	
	

	PDCCH_RA
	
	
	

	PDCCH_RB
	
	
	

	PDSCH_RA
	
	
	

	PDSCH_RB
	
	
	

	OCNG_RANote 1
	
	
	

	OCNG_RBNote 1 
	
	
	

	Qrxlevmin
	dBm
	-140
	-140

	Pcompensation
	dB
	0
	0

	Qhysts
	dB
	0
	0

	Qoffsets, n
	dB
	0
	0

	Cell_selection_and_

reselection_quality_measurement
	
	RSRP
	RSRP
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	2.36 + [+0.13]
	-3.33 + [-0.3]
	-3.33 + [-0.3]
	2.36 + [+0.13]
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	dBm/15 kHz
	-98

	RSRP
	dBm/15 kHz
	-87 + [+0.7]
	-90 +

[+0.3]
	-90 +

[+0.3]
	-87 + [+0.7]

	Treselection
	s
	0
	0
	0
	0

	Sintrasearch
	dB
	Not sent
	Not sent

	Propagation Condition 
	
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.


The cell re-selection delay test requirement in this case is expressed as:

Cell re-selection delay = Tevaluate,E-UTRAN_Intra + TSI-EUTRA
Tevaluate,E-UTRAN_Intra = 6.40 s; as specified in TS 36.133 [4] clause 4.2.2.4

TSI-EUTRA = 1280 ms; as specified in TS 36.133 [4] clause 4.2.2.4
The cell re-selection delay shall be less than a total of 8 seconds in this test case (note: this gives a total of 7.68 seconds but the test allows 8 seconds).

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.
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