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<Start of modified section>

	8
	RADIO RESOURCE CONTROL
	
	
	
	
	

	8.1.1.1
	RRC / Paging for Connection in idle mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.1.2
	RRC / Paging for notification of BCCH modification in idle mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.1.3
	RRC / Paging for Connection in idle mode (multiple paging records)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.1.4
	RRC / Paging for Connection in idle mode (Shared Network environment)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.2.1
	RRC Connection Establishment: Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.2.2
	RRC Connection Establishment in RRC Idle state: Reject with wait time
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.2.3
	RRC Connection Establishment in RRC Idle state: return to idle state after T300 timeout
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.2.5
	RRC Connection Establishment: 0% access probability for MO calls, no restriction for MO signalling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.2.7
	RRC Connection Establishment: 0% access probability for AC 0..9, AC 10 is barred, AC 11..15 are not barred, access for UE with access class in the range 11..15 is allowed.
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.2.8
	RRC Connection Establishment: range of access baring time
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.2.10
	RRC Connection Establishment during Cell reselection: Failure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.3.1
	RRC / RRC Connection Release: Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.3.3
	RRC Connection Release: UE stays on same cell
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.3.4
	RRC Connection Release: redirection to another E-UTRA frequency
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.3.5
	RRC Connection Release: success (with priority information)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.3.6
	RRC Connection Release: redirection from E-UTRAN to UTRAN
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.1.1
	RRC Connection Reconfiguration / Radio Bearer Establishment for transition from RRC_Idle to RRC_CONNECTED: Success (Default bearer, early bearer establishment)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.1.2
	RRC Connection Reconfiguration / Radio Bearer Establishment for transition from RRC_IDLE to RRC_CONNECTED: Failure (Default bearer
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.1.3
	RRC Connection Reconfiguration / Radio Bearer Establishment: Success (Dedicated bearer)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.1.4
	RRC Connection Reconfiguration / Radio Bearer Establishment: Failure (Dedicated bearer)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.1.7
	RRC Connection Reconfiguration / Radio Bearer Establishment: Success (SRB2)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.2.1
	RRC Connection Reconfiguration / Radio Resource Reconfiguration: Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.2.2
	RRC Connection Reconfiguration / SRB/DRB Reconfiguration: Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.3.1
	RRC Connection Reconfiguration / Radio Bearer Release: Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.4.1
	RRC Connection Reconfiguration / Handover: Success (Dedicated preamble)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.4.2
	RRC Connection Reconfiguration / Handover: Success (Common preamble)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.4.3
	RRC Connection Reconfiguration / Handover: success (intra-cell, security reconfiguration)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.4.5
	RRC Connection Reconfiguration / Handover (full configuration)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.4.6
	RRC Connection Reconfiguration / Handover (inter-frequency)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.4.7
	RRC Connection Reconfiguration / Handover: Failure (Re-establishment successful)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.4.9
	RRC Connection Reconfiguration / Handover (Inter-band blind handover): Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.1
	Measurement configuration control and reporting/ intra E-UTRAN measurements: event A1
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.2
	Measurement configuration control and reporting/ intra E-UTRAN measurements: event A2
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.4
	Measurement configuration control and reporting / intra E-UTRAN measurements: Periodic reporting (intra and inter frequency measurements)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.5
	Measurement configuration control and reporting / intra E-UTRAN measurements: 2 simultaneous event A3 (intra frequency measurements)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.6
	Measurement configuration control and reporting / intra E-UTRAN measurements: 2 simultaneous events A2 and A3 (Inter frequency measurements)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.7
	Measurement configuration control and reporting/ intra E-UTRAN measurements: blacklisting
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.8
	Measurement configuration control and reporting / intra E-UTRAN measurements: handover (IE measurement configuration present)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.9
	Measurement configuration control and reporting / intra E-UTRAN measurements: intra-frequency handover (IE measurement configuration not present)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.1.10
	Measurement configuration control and reporting / intra E-UTRAN measurements: inter-frequency handover (IE measurement configuration not present)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.2.3
	Measurement configuration control and reporting / inter RAT measurements: event B2 (measurement of UTRAN cells)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.2.4
	Measurement configuration control and reporting / inter RAT measurements: Periodic reporting (measurement of UTRAN cells)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.3.1
	Measurement configuration control and reporting / SON / ANR: CGI reporting of E-UTRAN cell
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.4.1.2
	CS fallback from E-UTRA RRC_IDLE to UTRA(CS)
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.5.1.1
	RRC Connection Re-establishment: Success (after Radio Link Failure)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.5.1.2
	RRC Connection Re-establishment: End of procedure after T301 expiry (after Radio Link Failure)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.5.1.3
	RRC Connection Re-establisment: Failure: T311 Expiry (after Radio Link Failure)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.5.1.4
	RRC Connection Re-establisment: Failure: Reject (after Radio Link Failure)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.5.1.5
	Radio Link Recovery while T310 is running
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9
	EPS MOBILITY MANAGEMENT PROCEDURE
	
	
	
	
	

	9.1.1.1
	GUTI reallocation procedure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.1.2
	GUTI reallocation procedure, no TA list
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.2.1
	Authentication accepted
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.2.3
	Authentication not accepted by the network, GUTI used, authentication reject and re-authentication
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.2.4
	Authentication not accepted by the UE, MAC code failure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.3.1
	NAS security mode command accepted by the UE
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.3.2
	NAS security mode command not accepted by the UE
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.4.1
	Identification procedure, IMSI requested
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.1
	Attach Procedure / Success (valid GUTI)
	Rel-8
	C04
	UEs supporting E-UTRA and not CS fallback capable
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.2
	Attach Procedure / Success / With IMSI, GUTI reallocation
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.5
	Attach Procedure / Success / ATTACH ACCEPT message includes the PDN address assigned to the UE
	Rel-8
	C04
	UEs supporting E-UTRA and not CS fallback capable
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.9
	ATTACH / rejected / IMSI invalid
	Rel-8
	C04
	UEs supporting E-UTRA and not CS fallback capable
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.12
	ATTACH / rejected / GPRS services not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and not CS fallback capable
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.13
	ATTACH / rejected / PLMN not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and not CS fallback capable
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.14
	Attach / rejected / tracking area not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and not CS fallback capable
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.17
	Attach / rejected / no suitable cells in tracking area
	Rel-8
	C04
	UEs supporting E-UTRA and not CS fallback capable
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.19
	ATTACH / Abnormal case / Failure due to non integrity protection
	Rel-8
	C04
	UEs supporting E-UTRA and not CS fallback capable
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.1
	Combined attach procedure / Success / EPS and non-EPS services
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.6
	Combined attach / rejected / Illegal ME
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.8
	Combined attach / rejected / EPS services not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.9
	Combined attach / rejected / PLMN not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	
	
	
	
	
	
	

	9.2.1.2.10
	Combined attach / rejected / Tracking area not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.1.1
	UE initiated detach / UE switched off
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.1.2
	UE initiated detach / USIM removed from the UE
	Rel-8
	C03
	UEs supporting E-UTRA and USIM removal without power down
	pc_eFDD, pc_USIM_Removal
	

	
	
	
	
	
	pc_eTDD, pc_USIM_Removal
	

	9.2.2.2.1
	NW initiated detach / re-attach required
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.2.4
	NW initiated detach / re-attach not required / IMSI invalid
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.2.6
	NW initiated detach / re-attach not required / GPRS services not allowed
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD AND pc_CSfallback
	

	
	
	
	
	
	pc_eFDD AND pc_CSfallback
	

	9.2.2.2.7
	NW initiated detach / re-attach not required / GPRS services and non-GPRS services not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.2.8
	NW initiated detach / re-attach not required / PLMN not allowed
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.1
	Normal tracking area update / accepted
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.2
	Normal tracking area update / accepted / “Active” flag set
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.5
	Periodic tracking area update / accepted
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.1
	Combined tracking area update successful
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.3
	Combined tracking area update / successful for EPS services only / MSC temporarily not reachable
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.6
	Combined tracking area update / rejected / Illegal ME
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.12
	Combined tracking area update / rejected / Tracking area not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.15
	Combined tracking area update / rejected / Tracking area not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.1
	Service Request / initiated by UE for user data
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.2
	Service Request / initiated by UE for uplink signalling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.4.1
	Integrity protection: Correct functionality of EPS NAS integrity algorithms (SNOW3G)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.4.2
	Integrity protection: Correct functionality of EPS NAS integrity algorithms (AES)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.4.3
	Ciphering and Deciphering: Correct functionality of EPS NAS encryption algorithms (SNOW3G)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.4.4
	Ciphering and Deciphering: Correct functionality of EPS NAS encryption algorithms (AES)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	


Table 4-1a: Applicability of tests Conditions

	C01
IF [8]A.1/1 OR [8]A.1/2 THEN R ELSE N/A

	C02
IF ([8]A.1/1 OR [8]A.1/2 OR [8]A.1/5) AND [8]A.3/1 AND A.4.2.1.1-1/1 THEN R ELSE N/A

	C03
IF A.4.4-1/1 THEN R ELSE N/A

	C04
IF (NOT A.4.2.1.1-1/1) THEN R ELSE N/A


<End of modified section>
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