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15.18.5
Test requirements

SS must check that the UE sends all the requests over the security associations set up during registration, in accordance to 3GPP TS 24.229 [10], clause 5.1.1.5.1.
15.19
Inviting user to conference by sending a REFER request to the conference focus

15.19.1
Definition and applicability

Test to verify that the UE is able to invite an user to a conference by sending a REFER request to the conference focus. This process is described in 3GPP TS 24.147 [84]. The test case is applicable for IMS security or early IMS security.
15.19.2
Conformance requirement

Upon generating a REFER request that is destined to the conference focus in order to invite another user to a specific conference, the conference participant shall:

1)
set the request URI of the REFER request to the conference URI to which the user is invited to;

2)
set the Refer-To header of the REFER request to the SIP URI or tel URL of the user who is invited to the conference;

3)
either include the "method" URI parameter with the value "INVITE" or omit the "method" parameter in the Refer-To header; and

NOTE:
Other headers of the REFER request will be set in accordance with 3GPP TS 24.229 [5].

4)
send the REFER request towards the conference focus that is hosting the conference.

The UE may additionally include the Referred-By header to the REFER request and set it to the URI of the conference participant that is sending the REFER request. 

In case of an active session the UE may additionally include the Replaces header in the header portion of the SIP URI of the Refer-to header of the REFER request. The included Replaces header shall refer to the active dialog that is replaced by the ad-hoc conference. The Replaces header shall comply with RFC 3891 [33].

Afterwards the UE shall treat incoming NOTIFY requests that are related to the previously sent REFER request in accordance with RFC 3515 [17] and may indicate the received information to the user.
Reference(s)

3GPP TS 24.147[84], clause 5.3.1.5.3
15.19.3
Test purpose

1)
To verify that the UE sends a correctly composed REFER request to invite a user to conference; and

2)
To verify that the UE correctly processes the NOTIFYs from the invited user; and

3)
To verify that the UE correctly processes the NOTIFYs for the conference event package if the UE has subscribed to those.
15.19.4
Method of test
Same as 34.229-1 clause 15.18.4 except

Test procedure

1)
UE invites a user to the conference created. SS waits the UE to send to the conference focus a REFER request, which refers to the user to be invited to the conference.
Specific Message Contents
REFER (Step 1)

Use the default message “MO REFER” in annex A.2.10 with the following exceptions:

	Header/param
	Value/remark

	Request-URI
	px_FinalConferenceUri

	Refer-To
	

	
addr-spec
	SIP URI of the user invited to the conference

	To
	

	
addr-spec
	px_FinalConferenceUri

	
tag

	no tag given

	Call-ID
	

	
callid
	value different to that received in INVITE message used to create the confefrence

	CSeq
	

	
value
	must be present, value not checked


15.19.5
Test requirements

SS must check that the UE sends all the requests over the security associations set up during registration, in accordance to 3GPP TS 24.229 [10], clause 5.1.1.5.1.
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