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7.3
PDCP

7.3.1 
Maintenance of PDCP sequence numbers for radio bearers

7.3.1.1 
Maintenance of PDCP sequence numbers (user plane, RLC AM)

7.3.1.1.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE transmits a PDCP Data SDU on a DRB mapped on AM RLC }

    then { UE increments SN with 1 for each transmitted PDU for SN=0 to Maximum_PDCP_SN }

}

(2)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE transmits a PDCP Data SDU on a DRB mapped on AM RLC and Next_PDCP_TX_SN reach the Maximum_PDCP_SN limit }

    then { UE sets SN to 0 in the next transmitted PDCP SDU}

}

7.3.1.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.323 clause 5.1.1 5.1.2.12 and 6.2.3.
[TS 36.323, clause 5.1.1]

At reception of a PDCP SDU from upper layers, the UE shall:

-
start the Discard_Timer associated with this PDCP SDU (if configured);

For a PDCP SDU received from upper layers, the UE shall:
-
associate the PDCP SN corresponding to Next_PDCP_TX_SN to this PDCP SDU;


-
perform header compression of the PDCP SDU (if configured) as specified in the subclause 5.5.4;

-
perform integrity protection (if applicable), and ciphering (if applicable) using COUNT based on TX_HFN and the PDCP SN associated with this PDCP SDU as specified in the subclause 5.7 and 5.6, respectively;

-
increment Next_PDCP_TX_SN by one;

-
if Next_PDCP_TX_SN > Maximum_PDCP_SN:

-
set Next_PDCP_TX_SN to 0;

-
increment TX_HFN by one;

-
submit the resulting PDCP Data PDU to lower layer.

[TS 36.323, clause 5.1.2.1.2]

For DRBs mapped on RLC AM, at reception of a PDCP Data PDU from lower layers, the UE shall:

-
if received PDCP SN – Last_Submitted_PDCP_RX_SN > Reordering_Window or 0 <= Last_Submitted_PDCP_RX_SN – received PDCP SN < Reordering_Window:

-
if received PDCP SN > Next_PDCP_RX_SN:

-
decipher the PDCP PDU as specified in the subclause 5.6, using COUNT based on RX_HFN - 1 and the received PDCP SN;

-
else:

-
decipher the PDCP PDU as specified in the subclause 5.6, using COUNT based on RX_HFN and the received PDCP SN;

-
perform header decompression (if configured) as specified in the subclause 5.5.5;

-
discard this PDCP SDU;

-
else if Next_PDCP_RX_SN – received PDCP SN > Reordering_Window:

-
increment RX_HFN by one;

-
use COUNT based on RX_HFN and the received PDCP SN for deciphering the PDCP PDU;

-
set Next_PDCP_RX_SN to the received PDCP SN + 1;

-
else if received PDCP SN – Next_PDCP_RX_SN > Reordering_Window:

-
use COUNT based on RX_HFN – 1 and the received PDCP SN for deciphering the PDCP PDU;

-
else if received PDCP SN >= Next_PDCP_RX_SN:

-
use COUNT based on RX_HFN and the received PDCP SN for deciphering the PDCP PDU;

-
set Next_PDCP_RX_SN to the received PDCP SN + 1;

-
if Next_PDCP_RX_SN is larger than Maximum_PDCP_SN:

-
set Next_PDCP_RX_SN to 0;

-
increment RX_HFN by one;

-
else if received PDCP SN < Next_PDCP_RX_SN:

-
use COUNT based on RX_HFN and the received PDCP SN for deciphering the PDCP PDU;

-
if the PDCP PDU has not been discarded in the above:

-
perform deciphering and header decompression (if configured) for the PDCP PDU as specified in the subclauses 5.6 and 5.5.5, respectively;

-
if a PDCP SDU with the same PDCP SN is stored:

-
discard this PDCP SDU;

-
else:

-
store the PDCP SDU;

-
if the PDCP PDU received by PDCP is not due to the re-establishment of lower layers:

-
deliver to upper layers in ascending order of the associated COUNT value: 

-
all stored PDCP SDU(s) with an associated COUNT value less than the COUNT value associated with the received PDCP SDU;

-
all stored PDCP SDU(s) with consecutively associated COUNT value(s) starting from the COUNT value associated with the received PDCP SDU;

-
set Last_Submitted_PDCP_RX_SN to the PDCP SN of the last PDCP SDU delivered to upper layers;

-
else if received PDCP SN = Last_Submitted_PDCP_RX_SN + 1:

-
deliver to upper layers in ascending order of the associated COUNT value:

-
all stored PDCP SDU(s) with consecutively associated COUNT value(s) starting from the COUNT value associated with the received PDCP SDU;

-
set Last_Submitted_PDCP_RX_SN to the PDCP SN of the last PDCP SDU delivered to upper layers.
[TS 36.323, clause 6.2.3]

Figure 6.2.3.1 shows the format of the PDCP Data PDU when a 12 bit SN length is used. This format is applicable for PDCP Data PDUs carrying data from DRBs mapped on RLC AM or RLC UM.
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Figure 6.2.3.1: PDCP Data PDU format for DRBs using a 12 bit SN
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