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A.3
DL reference measurement channels

A.3.0
Downlink Reference measurement channel for TX characteristics

Tables A.3.0-1 describes the reference measurement channels to be used on the downlink during  Transmitter Characteristics (clause 6) that requires loopback.
Table A.3.0-1 Fixed DL Reference Channel for TX Requirements (FDD)
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	3
	7
	12
	25
	37
	50

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12

	Allocated subframes per Radio Frame
	
	10
	10
	10
	10
	10
	10

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Number of HARQ Processes
	Processes
	8
	8
	8
	8
	8
	8

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frames 0, 1,2,3,4, 5, 6,7,8,9
	Bits
	224
	600
	1032
	2216
	3240
	4392

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24

	Number of Code Blocks per subframe
	
	1
	1
	1
	1
	2
	2

	Code block CRC size
	Bits
	0
	0
	0
	0
	24
	24

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 0, 1,2,3,4, 5, 6,7,8,9
	Bits
	684
	1764
	3024
	6900
	10212
	13800

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 15 MHz and 10MHz channel BW. 3 symbols allocated to PDCCH for 5 MHz and 3 MHz. 4 symbols allocated to PDCCH for 1.4 MHz
Note 2:
Reference signal, Synchronization signals and  PBCH allocated as per TS 36.211 [4]

Note 3:
The RLC should be configured to Unacknowledged Mode
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