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6.6.3.2
Spurious emission band UE co-existence
6.6.3.2.1
Test purpose

To verify that UE transmitter does not cause unacceptable interference to co-existing systems for the specified bands which has specific requirements in terms of transmitter spurious emissions.

6.6.3.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 8 and forward.

6.6.3.2.3
Minimum conformance requirements

This clause specifies the requirements for the specified E-UTRA band as indicated in Table 6.6.3.2.3-1..
Table 6.6.3.2.3-1:
Spurious emission band UE co-existence limits

	E-UTRA   Band
	Spurious emission 

	
	Protected band
	Frequency range               (MHz)
	Level (dBm)
	Bandwidth (MHz)
	Comment

	1
	E-UTRA Band  1, 3, 7, 8, 9, 11, 34, 38, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	· 
	Frequency range
	860 
	- 
	895
	-50
	1
	

	· 
	Frequency range 
	1884.5
	- 
	1919.6
	-41
	0.3
	Note 6

	· 
	Frequency range 
	1884.5
	-
	1915.7
	-41
	0.3
	Note 6

	· 
	E-UTRA band 33
	1900
	- 
	1920
	-50
	1
	Note 3

	· 
	E-UTRA band 39
	1880
	- 
	1920
	-50
	1
	Note 3

	2
	E-UTRA Band  2, 4, 5, 10, 13, 14
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	3
	E-UTRA Band  1, 3, 7, 8, 9, 11, 33, 34, 38
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	4
	E-UTRA Band  2, 4, 5, 10, 13, 14
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	5
	E-UTRA Band  2, 4, 5, 10, 13, 14
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	6
	E-UTRA Band  1, 9, 11, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	875
	-37
	1
	

	
	Frequency range
	875
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	 

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	

	7
	E-UTRA Band  1, 3, 7, 8, 33, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	E-UTRA Band 38
	2570
	- 
	2620
	-50
	1
	Note 3

	8
	E-UTRA Band  1, 8, 7, 33, 34, 38, 39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	E-UTRA band 3
	1805
	- 
	1830
	-50
	1
	Note 4

	
	E-UTRA band 3
	1805
	- 
	1880
	-36
	0.1
	Note 2,4

	
	E-UTRA band 3
	1830
	- 
	1880
	-50
	1
	Note 4

	
	E-UTRA band 7
	2640
	-
	2690
	 -50
	1
	Note 4

	
	E-UTRA band 7
	2640
	- 
	2690
	-36
	0.1
	Note 2,4

	9
	E-UTRA Band  1, 9, 11, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	 

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	

	10
	E-UTRA Band  2, 4, 5, 10, 13, 14
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	11
	E-UTRA Band  1, 9, 11, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	 

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	

	13
	E-UTRA Band  2, 4, 5, 10, 13, 14
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	763
	-
	775
	-35
	0.00625
	 

	14
	E-UTRA Band  2, 4, 5, 10, 13, 14
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	 
	Frequency range
	763
	-
	775
	-35
	0.00625
	 

	 
	 
	 
	 
	 
	 
	 
	 

	33
	E-UTRA Band  1, 3,  8, 34, 38, 39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	Note 5

	34
	E-UTRA Band  1, 3, 7, 8, 9, 11, 33, 38,39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	Note 5

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range 
	1884.5
	-
	1919.6
	-41
	0.3
	 

	
	Frequency range 
	1884.5
	-
	1915.7
	-41
	0.3
	

	35
	
	
	
	
	
	
	

	36
	
	
	
	
	
	
	

	37
	
	
	-
	
	
	
	 

	38
	E-UTRA Band 1,3, 33, 34
	FDL_low  
	-
	FDL_high
	-50
	1
	 

	39
	E-UTRA Band 34, 40
	FDL_low  
	-
	FDL_high
	-50
	1
	 

	40
	E-UTRA Band 1, 3, 33, 34, 39 
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	NOTE:

1 FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.2-1

2 A number of exceptions are permitted and is FFS. These exceptions include both spurious due to LO mixing and I/Q imbalance for specific values of NRB.  For these exceptions the requirements of Table 6.6.3.1.3-2 are applicable. 

3 To meet these requirements some restriction will be needed for either the operating band or protected band

4 Requirements are specified in terms of E-UTRA sub-bands

5 For non synchronised TDD operation to meet these requirements some restriction will be needed for either the operating band or protected band

6 Applicable when NS_02 or NS_05 in section 6.6.3.3.3 is signalled by the network.


Note:  Bands 1,6,9,11,34 in the tables shall be reviewed after June 2012 because of PHS band operation change
The normative reference for this requirement is TS 36.101 [2] subclause 6.6.3.2.

6.6.3.2.4
Test description

6.6.3.2.4.1
Initial conditions
Test Environment: Normal; as specified in  TS 36.508 [7] subclause 4.1.

Frequencies to be tested: low range, mid range, high range as specified in TS 36.508 [7] subclause 4.3.1

Channel bandwidth to be tested: lowest, 5MHz, and highest channel bandwidth as defined in TS 36.508 subclause 4.3.1
1. Connect the SS to the UE to the UE antenna connectors as shown in Figure TS 36.508 [7] Annex A, Figure A1..

2. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS. Message contents are defined in clause 6.6.3.2.4.3.

6.6.3.2.4.2
Test procedure

1. Send continuous uplink power control “up” commands to the UE to ensure that the UE transmits at its maximum power.
2. Sweep the spectrum analyzer (or equivalent equipment) over a frequency range and measure the average power of spurious emission.

6.6.3.2.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6.

6.6.3.2.5
Test requirement

The measured average power of spurious emission [in one active slot], derived in step 2, shall not exceed the described value in tables 6.6.3.2.5-1.

Table 6.6.3.2.5-1:
Spurious emission band UE co-existence limits

	E-UTRA   Band
	Spurious emission 

	
	Protected band
	Frequency range               (MHz)
	Level (dBm)
	Bandwidth (MHz)
	Comment

	1
	E-UTRA Band  1, 3, 7, 8, 9, 11, 34, 38, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range 
	1884.5
	-
	1919.6
	-41
	0.3
	Note 6 

	
	Frequency range 
	1884.5
	-
	1915.7
	-41
	0.3
	Note 6 

	
	E-UTRA band 33
	1900
	- 
	1920
	-50
	1
	Note 3

	
	E-UTRA band 39
	1880
	- 
	1920
	-50
	1
	Note 3

	2
	E-UTRA Band  2, 4, 5, 10, 13, 14
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	3
	E-UTRA Band  1, 3, 7, 8, 9, 11, 33, 34, 38
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	4
	E-UTRA Band  2, 4, 5, 10, 13, 14
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	5
	E-UTRA Band  2, 4, 5, 10, 13, 14
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	6
	E-UTRA Band  1, 9, 11, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	875
	-37
	1
	

	
	Frequency range
	875
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	 

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	

	7
	E-UTRA Band  1, 3, 7, 8, 33, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	E-UTRA Band 38
	2570
	- 
	2620
	-50
	1
	Note 3

	8
	E-UTRA Band  1, 8, 7, 33, 34, 38, 39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	E-UTRA band 3
	1805
	- 
	1830
	-50
	1
	Note 4

	
	E-UTRA band 3
	1805
	- 
	1880
	-36
	0.1
	Note 2,4

	
	E-UTRA band 3
	1830
	- 
	1880
	-50
	1
	Note 4

	
	E-UTRA band 7
	2640
	-
	2690
	 -50
	1
	Note 4

	
	E-UTRA band 7
	2640
	- 
	2690
	-36
	0.1
	Note 2,4

	9
	E-UTRA Band  1, 9, 11, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	 

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	

	10
	E-UTRA Band  2, 4, 5, 10, 13, 14
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	11
	E-UTRA Band  1, 9, 11, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	 

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	

	13
	E-UTRA Band  2, 4, 5, 10, 13, 14
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	763
	-
	775
	-35
	0.00625
	 

	14
	E-UTRA Band  2, 4, 5, 10, 13, 14
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	 
	Frequency range
	763
	-
	775
	-35
	0.00625
	 

	 
	 
	 
	 
	 
	 
	 
	 

	33
	E-UTRA Band  1, 3,  8, 34, 38, 39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	Note 5

	34
	E-UTRA Band  1, 3, 7, 8, 9, 11, 33, 38,39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	Note 5

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range 
	1884.5
	-
	1919.6
	-41
	0.3
	 

	
	Frequency range 
	1884.5
	-
	1915.7
	-41
	0.3
	

	35
	
	
	
	
	
	
	

	36
	
	
	
	
	
	
	

	37
	
	
	-
	
	
	
	 

	38
	E-UTRA Band 1,3, 33, 34
	FDL_low  
	-
	FDL_high
	-50
	1
	 

	39
	E-UTRA Band 34, 40
	FDL_low  
	-
	FDL_high
	-50
	1
	 

	40
	E-UTRA Band 1, 3, 33, 34, 39 
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	NOTE:

1 FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.2-1

2 A number of exceptions are permitted and is FFS. These exceptions include both spurious due to LO mixing and I/Q imbalance for specific values of NRB.  For these exceptions the requirements of Table 6.6.3.1.5-1 are applicable. 

3 To meet these requirements some restriction will be needed for either the operating band or protected band

4 Requirements are specified in terms of E-UTRA sub-bands

5 For non synchronised TDD operation to meet these requirements some restriction will be needed for either the operating band or protected band

6 Applicable when NS_02 or NS_05 in section 6.6.3.3.3 is signalled by the network.


Note:  Bands 1,6,9,11,34 in the tables shall be reviewed after June 2012 because of PHS band operation change
6.6.3.3
Additional spurious emissions
6.6.3.3.1
Test purpose

To verify that UE transmitter does not cause unacceptable interference to other channels or other systems in terms of transmitter spurious emissions under the deployment scenarios where additional requirements are specified.

6.6.3.3.2
Test applicability

This test case applies to all types of E-UTRA UE release 8 and forward.

6.6.3.3.3
Minimum conformance requirements (network signalled value “NS_02” or "NS_05")

When “NS_02” or "NS_05" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.3-1. 

Table 6.6.3.3.3-1: Additional requirements (PHS) limits

	Frequency band
 (MHz)
	Channel bandwidth  / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	

	1884.5 f 1919.6*1
	-41
	-41
	-41
	-41
	-41
	-41
	300 KHz

	1884.5 f 1915.7*2
	-41
	-41
	-41
	-41
	-41
	-41
	300 KHz

	NOTE
1.             Applicable when the edge of the assigned E-UTRA UL channel bandwidth frequency is larger than or equal to the upper edge of PHS band (1919.6MHz)+ 4 MHz + the Channel BW assigned. Operations below this point are for further study.
2.             Applicable when the edge of the assigned E-UTRA UL channel bandwidth frequency is larger than or equal to the upper edge of PHS band (1915.7 MHz) + 4 MHz + the Channel BW assigned. Operations below this point are for further study.


Note:  Notes in the tables shall be reviewed after June 2012 because of PHS band operation change
The normative reference for this requirement is TS 36.101[2] subclause 6.6.3.3.

6.6.3.3.4
Test description

6.6.3.3.4.1
Initial conditions
Test Environment: Normal; as specified in TS 36.508 [7] subclause 4.1

Frequencies to be tested: [low range,] mid range, high range; as specified in TS 36.508 [7] subclause 4.3.1

Channel bandwidth to be tested: lowest, 5MHz, and highest channel bandwidth as defined in TS 36.508 subclause 4.3.1
1. Connect the SS to the UE to the UE antenna connectors as shown in Figure TS 36.508 [7] Annex A, Figure A1.

2. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS. Message contents are defined in clause 6.6.3.3.4.3.

6.6.3.3.4.2
Test procedure

1. Send continuous uplink power control “up” commands to the UE to ensure that the UE transmits at its maximum power.
2. Sweep the spectrum analyzer (or equivalent equipment) over a frequency range and measure the average power of spurious emission.

6.6.3.3.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6, with the following exceptions:

1.  Information element additionalSpectrumEmission is set to NS_02 or NS_05. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario. 

Table 6.6.3.3.4.3-1: SystemInformationBlockType2 :Additional spurious emissions requirement

	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	NS_02/NS_05
	
	


6.6.3.3.5
Test requirement
The measured average power of spurious emission, derived in step 2, shall not exceed the described value in tables 6.6.3.3.5-1.

Table 6.6.3.3.5-1: Additional requirements (PHS) test requirements

	Frequency band
 (MHz)
	Channel bandwidth  / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	

	1884.5 f 1919.6*1
	-41
	-41
	-41
	-41
	-41
	-41 
	300 KHz

	1884.5 f 1915.7*2
	-41
	-41
	-41
	-41
	-41
	-41 
	300 KHz

	NOTE
1.             Applicable when the edge of the assigned E-UTRA UL channel bandwidth frequency is larger than or equal to the upper edge of PHS band (1919.6 MHz) + 4 MHz + the Channel BW assigned. Operations below this point are for further study.
2.             Applicable when the edge of the assigned E-UTRA UL channel bandwidth frequency is larger than or equal to the upper edge of PHS band (1915.7 MHz) + 4 MHz + the Channel BW assigned. Operations below this point are for further study.


Note:  Notes in the tables shall be reviewed after June 2012 because of PHS band operation change
F.3.2
Measurement of transmitter
Table F.3.2-1: Derivation of Test Requirements (Transmitter tests)

	Test 
	Minimum Requirement in TS 36.101
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-1

	6.2.2. UE Maximum Output Power
	Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2 dB

Power class 4: [FFS]
	0.7 dB

0.7 dB

0.7 dB

0.7 dB
	Formula:

Upper limit + TT, Lower limit - TT

Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2.7 dB

Power class 4: [FFS]

	6.2.3 Maximum Power Reduction
	[TBD]
	[TBD]
	[TBD]

	6.3.1 Power Control
	[TBD]
	[TBD]
	[TBD]

	6.3.2 Minimum Output Power
	-40 dBm
	1 dB
	Formula:

Minimum Requirement  + TT

UE minimum ouput power =–39 dBm


	6.3.3 Transmission ON/OFF Power
	Transmission OFF Power ( -50 dBm


	1.5 dB 
	Transmission OFF power formula:

Transmission OFF power Minimum Requirement  + TT

Transmission OFF Power = –48.5 dBm


	6.4.1 Out-of synchronization handling of output power
	[TBD]
	[TBD]
	[TBD; High priority]

	6.5.1 Frequency Error
	The UE modulated carrier frequency shall be accurate to within 0.1 ppm compared to the carrier frequency received from the E-UTRA Node B.


	15 Hz 
	Formula: modulated carrier frequency error + TT

modulated carrier frequency error = (0.1 ppm + 15 Hz). 

	6.5.2.1
Error Vector Magnitude
	[TBD]
	[TBD]
	[TBD] 

	6.5.2.2

IQ-component
	[TBD]
	[TBD]
	[TBD] 

	6.5.2.4 Spectrum flatness
	Normal conditions : 

If (F-FUL_low ≥ [3MHz])&(FUL_high-F≥ [3MHz])    [+2/-2]

else 

[+3/-5]

Extreme conditions: 

If (F-FUL_low ≥ [3MHz])&(FUL_high-F≥ [3MHz])    [+2/-2]

else 

[+4/-8]


	[TBD]
	Formula:

Minimum Requirement + TT  

	6.5.2.3

In-band emissions for non allocated RB
	[TBD]
	[TBD]
	[TBD] 

	6.6.1
Occupied bandwidth
	For 1.4 MHz channel bandwidth: 

Occupied channel bandwidth = 1.4 MHz

For 3.0 MHz channel bandwidth: 

Occupied channel bandwidth = 3.0 MHz

For 5 MHz channel bandwidth: 

Occupied channel bandwidth =  5 MHz

For 10 MHz channel bandwidth: 

Occupied channel bandwidth = 10 MHz

For 15 MHz channel bandwidth: 

Occupied channel bandwidth = 15 MHz

For 20 MHz channel bandwidth: 

Occupied channel bandwidth = 20 MHz


	0kHz
	Formula:

Minimum Requirement + TT



	6.6.2.1
Spectrum Emission Mask
	For 1.4 MHz BW: 

[TBD] dBm / 30kHz

-25dBm to -10dBm / 1MHz

For 3 MHz BW: 

[TBD] dBm / 30kHz

-25dBm to -10dBm / 1MHz 

For 5 MHz BW: 

-15dBm / 30kHz

-25dBm to -10dBm / 1MHz 

For 10 MHz BW: 

-18dBm / 30kHz

-25dBm to -10dBm / 1MHz 

For 15 MHz BW: 

-20dBm / 30kHz

-25dBm to -10dBm / 1MHz 

For 20 MHz BW: 

-21dBm / 30kHz

-25dBm to -10dBm / 1MHz 

 
	1.5dB  

(ΔfOOB < 2 x Channel Bandwidth)

0dB

(ΔfOOB ≥ 2 x Channel Bandwidth)  
1.5dB

1.5dB

1.5dB

1.5dB

1.5dB


	Formula:

Minimum Requirement + TT  



	6.6.2.2
Additional Spectrum Emission Mask
	For 1.4 MHz BW: 

NS_03

[TBD] dBm / 30kHz

[TBD] dBm / 1MHz

NS_04

[TBD] dBm / 30kHz

[TBD] dBm / 1MHz
NS_06

[TBD] dBm / 30kHz

-13 dBm / 100kHz
[TBD] dBm / 1MHz

For 3 MHz BW: 

NS_03

[TBD] dBm / 30kHz

[TBD] dBm / 1MHz

NS_04

[TBD] dBm / 30kHz

[TBD] dBm / 1MHz
NS_06

[TBD] dBm / 30kHz

-13 dBm / 100kHz
[TBD] dBm / 1MHz

For 5 MHz BW: 

NS_03, NS_04, NS_06

-15dBm / 30kHz

-13dBm / 100kHz

-25dBm to -10dBm / 1MHz 

For 10 MHz BW: 

NS_03, NS_04, NS_06

-18dBm / 30kHz

-13dBm / 100kHz

-25dBm to -10dBm / 1MHz 

For 15 MHz BW: 

NS_03, NS_04

-20dBm / 30kHz

-25dBm to -10dBm / 1MHz 

For 20 MHz BW: 

NS_03, NS_04

-21dBm / 30kHz

-25dBm to -10dBm / 1MHz
	1.5dB  

(ΔfOOB < 2 x Channel Bandwidth)

0dB

(ΔfOOB ≥ 2 x Channel Bandwidth)

1.5dB

1.5dB

1.5dB

1.5dB

1.5dB

 
	Formula:

Minimum Requirement + TT

	6.6.2.3
Adjacent Channel Leakage power Ratio
	If the adjacent channel power is greater than –50 dBm then the ACLR shall be higher than the values specified below.
E-UTRA ACLR:

30 dB

UTRA ACLR:

33 dB for UTRA ACLR 1

36 dB for UTRA ACLR 2


	0 dB
0.8 dB

0.8 dB

0.8 dB
	Formula:

ACLR Minimum Requirement + TT

Formula:

ACLR Minimum Requirement - TT 

E-UTRA ACLR:

29.2 dB

UTRA ACLR:

32.2 dB for UTRA ACLR 1

35.2 dB for UTRA ACLR 2



	6.6.2.4
Additional ACLR requirements
	If the adjacent channel power is greater than –50 dBm then the ACLR shall be higher than the values specified below.

E-UTRA ACLR:

43 dB for UTRA ACLR 2


	0 dB
0.8 dB


	Formula:

ACLR Minimum Requirement + TT

Formula:

ACLR Minimum Requirement – TT

 E-UTRA ACLR:

42.2 dB for UTRA ACLR 2



	6.6.3.1 Transmitter Spurious emissions
	9 kHz ( f < 150 kHz: 

-36dBm / 1kHz 

150 kHz ( f < 30 MHz: 

-36dBm / 10kHz 

30 MHz ( f < 1 GHz: 

-36dBm / 100kHz 

1 GHz ( f < 12.75 GHz: 

-30dBm / 1MHz


	0 dB
	Formula:

Minimum Requirement + TT

	6.6.3.2 Spurious emission band UE co-existence
	Bands 1, 9, 11:

-41 dBm / 300kHz

[-55] dBm / 1MHz

[-50] dBm / 1MHz

Bands 2, 3, 4, 5, 7, 10:

[-50] dBm / 1MHz

Band 6:

-41 dBm / 300kHz

[-55] dBm / 1MHz

[-50] dBm / 1MHz

-37 dBm / 1MHz

Band 8:

-36 dBm / 100kHz

[-50] dBm / 1MHz

Band 13, 14:

-35 dBm / 6.25kHz

[-50] dBm / 1MHz

Frequencies as detailed in core requirement
	0 dB
	Formula:

Minimum Requirement + TT

	6.6.3.3 Additional spurious emissions
	1884.5MHz ( f ( 1919.6MHz: 

-41dBm / 300kHz 
1884.5MHz ( f ( 1915.7MHz: 

-41dBm / 300kHz

	0 dB
	Formula:

Minimum Requirement + TT

	6.7 Transmit intermodulation
	[TBD]
	[TBD]
	[TBD] 


Note:  Section 6.6.3.3 in the table shall be reviewed after June 2012 because of PHS band operation change
.
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