PAGE  
87
Release 8
3GPP TS 36.508 V8.1.0 (2009-03)

3GPP TSG RAN WG5 Meeting #42bis
(
R5-091287
Seoul, Korea, 23-27 March 2009
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	36.508
	CR
	CRNum
	(

rev
	-
	(

Current version:
	8.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Correction of Derivation Path references in 36.508

	
	

	Source to WG:
(

	NEC

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	LTE-UEConTest_SIG
	
	Date: (

	11/03/2009

	
	
	
	
	

	Category:
(

	D
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8 
Rel-9
(Release 9)

	
	

	Reason for change:
(

	Derivation Path references changed in core spec.

	
	

	Summary of change:
(

	Derivation Path references aligned with changes in the core spec. 
The contents are aligned with :

3GPP TS 24.301 v8.1.0 

	
	

	Consequences if 
(

not approved:
	Derivation Path references will remain incorrect.

	
	

	Clauses affected:
(

	4.7.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	Affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


<Start of modified sections>
4.7.3
Contents of ESM messages

<Text skipped here>
-
DEACTIVATE EPS BEARER CONTEXT ACCEPT
This message is sent by the UE to the SS.

Table 4.7.3-11: DEACTIVATE EPS BEARER CONTEXT ACCEPT

	Derivation Path: 24.301 clause 8.3.9

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	The same value as the value set in DEACTIVATE EPS BEARER CONTEXT REQUEST message.
	
	

	Procedure transaction identity
	The same value as the value set in DEACTIVATE EPS BEARER CONTEXT REQUEST message.
	
	

	Deactivate EPS bearer context accept message identity
	'1100 1110'B
	Deactivate EPS bearer context accept
	

	Protocol configuration options
	Not present
	
	


NOTE:
This message is always sent within SECURITY PROTECTED NAS MESSAGE message.

-
DEACTIVATE EPS BEARER CONTEXT REQUEST
This message is sent by the SS to the UE.
Table 4.7.3-12: DEACTIVATE EPS BEARER CONTEXT REQUEST

	Derivation Path: 24.301 clause 8.3.10

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	Set according to specific message content.
	
	

	Procedure transaction identity
	'0000 0000'B
	
	NETWORK-INITIATED

	
	The same value as the value set in PDN DISCONNECT REQUEST message or BEARER RESOURCE MODIFICATION REQUEST message.
	
	UE-INITIATED

	Deactivate EPS bearer context request message identity
	'1100 1101'B
	Deactivate EPS bearer context request
	

	ESM cause
	Set according to specific message content.
	
	

	Protocol configuration options
	Not present
	
	


	Condition
	Explanation

	NETWORK-INITIATED
	Network initiated ESM procedures

	UE-INITIATED
	UE initiated ESM procedures


NOTE:
This message is always sent within SECURITY PROTECTED NAS MESSAGE message.

-
ESM INFORMATION REQUEST
This message is sent by the SS to the UE.
Table 4.7.3-13: ESM INFORMATION REQUEST

	Derivation Path: 24.301 clause 8.3.11

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	'0000'B
	
	

	Procedure transaction identity
	The value indicated in PDN CONNECTIVITY REQUEST message.
	
	

	ESM information request message identity
	'1101 1001'B
	ESM information request
	


NOTE:
This message is always sent within SECURITY PROTECTED NAS MESSAGE message.

-
ESM INFORMATION RESPONSE
This message is sent by the UE to the SS..
Table 4.7.3-14: ESM INFORMATION RESPONSE

	Derivation Path: 24.301 clause 8.3.12

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	'0000'B
	
	

	Procedure transaction identity
	The same value as the value set in ESM INFORMATION REQUEST message.
	
	

	ESM information response message identity
	'1101 1010'B
	ESM information response
	

	Access point name
	Not present
	
	

	Protocol configuration options
	Any allowed value
	
	


NOTE:
This message is always sent within SECURITY PROTECTED NAS MESSAGE message.

-
ESM STATUS
This message is sent by the UE or by the SS.

Table 4.7.3-15: ESM STATUS

	Derivation Path: 24.301 clause 8.3.13

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	Set according to specific message content.
	
	

	Procedure transaction identity
	'0000 0000'B
	
	

	ESM status message identity
	'1110 1000'B
	ESM status
	

	ESM cause
	Set according to specific message content.
	
	


NOTE:
This message is always sent within SECURITY PROTECTED NAS MESSAGE message.

-
MODIFY EPS BEARER CONTEXT ACCEPT
This message is sent by the UE to the SS.
Table 4.7.3-16: MODIFY EPS BEARER CONTEXT ACCEPT

	Derivation Path: 24.301 clause 8.3.14

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	The same value as the value set in MODIFY EPS BEARER CONTEXT REQUEST message.
	
	

	Procedure transaction identity
	The same value as the value set in MODIFY EPS BEARER CONTEXT REQUEST message.
	
	

	Modify EPS bearer context accept message identity
	'1100 1010'B
	Modify EPS bearer context accept
	

	Protocol configuration options
	Not present
	
	


NOTE:
This message is always sent within SECURITY PROTECTED NAS MESSAGE message.

-
MODIFY EPS BEARER CONTEXT REJECT
This message is sent by the UE to the SS.

Table 4.7.3-17: MODIFY EPS BEARER CONTEXT REJECT

	Derivation Path: 24.301 clause 8.3.15

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	The same value as the value set in MODIFY EPS BEARER CONTEXT REQUEST message.
	
	

	Procedure transaction identity
	The same value as the value set in MODIFY EPS BEARER CONTEXT REQUEST message.
	
	

	Modify EPS bearer context reject message identity
	'1100 1011'B
	Modify EPS bearer context reject
	

	ESM cause
	The value is set according to specific message content.
	
	

	Protocol configuration options
	Not present
	
	


NOTE:
This message is always sent within SECURITY PROTECTED NAS MESSAGE message.

-
MODIFY EPS BEARER CONTEXT REQUEST
This message is sent by the SS to the UE.
Table 4.7.3-18: MODIFY EPS BEARER CONTEXT REQUEST

	Derivation Path: 24.301 clause 8.3.16

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	Set according to specific message content.
	
	

	Procedure transaction identity
	'0000 0000'B
	
	NETWORK-INITIATED

	
	The same value as the value set in BEARER RESOURCE MODIFICATION REQUEST message.
	
	UE-INITIATED

	Modify EPS bearer context request message identity
	'1100 1001'B
	Modify EPS bearer context request
	

	New EPS QoS
	For a default EPS bearer, see subclause 6.6.1.

For a dedicated EPS bearer, see subclause 6.6.2.
	
	

	TFT
	For a default EPS bearer, see subclause 6.6.1.

For a dedicated EPS bearer, see subclause 6.6.2.
	
	

	New QoS
	For a default EPS bearer, see subclause 6.6.1.

For a dedicated EPS bearer, see subclause 6.6.2.
	
	

	Negotiated LLC SAPI
	For a default EPS bearer, see subclause 6.6.1.

For a dedicated EPS bearer, see subclause 6.6.2.
	
	

	Radio priority
	For a default EPS bearer, see subclause 6.6.1.

For a dedicated EPS bearer, see subclause 6.6.2.
	
	

	Packet flow Identifier
	For a default EPS bearer, see subclause 6.6.1.

For a dedicated EPS bearer, see subclause 6.6.2.
	
	

	APN-AMBR
	For a default EPS bearer, see subclause 6.6.1.

For a dedicated EPS bearer, see subclause 6.6.2.
	
	

	Protocol configuration options
	Not present
	
	


	Condition
	Explanation

	NETWORK-INITIATED
	Network initiated ESM procedures

	UE-INITIATED
	UE initiated ESM procedures


NOTE:
This message is always sent within SECURITY PROTECTED NAS MESSAGE message.

-
PDN CONNECTIVITY REJECT
This message is sent by the SS to the UE.
Table 4.7.3-19: PDN CONNECTIVITY REJECT

	Derivation Path: 24.301 clause 8.3.17

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	'0000'B
	
	

	Procedure transaction identity
	The same value as the value set in PDN CONNECTIVITY REQUEST message.
	
	

	PDN connectivity reject message identity
	'1101 0001'B
	PDN connectivity reject
	

	ESM cause
	The value is set according to specific message content.
	
	

	Protocol configuration options
	Not present
	
	


NOTE:
This message is sent without integrity protection.

-
PDN CONNECTIVITY REQUEST
This message is sent by the UE to the SS.
Table 4.7.3-20: PDN CONNECTIVITY REQUEST

	Derivation Path: 24.301 clause 8.3.18

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	'0000'B
	
	

	Procedure transaction identity
	Any allowed value
	
	

	PDN connectivity request message identity
	'1101 0000'B
	PDN connectivity request
	

	Request type
	initial attach
	
	

	PDN type
	Any allowed value
	
	

	ESM information transfer flag
	Any allowed value
	
	

	Access point name
	Any allowed value
	
	

	Protocol configuration options
	Any allowed value
	
	


NOTE:
This message is sent without integrity protection before NAS security mode control procedure has been successfully completed and sent within SECURITY PROTECTED NAS MESSAGE message after NAS security mode control procedure has been successfully completed.

-
PDN DISCONNECT REJECT
This message is sent by the SS to the UE.
Table 4.7.3-21: PDN DISCONNECT REJECT

	Derivation Path: 24.301 clause 8.3.19

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	'0000'B
	
	

	Procedure transaction identity
	The value indicated in PDN DISCONNECT REQUEST message.
	
	

	PDN disconnect reject message identity
	'1101 0011'B
	PDN disconnect reject
	

	ESM cause
	Set according to specific message content.
	
	

	Protocol configuration options
	Not present
	
	


NOTE:
This message is always sent within SECURITY PROTECTED NAS MESSAGE message.

-
PDN DISCONNECT REQUEST
This message is sent by the UE to the SS.
Table 4.7.3-22: PDN DISCONNECT REQUEST

	Derivation Path: 24.301 clause 8.3.20

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	'0000'B
	
	

	Procedure transaction identity
	Any allowed value
	
	

	PDN disconnect request message identity
	'1101 0010'B
	PDN disconnect request
	

	Linked EPS bearer identity
	The EPS bearer identity of the associated default bearer.
	
	

	Spare half octet
	Any allowed value
	
	

	Protocol configuration options
	Not present
	
	


NOTE:
This message is always sent within SECURITY PROTECTED NAS MESSAGE message.
<End of modified sections>
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