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4.7
Default NAS message and information element contents
<< text skipped here>>
-
ATTACH REQUEST
This message is sent by the UE to the SS.

Table 4.7.2-4: ATTACH REQUEST

	Derivation Path: 24.301 clause 8.2.4

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	EMM
	
	

	Security header type
	'0000'B
	Plain NAS message, not security protected
	

	Attach request message identity
	'0100 0001'B
	Attach request
	

	EPS attach type
	'0001'B
	EPS attach
	

	
	'0010'B
	combined EPS/IMSI attach
	pc_CSfallback

	NAS key set identifier
	Any allowed value
	
	

	Old GUTI or IMSI
	Any allowed value
	
	

	UE network capability
	Any allowed value
	
	

	ESM message container
	PDN CONNECTIVITY REQUEST message to request PDN connectivity to the default PDN
	
	

	Last visited registered TAI
	Not present or any allowed value
	
	

	DRX parameter
	Not present or any allowed value
	
	

	MS network capability
	Not present or any allowed value
	
	

	Old location area identification
	Not present or any allowed value
	
	

	TMSI status
	Not present or any allowed value
	
	

	Mobile station classmark 2
	Not present or any allowed value
	
	

	Mobile station classmark 3
	Not present or any allowed value
	
	

	Supported Codecs
	Not present or any allowed value
	
	


NOTE:
This message is sent without integrity protection before NAS security mode control procedure has been successfully completed and sent within SECURITY PROTECTED NAS MESSAGE message after NAS security mode control procedure has been successfully completed.

<< text skipped here>>

-
TRACKING AREA UPDATE REQUEST
This message is sent by the UE to the SS.

Table 4.7.2-27: TRACKING AREA UPDATE REQUEST

	Derivation Path: 24.301 clause 8.2.29

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	EMM
	
	

	Security header type
	'0000'B
	Plain NAS message, not security protected
	

	Tracking area update request message identity
	'0100 1000'B
	Tracking area update request
	

	EPS update type
	
	
	

	  EPS update type Value
	'000'B
	TA updating
	

	  "Active" flag
	'0'B
	No bearer establishment requested
	

	EPS update type
	
	
	pc_CSfallback

	  EPS update type Value
	'001'B
	Combined TA/LA updating
	

	  "Active" flag
	'0'B
	No bearer establishment requested
	

	Spare half octet
	Any allowed value
	
	

	Old GUTI 
	Any allowed value
	
	

	NAS key set identifierASME
	
	
	

	  NAS key set identifier
	The valid NAS key set identifier of the UE
	
	

	  TSC
	'0'B
	cached security context
	

	NAS key set identifierSGSN
	
	
	

	  NAS key set identifier
	'111'B
	no key is available
	

	  TSC
	'0'B
	TSC does not apply for NAS key set identifier value "111".
	

	Old P-TMSI signature
	Not present
	
	

	Additional GUTI
	Not present
	
	

	NonceUE
	Not present
	
	

	UE network capability
	Not present or any allowed value
	
	

	Last visited registered TAI
	Not present or any allowed value
	
	

	DRX parameter
	Not present
	
	

	UE radio capability information update needed
	Not present
	
	

	EPS bearer context status
	Not present
	
	

	MS network capability
	Not present or any allowed value
	
	

	Old location area identification
	Not present or any allowed value
	
	

	TMSI status
	Not present or any allowed value
	
	

	
	
	
	

	Mobile station classmark 2
	Not present or any allowed value
	
	

	Mobile station classmark 3
	Not present or any allowed value
	
	

	Supported Codecs
	Not present or any allowed value
	
	


NOTE:
This message is always sent within SECURITY PROTECTED NAS MESSAGE message.

<< text skipped here>>

4.7.3
Contents of ESM messages

-
ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT
This message is sent by the UE to the SS.

Table 4.7.3-1: ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT

	Derivation Path: 24.301 clause 8.3.1

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	The same value as the value set in ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST message
	
	

	Procedure transaction identity
	The same value as the value set in ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST message
	
	

	Activate dedicated EPS bearer context accept message identity
	'1100 0110'B
	Activate dedicated EPS bearer context accept
	

	Protocol configuration options
	Not present or any allowed value
	
	


NOTE:
This message is always sent within SECURITY PROTECTED NAS MESSAGE message.

<< text skipped here>>

-
ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT
This message is sent by the UE to the SS.

Table 4.7.3-4: ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT

	Derivation Path: 24.301 clause 8.3.4

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	The same value as the value set in ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message
	
	

	Procedure transaction identity
	The same value as the value set in ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message
	
	

	Activate default EPS bearer context accept message identity
	'1100 0010'B
	Activate default EPS bearer context accept
	

	Protocol configuration options
	Not present or any allowed value
	
	


NOTE:
This message is always sent within SECURITY PROTECTED NAS MESSAGE message.

<< text skipped here>>

-
BEARER RESOURCE MODIFICATION REQUEST
This message is sent by the UE to the SS.

Table 4.7.3-8: BEARER RESOURCE MODIFICATION REQUEST

	Derivation Path: 24.301 clause 8.3.8

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	'0000'B
	
	

	Procedure transaction identity
	Any allowed value
	
	

	Bearer resource modification request message identity
	'1101 0100'B
	Bearer resource modification request
	

	Linked EPS bearer identity
	The EPS bearer identity of the associated default bearer.
	
	

	Spare half octet
	Any allowed value
	
	

	Traffic flow aggregate
	Any allowed value
	
	

	Required traffic flow QoS
	Not present or any allowed value
	
	

	ESM cause
	Not present
	
	

	
	'0010 0100'B
	Regular deactivation
	RELEASE-REQUESTED

	Protocol configuration options
	Not present or any allowed value
	
	


	Condition
	Explanation

	RELEASE-REQUESTED
	UE requests the release of bearer resources.


NOTE:
This message is always sent within SECURITY PROTECTED NAS MESSAGE message.

<< text skipped here>>
-
ESM INFORMATION RESPONSE
This message is sent by the UE to the SS..

Table 4.7.3-14: ESM INFORMATION RESPONSE

	Derivation Path: 24.301 clause 8.3.14

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	'0000'B
	
	

	Procedure transaction identity
	The same value as the value set in ESM INFORMATION REQUEST message.
	
	

	ESM information response message identity
	'1101 1010'B
	ESM information response
	

	Access point name
	Not present
	
	

	Protocol configuration options
	Not present or any allowed value
	
	


NOTE:
This message is always sent within SECURITY PROTECTED NAS MESSAGE message.

<< text skipped here>>
-
PDN CONNECTIVITY REQUEST
This message is sent by the UE to the SS.

Table 4.7.3-20: PDN CONNECTIVITY REQUEST

	Derivation Path: 24.301 clause 8.3.20

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	'0000'B
	
	

	Procedure transaction identity
	Any allowed value
	
	

	PDN connectivity request message identity
	'1101 0000'B
	PDN connectivity request
	

	Request type
	initial attach
	
	

	PDN type
	Any allowed value
	
	

	ESM information transfer flag
	Any allowed value
	
	

	Access point name
	Any allowed value
	
	

	Protocol configuration options
	Not present or any allowed value
	
	


NOTE:
This message is sent without integrity protection before NAS security mode control procedure has been successfully completed and sent within SECURITY PROTECTED NAS MESSAGE message after NAS security mode control procedure has been successfully completed.
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