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<Start of modified sections>
6.1.2.3.3.3
Specific message or IE contents

Table 6.1.2.3.3.3-1: Conditions for tables 6.1.2.3.3.3-2, 6.1.2.3.3.3-3 and 6.1.2.3.3.3-4

	Condition  descriptions

	Cell 1

This condition applies to system information transmitted on Cell 1.

	Cell 2

This condition applies to system information transmitted on Cell 2.


Table 6.1.2.3.3.3-2: SystemInformationBlockType1 for cells 1 and 2 (preamble and all steps, Table 6.1.2.3.3.2-1)

	Derivation Path: 36.508 clause 4.4.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	
	
	
	

	
	
	
	


	
	
	
	

	
	
	
	


	
	
	
	

	  cellSelectionInfo SEQUENCE {
	
	
	

	    q-Rxlevmin
	-55 (-110 dBm)
	
	

	
	
	
	

	  }
	
	
	

	  schedulingInformation ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SEQUENCE {}
	Combination 1 in TS 36.508 section 4.4.3.1.1
	Only SIB2 and SIB3 are transmitted
	


	}
	
	
	


Table 6.1.2.3.3.3-3: SystemInformationBlockType3 for cells 1 and 2 (Preamble and all steps, table 6.1.2.3.3.2-1
	Derivation Path: 36.508 clause 4.4.3.3, Table 4.4.3.3-2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType3 ::= SEQUENCE {
	
	
	

	  cellReselectionInfoCommon SEQUENCE {
	
	
	

	  q-Hyst
	dB0
	
	

	  }
	
	
	

	  intraFreqCellReselectionInfo SEQUENCE {
	
	
	

	    q-RxLevMin
	-55 (-110 dBm)
	
	

	    t-ReselectionEUTRAN
	7
	
	Cell 1

	
	7
	
	Cell 2

	  }
	
	
	

	}
	
	
	


Table 6.1.2.3.3.3-4: SystemInformationBlockType1 for cell 1 (step 3, Table 6.1.2.3.3.2-1)

	Derivation Path: 36.508 clause 4.4.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInformation SEQUENCE {
	
	
	

	    cellBarred
	barred
	
	Cell 2

	  }
	
	
	

	}
	
	
	


<Text skipped here>
6.1.2.6.3.3
Specific message contents

Table 6.1.2.6.3.3-1: Conditions for tables 6.1.2.6.3.3-2 and 6.1.2.6.3.3-3

	Condition  descriptions

	Cell 1

This condition applies to system information transmitted on Cell 1.

	Cell 2

This condition applies to system information transmitted on Cell 2.


Table 6.1.2.6.3.3-2: SystemInformationBlockType1 for cells 1 and 2 (preamble and all steps, Table 6.1.2.6.3.2-1)

	Derivation Path: 36.508 table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	  schedulingInformation ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SEQUENCE {}
	Combination 2 in TS 36.508 section 4.4.3.1
	SIB2, SIB3 and SIB4 are transmitted
	Cell 1

Cell 2

	}
	
	
	


Table 6.1.2.6.3.3-3: SystemInformationBlockType3 for cells 1 and 2 (preamble and table 6.1.2.6.3.2-1)

	Derivation Path: 36.508 table 4.4.3.3-2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType3 ::= SEQUENCE {
	
	
	

	  cellReselectionInfoCommon SEQUENCE {
	
	
	

	    q-Hyst
	dB24
	QhystsCell1
	Cell 1

	
	dB0
	QhystsCell2
	Cell 2

	  }
	
	
	

	}
	
	
	


Table 6.1.2.6.3.3-4: SystemInformationBlockType3 for cells 1 and 2 (step 3 and table 6.1.2.6.3.2-1)

	Derivation Path: 36.508 table 4.4.3.3-2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType3 ::= SEQUENCE {
	
	
	

	  cellReselectionInfoCommon SEQUENCE {
	
	
	

	    q-Hyst
	dB0
	QhystsCell1
	Cell 1

	
	dB0
	QhystsCell2
	Cell 2

	  }
	
	
	

	}
	
	
	


Table 6.1.2.6.3.3-5: SystemInformationBlockType3 for cells 1 and 2 (step 11 and table 6.1.2.6.3.2-1)

	Derivation Path: 36.508 table 4.4.3.3-2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType3 ::= SEQUENCE {
	
	
	

	  cellReselectionInfoCommon SEQUENCE {
	
	
	

	    q-Hyst
	dB0
	QhystsCell1
	Cell 1

	
	dB0
	QhystsCell2
	Cell 2

	    t-ReselectionEUTRAN
	7
	seconds
	Cell 1

	
	0
	seconds
	Cell 2

	  }
	
	
	

	}
	
	
	


Table 6.1.2.6.3.3-6: SystemInformationBlockType4 for cell 1 (step 5 and table 6.1.2.6.3.2-1)
	Derivation Path: 36.508 table 4.4.3.3-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType4 ::= SEQUENCE {
	
	
	

	  intraFreqNeighbouringCellList SEQUENCE (SIZE (1..maxCellIntra)) OF SEQUENCE {}
	
	
	

	    physicalCellIdentity [1]
	Physical cell identity of Cell 2
	
	Cell 1

	    q-OffsetCell [1]
	dB24
	Qoffsets,nCell 1
	Cell 1

	  }
	
	
	

	}
	
	
	


Table 6.1.2.6.3.3-7: SystemInformationBlockType4 for cell 1 (step 9 and table 6.1.2.6.3.2-1)
	Derivation Path: 36.508 table 4.4.3.3-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType4 ::= SEQUENCE {
	
	
	

	  intraFreqNeighbouringCellList SEQUENCE (SIZE (1..maxCellIntra)) OF SEQUENCE {}
	
	
	

	    physicalCellIdentity [1]
	Physical cell identity of Cell 2
	
	Cell 1

	    q-OffsetCell [1]
	dB0
	Qoffsets,nCell 1
	Cell 1

	  }
	
	
	

	}
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