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6.2
Transmit power
6.2.1
Void
Editor’s note: this “void” section was introduced because TS 36.101 v8.1.0  also contains  a “void” sub-clause with in the transmit power clause  6.2, and there is a strong desire in RAN5  to keep the test cases clauses  numbering matching their specific core requirements as much as possible.
6.2.2
UE Maximum Output Power
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:
FDD  aspects  missing or not yet determined:
· DL Reference Measurement Channel needed for loop back is undefined
· Test case is not complete for FDD 
TDD  aspects missing or not yet determined:
· Test case is not complete for TDD 
· The maximum output power  test case description has been verified to apply for both FDD and TDD exactly as it is.
6.2.2.1
Test purpose
To verify that the error of the UE maximum output power does not exceed the range prescribed by the specified nominal maximum output power and tolerance.

An excess maximum output power has the possibility to interfere to other channels or other systems. A small maximum output power decreases the coverage area.

6.2.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 8 and forward.
6.2.2.3
Minimum conformance requirements

The following UE Power Classes define the maximum output power. The power is the broadband transmit power of the UE, i.e. the power in the channel bandwidth (clause 5.4.2) of the radio access mode. The period of measurement shall be at least one sub frame (1ms).
Table 6.2.2.3-1: UE Power Class

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	



	E-UTRA Band
	Class 1 (dBm)
	Tol. (dB)
	Class 2 (dBm)
	Tol.   (dB)
	Class 3 (dBm)
	Tol.    (dB)
	Corner 

frequency ΔTC

(MHz)
	Class 4 (dBm)
	Tol.    (dB)

	1
	
	
	
	
	23
	( 2
	[3]
	
	

	2
	
	
	
	
	23
	( 2
	[3]
	
	

	3
	
	
	
	
	23
	( 2
	[3]
	
	

	4
	
	
	
	
	23
	( 2
	[3]
	
	

	5
	
	
	
	
	23
	( 2
	[3]
	
	

	6
	
	
	
	
	23
	( 2
	[3]
	
	

	7
	
	
	
	
	23
	( 2
	[3]
	
	

	8
	
	
	
	
	23
	( 2
	[3]
	
	

	9
	
	
	
	
	23
	( 2
	[3]
	
	

	10
	
	
	
	
	23
	( 2
	[3]
	
	

	11
	
	
	
	
	23
	( 2
	[3]
	
	

	12
	
	
	
	
	23
	( 2
	[3]
	
	

	13
	
	
	
	
	23
	( 2
	[3]
	
	

	14
	
	
	
	
	23
	( 2
	[3]
	
	

	...
	
	
	
	
	
	
	
	
	

	17
	
	
	
	
	23
	( 2
	[3]
	
	

	...
	
	
	
	
	
	
	
	
	

	33
	
	
	
	
	23
	( 2
	[3]
	
	

	34
	
	
	
	
	23
	( 2
	[3]
	
	

	35
	
	
	
	
	23
	( 2
	[3]
	
	

	36
	
	
	
	
	23
	( 2
	[3]
	
	

	37
	
	
	
	
	23
	( 2
	[3]
	
	

	38
	
	
	
	
	23
	( 2
	[3]
	
	

	39
	
	
	
	
	23
	( 2
	[3]
	
	

	40
	
	
	
	
	23
	( 2
	[3]
	
	

	Note 

1. The above tolerances are applicable for UE(s) that support up to 4 E-UTRA operating bands. For UE(s) that support  5 or more E-UTRA bands the maximum output power is expected to decrease with each additional band and is FFS
2. When a transmission configuration is confined within FUL_low and FUL_low + ΔTC or FUL_high – ΔTC and FUL_high, the maximum power accuracy is relaxed by reducing the lower limit by [1.5] dB.



The normative reference for this requirement is TS 36.101 clause 6.2.2.

6.2.2.4
Test description
6.2.2.4.1
Initial condition

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in table 5.4.2.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.2.2.4.1-1. The details of the downlink and uplink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3. 

Table 6.2.2.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	Lowest, 5MHz, Highest

	Test Parameters for Channel Bandwidths

	
	Downlink Configuration
	Uplink Configuration

	Ch BW
	Mod’n
	RB allocation
	Mod’n
	RB allocation

	
	
	FDD
	TDD
	
	FDD
	TDD

	1.4MHz
	[FFS]
	[FFS]
	[FFS]
	QPSK 
	1
	[FFS]

	1.4MHz
	[FFS]
	[FFS]
	[FFS]
	QPSK 
	5
	[FFS]

	3MHz
	[FFS]
	[FSS[
	[FSS]
	QPSK
	1
	[FSS]

	3MHz
	[FFS]
	[FSS[
	[FSS]
	QPSK
	4
	[FSS]

	5MHz
	[FFS]
	[FFS]
	[FFS]
	QPSK 
	1
	[FFS]

	5MHz
	[FFS]
	[FFS]
	[FFS]
	QPSK 
	8
	[FFS]

	10MHz
	[FFS]
	[FFS]
	[FFS]
	QPSK 
	1
	[FFS]

	10MHz
	[FFS]
	[FFS]
	[FFS]
	QPSK 
	12
	[FFS]

	15MHz
	[FFS]
	[FFS]
	[FFS]
	QPSK 
	1
	[FFS]

	15MHz
	[FFS]
	[FFS]
	[FFS]
	QPSK 
	16
	[FFS]

	20MHz
	[FFS]
	[FFS]
	[FFS]
	QPSK 
	1
	[FFS]

	20MHz
	[FFS]
	[FFS]
	[FFS]
	QPSK 
	18
	[FFS]

	Note 1. Test Channel Bandwidths are checked separately for each E-UTRA band, the applicable channel bandwidths are specified in Table 5.4.2.1-1.
Note 2. For the uplink RB allocation the starting resource block (
[image: image1.wmf]START
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) shall be 0. 
Note 3. If the test channel bandwidth = (FUL_high - FUL_low ) specified by the operating band then the starting resource block shall be 
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for the single allocation RB allocation.



1.
Connect the SS to the UE antenna connectors as shown in TS 36.508[7] Annex A Figure A1.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.
3.
Downlink signals are initially set up according to Annex C.3.0.

4.
The UL and DL Reference Measurement channels are set according to Table 6.2.2.4.1-1.
5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS. Message contents are defined in clause 6.2.2.4.3.
6.2.2.4.2
Test procedure

1. Send continuous uplink power control “up” commands to the UE to ensure that the UE transmits at its maximum power.

2. Measure the mean power of the UE in the channel bandwidth of the radio access mode.  The period of measurement shall be one sub-frame (1ms).

6.2.2.4.3
Message contents
Message contents are according to TS 36.508 [7] subclause 4.6.

6.2.2.5
Test requirements

The maximum output power, derived in step 2 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2.2.5-1.


	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	


Table 6.2.2.5-1: UE Power Class test requirements

	E-UTRA Band
	Class 1 (dBm)
	Tol. (dB)
	Class 2 (dBm)
	Tol.   (dB)
	Class 3 (dBm)
	Tol.    (dB) Note 2
	Corner 

frequency ΔTC

(MHz)
	Class 4 (dBm)
	Tol.    (dB)

	1
	
	
	
	
	23
	±2.7
	[3]
	
	

	2
	
	
	
	
	23
	±2.7
	[3]
	
	

	3
	
	
	
	
	23
	±2.7
	[3]
	
	

	4
	
	
	
	
	23
	±2.7
	[3]
	
	

	5
	
	
	
	
	23
	±2.7
	[3]
	
	

	6
	
	
	
	
	23
	±2.7
	[3]
	
	

	7
	
	
	
	
	23
	±2.7
	[3]
	
	

	8
	
	
	
	
	23
	±2.7
	[3]
	
	

	9
	
	
	
	
	23
	±2.7
	[3]
	
	

	10
	
	
	
	
	23
	±2.7
	[3]
	
	

	11
	
	
	
	
	23
	±2.7
	[3]
	
	

	12
	
	
	
	
	23
	±2.7
	[3]
	
	

	13
	
	
	
	
	23
	±2.7
	[3]
	
	

	14
	
	
	
	
	23
	±2.7
	[3]
	
	

	...
	
	
	
	
	
	
	
	
	

	17
	
	
	
	
	23
	±2.7
	[3]
	
	

	...
	
	
	
	
	
	
	
	
	

	33
	
	
	
	
	23
	±2.7
	[3]
	
	

	34
	
	
	
	
	23
	±2.7
	[3]
	
	

	35
	
	
	
	
	23
	±2.7
	[3]
	
	

	36
	
	
	
	
	23
	±2.7
	[3]
	
	

	37
	
	
	
	
	23
	±2.7
	[3]
	
	

	38
	
	
	
	
	23
	±2.7
	[3]
	
	

	39
	
	
	
	
	23
	±2.7
	[3]
	
	

	40
	
	
	
	
	23
	±2.7
	[3]
	
	

	Note 

1. The above tolerances are applicable for UE(s) that support up to 4 E-UTRA operating bands. For UE(s) that support  5 or more E-UTRA bands the maximum output power is expected to decrease with each additional band and is FFS
2. When a transmission configuration is confined within FUL_low and FUL_low + ΔTC or FUL_high – ΔTC and FUL_high, the maximum power accuracy is relaxed by reducing the lower limit by [1.5] dB. For example, for the test points with single RB allocation and low range test frequency the tolerance is [+2.7 / - 4.2] dB .
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