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8
Radio Resource Control RRC


8.1 RRC Connection management procedures
[unchanged sections skipped]

Table 8.1.1.2.3.3-3: SystemInformationBlockType2 (step 6, Table 8.1.1.2.3.2-1)

	Derivation Path: 36.508 Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  radioResourceConfigCommon SEQUENCE {
	
	
	

	    prach-Configuration SEQUENCE {
	
	
	

	      prach-ConfigurationIndex
	FFS
	Set to index which denote subframe numbers different from the default one.
	FDD

	     prach-ConfigurationIndex
	FFS
	Set to index which denote subframe numbers different from the default one.
	TDD

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment


[unchanged sections skipped]

Table 8.2.4.1.3.3-4: MobilityControlInformation (step 5, Table 8.2.4.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInformation ::= SEQUENCE {
	
	
	

	  targetCellIdentity
	PhysicalCellIdentity of Cell 4
	
	

	  eutra-CarrierFreq
	Not present
	
	

	  rach-ConfigDedicated SEQUENCE {
	
	
	

	    ra-PreambleIndex
	64
	
	FDD

	    ra-PreambleIndex
	FFS
	
	TDD

	    ra-PRACH-MaskIndex
	0
	
	

	  }
	
	
	

	}
	
	
	


[unchanged sections skipped]

Table 8.2.4.1.3.3-7: MobilityControlInformation (step 9, Table 8.2.4.1.3.2-2)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInformation ::= SEQUENCE {
	
	
	

	  targetCellIdentity
	PhysicalCellIdentity of Cell 1
	
	

	  eutra-CarrierFreq
	Not present
	
	

	  rach-ConfigDedicated SEQUENCE {
	
	
	

	    ra-PreambleIndex
	64
	
	FDD

	    ra-PreambleIndex
	FFS
	
	TDD

	    ra-PRACH-MaskIndex
	0
	
	

	  }
	
	
	

	}
	
	
	


[unchanged sections skipped]

Table 8.2.4.1.3.3-11: MobilityControlInformation (step 13, Table 8.2.4.1.3.2-2)
	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInformation ::= SEQUENCE {
	
	
	

	  targetCellIdentity
	PhysicalCellIdentity of Cell 11
	
	

	  eutra-CarrierFreq
	Not present
	
	

	  rach-ConfigDedicated SEQUENCE {
	
	
	

	    ra-PreambleIndex
	64
	
	FDD

	    ra-PreambleIndex
	FFS
	
	TDD

	    ra-PRACH-MaskIndex
	0
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment


[unchanged sections skipped]

Table 8.2.4.5.3.3-4: MobilityControlInformation (step 5, Table 8.2.4.5.3.2-2)

	Derivation Path: 36.331 clause 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInformation ::= SEQUENCE {
	
	
	

	  targetCellIdentity
	PhysicalCellIdentity of Cell 2
	
	

	  eutra-CarrierFreq SEQUENCE {
	
	
	

	    earfcn-DL
	Same downlink EARFCN as used for Cell 1
	
	

	    earfcn-UL
	Same uplink EARFCN as used for Cell 1
	
	FDD

	    earfcn-UL
	Not present
	
	TDD

	  }
	
	
	

	  eutra-CarrierBandwidth SEQUENCE {
	
	
	

	    dl-Bandwidth
	Same downlink system bandwidth as used for Cell 1
	
	

	    ul-Bandwidth
	Same uplink system bandwidth as used for Cell 1
	
	FDD

	    ul-Bandwidth
	Not present
	
	TDD

	  }
	
	
	

	  additionalSpectrumEmission
	Same additionalSpectrumEmission as used for Cell 1
	
	

	  p-Max
	Not present
	
	

	  t304
	ms1000
	
	

	  newUE-Identity
	SS arbitrarily selects a value between ‘003C’H and ‘FFF2’H.
	
	

	  radioResourceConfigCommon SEQUENCE {
	
	
	

	    rach-Configuration
	RACH-ConfigCommon-DEFAULT
	
	

	    prach-Configuration
	PRACH-Configuration-DEFAULT
	
	

	    pdsch-Configuration
	PDSCH-ConfigCommon-DEFAULT
	
	

	    pusch-Configuration
	PUSCH-ConfigCommon-DEFAULT
	
	

	    phich-Configuration
	PHICH-Configuration-DEFAULT
	
	

	    pucch-Configuration
	PUCCH-ConfigCommon-DEFAULT
	
	

	    soundingRsUl-Config
	SoundingRsUl-ConfigCommon-DEFAULT
	
	

	    uplinkPowerControl
	UplinkPowerControlCommon-DEFAULT
	
	

	    antennaInformationCommon SEQUENCE {
	
	
	

	      antennaPortsCount
	an1
	
	

	    }
	
	
	

	    tdd-Configuration
	Not present
	
	FDD

	
	TDD-Configuration-DEFAULT
	
	TDD

	    ul-CyclicPrefixLength
	len1
	
	

	  }
	
	
	

	  rach-ConfigDedicated
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment
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