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4
Recommended Test Case Applicability
<Text Skipped here>
Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT

	9
	EPS MOBILITY MANAGEMENT PROCEDURE
	
	
	
	
	

	9.1.1.1
	GUTI reallocation procedure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.1.2
	GUTI reallocation procedure, no TA list
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.2.1
	Authentication accepted
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.2.2
	Authentication not accepted by the network, GUTI used, identification procedure and authentication restart
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.2.3
	Authentication not accepted by the network, GUTI used, authentication reject and re-authentication
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.2.4
	Authentication not accepted by the UE, MAC code failure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.3.1
	NAS security mode command accepted by the UE
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.3.2
	NAS security mode command not accepted by the UE
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.1
	Attach Procedure / Success (valid GUTI)
	Rel-8
	C04
	UEs supporting E-UTRA and not CS fallback capable
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.2
	Attach Procedure / Success / With IMSI, GUTI reallocation
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.5
	Attach Procedure / Success / ATTACH ACCEPT message includes the PDN address assigned to the UE
	Rel-8
	C04
	UEs supporting E-UTRA and not CS fallback capable
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.7
	Attach Procedure / Success / list of equivalent PLMNs in the ATTACH ACCEPT message
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.9
	ATTACH / rejected / IMSI invalid
	Rel-8
	C04
	UEs supporting E-UTRA and not CS fallback capable
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.12
	ATTACH / rejected / GPRS services not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and not CS fallback capable
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.13
	ATTACH / rejected / PLMN not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and not CS fallback capable
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.14
	Attach / rejected / tracking area not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and not CS fallback capable
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.17
	Attach / rejected / no suitable cells in tracking area
	Rel-8
	C04
	UEs supporting E-UTRA and not CS fallback capable
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.19
	ATTACH / Abnormal case / Failure due to non integrity protection
	Rel-8
	C04
	UEs supporting E-UTRA and not CS fallback capable
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.25
	Attach / Abnormal case / Mobile originated detach required
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.1
	Combined attach procedure / Success / EPS and non-EPS services
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.6
	Combined attach / rejected / Illegal ME
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.8
	Combined attach / rejected / EPS services not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.9
	Combined attach / rejected / PLMN not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.10
	Combined attach / rejected / Tracking area not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.1.1
	UE initiated detach / UE switched off
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.1.2
	UE initiated detach / USIM removed from the UE
	Rel-8
	C03
	UEs supporting E-UTRA and USIM removal without power down
	pc_eFDD, pc_USIM_Removal
	

	
	
	
	
	
	pc_eTDD, pc_USIM_Removal
	

	9.2.2.1.6
	UE initiated detach / Abnormal case / local detach after 5 attempts due to no network response
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.2.1
	NW initiated detach / re-attach required
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.2.2
	NW initiated detach / IMSI detach
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.1
	Normal tracking area update / accepted
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.2
	Normal tracking area update / accepted / “Active” flag set
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.4
	Normal tracking area update / list of equivalent PLMNs in the TRACKING AREA UPDATE ACCEPT message
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.5
	Periodic tracking area update / accepted
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.1
	Combined tracking area update successful
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.3
	Combined tracking area update / successful for EPS services only / MSC temporarily not reachable
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.6
	Combined tracking area update / rejected / Illegal ME
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.10
	Combined tracking area update / rejected / UE implicitly detached
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.12
	Combined tracking area update / rejected / Tracking area not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.15
	Combined tracking area update / rejected / Tracking area not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.1
	Service Request / initiated by UE for user data
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.2
	Service Request / initiated by UE for uplink signalling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.3
	Service Request / Mobile originating CS fallback
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.4
	Service Request / Rejected / IMSI invalid
	Rel-8
	C02
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.2.1
	Paging procedure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.2.2
	Paging for CS fallback / Idle mode
	Rel-8
	C02
	UEs supporting E-UTRA and UEs supporting CSfallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.4.1
	Integrity protection: Correct functionality of EPS NAS integrity algorithms (SNOW3G)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.4.2
	Integrity protection: Correct functionality of EPS NAS integrity algorithms (AES)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.4.3
	Ciphering and Deciphering: Correct functionality of EPS NAS encryption algorithms (SNOW3G)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.4.4
	Ciphering and Deciphering: Correct functionality of EPS NAS encryption algorithms (AES)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	10
	Session Management
	
	
	
	
	

	10.7.1
	UE requested bearer resource modification accepted by the network / new EPS bearer context
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	12
	E-UTRA Radio Bearer Tests
	
	
	
	
	

	12.2
	Data transfer of E-UTRA radio bearer combinations – one layer DL spatial multiplexing
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
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