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6.2.2
Signal levels

6.2.2.1
Downlink signal levels

The default settings of suitable cells and non-suitable cells for E-UTRA are specified in table 6.2.2.1-1.

Cells which are expected to be undetectable for UE under test shall fulfil the condition of non-suitable “Off” cell in table 6.2.2.1-1.

Table 6.2.2.1-1: Default settings of suitable / non-suitable cells for E-UTRA

	Power level type / Parameter
	Unit
	Power level 

	Serving cell RS EPRE
	dBm/15kHz
	-85

	Suitable neighbour intra-frequency cell RS EPRE
	dBm/15kHz
	-97

	Suitable neighbour inter-frequency cell RS EPRE
	dBm/15kHz
	-97

	Qrxlevmin
	dBm
	-106

	Non-suitable cell RS EPRE
	dBm/15kHz
	-115

	Non-suitable “Off” cell RS EPRE
	dBm/15kHz
	≤ -145

	Note:
The power level is specified in terms of cell-specific RS EPRE instead of RSRP as RSRP is a measured value and cannot be directly controlled by the SS.


The default signal level uncertainty is +/-3dB at the test port, for any level specified, unless a tighter uncertainty is specified by a test case in TS 36.523-1 [18].

For test cases using multiple cells, the signal level uncertainty is +/-3dB for each cell, for any level specified, unless a tighter uncertainty is specified by a test case in TS 36.523-1 [18].
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