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	Default value of q-RxLevMin is not specified as a useful and common value. 
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	Default value of q-RxLevMin is changed to -70 (-140 dBm)
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SystemInformationBlockType3

The IE SystemInformationBlockType3 contains cell re-selection information common for intra-frequency, inter-frequency and/or inter-RAT cell re-selection (i.e. applicable for more than one type of cell re-selection but not necessarily all) as well as intra-frequency cell re-selection information other than neighbouring cell related.
Table 4.4.3.3-2: SystemInformationBlockType3
	Derivation Path: 36.331 clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType3 ::= SEQUENCE {
	
	
	

	  cellReselectionInfoCommon SEQUENCE {
	
	
	

	    q-Hyst
	dB3
	Typical value in real network
	

	    speedDependentReselection SEQUENCE {}
	Not present
	
	

	    sameRefSignalsInNeighbour
	FALSE
	Same reference signals are not available by default (valid only in TDD operation).
	

	  }
	
	
	

	  cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	    s-NonIntraSearch
	Not present
	
	

	    threshServingLow
	0
	Typical value in real network
	

	    cellReselectionPriority
	4
	A middle value in the range has been selected.
	

	  }
	
	
	

	  intraFreqCellReselectionInfo SEQUENCE {
	
	
	

	    q-RxLevMin
	 -70 (-140 dBm)
	For signalling test cases, see table 6.2.2.1-1.
	

	    p-Max
	Not present
	
	

	    s-IntraSearch
	Not present
	
	

	    measurementBandwidth
	Not present
	The downlink bandwidth of the serving cell applies.
	

	    neighbourCellConfiguration
	'01'B (No MBSFN subframes are present in all neighbour cells)
	MBSFN doesn’t apply by default.
	

	    t-ReselectionEUTRAN
	0
	Typical value in real network
	

	    speedDependentScalingParameters
	Not present
	
	

	  }
	
	
	

	}
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