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1.
Introduction

During RAN5#42, LS R5-091653 [1] was sent from RAN4 asking RAN5 to study the conformance test requirements based on technically endorsed CRs from RAN4#50bis to keep the Extended UMTS/LTE800 work item schedule. 

This CR introduce the requirements for RRM test cases endorsed in R4-091063 [2] to the current TS 36.521-3.

2. Summary

The requirements of Band 18 and 19 for RRM test cases endorsed in R4-091063 [2] are introduced to the following sections:

· Section 8: UE intra/inter frequency measurements procedures
· Section 9: RSRP/RSRQ Accuracy Measurement Performance Requirements 

3. Recommendations

Incorporate the text into the current draft of TS 36.521-3.

4. Reference 
[1] R5-091653 LS on handling the work item Extended UMTS/LTE 800 
[2] TS 36.521-3 v1.1.0

8
UE Measurements Procedures

When the UE is in RRC_CONNECTED state on a cell, UE reports measurement information in accordance with the measurement configuration as provided by the System Simulator. To initiate a specific measurement, the System Simulator sends a ‘RRC Connection Reconfiguration message’ to the UE including a measurement ID and type, a command (setup, modify, release), the measurement objects, the measurement quantity, the reporting quantities and the reporting criteria (periodical/event-triggered), after that the measurement reporting process takes place. In this process when the reporting criteria are fulfilled the UE sends a ‘Measurement Report message’ to the System Simulator including the measurement ID and the results. The reporting criteria that trigger the UE to send a ‘Measurement Report message’ to the System Simulator is event-triggered as defined in TS 36.331 [5] clause 5.5.3.  The measurement reporting succeeds only if the measurement report is sent within the specified measurement reporting delay period.

8.1
E-UTRAN FDD intra frequency measurements


8.1.1

E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in asynchronous cells
Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· In the minimum requirements the time period  have not been decided when a cell has been detectable and enters or leaves the reporting range and the event triggered measurement reporting delay limit has been meant provided the  timing to that cell has not changed more than [FFS]

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

8.1.1.1
Test purpose

To verify the UE’s ability to make a correct reporting of an event under fading propagation conditions in asynchronous cells within the E-UTRA FDD-FDD intra frequency cell search requirements.

8.1.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.

8.1.1.3
Minimum conformance requirements

The measurement reporting delay shall be less than Tidentify_intra  in RRC_CONNECTED state.

When no DRX is in use the UE shall be able to identify a new detectable FDD intra frequency cell within
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Where:

Tbasic_identify_E-UTRA_FDD, intra is 800 ms.

TMeasurement_Period,Intra = 200 ms. The measurement period for intra-frequency RSRP measurements.

TIntra: This is the minimum time that is available for intra-frequency measurements, during the measurement period with an arbitrarily chosen timing. Time is assumed to be available for performing intra-frequency measurements whenever the receiver is guaranteed to be active on the intra-frequency carrier.
A cell shall be considered detectable when

- 
RSRP related side condition given in TS 36.133 [4] clause 9.1 are fulfilled for a corresponding Band,

-
SCH_RP > -127 dBm for Bands 1, 4, 6, 10, 18, 19 and SCH  Ês/Iot ≥ - 6 dB,

-
SCH_RP |dBm( -126 dBm for Band 9 and SCH Ês/Iot ≥ - 6 dB,
-
SCH_RP |dBm( -125 dBm for Bands 2, 5, 7, 11, 17 and SCH Ês/Iot   ≥ - 6 dB,
-
SCH_RP SCH_RP |dBm( -124 dBm for Bands 3, 8, 12, 13, 14 and SCH Ês/Iot ≥ - 6 dB.
Identification of a cell shall include detection of the cell and additionally performing a single measurement with measurement period of TMeasurement_Period Intra. If higher layer filtering is used, an additional cell identification delay can be expected.

In the RRC_CONNECTED state the measurement period for intra-frequency measurements is 200 ms. When no measurement gaps are activated, the UE shall be capable of performing RSRP and RSRQ measurements for 8 identified intra-frequency cells, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of 200 ms. When measurement gaps are activated, the UE shall be capable of performing measurements for at least Ymeasurement intra cells, where Ymeasurement intra is defined in the following equation. If the UE has identified more than Ymeasurement intra cells, the UE shall perform measurements of all identified cells but the reporting rate of RSRP and RSRQ measurements of cells from UE physical layer to higher layers may be decreased.
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Where:

Xbasic measurement FDD = 8 (cells).

TMeasurement_Period Intra = 200 ms. The measurement period for intra-frequency RSRP measurements.

TIntra: This is the time that is available for intra-frequency measurements, during the measurement period with an arbitrarily chosen timing. Time is assumed to be available for performing intra- frequency measurements whenever the receiver is guaranteed to be active on the intra frequency carrier.
The measurement accuracy for all measured cells shall be as specified in TS 36.133 [4] clause 9.1.

Reported measurements contained in event triggered measurement reports shall meet the requirements in TS 36.133 [4] clause 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: 2 x TTIDCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify intra defined in TS 36.133 [4] clause 8.1.2.2.1.1. When L3 filtering is used an additional delay can be expected.

If a cell has been detectable at least for the time period Tidentify_intra and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than TMeasurement_Period Intra provided the timing to that cell has not changed more than [FFS] while measurement gap has not been available and the L3 filter has not been used
The normative reference for this requirement is TS 36.133 [4] clause 8.1.2.2.1 and A.8.1.1.

8.1.1.4
Test description

8.1.1.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1. 

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.15 for UEs that support receive diversity or figure A.13 for UEs that do not support receive diversity.
2. The general test parameter settings are set up according to Table 8.1.1.4.1-1.

3. Propagation conditions are set according to Annex B clauses B.0.

4. Message contents are defined in clause 8.1.1.4.3.

5. There is one E-UTRA FDD carrier and two cells specified in the test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
Table 8.1.1.4.1-1: General Test Parameters for E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in asynchronous cells

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As specified in clause A.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in clause A.2.1

	Active cell
	
	Cell 1
	

	Neighbour cell
	
	Cell 2
	Cell to be identified.

	E-UTRA RF Channel Number
	
	1
	One FDD carrier frequency is used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	A3-Offset
	dB
	-3
	

	CP length
	
	Normal
	

	Hysteresis
	dB
	0
	

	Time To Trigger
	ms
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	
	OFF

	Time offset between cells
	ms
	3 
	Asynchronous cells

	T1
	s
	5
	

	T2
	s
	5
	


8.1.1.4.2
Test procedure

The test consists of one active cell and one neighbour cell. In the measurement control information it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time durations of T1 and T2 respectively. During time duration T1, the UE shall not have any timing information of Cell 2.

1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.

2. Set the parameters according to T1 in Table 8.1.1.5-1. Propagation conditions are set according to Annex B clauses B.1.1 and B.2.2. T1 starts.
3. The neighbour cell shall broadcast its own cell identity, and the neighbour cell list of Cell 1 shall contain the cell identity of Cell 2. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 8.1.1.5-1.

6. UE shall transmit a MeasurementReport message triggered by Event A3. If the overall delays measured from the beginning of time period T2 is less than 880 ms then the number of successful tests is increased by one. If the UE fails to report the event within the overall delays measured requirement then the number of failure tests is increased by one.

7. After the SS receive the MeasurementReport message in step 6) or when T2 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.

8. Set Cell 2 physical cell identity = ((current cell 2 physical cell identity + 1) mod 14 + 2) for next iteration of the test procedure loop. Repeat step 1-7 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved. 

8.1.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 8.1.1.4.3-1: RRCConnectionReconfiguration: Additional E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 8.1.1.4.3-2: MeasurementConfiguration-DEFAULT: Additional E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA-A3
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	Not present
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 8.1.1.4.3-3: ReportConfigEUTRA-A3: Additional E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	 triggerType CHOICE {
	
	
	

	  event SEQUENCE {
	
	
	

	    eventId CHOICE {
	
	
	

	     eventA3 SEQUENCE {
	
	
	

	       a3-Offset
	-6 (-3 dB)
	-3 is actual value in dB (-6 * 0.5 dB)
	

	       reportOnLeave 
	FALSE
	
	

	      }
	
	
	

	    }
	
	
	

	    hysteresis
	0 (0 dB)
	0 is actual value in dB (0 * 0.5 dB)
	

	    timeToTrigger
	0 (0 ms)
	
	

	    }
	
	
	

	  }
	
	
	


Table 8.1.1.4.3-4: MeasuredResults: Additional E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed
	

	   measResultServing SEQUENCE {
	 
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 8.1.1.4.3-5: MeasResultListEUTRA: Additional E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	   physicalCellIdentity
	PhysicalCellIdentity
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	     globalCellID-EUTRA
	GlobalCellId-EUTRA
	
	

	     tac-ID
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult SEQUENCE {   
	 
	 
	

	    rsrpResult
	Not present 
	
	

	    rsrqResult
	Not present 
	
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


8.1.1.5
Test requirement
Tables 8.1.1.4.1-1 and 8.1.1.5-1 define the primary level settings including test tolerances for E-UTRAN FDD-FDD event triggered reporting under fading propagation conditions in asynchronous cells test. 

Table 8.1.1.5-1: Cell Specific Test requirement Parameters for E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in asynchronous cells 

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in D.1.1 (OP.1 FDD) and in D.1.2 (OP.2  FDD)
	
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_PB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_PB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	4 + TT
	-3.79 + TT
	-Infinity
	1.54 + TT
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	dBm/15 KHz
	-98
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	dB
	4 + TT
	4 + TT
	-Infinity
	7 + TT

	RSRP Note 4
	dBm/15 KHz
	-94 + TT
	-94 + TT
	-Infinity
	-91 + TT

	SCH_RP Note 4
	dBm/15 KHz
	-94 + TT
	-94 + TT
	-Infinity
	-91 + TT

	Propagation Condition 
	
	ETU70

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 3: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: RSRP and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


The overall delays measured is defined as the time from the beginning of time period T2, to the moment the UE send one Event A3 triggered measurement report to Cell 2.

The overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays because of TTI insertion uncertainty of the measurement report in DCCH.

The overall delays measured test requirement is expressed as:  
Overall delays measured = measurement reporting delay + TTI insertion uncertainty 

Measurement reporting delay = Tidentify_intra

Tidentify_intra = 
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Tbasic_identify_E-UTRA_FDD, intra= 800 ms
TMeasurement_Period,Intra = 200 ms

TIntra = 200 ms
TTI insertion uncertainty = 80 ms

The overall delays measured shall be less than a total of 880 ms in this test case (note: this gives a total of 800 ms for measurement reporting delay plus 80 ms for TTI insertion uncertainty).

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

8.1.2

E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells
Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· In the minimum requirements the time period  have not been decided when a cell has been detectable and enters or leaves the reporting range and the event triggered measurement reporting delay limit has been meant provided the  timing to that cell has not changed more than [FFS]

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

8.1.2.1
Test purpose

To verify the UE’s ability to make a correct reporting of an event under fading propagation conditions in synchronous cells within the E-UTRA FDD-FDD intra frequency cell search requirements.

8.1.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.

8.1.2.3
Minimum conformance requirements

The measurement reporting delay shall be less than Tidentify_intra  in RRC_CONNECTED state.

When no DRX is in use the UE shall be able to identify a new detectable FDD intra frequency cell within
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Where:

Tbasic_identify_E-UTRA_FDD, intra is 800 ms.

TMeasurement_Period,Intra = 200 ms. The measurement period for intra-frequency RSRP measurements.

TIntra: This is the minimum time that is available for intra-frequency measurements, during the measurement period with an arbitrarily chosen timing. Time is assumed to be available for performing intra-frequency measurements whenever the receiver is guaranteed to be active on the intra-frequency carrier.
A cell shall be considered detectable when

- 
RSRP related side condition given in TS 36.133 [4] clause 9.1 are fulfilled for a corresponding Band,

-
SCH_RP > -127 dBm for Bands 1, 4, 6, 10, 18, 19 and SCH Ês/Iot  ≥  6 dB,

-
SCH_RP |dBm( -126 dBm for Band 9 and SCH Ês/Iot > - 6 dB,
-
SCH_RP |dBm( -125 dBm for Bands 2, 5, 7, 11, 17 and SCH Ês/Iot  > - 6 dB,
-
SCH_RP SCH_RP |dBm(-124 dBm for Bands 3, 8, 12, 13, 14 and SCH Ês/Iot  > - 6 dB.
Identification of a cell shall include detection of the cell and additionally performing a single measurement with measurement period of TMeasurement_Period Intra. If higher layer filtering is used, an additional cell identification delay can be expected.

In the RRC_CONNECTED state the measurement period for intra-frequency measurements is 200 ms. When no measurement gaps are activated, the UE shall be capable of performing RSRP and RSRQ measurements for 8 identified intra-frequency cells, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of 200 ms. When measurement gaps are activated, the UE shall be capable of performing measurements for at least Ymeasurement intra cells, where Ymeasurement intra is defined in the following equation. If the UE has identified more than Ymeasurement intra cells, the UE shall perform measurements of all identified cells but the reporting rate of RSRP and RSRQ measurements of cells from UE physical layer to higher layers may be decreased.
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Where:

Xbasic measurement FDD = 8 (cells).

TMeasurement_Period Intra = 200 ms. The measurement period for intra-frequency RSRP measurements.

TIntra: This is the time that is available for intra-frequency measurements, during the measurement period with an arbitrarily chosen timing. Time is assumed to be available for performing intra- frequency measurements whenever the receiver is guaranteed to be active on the intra frequency carrier.
The measurement accuracy for all measured cells shall be as specified in TS 36.133 [4] clause 9.1.

Reported measurements contained in event triggered measurement reports shall meet the requirements in TS 36.133 [4] clause 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: 2 x TTIDCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify intra defined in TS 36.133 [4] clause 8.1.2.2.1.1. When L3 filtering is used an additional delay can be expected.

If a cell has been detectable at least for the time period Tidentify_intra and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than TMeasurement_Period Intra provided the timing to that cell has not changed more than [FFS] while measurement gap has not been available and the L3 filter has not been used.

The normative reference for this requirement is TS 36.133 [4] clause 8.1.2.2.1 and A.8.1.2.

8.1.2.4
Test description

8.1.2.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.15 for UEs that support receive diversity or figure A.13 for UEs that do not support receive diversity.
2. The general test parameter settings are set up according to Table 8.1.2.4.1-1.

3. Propagation conditions are set according to Annex B clauses B.0.

4. Message contents are defined in clause 8.1.2.4.3.

5. There is one E-UTRA FDD carrier and two cells specified in the test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
Table 8.1.2.4.1-1: General Test Parameters for E-UTRAN FDD-FDD event triggered reporting under fading propagation conditions in synchronous cells 

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As specified in clause A.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in clause A.2.1

	Active cell
	
	Cell 1
	

	Neighbour cell
	
	Cell 2
	Cell to be identified.

	E-UTRA RF Channel Number
	
	1
	One FDD carrier frequency is used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	A3-Offset
	dB
	-3
	

	CP length
	
	Normal
	

	Hysteresis
	dB
	0
	

	Time To Trigger
	ms
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	
	OFF

	Time offset between cells
	(s
	3
	Synchronous cells

	T1
	s
	5
	

	T2
	s
	5
	


8.1.2.4.2
Test procedure

The test consists of one active cell and one neighbour cell. In the measurement control information it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time durations of T1 and T2 respectively. During time duration T1, the UE shall not have any timing information of Cell 2.
1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.

2. Set the parameters according to T1 in Table 8.1.2.5-1. T1 starts.

3. The neighbour cell shall broadcast its own cell identity, and the neighbour cell list of Cell 1 shall contain the cell identity of Cell 2. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 8.1.2.5-1.

6. UE shall transmit a MeasurementReport message triggered by Event A3. If the overall delays measured from the beginning of time period T2 is less than 880 ms then the number of successful tests is increased by one. If the UE fails to report the event within the overall delays measured requirement then the number of failure tests is increased by one.

7. After the SS receive the MeasurementReport message in step 6) or when T2 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.

8. Set Cell 2 physical cell identity = ((current cell 2 physical cell identity + 1) mod 14 + 2) for next iteration of the test procedure loop. Repeat step 1-7 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved. 

8.1.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 8.1.2.4.3-1: RRCConnectionReconfiguration: Additional E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 8.1.2.4.3-2: MeasurementConfiguration-DEFAULT: Additional E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA-A3
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	Not present
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 8.1.2.4.3-3: ReportConfigEUTRA-A3: Additional E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	 triggerType CHOICE {
	
	
	

	  event SEQUENCE {
	
	
	

	    eventId CHOICE {
	
	
	

	     eventA3 SEQUENCE {
	
	
	

	       a3-Offset
	-6 (-3 dB)
	-3 is actual value in dB (-6 * 0.5 dB)
	

	       reportOnLeave 
	FALSE
	
	

	      }
	
	
	

	    }
	
	
	

	    hysteresis
	0 (0 dB)
	0 is actual value in dB (0 * 0.5 dB)
	

	    timeToTrigger
	0 (0 ms)
	
	

	    }
	
	
	

	  }
	
	
	


Table 8.1.2.4.3-4: MeasuredResults: Additional E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed
	

	   measResultServing
	 
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 8.1.2.4.3-5: MeasResultListEUTRA: Additional E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicalCellIdentity
	PhysicalCellIdentity
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	   globalCellID-EUTRA
	GlobalCellId-EUTRA
	
	

	    tac-ID
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult   
	 
	 
	

	    rsrpResult
	Not present 
	
	

	    rsrqResult SEQUENCE {  
	Not present 
	
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


8.1.2.5
Test requirement
Tables 8.1.2.4.1-1 and 8.1.2.5-1 define the primary level settings including test tolerances for E-UTRAN FDD-FDD event triggered reporting under fading propagation conditions in synchronous cells test. 

Table 8.1.2.5-1: Cell Specific Test requirement Parameters for E-UTRAN FDD-FDD event triggered reporting under fading propagation conditions in synchronous cells 

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in D.1.1 (OP.1 FDD) and in D.1.2 (OP.2  FDD)
	
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	4 + TT
	-3.79 + TT
	-Infinity
	1.54 + TT
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 Note 3
	dBm/15 KHz
	-98
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	dB
	4 + TT
	4 + TT
	-Infinity
	7 + TT

	RSRP Note 4
	dBm/15 KHz
	-94 + TT
	-94 + TT
	-Infinity
	-91 + TT

	SCH_RP Note 4
	dBm/15 KHz
	-94 + TT
	-94 + TT
	-Infinity
	-91 + TT

	Propagation Condition 
	
	ETU70

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 3: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image13.wmf]oc
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 to be fulfilled.

Note 4: RSRP and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


The overall delays measured is defined as the time from the beginning of time period T2, to the moment the UE send one Event A3 triggered measurement report to Cell 2.

The overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays because of TTI insertion uncertainty of the measurement report in DCCH.

The overall delays measured test requirement is expressed as:  
Overall delays measured = measurement reporting delay + TTI insertion uncertainty 

Measurement reporting delay = Tidentify_intra

Tidentify_intra = 
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Tbasic_identify_E-UTRA_FDD, intra= 800 ms
TMeasurement_Period,Intra = 200 ms

TIntra = 200 ms
TTI insertion uncertainty = 80 ms

The overall delays measured shall be less than a total of 880 ms in this test case (note: this gives a total of 800 ms for measurement reporting delay plus 80 ms for TTI insertion uncertainty).

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

8.2

E-UTRAN TDD intra frequency measurements

8.2.1

E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

8.2.1.1
Test purpose

To verify the UE’s ability to make a correct reporting of an event under fading propagation conditions in synchronous cells within the E-UTRA TDD-TDD intra frequency cell search requirements.
8.2.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.
8.2.1.3
Minimum conformance requirements

The measurement reporting delay shall be less than Tidentify_intra  in RRC_CONNECTED state.

When no DRX is in use the UE shall be able to identify a new detectable TDD intra frequency cell within 
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where


Tbasic_identify_E-UTRA_TDD, intra is [800] ms 

A cell shall be considered detectable when 

-
RSRP related side condition given in TS 36.133 [4] Section 9.1 are fulfilled for a corresponding Band,

-
 SCH_RP > -127 dBm for Bands 33, 34, 35, 36, 37, 38, 39, 40 and SCH  Ês/Iot  > - 6 dB.

TMeasurement_Period Intra = [200] ms. The measurement period for Intra frequency RSRP measurements.

TIntra : This is the minimum time that is available for intra frequency measurements, during the measurement period with an arbitrarily chosen timing.

If higher layer filtering is used, an additional cell identification delay can be expected.

In the RRC_CONNECTED state the measurement period for intra frequency measurements is [200] ms. When no measurement gaps are activated, the UE shall be capable of performing RSRP measurements for [8] identified-intra-frequency cells, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of [200] ms. When measurement gaps are activated the UE shall be capable of performing measurements for at least Ymeasurement intra cells , where Ymeasurement intra is defined in the following equation. If the UE has identified more than Ymeasurement intra cells, the UE shall perform measurements of all identified cells but the reporting rate of RSRP measurements of cells from UE physical layer to higher layers may be decreased.
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where


Xbasic measurement TDD =  [8] (cells)


TMeasurement_Period Intra = [200] ms. The measurement period for Intra frequency RSRP measurements.


TIntra : This is the minimum time that is available for intra frequency measurements, during the measurement period with an arbitrarily chosen timing.

The measurement accuracy for all measured cells shall be as specified in TS 36.133 [4] sub-clause 9.1.
Reported measurements contained in periodically triggered measurement reports shall meet the requirements in TS 36.133 [4] section 9.

Reported measurements contained in event triggered periodic measurement reports shall meet the requirements in TS 36.133 [4] section 9.
Reported measurements contained in event triggered measurement reports shall meet the requirements in TS 36.133 [4] section 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: [2] x TTIDCCH.This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify intra defined in TS 36.133 [4] Section 8.1.2.2.2.1 When L3 filtering is used an additional delay can be expected.

If a cell has been detectable at least for the time period Tidentify_intra and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than TMeasurement_Period Intra provided the timing to that cell has not changed more than [FFS] Ts while transmission gap has not been available and the L3 filter has not been used.
The normative reference for this requirement is TS 36.133 [4] clause 8.1.2.2.2 and A.8.1.2.
8.2.1.4
 Test description

8.2.1.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.2.
1. Connect the SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.15 for UEs that support receive diversity or figure A.13 for UEs that do not support receive diversity.
2. The general test parameter settings are set up according to Table 8.2.1.4.1-1.

3. Propagation conditions are set according to Annex B clauses B.0.

4. Message contents are defined in clause 8.2.1.4.3.

5. There is one E-UTRA TDD carrier and two cells specified in the test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
Table 8.2.1.4.1-1: General test parameters for E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A.1.2

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A.3.2.2

	Active cell
	
	Cell 1
	

	Neighbour cell
	
	Cell 2
	Cell to be identified.

	E-UTRA RF Channel Number
	
	1
	One TDD carrier frequency is used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	A3-Offset
	dB
	-3
	

	CP length
	
	Normal
	

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in TS 36.211. The same configuration in both cells

	Uplink-downlink configuration
	
	1
	As specified in table 4.2-2 in TS 36.211. The same configuration in both cells

	Hysteresis
	dB
	0
	

	Time To Trigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	
	OFF

	Time offset between cells
	(s
	3
	Synchronous cells

	T1
	s
	5
	

	T2
	s
	5
	


8.2.1.4.2
Test procedure

The test consists of one active cell and one neighbour cell. In the measurement control information it is indicated to the UE that event-triggered reporting with Event A3 is used.The test consists of two successive time periods, with time durations of T1 and T2 respectively. During time duration T1, the UE shall not have any timing information of Cell 2.
1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.

2. Set the parameters according to T1 in Table 8.2.1.5-1. Propagation conditions are set according to Annex B clauses B.1.1 and B.2.2.T1 starts.

3. The neighbour cell shall broadcast its own cell identity, and the neighbour cell list of Cell 1 shall contain the cell identity of Cell 2. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 8.2.1.5-1.

6. UE shall transmit a MeasurementReport message triggered by Event A3. If the overall delays measured from the beginning of time period T2 is less than 880 ms then the number of successful tests is increased by one. If the UE fails to report the event within the overall delays measured requirement then the number of failure tests is increased by one.

7. After the SS receives the MeasurementReport message in step 6 or when T2 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.

8. Set Cell 2 physical cell identity = ((current cell 2 physical cell identity + 1) mod 14 + 2) for next iteration of the test procedure loop. Repeat step 1-7 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved. 
8.2.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 8.2.1.4.3-1: RRCConnectionReconfiguration: Additional E-UTRAN TDD-TDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 8.2.1.4.3-2: MeasurementConfiguration-DEFAULT: Additional E-UTRAN TDD-TDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA-A3
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	Not present
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 8.2.1.4.3-3: ReportConfigEUTRA-A3: Additional E-UTRAN TDD-TDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	 triggerType CHOICE {
	
	
	

	  event SEQUENCE {
	
	
	

	    eventId CHOICE {
	
	
	

	     eventA3 SEQUENCE {
	
	
	

	       a3-Offset
	-6 (-3 dB)
	-3 is actual value in dB (-6 * 0.5 dB)
	

	       reportOnLeave
	FALSE
	
	

	      }
	
	
	

	    }
	
	
	

	    hysteresis
	0 (0 dB)
	0 is actual value in dB (0 * 0.5 dB)
	

	    timeToTrigger
	0 (0 ms)
	
	

	    }
	
	
	

	  }
	
	
	


Table 8.2.1.4.3-4: MeasuredResults: Additional E-UTRAN TDD-TDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	 [1]
	
	

	   measResultServing SEQUENCE {
	 
	
	

	     rsrpResult
	 
	Set according to specific test
	

	     rsrqResult
	 
	Set according to specific test
	

	   },  
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 8.2.1.4.3-5: MeasResultListEUTRA: Additional E-UTRAN TDD-TDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultLIstEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicalCellIdentity
	
	
	

	  globalCellIdentity SEQUENCE {  
	
	
	

	    globalCellID-EUTRA 
	 
	
	

	    tac-ID
	
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult   SEQUENCE {
	 
	 
	

	    rsrpResult
	Not present 
	
	

	    rsrqResult
	Not present 
	
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


8.2.1.5
Test requirement
Tables 8.2.1.4.1-1 and 8.2.1.5-1 define the primary level settings including test tolerances for E-UTRAN TDD-TDD event triggered reporting under fading propagation conditions in synchronous cells test. 

Table 8.2.1.5-1: Cell specific test parameters for E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	OCNG Pattern defined in A.3.2.2.1 (OP.1 TDD) and in A.3.2.2.2 (OP.2)
	
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dBm/15 kHz
	-98

	RSRP
	dBm/15 kHz
	-94
	-94
	-Infinity
	-91
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	dB
	4
	4
	-Infinity
	7

	SCH_RP
	dBm/15 kHz
	-94
	-94
	-Infinity
	-91

	Propagation Condition 
	
	ETU70

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: The resources for uplink transmission are assigned to the UE prior to the start of time period T2.


The overall delays measured is defined as the time from the beginning of time period T2, to the moment the UE send one Event A3 triggered measurement report to Cell 2.
The overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
The overall delays measured test requirement is expressed as:  
Overall delays measured = measurement reporting delay + TTI insertion uncertainty 

Measurement reporting delay = Tidentify_intra

Tidentify_intra = 
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Tbasic_identify_E-UTRA_TDD, intra= 800 ms
TMeasurement_Period,Intra = 200 ms

TIntra = 200 ms
TTI insertion uncertainty = 80 ms

The overall delays measured shall be less than a total of 880 ms in this test case (note: this gives a total of 800 ms for measurement reporting delay plus 80 ms for TTI insertion uncertainty).

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.
8.3
E-UTRAN FDD-FDD Inter-frequency Measurements


8.3.1

E-UTRAN FDD-FDD Inter-frequency event triggered reporting under fading propagation conditions in asynchronous cells
Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

8.3.1.1
Test purpose

To verify the UE’s ability to make a correct reporting of an event under fading propagation conditions in asynchronous cells within the E-UTRA FDD inter-frequency cell search requirements.

8.3.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.
8.3.1.3
Minimum conformance requirements

When measurement gaps are scheduled the UE shall be able to identify a new FDD inter-frequency within TIdentify_Inter according to the following expression:


[image: image20.wmf]ms

N

freq

×

×

=

Inter1

Inter

_

Identify

_

Basic

Inter

_

Identify

T

480

T

T


Where:

TBasic_Identify_Inter = 480 ms. It is the time period used in the inter frequency equation where the maximum allowed time for the UE to identify a new FDD inter-frequency cell is defined.
Nfreq and TInter1 are defined in TS 36.133 [4] clause 8.1.2.1.1.

A cell shall be considered detectable provided following conditions are fulfilled:

-
RSRP|dBm( -125 dBm and for Bands 1, 4, 6, 10, 18, 19 and RSRP Ês/Iot ( -4 dB,

-
RSRP|dBm( -124 dBm for Bands 9 and RSRP Ês/Iot ( -4 dB,

-
RSRP|dBm( -123 dBm for Bands 2, 5, 7, 11, 17 and RSRP Ês/Iot ( -4 dB,
-
RSRP|dBm( -122 dBm for Bands 3, 8, 12, 13, 14 and RSRP Ês/Iot  ( -4 dB, 

-
other RSRP related side conditions given in Section 9.1 are fulfilled,
-
SCH_RP|dBm( -125 dBm for Bands 1, 4, 6, 10, 18, 19 and SCH Ês/Iot  ( -4 dB,

-
SCH_RP|dBm( -124 dBm for Band 9 and SCH Ês/Iot  ( -4 dB, 

-
SCH_RP |dBm( -123 dBm for Bands 2, 5, 7, 11, 17 and SCH Ês/Iot  ( -4 dB,

-
SCH_RP |dBm( -122 dBm for Bands 3, 8, 12, 13, 14 and SCH_RP/Iot ( -4 dB.

When measurement gaps are scheduled for FDD inter frequency measurements the UE physical layer shall be capable of reporting measurements to higher layers with measurement accuracy as specified in TS 36.133 sub-clause 9.1.3 with measurement period given by table 8.3.1.3-1.

Table 8.3.1.3-1: RSRP measurement period and measurement bandwidth

	Configuration
	Physical Layer Measurement period: TMeasurement_Period _Inter_FDD [ms]
	Measurement bandwidth [RB]

	0
	480 x  Nfreq
	6

	1 (Note)
	240 x  Nfreq
	50

	TBD
	TBD
	TBD

	Note: This configuration is optional


Where:


Nfreq and Tinter1 are defined in TS 36.133 [4] clause 8.1.2.1.1.
The UE shall be capable of performing RSRP and RSRQ measurements of at least 4 inter-frequency cells per FDD inter-frequency for up to 3 FDD inter-frequencies and the UE physical layer shall be capable of reporting RSRP and RSRQ measurements to higher layers with the measurement period defined in Table 8.3.1.3-1.

Reported measurements contained in event triggered measurement reports shall meet the requirements in TS 36.133 [4] clause 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: [2] x TTIDCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify_inter defined in TS 36.133 [4] clause 8.1.2.3.1.1. When L3 filtering is used an additional delay can be expected.

If a cell has been detectable at least for the time period Tidentify_inter and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than TMeasurement_Period_Inter_FDD provided the timing to that cell has not changed more than [FFS] while measurement gap has not been available and the L3 filter has not been used.

The normative reference for this requirement is TS 36.133 [4] clause 8.1.2.3.1 and A.8.3.1.

8.3.1.4
Test description

8.3.1.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.  

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.

1. Connect the SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.15 for UEs that support receive diversity or figure A.13 for UEs that do not support receive diversity..

2. The general test parameter settings are set up according to Table 8.3.1.4.1-1.

3. Propagation conditions are set according to Annex B clauses B.0.

4. Message contents are defined in clause 8.3.1.4.3.

5. There are two E-UTRA FDD carriers and two cells specified in the test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
Table 8.3.1.4.1-1: General test parameters for E-UTRAN FDD-FDD inter frequency event triggered reporting in fading propagation conditions

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As specified in section A.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in section A.2.1

	E-UTRA RF Channel Number
	
	1, 2
	Two TDD carrier frequencies are used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	Active cell
	
	Cell 1
	Cell 1 is on RF channel number 1

	Neighbour cell
	
	Cell 2
	Cell 2 is on RF channel number 2

	Gap Pattern Id
	
	0
	As specified in 3GPP TS 36.133 section 8.1.2.1. 

	A3-Offset
	dB
	-3
	

	Hysteresis
	dB
	0
	

	CP length
	
	Normal
	

	TimeToTrigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	OFF
	OFF

	Time offset between cells
	ms
	3 
	Asynchronous cells

	T1
	s
	5
	

	T2
	s
	5
	


8.3.1.4.2
Test procedure

The test consists of two successive time periods, with time durations of T1 and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 2. Gap pattern configuration is configured before T2 begins to enable inter-frequency monitoring.
1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS. 

2. Set the parameters according to T1 in Table 8.3.1.5-1. Propagation conditions are set according to Annex B clauses B.1.1 and B.2.2. T1 starts.

3. The neighbour cell shall broadcast its own cell identity, and the neighbour cell list of Cell 1 shall contain the cell identity of Cell 2. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 8.3.1.5-1. 

6. UE shall transmit a MeasurementReport message triggered by Event A3. If the measurement reporting delay from the beginning of time period T2 is less than 3840 ms the number of successful tests is increased by one. If the UE fails to report the event within the measurement reporting delay requirement then the number of failure tests is increased by one.

7. After the SS receive the MeasurementReport message in step 6) or when T2 expires, the SS shall transmit a RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.

8. Set Cell 2 physical cell identity = ((current cell 2 physical cell identity + 1) mod 14 + 2) for next iteration of the test procedure loop. Repeat step 1-7 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved. 

8.3.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 8.3.1.4.3-1: RRCConnectionReconfiguration: Additional E-UTRAN FDD-FDD inter frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 8.3.1.4.3-2: MeasurementConfiguration-DEFAULT: Additional E-UTRAN FDD-FDD inter frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA-A3
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 8.3.1.4.3-3: ReportConfigEUTRA-A3: Additional E-UTRAN FDD-FDD inter frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA ::= SEQUENCE {
	
	
	

	 triggerType CHOICE {
	
	
	

	  event SEQUENCE {
	
	
	

	    eventId CHOICE {
	
	
	

	     eventA3 SEQUENCE {
	
	
	

	       a3-Offset
	-6 (-3 dB)
	-3 is actual value in dB (-6 * 0.5 dB)
	

	       reportOnLeave 
	FALSE
	
	

	      }
	
	
	

	    }
	
	
	

	    Hysteresis
	0 (0 dB)
	0 is actual value in dB (0 * 0.5 dB)
	

	    timeToTrigger
	0 (0 ms)
	
	

	    }
	
	
	

	  }
	
	
	


Table 8.1.1.4.3-4: MeasGapConfig-GP1: Additional E-UTRAN FDD-FDD inter frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasGapConfig ::= SEQUENCE {
	
	
	

	gapActivation CHOICE {
	
	
	

	   Activate SEQUENCE {
	
	
	

	     gapPattern CHOICE {
	
	
	

	      gp1 SEQUENCE
	
	
	

	         gapoffset
	[0]
	
	

	       }
	
	
	

	      }
	
	
	

	     }
	
	
	

	  }
	
	
	


Table 8.3.1.4.3-5: MeasuredResults: Additional E-UTRAN FDD-FDD inter frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	 
	
	

	   measResultsServing SEQUENCE {
	 
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   },  
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 8.3.1.4.3-6: MeasResultListEUTRA: Additional E-UTRAN FDD-FDD inter frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicalCellIdentity
	PhysicalCellIdentity
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	    globalCellID-EUTRA
	GlobalCellId-EUTRA
	
	

	    tac-ID
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult SEQUENCE {      
	 
	 
	

	    rsrpResult
	Not present 
	
	

	    rsrqResult
	Not present 
	
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


8.3.1.5
Test requirement
Tables 8.3.1.4.1-1 and 8.3.1.5-1 define the primary level settings including test tolerances for event triggered reporting under fading propagation conditions in asynchronous inter frequency cells test. 

Table 8.3.1.5-1: Cell specific test requirement parameters for E-UTRAN FDD-FDD inter frequency event triggered reporting under fading propagation conditions in asynchronous cells

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	E-UTRA RF Channel Number
	
	1
	2

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in D.1.1  (OP.1 FDD) and in D.1.2  (OP.2  FDD)
	
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
	
	

	
[image: image21.wmf]oc

N

 Note 3
	dBm/15 kHz
	-98

	RSRP Note 4
	dBm/15 kHz
	-94 + TT
	-94 + TT
	-Infinity
	-91 + TT
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	dB
	4 + TT
	4 + TT
	-Infinity
	7 + TT

	SCH_RP
	dBm/15 kHz
	-94 + TT
	-94 + TT
	-Infinity
	-91 + TT
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	dB
	4 + TT
	4 + TT
	-Infinity
	7 + TT

	Propagation Condition 
	
	ETU70

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: The resources for uplink transmission are assigned to the UE prior to the start of time period T2. 

Note 3: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: RSRP and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


The TTI insertion uncertainty test requirement in this case is [FFS ms] expressed as:

[2] x TTIDCCH = [FFS ms]

The measurement reporting delay shall be less than a total of 3840 ms in this test case.

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

--- next changed section ---
9
Measurement Performance Requirements

When the UE is in RRC_CONNECTED state on a cell, physical layer measurements as defined in TS 36.214 [12] clause 5 are initiated and reported to higher layers. To initiate a specific measurement, the System Simulator sends a ‘RRC Connection Reconfiguration message’ to the UE including a measurement ID and type, a command (setup, modify, release), the measurement objects, the measurement quantity, the reporting quantities and the reporting criteria (periodical/event-triggered), the physical layer measurement process takes place. In this process when the reporting criteria are fulfilled the UE sends a ‘Measurement Report message’ to the System Simulator including the measurement ID and the results. The reporting criteria that trigger the UE to send a ‘Measurement Report message’ to the System Simulator is periodical as defined in TS 36.331 [5] clause 5.5.4. The physical layer measurements succeed only if the performance results in terms of accuracy are within the specified limits. 

Since the UE reference sensitivity requirements are different depending on supported band, this is noted in each case with definition of the range Io for each frequency band.

The accuracy requirements in this clause are applicable for AWGN radio propagation conditions and assume independent interference (noise) at each receiver antenna port. 

The reported measurement results after layer 1 filtering shall be an estimate of the average value of the measured quantity over the measurement period. 

The accuracy requirements are valid for the reported measurement results after layer 1 filtering.

Unless explicitly stated:

-
In state RRC_CONNECTED

-
Reported measurements shall be within defined range in 90 % of the cases.

-
Measurement channel is as defined in Annex A. This measurement channel is used both in active cell and cells to be measured.

-
Propagation condition is AWGN as defined in Annex B.

-
Physical channels used as defined in Annex C.

-
Cell 1 is the active cell.

-
Single task reporting.

-
Power control is active.
9.1
RSRP

9.1.1
FDD Intra frequency RSRP Accuracy

9.1.1.1
FDD Intra Frequency Absolute RSRP Accuracy

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

9.1.1.1.1
Test purpose

To verify that the FDD intra-frequency absolute RSRP measurement accuracy is within the specified limit for all bands.

9.1.1.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.

9.1.1.1.3
Minimum conformance requirements

The absolute accuracy of RSRP is defined as the RSRP measured from a cell on the same frequency as that of the serving cell.
The accuracy requirements in table 9.1.1.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.

RSRP|dBm( -127 dBm for Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39 and 40

RSRP|dBm( -126 dBm for Bands 9
RSRP|dBm( -125 dBm for Bands 2, 5, 7, 11, 17
RSRP|dBm( -124 dBm for Bands 3, 8, 12, 13, 14

Table 9.1.1.1.3-1: RSRP FDD Intra frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39,  40
	Bands 2, 5, 7,  11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot ( -6 dB
	dBm
	(6 
	(9
	 -121dBm/15kHz … -70dBm/ BWChannel
	-119dBm/15kHz … -70dBm/ BWChannel
	-118dBm/15kHz … -70dBm/ BWChannel
	-120dBm/15kHz … -70dBm/ BWChannel

	RSRP for Ês/Iot ( -6 dB
	dBm
	(8 
	(11
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel  … -50dBm/ BWChannel]

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.

The mapping of measured quantity is defined in Table 9.1.1.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.1.1.1.3-2: RSRP measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RSRP_00
	RSRP ( -140
	dBm

	RSRP_01
	-140 ( RSRP < -139
	dBm

	RSRP_02
	-139 ( RSRP < -138
	dBm

	…
	…
	…

	RSRP_95
	-46 ( RSRP < -45
	dBm

	RSRP_96
	-45 ( RSRP < -44
	dBm

	RSRP_97
	-44 ( RSRP
	dBm


The normative reference for this requirement is TS 36.133 [4] clause 9.1.2.1, clause 9.1.4 and A.9.1.1.

9.1.1.1.4
Test description
9.1.1.1.4.1
Initial conditions

Test Environment: Normal, [TL/VL, TL/VH, TH/VL, TH/VH]; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.1.1.1.4.3.

4. All cells are in the same carrier frequency. Cell 1 is the serving cell and Cell 2 is the target cell. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test.  

9.1.1.1.4.2
Test procedure

1. Ensure that in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.

2. Set the parameters according to Table 9.1.1.1.5-2 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message on cell.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check RSRP reported value in MeasurementReport messages. The SS shall calculate the actual RSRP power of Cell 2 as defined in TS 36.214 [12] clause 5.1.3 which is compared to the reported RSRP value from the same Cell 2 for each MeasurementReport message according to Table 9.1.1.1.5-3. 

7. SS shall check the MeasurementReport messages transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved.

8. Repeat step 1-7 for each sub-test in Table 9.1.1.1.5-2 as appropriate.

9.1.1.1.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].

9.1.1.1.5
Test requirement
Table 9.1.1.1.5-2  defines the primary level settings including test tolerances for all tests. 

Each RSRP FDD intra-frequency relative accuracy test shall meet the accuracy test requirements in table 9.1.1.1.5-1 and the reported values test requirements in table 9.1.1.1.5-3.
Table 9.1.1.1.5-1: RSRP FDD Intra frequency absolute accuracy, test requirements

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot ( -6 dB
	dBm
	(6 + TT
	(9 + TT
	 -121dBm/15kHz … -70dBm/ BWChannel
	- 119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRP for Ês/Iot ( -6 dB
	dBm
	(8 + TT
	(11 + TT
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel  … -50dBm/ BWChannel
	-70dBm/ BWChannel  … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.1.1.1.5-2: RSRP FDD Intra frequency absolute accuracy test parameters 

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in D.1.1 (OP.1 FDD) and D.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
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	Bands 1, 4, 6, 10, 18 and 19
	dBm/15 kHz
	-106 
	-106
	-88
	-88
	-116

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-114

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-113

	
	Band 9
	
	
	
	
	
	-115
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	dB
	2.5+TT
	-6+TT
	2.5+TT
	-6+TT
	0.46+TT
	-5.76+TT

	RSRPNote3
	Bands 1, 4, 6, 10, 18 and 19
	dBm/15 kHz
	-100+TT
	-105+TT
	-82+TT
	-87+TT
	-113+TT
	-117+TT

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-111+TT
	-115+TT

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-110+TT
	-114+TT

	
	Band 9
	
	
	
	
	
	-112+TT
	-116+TT

	IoNote3
	Bands 1, 4, 6, 10, 18 and 19.
	dBm/9 MHz
	-70+TT
	-70+TT
	-52+TT
	-52+TT
	-82.43+TT

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-80.43+TT

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-79.43+TT

	
	Band 9
	
	
	
	
	
	-81.43+TT
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	dB
	6+TT
	1+TT
	6+TT
	1+TT
	3+TT
	-1+TT

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4: RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.1.1.1.5-3: RSRP FDD Intra frequency absolute accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS
	RSRP_FFS

	Highest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS
	RSRP_FFS

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS
	RSRP_FFS

	Highest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS
	RSRP_FFS


9.1.1.2
FDD Intra Frequency Relative Accuracy of RSRP

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

9.1.1.2.1
Test purpose

To verify that the FDD intra-frequency relative accuracy measurement of RSRP is within the specified limit for all bands. 

9.1.1.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.

9.1.1.2.3
Minimum conformance requirements

The relative accuracy of RSRP is defined as the RSRP measured from one cell compared to the RSRP measured from another cell on the same frequency.
The accuracy requirements in table 9.1.1.2.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.

RSRP1,2|dBm( -127 dBm for Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40 
RSRP1,2|dBm( -126 dBm for Bands 9 

RSRP1,2|dBm( -125 dBm for Bands 2, 5, 7, 11, 17
RSRP1,2|dBm( -124 dBm for Bands 3, 8, 12, 13, 14

Table 9.1.1.2.3-1: RSRP FDD Intra frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7,  11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot > -3 dB
	dBm
	(2 
	(3
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRP for Ês/Iot ≥ -6 dB
	dBm
	(3 
	(3
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.

The mapping of measured quantity is defined in Table 9.1.1.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.

The normative reference for this requirement is TS 36.133 [4] clause 9.1.2.2, clause 9.1.4 and A.9.1.1.

9.1.1.2.4
Test description
9.1.1.2.4.1
Initial conditions

Test Environment: Normal, [TL/VL, TL/VH, TH/VL, TH/VH]; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS and AWGN noise source to the UE antenna connectors as shown in Figure [FFS in clause FFS of this document].

2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.1.1.2.4.3.

4. All cells are in the same carrier frequency. Cell 1 is the serving cell and Cell 2 is the target cell. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test.

9.1.1.2.4.2
Test procedure

1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.

2. Set the parameters according to Table 9.1.1.2.5-2 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message on cell.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the RSRP value of Cell 1 and Cell 2 in MeasurementReport messages. The SS shall calculate the actual RSRP power of Cell 1 and Cell 2 as defined in TS 36.214 [12] clause 5.1.3. The reported RSRP value for Cell 1 is compared to the reported RSRP value for Cell 2 for each MeasurementReport message according to Table 9.1.1.2.5-3.

7. The result from the power level difference of the RSRP values for Cell 1 and Cell 2 reported by the UE in step 6) is compared to the actual power level difference of RSRP for Cell 1 and Cell 2.

8. SS shall check the MeasurementReport messages transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved. 

9. Repeat step 1-8 for each sub-test in Table 9.1.1.2.5-2 as appropriate.

9.1.1.2.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].

9.1.1.2.5
Test requirement
Table 9.1.1.2.5-2  defines the primary level settings including test tolerances for all tests. 

Each RSRP FDD intra-frequency relative accuracy test shall meet the accuracy test requirements in table 9.1.1.2.5-1 and the reported values test requirements in table 9.1.1.2.5-3.
Table 9.1.1.2.5-1: RSRP FDD Intra frequency relative accuracy, test requirements

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39,  40
	Bands 2, 5, 7,  11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot > -3 dB
	dBm
	(2 + TT
	(3 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRP for Ês/Iot ≥ -6 dB
	dBm
	(3 + TT
	(3 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.1.1.2.5-2: RSRP FDD Intra frequency relative accuracy test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.1.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in D.1.1 (OP.1 FDD) and D.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
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	Bands 1, 4, 6, 10, 18 and 19
	dBm/15 kHz
	-106 
	-106
	-88
	-88
	-116

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-114

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-113

	
	Band 9
	
	
	
	
	
	-115
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	dB
	2.5+TT
	-6+TT
	2.5+TT
	-6+TT
	0.46+TT
	-5.76+TT

	RSRPNote3
	Bands 1, 4, 6,  10, 18 and 19
	dBm/15 kHz
	-100+TT
	-105+TT
	-82+TT
	-87+TT
	-113+TT
	-117+TT

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-111+TT
	-115+TT

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-110+TT
	-114+TT

	
	Band 9
	
	
	
	
	
	-112+TT
	-116+TT

	IoNote3
	Bands 1, 4, 6, 10, 18 and 19.
	dBm/9 MHz
	-70+TT
	-70+TT
	-52+TT
	-52+TT
	-82.43+TT

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-80.43+TT

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-79.43+TT

	
	Band 9
	
	
	
	
	
	-81.43+TT
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	dB
	6+TT
	1+TT
	6+TT
	1+TT
	3+TT
	-1+TT

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4: RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.1.1.2.5-3: RSRP FDD Intra frequency relative accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRP_(x - FFS) 
	RSRP_(x - FFS) 
	RSRP_(x - FFS) 

	Highest reported value (Cell 2)
	RSRP_(x + FFS)
	RSRP_(x + FFS)
	RSRP_(x + FFS)

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRP_(x - FFS) 
	RSRP_(x - FFS) 
	RSRP_(x - FFS) 

	Highest reported value (Cell 2)
	RSRP_(x + FFS)
	RSRP_(x + FFS)
	RSRP_(x + FFS)

	RSRP_x is the reported value of Cell 1


9.1.2
TDD Intra frequency RSRP Accuracy

9.1.2.1
TDD Intra Frequency Absolute RSRP Accuracy

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

9.1.2.1.1
Test purpose

To verify that the TDD intra-frequency absolute RSRP measurement accuracy is within the specified limit for all bands.

9.1.2.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

9.1.2.1.3
Minimum conformance requirements

The absolute accuracy of RSRP is defined as the RSRP measured from a cell on the same frequency as that of the serving cell.
The accuracy requirements in Table 9.1.2.1-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.

RSRP|dBm( -127 dBm for Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40, 
RSRP|dBm( -126 dBm for Bands 9, 

RSRP|dBm( -125 dBm for Bands 2, 5, 7, 11, 17,

RSRP|dBm( -124 dBm for Bands 3, 8, 12, 13, 14.

Table 9.1.2.1.3-1: RSRP TDD Intra frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot ( -6 dB
	dBm
	(6 
	(9
	 -121dBm/15kHz … -70dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRP for Ês/Iot ( -6 dB
	dBm
	(8
	(11
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ 119dBm/15kHz … -50dBm/ BWChannel
	-70dBm/ 118dBm/15kHz … -50dBm/ BWChannel
	-70dBm/ 120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.
The mapping of measured quantity is defined in Table 9.1.2.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.
Table 9.1.2.1.3-2: RSRP measurement report mapping
	Reported value
	Measured quantity value
	Unit

	RSRP_00
	RSRP ( -140
	dBm

	RSRP_01
	-140 ( RSRP < -139
	dBm

	RSRP_02
	-139 ( RSRP < -138
	dBm

	…
	…
	…

	RSRP_95
	-46 ( RSRP < -45
	dBm

	RSRP_96
	-45 ( RSRP < -44
	dBm

	RSRP_97
	-44 ( RSRP
	dBm


The normative reference for this requirement is TS 36.133 [4] clause 9.1.2.1, clause 9.1.4 and A.9.1.2.

9.1.2.1.4
Test description
9.1.2.1.4.1
Initial conditions

Test Environment: Normal, [TL/VL, TL/VH, TH/VL, TH/VH]; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10MHz as defined in TS 36.508 [7] clause 4.3.1.2.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.1.2.1.4.3.

4. All cells are in the same carrier frequency. Cell 1 is the serving cell and Cell 2 is the target cell. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test.  

9.1.2.1.4.2
Test procedure

1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.
2. Set the parameters according to Table 9.1.2.1.5-2 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message on cell1.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check RSRP reported value in MeasurementReport messages. According to Table 9.1.2.1.5-3 the SS shall calculate the actual RSRP measurement value of Cell2 as defined in TS 36.214 [12] clause 5.1.1 which is compared to the reported RSRP value from the same Cell 2 for each MeasurementReport message according to Table 9.1.2.1.5-3.
7. SS shall check the MeasurementReport message transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved.
8. Repeat step 1-7 for each sub-test in Table 9.1.2.1.5-2 as appropriate.

9.1.2.1.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.1.2.1.4.3-1: RRCConnectionReconfiguration: Additional RSRP TDD intra frequency absolute accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 9.1.2.1.4.3-2: MeasurementConfiguration-DEFAULT: Additional RSRP TDD intra frequency absolute accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA- PERIODICAL
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	Not present
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 9.1.2.1.4.3-3: MeasuredResults: Additional RSRP TDD intra frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measID
	 
	
	

	   measResultsServing
	 
	
	

	     rsrpResult
	 [FFS]
	Value range FFS
	

	     rsrqResult
	 [FFS]
	Value range FFS
	

	   },
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 9.1.2.1.4.3-4: MeasResultListEUTRA: Additional RSRP TDD intra frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultsLIstEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	    Plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult   
	 
	 
	

	    rsrpResult
	According to specific test
	
	

	    rsrqResult
	Not present
	
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


9.1.2.1.5
Test requirement
Table 9.1.2.1.5-2 defines the primary level settings including test tolerances for all tests. 

Each RSRP TDD intra-frequency absolute accuracy test shall meet the accuracy test requirements in table 9.1.2.1.5-1 and the reported values test requirements in table 9.1.2.1.5-3.
Table 9.1.2.1.5-1: RSRP TDD Intra frequency absolute accuracy, test requirements
	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot ( -6 dB
	dBm
	(6 + TT
	(9 + TT
	 -121dBm/15kHz … -70dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRP for Ês/Iot ( -6 dB
	dBm
	(8 + TT
	(11 + TT
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ 119dBm/15kHz … -50dBm/ BWChannel
	-70dBm/ 118dBm/15kHz … -50dBm/ BWChannel
	-70dBm/ 120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.1.2.1.5-2: RSRP TDD Intra frequency absolute accuracy test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Special subframe configurationNote1
	
	6
	6
	6

	Uplink/downlink configurationNote1
	
	1
	1
	1

	Measurement bandwidth
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.2
	
	R.0 TDD
	-
	R.0 TDD
	-
	R.0 TDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.2
	
	R.6 TDD
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD) and A.3.2.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote2
	
	
	
	
	
	
	

	OCNG_RBNote2 
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	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-106 
	-106
	-88
	-88
	-116

	Ês/Iot
	dB
	2.5
	-6
	2.5
	-6
	0.5
	-5.76

	RSRPNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-100
	-105
	-82
	-87
	-113
	-117

	IoNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/9 MHz
	-70
	-70
	-52
	-52
	-81.52

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.   

Note 2: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5: RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.1.2.1.5-3: RSRP TDD Intra frequency absolute accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS
	RSRP_FFS

	Highest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS
	RSRP_FFS

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS
	RSRP_FFS

	Highest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS
	RSRP_FFS


9.1.2.2
TDD Intra Frequency Relative Accuracy of RSRP

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:
· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

9.1.2.2.1
Test purpose

To verify that the TDD intra-frequency relative accuracy measurement of RSRP is within the specified limit for all bands. 
9.1.2.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

9.1.2.2.3
Minimum conformance requirements
The relative accuracy of RSRP is defined as the RSRP measured from one cell compared to the RSRP measured from another cell on the same frequency.
The accuracy requirements in Table 9.1.2.2.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.

RSRP1,2|dBm( -127 dBm for Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40, 
RSRP1,2|dBm( -126 dBm for Bands 9, 

RSRP1,2|dBm( -125 dBm for Bands 2, 5, 7, 11, 17,

RSRP1,2|dBm( -124 dBm for Bands 3, 8, 12, 13, 14.
Table 9.1.2.2.3-1: RSRP TDD Intra frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot > -3 dB
	dBm
	(2
	(3
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRP for Ês/Iot ≥ -6 dB
	dBm
	(3
	(3
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.
The mapping of measured quantity is defined in Table 9.1.2.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.
The normative reference for this requirement is TS 36.133 [4] clause 9.1.2.2,  clause 9.1.4  and A.9.1.2.

9.1.2.2.4
Test description
9.1.2.2.4.1
Initial conditions

Test Environment: Normal, [TL/VL, TL/VH, TH/VL, TH/VH]; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10MHz as defined in TS 36.508 [7] clause 4.3.1.2.
1. Connect the SS and AWGN noise source to the UE antenna connectors as shown in Figure [FFS in clause FFS of this document].

2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.1.2.2.4.3.

4. All cells are in the same carrier frequency. Cell 1 is the serving cell and Cell 2 is the target cell. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test.

9.1.2.2.4.2
Test procedure

1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.

2. Set the parameters according to Table 9.1.2.2.5-2 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message on Cell1.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the reported RSRP value of Cell 1 and Cell 2 in MeasurementReport messages. According to Table 9.1.2.2.5-3 the SS shall calculate the actual RSRP measurement value of Cell 1 and Cell 2 as defined in TS 36.214 [12] clause 5.1.1. The reported RSRP measurement value for Cell 1 is compared to the reported RSRP measurement value for Cell 2 for each MeasurementReport message according to Table 9.1.2.2.5-3.

7. The result from the power level difference of the RSRP values for Cell 1 and Cell 2 reported by the UE in step 6) is compared to the actual power level difference of RSRP for Cell 1 and Cell 2.
8. SS shall check the MeasurementReport messages transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved.

9. Repeat step 1-8 for each sub-test in Table 9.1.2.2.5-2 as appropriate.

9.1.2.2.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.1.2.2.4.3-1: RRCConnectionReconfiguration: Additional RSRP TDD intra frequency relative accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 9.1.2.2.4.3-2: MeasurementConfiguration-DEFAULT: Additional RSRP TDD intra frequency relative accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA- PERIODICAL
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	Not present
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 9.1.2.2.4.3-3: MeasuredResults: Additional RSRP TDD intra frequency relative accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measID
	 
	
	

	   measResultsServing
	 
	
	

	     rsrpResult
	 [FFS]
	Value range FFS
	

	     rsrqResult
	 [FFS]
	Value range FFS
	

	   },
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 9.1.2.2.4.3-4: MeasResultListEUTRA: Additional RSRP TDD intra frequency relative accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultsLIstEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	    Plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult   
	 
	 
	

	    rsrpResult
	According to specific test
	
	

	    rsrqResult
	Not present
	
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


9.1.2.2.5
Test requirement
Table 9.1.2.2.5-2  defines the primary level settings including test tolerances for all tests. 

Each RSRP TDD intra-frequency relative accuracy test shall meet the accuracy test requirements in table 9.1.2.2.5-1 and the reported values test requirements in table 9.1.2.2.5-3. The mapping of measured quantity is defined in Table 9.1.2.2.5-3. The range in the signalling may be larger than the guaranteed accuracy range.
Table 9.1.2.2.5-1: RSRP TDD Intra frequency relative accuracy, test requirements
	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot > -3 dB
	dBm
	(2 + TT
	(3 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRP for Ês/Iot ≥ -6 dB
	dBm
	(3 + TT
	(3 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.1.2.2.5-2: RSRP TDD Intra frequency relative accuracy test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Special subframe configurationNote1
	
	6
	6
	6

	Uplink/downlink configurationNote1
	
	1
	1
	1

	Measurement bandwidth
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.2
	
	R.0 TDD
	-
	R.0 TDD
	-
	R.0 TDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.2
	
	R.6 TDD
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD) and A.3.2.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote2
	
	
	
	
	
	
	

	OCNG_RBNote2 
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	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-106 
	-106
	-88
	-88
	-116

	Ês/Iot
	dB
	2.5
	-6
	2.5
	-6
	0.5
	-5.76

	RSRPNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-100
	-105
	-82
	-87
	-113
	-117

	IoNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/9 MHz
	-70
	-70
	-52
	-52
	-81.52

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.   

Note 2: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5: RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.1.2.2.5-3: RSRP TDD Intra frequency relative accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRP_(x - FFS) 
	RSRP_(x - FFS) 
	RSRP_(x - FFS) 

	Highest reported value (Cell 2)
	RSRP_(x + FFS)
	RSRP_(x + FFS)
	RSRP_(x + FFS)

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRP_(x - FFS) 
	RSRP_(x - FFS) 
	RSRP_(x - FFS) 

	Highest reported value (Cell 2)
	RSRP_(x + FFS)
	RSRP_(x + FFS)
	RSRP_(x + FFS)

	RSRP_x is the reported value of Cell 1


9.1.3
FDD Inter frequency RSRP Accuracy

9.1.3.1
FDD - FDD Inter Frequency Absolute RSRP Accuracy

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

9.1.3.1.1
Test purpose

To verify that the FDD inter-frequency absolute RSRP measurement accuracy is within the specified limit for all bands.

9.1.3.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.

9.1.3.1.3
Minimum conformance requirements

The absolute accuracy of RSRP is defined as the RSRP measured from a cell that has different carrier frequency from the serving cell.
The accuracy requirements in table 9.1.3.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.

RSRP|dBm( -127 dBm for Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40 

RSRP|dBm( -126 dBm for Bands 9 

RSRP|dBm( -125 dBm for Bands 2, 5, 7, 11, 17
RSRP|dBm( -124 dBm for Bands 3, 8, 12, 13, 14

Table 9.1.3.1.3-1: RSRP FDD Inter frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39,  40
	Bands 2, 5, 7,  11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot ( -6 dB
	dBm
	(6 
	(9
	 -121dBm/15kHz … -70dBm/ BWChannel
	-119dBm/15kHz … -70dBm/ BWChannel
	 -118dBm/15kHz … -70dBm/ BWChannel
	 -120dBm/15kHz … -70dBm/ BWChannel

	RSRP for Ês/Iot ( -6 dB
	dBm
	(8 
	(11
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.

The mapping of measured quantity is defined in Table 9.1.1.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.

The normative reference for this requirement is TS 36.133 [4] clause 9.1.3.1, clause 9.1.4 and A.9.1.3.

9.1.3.1.4
Test description
9.1.3.1.4.1
Initial conditions

Test Environment: Normal, [TL/VL, TL/VH, TH/VL, TH/VH]; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.1.3.1.4.3.

4. Cell 1 and Cell 2 are on the different carrier frequencies. Cell 1 is the serving cell and Cell 2 is the target cell. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test. 

9.1.3.1.4.2
Test procedure

1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.

2. Set the parameters according to Table 9.1.3.1.5-2 for the test interval as appropriate. Propagation conditions are set according to Annex B clause B.1.1

3. SS shall transmit an RRCConnectionReconfiguration message on cell.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check RSRP reported value in MeasurementReport messages. The SS shall calculate the actual RSRP power of Cell 2 as defined in TS 36.214 [12] clause 5.1.3 which is compared to the reported RSRP value from the same Cell 2 for each MeasurementReport message according to Table 9.1.3.1.5-3.

7. SS shall check the MeasurementReport message transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved.

8. Repeat step 1-7 for each sub-test in Table 9.1.3.1.5-2 as appropriate.

9.1.3.1.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].

9.1.3.1.5
Test requirement
Table 9.1.3.1.5-2  defines the primary level settings including test tolerances for all tests. 

Each RSRP FDD inter-frequency absolute accuracy test shall meet the accuracy test requirements in table 9.1.3.1.5-1 and the reported values test requirements in table 9.1.3.1.5-3.
Table 9.1.3.1.5-1: RSRP FDD Inter frequency absolute accuracy, test requirements

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39,  40
	Bands 2, 5, 7,  11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot ( -6 dB
	dBm
	(6 + TT
	(9 + TT
	 -121dBm/15kHz … -70dBm/ BWChannel
	 -119dBm/15kHz … -70dBm/ BWChannel
	 -118dBm/15kHz … -70dBm/ BWChannel
	 -120dBm/15kHz … -70dBm/ BWChannel

	RSRP for Ês/Iot ( -6 dB
	dBm
	(8 + TT
	(11 + TT
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.1.3.1.5-2: RSRP FDD - FDD Inter frequency absolute accuracy test parameters 

	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2

	BWchannel 
	MHz
	10
	10
	10
	10

	Measurement gap configuration
	
	0
	-
	0
	-

	Measurement bandwidth
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	22—27
	22—27

	PDSCH Reference measurement channel defined in A.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in D.1.1 (OP.1 FDD) and D.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	

	OCNG_RBNote 
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	Bands 1, 4, 6,  10, 18 and 19.
	dBm/15 kHz
	-88.65
	-88.65 
	-109
	-116

	
	Bands 2, 5, 7 and 11
	
	
	
	-107
	-114

	
	Bands 3, 8, 13, …
	
	
	
	-106
	-113

	
	Band 9
	
	
	
	-108
	-115
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	dB
	10+TT
	10+TT
	14+TT
	-5+TT

	RSRPNote3
	Bands 1, 4, 6,  10, 18 and 19.
	dBm/15 kHz
	-78.65+TT
	-78.65+TT
	-95+TT
	-121+TT

	
	Bands 2, 5, 7 and 11
	
	
	
	-93+TT
	-119+TT

	
	Bands 3, 8, 13, …
	
	
	
	-92
	-118+TT

	
	Band 9
	
	
	
	-94
	-120+TT

	IoNote3
	Bands 1, 4, 6,  10, 18 and 19.
	dBm/9 MHz
	-49.5+TT
	-49.5+TT
	-67.05+TT
	-87.03+TT

	
	Bands 2, 5, 7 and 11
	
	
	
	-65.05+TT
	-85.03+TT

	
	Bands 3, 8, 13, …
	
	
	
	-64.05+TT
	-84.03+TT

	
	Band 9
	
	
	
	-66.05+TT
	-86.03+TT
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	dB
	10+TT
	10+TT
	14+TT
	-5+TT

	Propagation condition
	-
	AWGN
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image50.wmf]oc

N

 to be fulfilled.

Note 3: RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4: RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.1.3.1.5-3: RSRP FDD Inter frequency absolute accuracy requirements for the reported values

	
	Test 1
	Test 2

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS

	Highest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS

	Highest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS


9.1.3.2
FDD - FDD Inter Frequency Relative Accuracy of RSRP

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

9.1.3.2.1
Test purpose

To verify that the FDD inter-frequency relative accuracy measurement of RSRP is within the specified limit for all bands.

9.1.3.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.

9.1.3.2.3
Minimum conformance requirements

The relative accuracy of RSRP in inter frequency case is defined as the RSRP measured from one cell compared to the RSRP measured from another cell on a different frequency.
The accuracy requirements in table 9.1.3.2.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.

RSRP1|dBm ( -127 dBm if RSRP1 is on Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39 and 40,
RSRP1|dBm ( -126 dBm if RSRP1 is on Band 9,
RSRP1|dBm ( -125 dBm if RSRP1 is on Bands 2, 5, 7, 11, 17,
RSRP1|dBm ( -124 dBm if RSRP1 is on Bands 3, 8, 12, 13, 14
RSRP2|dBm ( -127 dBm if RSRP2 is on Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39 and 40,
RSRP2|dBm ( -126 dBm if RSRP2 is on Band 9,
RSRP2|dBm ( -125 dBm if RSRP2 is on Bands 2, 5, 7, 11, 17,
RSRP2|dBm ( -125 dBm if RSRP2 is on Bands 3, 8, 12, 13, 14 .
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Table 9.1.3.2.3-1: RSRP FDD Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	RSRP is on Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39,  40
	RSRP is on Bands 2, 5, 7,  11, 17
	RSRP is on Bands 3, 8, 12, 13, 14
	RSRP is on Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot > -6dB
	dBm
	(6 
	(6
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.

The mapping of measured quantity is defined in Table 9.1.1.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.

The normative reference for this requirement is TS 36.133 [4] clause 9.1.3.2, clause 9.1.4 and A.9.1.3.

9.1.3.2.4
Test description
9.1.3.2.4.1
Initial conditions

Test Environment: Normal, [TL/VL, TL/VH, TH/VL, TH/VH]; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.1.3.2.4.3.

4. Cell 1 and Cell 2 are on the different carrier frequencies. Cell 1 is the serving cell and Cell 2 is the target cell. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test.  

9.1.3.2.4.2
Test procedure

1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.

2. Set the parameters according to Table 9.1.3.2.5-2 for the test interval as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message on cell.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the RSRP value of Cell 1 and Cell 2 in MeasurementReport messages. The SS shall calculate the actual RSRP power of Cell 1 and Cell 2 as defined in TS 36.214 [12] clause 5.1.3. The reported RSRP value for Cell 1 is compared to the reported RSRP value for Cell 2 for each MeasurementReport message according to Table 9.1.3.2.5-3.

7. The result from the power level difference of the RSRP values of Cell 1 and Cell 2 reported by the UE in Step 6) is compared to the actual power level difference of RSRP for Cell 1 and Cell 2. 

8. SS shall check the MeasurementReport messages transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved.

9. Repeat step 1-8 for each sub-test in Table 9.1.3.2.5-2 as appropriate.

9.1.3.2.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].

9.1.3.2.5
Test requirement
Table 9.1.3.2.5-2  defines the primary level settings including test tolerances for all tests. 

Each RSRP FDD inter-frequency relative accuracy test shall meet the accuracy test requirements in table 9.1.3.2.5-1 and the reported values test requirements in table 9.1.3.2.5-3.
Table 9.1.3.2.5-1: RSRP FDD Inter frequency relative accuracy, test requirements

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	RSRP is on Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
	RSRP is on Bands 2, 5, 7, 11, 17
	RSRP is on Bands 3, 8, 12, 13, 14
	RSRP is on Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot > -6dB
	dBm
	(6 + TT
	(6 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.1.3.2.5-2: RSRP FDD - FDD Inter frequency relative accuracy test parameters

	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2

	BWchannel 
	MHz
	10
	10
	10
	10

	Measurement gap configuration
	
	0
	-
	0
	-

	Measurement bandwidth
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	22—27
	22—27

	PDSCH Reference measurement channel defined in A.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in D.1.1 (OP.1 FDD) and D.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	

	OCNG_RBNote 
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	Bands 1, 4, 6,  10, 18 and 19.
	dBm/15 kHz
	-88.65
	-88.65 
	-109
	-116

	
	Bands 2, 5, 7 and 11
	
	
	
	-107
	-114

	
	Bands 3, 8, 13, …
	
	
	
	-106
	-113

	
	Band 9
	
	
	
	-108
	-115
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	dB
	10+TT
	10+TT
	14+TT
	-5+TT

	RSRPNote3
	Bands 1, 4, 6,  10, 18 and 19.
	dBm/15 kHz
	-78.65+TT
	-78.65+TT
	-95+TT
	-121+TT

	
	Bands 2, 5, 7 and 11
	
	
	
	-93+TT
	-119+TT

	
	Bands 3, 8, 13, …
	
	
	
	-92
	-118+TT

	
	Band 9
	
	
	
	-94
	-120+TT

	IoNote3
	Bands 1, 4, 6,  10, 18 and 19.
	dBm/9 MHz
	-49.5+TT
	-49.5+TT
	-67.05+TT
	-87.03+TT

	
	Bands 2, 5, 7 and 11
	
	
	
	-65.05+TT
	-85.03+TT

	
	Bands 3, 8, 13, …
	
	
	
	-64.05+TT
	-84.03+TT

	
	Band 9
	
	
	
	-66.05+TT
	-86.03+TT
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	dB
	10+TT
	10+TT
	14+TT
	-5+TT

	Propagation condition
	-
	AWGN
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4: RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.1.3.2.5-3: RSRP FDD Inter frequency relative accuracy requirements for the reported values

	
	Test 1
	Test 2

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRP_(x - FFS) 
	RSRP_(x - FFS) 

	Highest reported value (Cell 2)
	RSRP_(x + FFS)
	RSRP_(x + FFS)

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRP_(x - FFS) 
	RSRP_(x - FFS) 

	Highest reported value (Cell 2)
	RSRP_(x + FFS)
	RSRP_(x + FFS)

	RSRP_x is the reported value of Cell 1


9.1.4
TDD Inter frequency RSRP Accuracy

9.1.4.1
TDD – TDD Inter Frequency Absolute RSRP Accuracy

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

9.1.4.1.1
Test purpose

To verify that the TDD inter-frequency absolute RSRP measurement accuracy is within the specified limit for all bands.

9.1.4.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

9.1.4.1.3
Minimum conformance requirements

The absolute accuracy of RSRP is defined as the RSRP measured from a cell that has different carrier frequency from the serving cell.
The accuracy requirements in Table 9.1.4.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.

RSRP|dBm( -127 dBm for Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40, 

RSRP|dBm( -126 dBm for Bands 9, 

RSRP|dBm( -125 dBm for Bands 2, 5, 7, 11, 17,

RSRP|dBm( -124 dBm for Bands 3, 8, 12, 13, 14

Table 9.1.4.1.3-1: RSRP TDD-TDD Inter frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot ( -6 dB
	dBm
	(6
	(9
	 -121dBm/15kHz … -70dBm/ BWChannel
	 -119dBm/15kHz … -70dBm/ BWChannel
	 -118dBm/15kHz … -70dBm/ BWChannel
	 -120dBm/15kHz … -70dBm/ BWChannel

	RSRP for Ês/Iot ( -6 dB
	dBm
	(8
	(11
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.

The mapping of measured quantity is defined in Table9.1.2.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.
The normative reference for this requirement is TS 36.133 [4] clause 9.1.3.1 , clause 9.1.4 and A.9.1.4.

9.1.4.1.4
Test description
9.1.4.1.4.1
Initial conditions

Test Environment: Normal, [TL/VL, TL/VH, TH/VL, TH/VH]; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10MHz as defined in TS 36.508 [7] clause 4.3.1.2.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.1.4.1.4.3.

4. Cell 1 and Cell 2 are on the different carrier frequencies. Cell 1 is the serving cell and Cell 2 is the target cell. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test. 
9.1.4.1.4.2
Test procedure

1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.

2. Set the parameters according to Table 9.1.4.1.5-2 for the test interval as appropriate. Propagation conditions are set according to Annex B clause B.1.1

3. SS shall transmit an RRCConnectionReconfiguration message on cell.
4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the reported RSRP value in MeasurementReport messages. According to Table 9.1.4.1.5-3 the SS shall calculate the actual RSRP power of Cell 2 as defined in TS 36.214 [12] clause 5.1.1 which is compared to the reported RSRP value from the same Cell 2 for each MeasurementReport message according to Table 9.1.4.1.5-3.
7. SS shall check the MeasurementReport message transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved.
8. Repeat step 1-7 for each sub-test in Table 9.1.4.1.5-2 as appropriate.

9.1.4.1.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.1.4.1.4.3-1: RRCConnectionReconfiguration: Additional RSRP TDD - TDD Inter frequency absolute accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 9.1.4.1.4.3-2: MeasConfig-DEFAULT: Additional RSRP TDD - TDD Inter frequency absolute accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList 
	ReportConfigEUTRA- PERIODICAL
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD
	Not present
	
	

	  speedStatePars
	Not present
	
	

	}
	
	
	


Table 9.1.4.1.4.3-3: MeasuredResults: Additional RSRP TDD - TDD Inter frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	[1] 
	
	

	   measResultServCell
	 
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   },  
	 
	
	

	   measResultNeighCells CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 9.1.4.1.4.3-4: MeasResultListEUTRA: Additional RSRP TDD - TDD Inter frequency absolute accuracy test requirement 

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultsLIstEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId
	PhysCellId
	INTEGER (0..503)
	

	  cgi-Info SEQUENCE {   
	 
	
	

	    cellGlobalId
	CellGlobalCellIdEUTRA
	
	

	    trackingAreaCode
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult SEQUENCE {   
	 
	 
	

	    rsrpResult
	
	According to specific test
	

	    rsrqResult
	Not present 
	
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


9.1.4.1.5
Test requirement
Table 9.1.4.1.5-2  defines the primary level settings including test tolerances for all tests. 

Each RSRP TDD inter-frequency absolute accuracy test shall meet the accuracy test requirements in table 9.1.4.1.5-1 and the reported values test requirements in table 9.1.4.1.5-3.
Table 9.1.4.1.5-1: RSRP TDD-TDD Inter frequency absolute accuracy, test requirements
	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot ( -6 dB
	dBm
	(6 + TT
	(9 + TT
	 -121dBm/15kHz … -70dBm/ BWChannel
	 -119dBm/15kHz … -70dBm/ BWChannel
	 -118dBm/15kHz … -70dBm/ BWChannel
	 -120dBm/15kHz … -70dBm/ BWChannel

	RSRP for Ês/Iot ( -6 dB
	dBm
	(8 + TT
	(11 + TT
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.1.4.1.5-2: RSRP TDD-TDD Inter frequency absolute accuracy test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2

	BWchannel 
	MHz
	10
	10
	10
	10

	Special subframe configurationNote1
	
	6
	6

	Uplink-downlink configurationNote1
	
	1
	1

	Measurement gap configuration
	
	0
	-
	0
	-

	Measurement bandwidth
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	22—27
	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.2
	
	R.0 TDD
	-
	R.0 TDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.2
	
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD) and A.3.2.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	

	OCNG_RANote2
	
	
	
	
	

	OCNG_RBNote2 
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	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-88.65
	-88.65 
	-109
	-116

	Ês/Iot
	dB
	10
	10
	14
	-5

	RSRPNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40.
	dBm/15 kHz
	-78.65
	-78.65
	-95
	-121

	IoNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/9 MHz
	-49.5
	-49.5
	-67.05
	-87.03

	Propagation condition
	-
	AWGN
	AWGN

	Note 1: For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.   

Note 2: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5: RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.1.4.1.5-3: RSRP TDD-TDD Inter frequency absolute accuracy requirements for the reported values

	
	Test 1
	Test 2

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS

	Highest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS

	Highest reported value (Cell 2)
	RSRP_FFS
	RSRP_FFS


9.1.4.2
TDD - TDD Inter Frequency Relative Accuracy of RSRP

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

9.1.4.2.1
Test purpose

To verify that the TDD inter-frequency relative accuracy measurement of RSRP is within the specified limit for all bands.

9.1.4.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

9.1.4.2.3
Minimum conformance requirements

The relative accuracy of RSRP in inter frequency case is defined as the RSRP measured from one cell compared to the RSRP measured from another cell on a different frequency.
The accuracy requirements in Table 9.1.4.2.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.

RSRP1|dBm ( -127 dBm if RSRP1 is on Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40,
RSRP1|dBm ( -126 dBm if RSRP1 is on Band 9,
RSRP1|dBm ( -125 dBm if RSRP1 is on Bands 2, 5, 7, 11, 17,
RSRP1|dBm ( -124 dBm if RSRP1 is on Bands 3, 8, 12, 13, 14,
RSRP2|dBm ( -127 dBm if RSRP2 is on Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
RSRP2|dBm ( -126 dBm if RSRP2 is on Band 9,
RSRP2|dBm ( -125 dBm if RSRP2 is on Bands 2, 5, 7, 11, 17,
RSRP2|dBm ( -125 dBm if RSRP2 is on Bands 3, 8, 12, 13, 14
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Table 9.1.4.2.3-1: RSRP TDD-TDD Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	RSRP is on Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39 and 40
	RSRP is on Bands 2, 5, 7, 11, 17
	RSRP is on Bands 3, 8, 12, 13, 14
	RSRP is on Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot > -6dB
	dBm
	(6
	(6
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.

The mapping of measured quantity is defined in Table9.1.2.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.
The normative reference for this requirement is TS 36.133 [4] clause 9.1.3.2, clause 9.1.4 and A.9.1.4.

9.1.4.2.4
Test description
9.1.4.2.4.1
Initial conditions

Test Environment: Normal, [TL/VL, TL/VH, TH/VL, TH/VH]; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10MHz as defined in TS 36.508 [7] clause 4.3.1.2.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.1.4.2.4.3.

4. Cell 1 and Cell 2 are on the different carrier frequencies. Cell 1 is the serving cell and Cell 2 is the target cell. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test.
9.1.4.2.4.2
Test procedure

1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.
2. Set the parameters according to Table 9.1.4.2.5-2 for the test interval as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message on cell.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the reported RSRP value of Cell 1 and Cell 2 in MeasurementReport messages. The SS shall calculate the actual RSRP measurement value of Cell 1 and Cell 2 as defined in TS 36.214 [12] clause 5.1.1. The reported RSRP value for Cell 1 is compared to the reported RSRP value for Cell 2 for each MeasurementReport message according to Table 9.1.4.2.5-3.

7. The result from the power level difference of the calculated RSRP measurement values of cell Cell 1 and cell Cell 2 reported by the UE in Step 6) is compared to the actual power level difference of RSRP reported values for cell Cell 1 and cell Cell 2.
8. SS shall check the MeasurementReport messages transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved.

9. Repeat step 1-8 for each sub-test in Table 9.1.4.2.5-2 as appropriate.

9.1.4.2.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.1.4.2.4.3-1: RRCConnectionReconfiguration: Additional RSRP TDD - TDD Inter frequency relative accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig
	 
	
	

	
	MeasConfig-DEFAULT
	
	MEAS


Table 9.1.4.2.4.3-2: MeasurementConfiguration-DEFAULT: Additional RSRP TDD - TDD Inter frequency relative accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList 
	ReportConfigEUTRA- PERIODICAL
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD
	Not present
	
	

	  speedStatePars
	Not present
	
	

	}
	
	
	


Table 9.1.4.2.4.3-3: MeasuredResults: Additional RSRP TDD - TDD Inter frequency relative accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	 [1]
	
	

	   measResultServCell
	 
	
	

	     rsrpResult
	
	According to specific test
	

	     rsrqResult
	
	According to specific test
	

	   }, 
	 
	
	

	   measResultNeighCells CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 9.1.7.2.4.3-4: MeasResultListEUTRA: Additional RSRP TDD – TDD Inter frequency absolute accuracy test requirement 

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultLIstEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId
	PhysCellId
	INTEGER (0..503)
	

	  cgi-Info SEQUENCE {   
	 
	
	

	    cellGlobalId
	CellGlobalIdEUTRA
	
	

	    trackingAreaCode
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult SEQUENCE {   
	 
	 
	

	    rsrpResult
	
	According to specific test
	

	    rsrqResult
	Not present
	
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


9.1.4.2.5
Test requirement
Table 9.1.4.2.5-2  defines the primary level settings including test tolerances for all tests. 

Each RSRP TDD inter-frequency relative accuracy test shall meet the accuracy test requirements in table 9.1.4.2.5-1 and the reported values test requirements in table 9.1.4.2.5-3. The mapping of measured quantity is defined in Table 9.1.4.2.5-3. The range in the signalling may be larger than the guaranteed accuracy range.
Table 9.1.4.2.5-1: RSRP TDD-TDD Inter frequency relative accuracy, test requirements
	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	RSRP is on Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39 and 40
	RSRP is on Bands 2, 5, 7, 11, 17
	RSRP is on Bands 3, 8, 12, 13, 14
	RSRP is on Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot > -6dB
	dBm
	(6 + TT
	(6 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.1.4.2.5-2: RSRP TDD-TDD Inter frequency relative accuracy test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2

	BWchannel 
	MHz
	10
	10
	10
	10

	Special subframe configurationNote1
	
	6
	6

	Uplink-downlink configurationNote1
	
	1
	1

	Measurement gap configuration
	
	0
	-
	0
	-

	Measurement bandwidth
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	22—27
	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.2
	
	R.0 TDD
	-
	R.0 TDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.2
	
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD) and A.3.2.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	

	OCNG_RANote2
	
	
	
	
	

	OCNG_RBNote2 
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	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-88.65
	-88.65 
	-109
	-116

	Ês/Iot
	dB
	10
	10
	14
	-5

	RSRPNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40.
	dBm/15 kHz
	-78.65
	-78.65
	-95
	-121

	IoNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/9 MHz
	-49.5
	-49.5
	-67.05
	-87.03

	Propagation condition
	-
	AWGN
	AWGN

	Note 1: For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.   

Note 2: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5: RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.1.4.2.5-3: RSRP TDD-TDD Inter frequency relative accuracy requirements for the reported values

	
	Test 1
	Test 2

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRP_(x - FFS) 
	RSRP_(x - FFS) 

	Highest reported value (Cell 2)
	RSRP_(x + FFS)
	RSRP_(x + FFS)

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRP_(x - FFS) 
	RSRP_(x - FFS) 

	Highest reported value (Cell 2)
	RSRP_(x + FFS)
	RSRP_(x + FFS)

	RSRP_x is the reported value of Cell 1


9.2
RSRQ

9.2.1
FDD Intra frequency RSRQ Accuracy

9.2.1.1
FDD Intra Frequency Absolute RSRQ Accuracy

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· The RSRQ FDD – FDD inter frequency absolute accuracy test requirements for the reported values are undefined

9.2.1.1.1
Test purpose

To verify that the FDD intra frequency absolute RSRQ measurement accuracy is within the specified limit for all bands.  

9.2.1.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.

9.2.1.1.3
Minimum conformance requirements

The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell on the same frequency as that of the serving cell.
The accuracy requirements in table 9.2.1.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

RSRP|dBm( -127 dBm for Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40

RSRP|dBm( -126 dBm for Bands 9 

RSRP|dBm( -125 dBm for Bands 2, 5, 7, 11, 17
RSRP|dBm( -124 dBm for Bands 3, 8, 12, 13, 14 

Table 9.2.1.1.3-1: RSRQ FDD intra frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39,  40
	Bands 2, 5, 7,  11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 2.5 
	( 4 
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 3.5 
	( 4
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1: Io is assumed to have constant EPRE across the bandwidth.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.1.1.3-2.

Table 9.2.1.1.3-2: RSRQ FDD Intra frequency absolute accuracy measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RSRQ_00
	RSRQ ( -19.5
	dB

	RSRQ_01
	-19.5 ( RSRQ < -19
	dB

	RSRQ_02
	-19 ( RSRQ < -18.5
	
dB


	…
	…
	…

	RSRQ_32
	-4 ( RSRQ < -3.5
	dB

	RSRQ_33
	-3.5 ( RSRQ < -3
	dB

	RSRQ_34
	-3 ( RSRQ
	dB


The normative reference for this requirement is TS 36.133 [4] clause 9.1.5.1 and A.9.2.1.

9.2.1.1.4
Test description
9.2.1.1.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.2.1.1.4.3. 

4. There is one E-UTRA FDD carrier and two cells specified in each test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.

9.2.1.1.4.2
Test procedure

The three tests consist of Cell 1, serving cell and Cell 2, target cell. The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell on the same frequency as that of the serving cell, Cell 1.
1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.

2. Set the parameters according to Table 9.2.1.1.5-2 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the RSRQ value in MeasurementReport messages. The SS shall calculate the actual RSRQ power of Cell 2 as defined in TS 36.214 [12] clause 5.1.3 which is compared to the reported RSRQ value from the same Cell 2 for each MeasurementReport message according to Table 9.2.1.1.5-3.

7. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to G.2.3-1 in Annex G.2 is achieved.

8. Repeat step 1-7 for each sub-test in Table 9.2.1.1.5-2 as appropriate.

9.2.1.1.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.1.1.4.3-1: RRCConnectionReconfiguration: Additional RSRQ FDD intra frequency absolute accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 9.2.1.1.4.3-2: MeasurementConfiguration-DEFAULT: Additional RSRQ FDD intra frequency absolute accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA- PERIODICAL
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	Not present
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 9.2.1.1.4.3-3: MeasuredResults: Additional RSRQ FDD intra frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed
	

	   measResultServing SEQUENCE {
	 
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 9.2.1.1.4.3-4: MeasResultListEUTRA: Additional RSRQ FDD intra frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicalCellIdentity
	PhysicalCellIdentity
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	    globalCellID-EUTRA
	GlobalCellId-EUTRA
	
	

	    tac-ID
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult SEQUENCE {   
	 
	 
	

	    rsrpResult
	
	Set according to specific test
	

	    rsrqResult
	
	Set according to specific test
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


 9.2.1.1.5
Test requirement
Table 9.2.1.1.5-2 defines the primary level settings including test tolerances for all tests. 

Each RSRQ FDD intra frequency absolute accuracy test shall meet the accuracy test requirements in Table 9.2.1.1.5-1. 

The RSRQ FDD intra frequency absolute accuracy test for the reported values shall meet the requirements in Table 9.2.1.1.5-3.
Table 9.2.1.1.5-1: RSRQ FDD intra frequency absolute accuracy, test requirements

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39,  40
	Bands 2, 5, 7,  11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 2.5 + TT
	( 4 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 3.5 + TT
	( 4 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1: Io is assumed to have constant EPRE across the bandwidth.


Table 9.2.1.1.5-2: Cell Specific Test requirement Parameters for RSRQ FDD intra frequency absolute accuracy 

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
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	22—27
	22—27 
	22—27 

	PDSCH Reference measurement channel defined in A.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in D.1.1 (OP.1 FDD) and D.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
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	Bands 1, 4, 6, 10, 18 and 19.
	dBm/15 kHz
	-84.76 + TT 
	-84.76 + TT
	-103.85 + TT
	-103.85 + TT
	-116 + TT

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-114 + TT

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-113 + TT

	
	Band 9
	
	
	
	
	
	-115 + TT
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	dB
	-1.76 + TT
	-1.76 + TT
	-4.7 + TT
	-4.7 + TT
	-5.4 + TT
	-5.4 + TT

	RSRPNote3
	Bands 1, 4, 6, 10, 18 and 19.
	dBm/15 kHz
	-81.76 + TT
	-81.76 + TT
	-106.75 + TT
	-106.75 + TT
	-120 + TT
	-120 + TT

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-118 + TT
	-118 + TT

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-117 + TT
	-117 + TT

	
	Band 9
	
	
	
	
	
	-119 + TT
	-119 + TT

	RSRQNote3
	Bands 1, 4, 6,  10, 18 and 19.
	dB
	-14.77 + TT
	-14.77 + TT
	-16.76 + TT
	-16.76 + TT
	-17.33 + TT
	-17.33 + TT

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	
	

	
	Bands 3, 8, 13, …
	
	
	
	
	
	
	

	
	Band 9
	
	
	
	
	
	
	

	IoNote3
	Bands 1, 4, 6, 10, 18 and 19.
	dBm/9 MHz
	-50 + TT
	-50 + TT
	-73 + TT
	-73 + TT
	-85.67 + TT

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-83.67 + TT

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-82.67 + TT

	
	Band 9
	
	
	
	
	
	-84.67 + TT
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	dB
	3 + TT
	3 + TT
	-2.9 + TT
	-2.9 + TT
	-4 + TT
	-4 + TT

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4: RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.2.1.1.5-3: RSRQ FDD Intra frequency absolute accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS

	Highest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS

	Highest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS


9.2.2
TDD Intra frequency RSRQ Accuracy

9.2.2.1
TDD Intra Frequency Absolute RSRQ Accuracy

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined
9.2.2.1.1
Test purpose

To verify that the TDD intra frequency absolute RSRQ measurement accuracy is within the specified limit for all TDD bands.  

9.2.2.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

9.2.2.1.3
Minimum conformance requirements

The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell on the same frequency as that of the serving cell.
The accuracy requirements in table 9.2.2.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

RSRP|dBm( -127 dBm for Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40

RSRP|dBm( -126 dBm for Bands 9 

RSRP|dBm( -125 dBm for Bands 2, 5, 7, 11, 17
RSRP|dBm( -124 dBm for Bands 3, 8, 12, 13, 14 

Table 9.2.2.1.3-1: RSRQ TDD intra frequency absolute accuracy
	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39,  40
	Bands 2, 5, 7,  11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 2.5 
	( 4 
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 3.5 
	( 4
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.2.1.3-2.

Table 9.2.2.1.3-2: RSRQ FDD Intra frequency absolute accuracy measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RSRQ_00
	RSRQ ( -19.5
	dB

	RSRQ_01
	-19.5 ( RSRQ < -19
	dB

	RSRQ_02
	-19 ( RSRQ < -18.5
	
dB


	…
	…
	…

	RSRQ_32
	-4 ( RSRQ < -3.5
	dB

	RSRQ_33
	-3.5 ( RSRQ < -3
	dB

	RSRQ_34
	-3 ( RSRQ
	dB


The normative reference for this requirement is TS 36.133 [4] clause 9.2.2.1 and A.9.2.2.

9.2.2.1.4
Test description
9.2.2.1.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.2.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.2.2.1.4.3. 

4. There is one E-UTRA TDD carrier and two cells specified in each test. Cell 1 is the cell used for call setup with the power level set according to clause C.0 and C.1 for this test.

9.2.2.1.4.2
Test procedure
The three tests consist of Cell 1, serving cell and Cell 2, target cell. The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell on the same frequency as that of the serving cell, Cell 1.
1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.2. Set the parameters according to Table 9.2.2.1.5-2 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.3. SS shall transmit an RRCConnectionReconfiguration message.4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the RSRQ value in MeasurementReport messages. The SS shall calculate the actual RSRQ power value of cell 2 as defined in TS 36.214 [12] clause 5.1.3 which is compared to the reported RSRQ value from the same Cell2 for each MeasurementReport message according to Table 9.2.2.1.5-3.
7. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved.

8. Repeat step 1-7 for each sub-test in Table 9.2.2.1.5-2 as appropriate.

9.2.2.1.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.2.1.4.3-1: RRCConnectionReconfiguration: Additional RSRQ TDD intra frequency absolute accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 9.2.2.1.4.3-2: MeasurementConfiguration-DEFAULT: Additional RSRQ TDD intra frequency absolute accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA- PERIODICAL
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	Not present
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 9.2.2.1.4.3-3: ReportConfigEUTRA-PERIODICAL: Additional RSRQ TDD intra frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose CHOICE {
	
	
	

	        reportStrongestCells
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrq
	
	

	  reportQuantity
	both
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms1024 (1024 ms)
	
	

	  reportAmount 
	infinity
	
	

	}
	
	
	


Table 9.2.2.1.4.3-4: MeasuredResults: Additional RSRQ TDD intra frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	 [1]
	
	

	   measResultsServing
	 
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   },
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 9.2.2.1.4.3-5: MeasResultListEUTRA: Additional RSRQ TDD intra frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicalCellIdentity
	PhysicalCellIdentity
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	    globalCellID-EUTRA
	GlobalCellId-EUTRA
	
	

	    tac-ID
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult SEQUENCE {   
	 
	 
	

	    rsrpResult
	 
	Set according to specific test
	

	    rsrqResult
	 
	 Set according to specific test
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


 9.2.2.1.5
Test requirement
Table 9.2.2.1.5-2 defines the primary level settings including test tolerances for all tests. 

Each RSRQ TDD intra frequency absolute accuracy test shall meet the accuracy test requirements in Table 9.2.2.1.5-1. 

The RSRQ TDD intra frequency absolute accuracy test for the reported values shall meet the requirements in Table 9.2.2.1.5-3.
Table 9.2.2.1.5-1: RSRQ TDD intra frequency absolute accuracy
	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39,  40
	Bands 2, 5, 7,  11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 2.5 + TT
	( 4 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 3.5 + TT
	( 4 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.2.2.1.5-2: Cell Specific Test requirement Parameters for RSRQ TDD intra frequency absolute accuracy 
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Special subframe configurationNote1 
	
	6
	6
	6

	Uplink-downlink configurationNote1
	
	1
	1
	1

	Measurement bandwidth
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	22—27
	22—27 
	22—27 

	PDSCH Reference measurement channel defined in A.3.1.1.2
	
	R.0 TDD
	-
	R.0 TDD
	-
	R.0 TDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.2
	
	R.6 TDD
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD) and A.3.2.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote2
	
	
	
	
	
	
	

	OCNG_RBNote2 
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	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-84.76 + TT
	-84.76 + TT
	-103.85 + TT
	-103.85 + TT
	-116 + TT

	Ês/Iot
	dB
	3 + TT
	3 + TT
	-4.7 + TT
	-4.7 + TT
	-5.4 + TT
	-5.4 + TT

	RSRPNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-81.76 + TT
	-81.76 + TT
	-106.75 + TT
	-106.75 + TT
	-120 + TT
	-120 + TT

	RSRQNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dB
	-14.77 + TT
	-14.77 + TT
	-16.76 + TT
	-16.76 + TT
	-17.33 + TT
	-17.33 + TT

	IoNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/9 MHz
	-50 + TT
	-50 + TT
	-73 + TT
	-73 + TT
	-85.67 + TT

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.

Note 2: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5: RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.2.2.1.5-3: RSRQ TDD Intra frequency absolute accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS

	Highest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS

	Highest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS


9.2.3
FDD – FDD Inter frequency RSRQ Accuracy

9.2.3.1
FDD – FDD Inter Frequency Absolute RSRQ Accuracy

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· The RSRQ FDD – FDD inter frequency absolute accuracy test requirements for the reported values are undefined

9.2.3.1.1
Test purpose

To verify that the FDD – FDD inter frequency absolute RSRQ measurement accuracy is within the specified limit for all bands.  

9.2.3.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.

9.2.3.1.3
Minimum conformance requirements

The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell that has different carrier frequency from the serving cell.
The accuracy requirements in table 9.2.3.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports. 

Conditions defined in TS 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.

RSRP|dBm( -127 dBm for Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40, 

RSRP|dBm( -126 dBm for Bands 9, 

RSRP|dBm( -125 dBm for Bands 2, 5, 7, 11, 17
RSRP|dBm( -124 dBm for Bands 3, 8, 12, 13, 14

Table 9.2.3.1.3-1: RSRQ FDD – FDD inter frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7,  11, 17
	Bands 3, 8, 12, 13, 14
	Bands 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 2.5
	( 4
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 3.5
	( 4
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1: Io is assumed to have constant EPRE across the bandwidth.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.3.1.3-2.

Table 9.2.3.1.3-2: RSRQ FDD – FDD Inter frequency absolute accuracy measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RSRQ_00
	RSRQ ( -19.5
	dB

	RSRQ_01
	-19.5 ( RSRQ < -19
	dB

	RSRQ_02
	-19 ( RSRQ < -18.5
	
dB


	…
	…
	…

	RSRQ_32
	-4 ( RSRQ < -3.5
	dB

	RSRQ_33
	-3.5 ( RSRQ < -3
	dB

	RSRQ_34
	-3 ( RSRQ
	dB


The normative reference for this requirement is TS 36.133 [4] clause 9.1.6.1 and A.9.2.3.

9.2.3.1.4
Test description
9.2.3.1.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.2.3.1.4.3. 

4. There are two E-UTRA FDD carriers and one cell on each carrier specified in each test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.

9.2.3.1.4.2
Test procedure

The three tests consist of Cell 1, serving cell and Cell 2, target cell. The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell that has different carrier frequency from the serving cell, Cell 1. 
1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.
2. Set the parameters according to Table 9.2.3.1.5-2 for the test interval as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the RSRQ value in MeasurementReport messages. The SS shall calculate the actual RSRQ power value of Cell 2 as defined in TS 36.214 [12] clause 5.1.3 which is compared to the reported RSRQ value from the same Cell 2 for each MeasurementReport message according to Table 9.2.3.1.5-3. 

7. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to table G.2.3-1 in Annex G.2 is achieved.

8. Repeat step 1-7 for each test interval in Table 9.2.3.1.5-2 as appropriate.

9.2.3.1.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.3.1.4.3-1: RRCConnectionReconfiguration: Additional RSRQ FDD – FDD inter frequency absolute accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 9.2.3.1.4.3-2: MeasurementConfiguration-DEFAULT: Additional RSRQ FDD – FDD inter frequency absolute accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA- PERIODICAL
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 9.2.3.1.4.3-3: MeasuredResults: Additional RSRQ FDD – FDD inter frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed
	

	   measResultServing SEQUENCE {
	 
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 9.2.3.1.4.3-4: MeasResultListEUTRA: Additional RSRQ FDD – FDD inter frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicalCellIdentity
	PhysicalCellIdentity
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	    globalCellID-EUTRA
	GlobalCellId-EUTRA
	
	

	    tac-ID
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult SEQUENCE {
	 
	 
	

	    rsrpResult
	
	Set according to specific test
	

	    rsrqResult
	
	Set according to specific test
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


9.2.3.1.5
Test requirement
Table 9.2.3.1.5-2 defines the primary level settings including test tolerances for all tests. 

Each RSRQ FDD – FDD inter frequency absolute accuracy test shall meet the accuracy test requirements in Table 9.2.3.1.5-1. 

The RSRQ FDD – FDD inter frequency absolute accuracy test for the reported values shall meet the requirements in Table 9.2.3.2.5-3.
Table 9.2.3.1.5-1: RSRQ FDD – FDD inter frequency absolute accuracy, test requirements

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 11, 17
	Bands 3, 8, 12, 13, 14
	Bands 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 2.5 + TT
	( 4 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 3.5 + TT
	( 4 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.2.3.1.5-2: Cell Specific Test requirement Parameters for RSRQ FDD – FDD inter frequency absolute accuracy 

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2
	1
	2

	BWchannel
	MHz
	10
	10
	10
	10
	10
	10

	Measurement gap configuration
	
	0
	-
	0
	-
	0
	-

	Measurement bandwidth 
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in D.1.1 (OP.1 FDD) and D.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
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	Bands 1, 4, 6, 10, 18 and 19
	dBm/15 kHz
	-80 + TT
	-80 + TT
	-104 + TT
	-104 + TT
	-119 + TT
	-119 + TT

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-117 + TT
	-117 + TT

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-116 + TT
	-116 + TT

	
	Band 9
	
	
	
	
	
	-118 + TT
	-118 + TT
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	dB
	-1.75 + TT
	-1.75 + TT
	-4.7 + TT
	-4.7 + TT
	-4.5 + TT
	-4.5 + TT

	RSRPNote3
	Bands 1, 4, 6, 10, 18 and 19.
	dBm/15 kHz
	-81.75 + TT
	-81.75 + TT
	-108.70 + TT
	-108.70 + TT
	-123.50 + TT
	-123.50 + TT

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-121.50 + TT
	-121.50 + TT

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-120.50 + TT
	-120.50 + TT

	
	Band 9
	
	
	
	
	
	-122.50 + TT
	-122.50 + TT

	RSRQNote3
	Bands 1, 4, 6, 10, 18 and 19.
	dB
	-14.76 + TT
	-14.76 + TT
	-16.76 + TT
	-16.76 + TT
	-16.61 + TT
	-16.61 + TT

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	
	

	
	Bands 3, 8, 13, …
	
	
	
	
	
	
	

	
	Band 9
	
	
	
	
	
	
	

	IoNote3
	Bands 1, 4, 6, 10, 18 and 19.
	dBm/9 MHz
	-50 + TT
	-50 + TT
	-74.95 + TT
	-74.95 + TT
	-89.90 + TT
	-89.90 + TT

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-87.90 + TT
	-87.90 + TT

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-86.90 + TT
	-86.90 + TT

	
	Band 9
	
	
	
	
	
	-88.90 + TT
	-88.90 + TT
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	dB
	-1.75 + TT
	-1.75 + TT
	-4.7 + TT
	-4.7 + TT
	-4.5 + TT
	-4.5 + TT

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4: RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.2.3.1.5-3: RSRQ FDD – FDD inter frequency absolute accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS

	Highest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS

	Highest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS


9.2.3.2
FDD – FDD Inter Frequency Relative Accuracy of RSRQ

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· The RSRQ FDD – FDD inter frequency relative accuracy test requirements for the reported values are undefined

9.2.3.2.1
Test purpose

To verify that the FDD – FDD inter frequency relative accuracy measurement of RSRQ is within the specified limit for all bands. 

9.2.3.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.

9.2.3.2.3
Minimum conformance requirements

The relative accuracy of RSRQ in inter frequency case is defined as the RSRQ measured from one cell compared to the RSRQ measured from another cell on a different frequency.
The accuracy requirements in table 9.2.3.2.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports. 

Conditions defined in 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.

RSRP1|dBm ( -127 dBm if RSRP1 is on Band 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40,
RSRP1|dBm ( -126 dBm if RSRP1 is on Band 9,
RSRP1|dBm ( -125 dBm if RSRP1 is on Bands 2, 5, 7, 11, 17,
RSRP1|dBm ( -124 dBm if RSRP1 is on Bands 3, 8, 12, 13, 14,
RSRP2|dBm ( -127 dBm if RSRP2 is on Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40,

RSRP2|dBm ( -126 dBm if RSRP2 is on Band 9,
RSRP2|dBm ( -125 dBm if RSRP2 is on Bands 2, 5, 7, 11, 17,
RSRP2|dBm ( -125 dBm if RSRP2 is on Bands 3, 8, 12, 13, 14.
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Table 9.2.3.2.3-1: RSRQ FDD – FDD inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	RSRQ is on Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39,  40
	RSRQ is on Bands 2, 5, 7,  11, 17
	RSRQ is on Bands 3, 8, 12, 13, 14
	RSRQ is on Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 3
	( 4
	-121dBm/15kHz … -50dBm
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 4
	( 4
	-121dBm/15kHz … -50dBm
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1: Io is assumed to have constant EPRE across the bandwidth.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.3.2.3-2.

Table 9.2.3.2.3-2: RSRQ FDD – FDD Inter frequency relative accuracy measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RSRQ_00
	RSRQ ( -19.5
	dB

	RSRQ_01
	-19.5 ( RSRQ < -19
	dB

	RSRQ_02
	-19 ( RSRQ < -18.5
	
dB


	…
	…
	…

	RSRQ_32
	-4 ( RSRQ < -3.5
	dB

	RSRQ_33
	-3.5 ( RSRQ < -3
	dB

	RSRQ_34
	-3 ( RSRQ
	dB


The normative reference for this requirement is TS 36.133 [4] clause 9.1.6.2 and A.9.2.3.

9.2.3.2.4
Test description
9.2.3.2.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.2.3.2.4.3. 

4. There are two E-UTRA FDD carriers and one cell on each carrier specified in the test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.

9.2.3.2.4.2
Test procedure

The three tests consist of Cell 1, serving cell and Cell 2, target cell. The relative accuracy of RSRQ is defined as the RSRQ measured from one cell compared to the RSRQ measured from another cell on a different frequency. 
1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.
2. Set the parameters according to Table 9.2.3.2.5-2 for the test interval as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the RSRQ value of Cell 1 and Cell 2 in MeasurementReport messages. According to Table 9.2.3.2.5-3 the SS shall calculate the actual RSRQ power as defined in TS 36.214 [12] clause 5.1.3 of Cell 1 and Cell 2. The reported RSRQ value for Cell 1 is compared to the reported RSRQ value for Cell 2 for each MeasurementReport message.

7. The result from the power level difference of the RSRQ value reported from Cell 1 compared to Cell 2 in step 6) is compared to the actual power level difference of RSRQ for Cell 1 and Cell 2. 

8. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to G.2.3-1 in Annex G.2 is achieved.

9. Repeat step 1-8 for each test interval in Table 9.2.3.2.5-2 as appropriate.

9.2.3.2.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.3.2.4.3-1: RRCConnectionReconfiguration: Additional RSRQ FDD – FDD inter frequency relative accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 9.2.3.2.4.3-2: MeasurementConfiguration-DEFAULT: Additional RSRQ FDD – FDD inter frequency relative accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA- PERIODICAL
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 9.2.3.2.4.3-3: MeasuredResults: Additional RSRQ FDD – FDD inter frequency relative accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed 
	

	   measResultServing
	 
	
	

	     rsrpResult
	
	Set according to specific tes
	

	     rsrqResult
	
	Set according to specific tes
	

	   }, 
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 9.2.3.2.4.3-4: MeasResultListEUTRA: Additional RSRQ FDD – FDD inter frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicalCellIdentity
	PhysicalCellIdentity
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	   globalCellID-EUTRA
	GlobalCellId-EUTRA
	
	

	    tac-ID
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult SEQUENCE {
	 
	 
	

	    rsrpResult
	
	Set according to specific test
	

	    rsrqResult
	
	Set according to specific test
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


9.2.3.2.5
Test requirement
Table 9.2.3.2.5-2 defines the primary level settings including test tolerances for all tests. 

Each RSRQ FDD – FDD inter frequency relative accuracy test shall meet the accuracy test requirements in Table 9.2.3.2.5-1. 

The RSRQ FDD – FDD inter frequency relative accuracy test for the reported values shall meet the requirements in Table 9.2.3.2.5-3.
Table 9.2.3.2.5-1: RSRQ FDD – FDD inter frequency relative accuracy, test requirements

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	RSRQ is on Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
	RSRQ is on Bands 2, 5, 7,  11, 17
	RSRQ is on Bands 3, 8, 12, 13, 14
	RSRQ is on Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 3 + TT
	( 4 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 4 + TT
	( 4 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1: Io is assumed to have constant EPRE across the bandwidth.


Table 9.2.3.2.5-2: Cell Specific Test requirement Parameters for RSRQ FDD – FDD inter frequency relative accuracy 

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2
	1
	2

	BWchannel
	MHz
	10
	10
	10
	10
	10
	10

	Measurement gap configuration
	
	0
	-
	0
	-
	0
	-

	Measurement bandwidth 
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in D.1.1 (OP.1 FDD) and D.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
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	Bands 1, 4, 6,  10, 18 and 19.
	dBm/15 kHz
	-80 + TT
	-80 + TT
	-104 + TT
	-104 + TT
	-119 + TT
	-119 + TT

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-117 + TT
	-117 + TT

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-116 + TT
	-116 + TT

	
	Band 9
	
	
	
	
	
	-118 + TT
	-118 + TT
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	dB
	-1.75 + TT
	-1.75 + TT
	-4.7 + TT
	-4.7 + TT
	-4.5 + TT
	-4.5 + TT

	RSRPNote3
	Bands 1, 4, 6,  10, 18 and 19.
	dBm/15 kHz
	-81.75 + TT
	-81.75 + TT
	-108.70 + TT
	-108.70 + TT
	-123.50 + TT
	-123.50 + TT

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-121.50 + TT
	-121.50 + TT

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-120.50 + TT
	-120.50 + TT

	
	Band 9
	
	
	
	
	
	-122.50 + TT
	-122.50 + TT

	RSRQNote3
	Bands 1, 4, 6,  10, 18 and 19.
	dB
	-14.76 + TT
	-14.76 + TT
	-16.76 + TT
	-16.76 + TT
	-16.61 + TT
	-16.61 + TT

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	
	

	
	Bands 3, 8, 13, …
	
	
	
	
	
	
	

	
	Band 9
	
	
	
	
	
	
	

	IoNote3
	Bands 1, 4, 6,  10, 18 and 19.
	dBm/9 MHz
	-50 + TT
	-50 + TT
	-74.95 + TT
	-74.95 + TT
	-89.90 + TT
	-89.90 + TT

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-87.90 + TT
	-87.90 + TT

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-86.90 + TT
	-86.90 + TT

	
	Band 9
	
	
	
	
	
	-88.90 + TT
	-88.90 + TT
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	dB
	-1.75 + TT
	-1.75 + TT
	-4.7 + TT
	-4.7 + TT
	-4.5 + TT
	-4.5 + TT

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4: RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.2.3.2.5-3: RSRQ FDD inter frequency relative accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRQ_(x – FFS) 
	RSRQ_(x - FFS) 
	RSRQ_(x - FFS) 

	Highest reported value (Cell 2)
	RSRQ_(x + FFS)
	RSRQ_(x + FFS)
	RSRQ_(x + FFS)

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_(x - FFS) 
	RSRQ_(x - FFS) 
	RSRQ_(x - FFS) 

	Highest reported value (Cell 2)
	RSRQ_(x + FFS)
	RSRQ_(x + FFS)
	RSRQ_(x + FFS)

	RSRQ_x is the reported value of Cell 1


9.2.4
TDD Inter frequency RSRQ Accuracy

9.2.4.1
TDD Inter Frequency Absolute RSRQ Accuracy

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined
9.2.4.1.1
Test purpose

To verify that the TDD inter frequency absolute RSRQ measurement accuracy is within the specified limit for all bands.  

9.2.4.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

9.2.4.1.3
Minimum conformance requirements

The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell that has different carrier frequency from the serving cell.
The accuracy requirements in table 9.2.4.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports. 

Conditions defined in TS 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.

RSRP|dBm( -127 dBm for Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40, 

RSRP|dBm( -126 dBm for Bands 9, 

RSRP|dBm( -125 dBm for Bands 2, 5, 7,11, 17
RSRP|dBm( -124 dBm for Bands 3, 8, 12, 13, 14

Table 9.2.3.1.3-1: RSRQ FDD inter frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7,  11, 17
	Bands 3, 8, 12, 13, 14
	Bands 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 2.5
	( 4
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 3.5
	( 4
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.2.1.3-2.

The normative reference for this requirement is TS 36.133 [4] clause 9.1.6.1 and A.9.2.4.

9.2.4.1.4
Test description
9.2.4.1.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.2.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.2.4.1.4.3. 

4. There are two E-UTRA TDD carriers and one cell on each carrier specified in each test. Cell 1 is the cell used for call setup with the power level set according to clause C.0 and C.1 for this test.

9.2.4.1.4.2
Test procedure
The three tests consist of Cell 1, serving cell and Cell 2, target cell. The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell that has different carrier frequency from the serving cell, Cell 1. The Gap pattern configuration is with id#0 as defined in TS 36.133 clause 8.1.2.1.
1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS.
2. Set the parameters according to Table 9.2.4.1.5-2 for the test interval as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the RSRQ value in MeasurementReport messages.The SS shall calculate the actual RSRQ power value of Cell 2 as defined in TS 36.214 [12] clause 5.1.3 which is compared to the reported RSRQ value from the same Cell 2 for each MeasurementReport message according to Table 9.2.4.1.5-3.

7. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved.

Repeat step 1-7 for each test interval in Table 9.2.4.1.5-2 as appropriate.

9.2.4.1.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.4.1.4.3-1: RRCConnectionReconfiguration: Additional RSRQ TDD inter frequency absolute accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 9.2.4.1.4.3-2: MeasurementConfiguration-DEFAULT: Additional RSRQ TDD inter frequency absolute accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA- PERIODICAL
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 9.2.4.1.4.3-3: ReportConfigEUTRA-PERIODICAL: Additional RSRQ FDD inter frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose CHOICE {
	
	
	

	        reportStrongestCells
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	Rsrq
	
	

	  reportQuantity
	Both
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms1024 (1024 ms)
	
	

	  reportAmount 
	Infinity
	
	

	}
	
	
	


Table 9.2.4.1.4.3-4: MeasuredResults: Additional RSRQ TDD inter frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	 [1]
	
	

	   measResultsServing
	 
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   },
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 9.2.4.1.4.3-5: MeasResultListEUTRA: Additional RSRQ TDD inter frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicalCellIdentity
	PhysicalCellIdentity
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	    globalCellID-EUTRA
	GlobalCellId-EUTRA
	
	

	    Tac-ID
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult SEQUENCE {   
	 
	 
	

	    rsrpResult
	 
	Set according to specific test
	

	    rsrqResult
	 
	 Set according to specific test
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


9.2.4.1.5
Test requirement
Table 9.2.4.1.5-2 defines the primary level settings including test tolerances for all tests. 

Each RSRQ TDD inter frequency absolute accuracy test shall meet the accuracy test requirements in Table 9.2.4.1.5-1. 

The RSRQ TDD inter frequency absolute accuracy test for the reported values shall meet the requirements in Table 9.2.4.2.5-3.
Table 9.2.4.1.5-1: RSRQ TDD inter frequency absolute accuracy, test requirements

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 11, 17
	Bands 3, 8, 12, 13, 14
	Bands 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 2.5 + TT
	( 4 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 3.5 + TT
	( 4 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.2.4.1.5-2: Cell Specific Test requirement Parameters for RSRQ TDD inter frequency absolute accuracy 

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2
	1
	2

	BWchannel
	MHz
	10
	10
	10
	10
	10
	10

	Measurement gap configuration
	
	6
	-
	6
	-
	
	-

	Special subframe configuration Note1
	
	0
	0
	0

	Uplink-downlink configuration Note1
	
	1
	1
	1

	Measurement bandwidth 
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.2
	
	R.0 TDD
	-
	R.0 TDD
	-
	R.0 TDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.2
	
	R.6 TDD
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD) and A.3.2.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote2
	
	
	
	
	
	
	

	OCNG_RBNote2
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	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-80+ TT
	-80+ TT
	-104+ TT
	-104+ TT
	-119+ TT
	-119+ TT

	Ês/Iot
	dB
	-1.75+ TT
	-1.75+ TT
	-4.7+ TT
	-4.7+ TT
	-4.5+ TT
	-4.5+ TT

	RSRPNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-81.75+ TT
	-81.75+ TT
	-108.70+ TT
	-108.70+ TT
	-123.50+ TT
	-123.50+ TT

	RSRQNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dB
	-14.76+ TT
	-14.76+ TT
	-16.76+ TT
	-16.76+ TT
	-16.61+ TT
	-16.61+ TT

	IoNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/9 MHz
	-50+ TT
	-50+ TT
	-74.95+ TT
	-74.95+ TT
	-89.90+ TT
	-89.90+ TT

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.

Note 2: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5: RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.2.4.1.5-3: RSRQ TDD inter frequency absolute accuracy requirements for the reported values
	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS

	Highest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS

	Highest reported value (Cell 2)
	RSRQ_FFS
	RSRQ_FFS
	RSRQ_FFS


9.2.4.2
TDD Inter Frequency Relative Accuracy of RSRQ

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined
9.2.4.2.1
Test purpose

To verify that the TDD inter frequency relative accuracy measurement of RSRQ is within the specified limit for all bands. 

9.2.4.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

9.2.4.2.3
Minimum conformance requirements

The relative accuracy of RSRQ in inter frequency case is defined as the RSRQ measured from one cell compared to the RSRQ measured from another cell on a different frequency.
The accuracy requirements in table 9.2.4.2.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports. 

Conditions defined in 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.

RSRP1|dBm ( -127 dBm if RSRP1 is on Band 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40,
RSRP1|dBm ( -126 dBm if RSRP1 is on Band 9,
RSRP1|dBm ( -125 dBm if RSRP1 is on Bands 2, 5, 7, 11, 17,
RSRP1|dBm ( -124 dBm if RSRP1 is on Bands 3, 8, 12, 13, 14,
RSRP2|dBm ( -127 dBm if RSRP2 is on Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40,

RSRP2|dBm ( -126 dBm if RSRP2 is on Band 9,
RSRP2|dBm ( -125 dBm if RSRP2 is on Bands 2, 5, 7, 11, 17,
RSRP2|dBm ( -125 dBm if RSRP2 is on Bands 3, 8, 12, 13, 14.
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Table 9.2.3.2.3-1: RSRQ TDD Tinter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	RSRQ is on Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39,  40
	RSRQ is on Bands 2, 5, 7,  11, 17
	RSRQ is on Bands 3, 8, 12, 13, 14
	RSRQ is on Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 3
	( 4
	-121dBm/15kHz … -50dBm
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 4
	( 4
	-121dBm/15kHz … -50dBm
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.2.1.3-2.

The normative reference for this requirement is TS 36.133 [4] clause 9.1.6.2 and A.9.2.4.

9.2.4.2.4
Test description
9.2.4.2.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.2.
1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.2.4.2.4.3. 

4. There are two E-UTRA TDD carriers and one cell on each carrier specified in the test. Cell 1 is the cell used for call setup with the power level set according to clause C.0 and C.1 for this test.

9.2.4.2.4.2
Test procedure
The three tests consist of Cell 1, serving cell and Cell 2, target cell. The relative accuracy of RSRQ is defined as the RSRQ measured from one cell compared to the RSRQ measured from another cell on a different frequency. The Gap pattern configuration is with id#0 as defined in TS 36.133 clause 8.1.2.1.
1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS .
2. Set the parameters according to Table 9.2.4.2.5-2 for the test interval as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the RSRQ value of Cell 1 and Cell 2 in MeasurementReport messages. The SS shall calculate the actual RSRQ power as defined in TS 36.214 [12] clause 5.1.3 of Cell 1 and Cell 2. The reported RSRQ value for Cell 1 is compared to the reported RSRQ value for Cell 2 for each MeasurementReport message according to Table 9.2.4.2.5-3.

7. The result from the power level difference of the RSRQ value reported from Cell 1 compared to Cell 2 in step 6) is compared to the actual power level difference of RSRQ for Cell 1 and Cell 2..

8. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved.

9. Repeat step 1-8 for each test interval in Table 9.2.4.1.5-2 as appropriate.

9.2.4.2.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.4.2.4.3-1: RRCConnectionReconfiguration: Additional RSRQ TDD inter frequency relative accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


Table 9.2.4.2.4.3-2: MeasurementConfiguration-DEFAULT: Additional RSRQ TDD inter frequency relative accuracy test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasurementConfiguration-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementConfiguration-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModifyList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	ReportConfigEUTRA- PERIODICAL
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


Table 9.2.4.2.4.3-3: ReportConfigEUTRA-PERIODICAL: Additional RSRQ FDD inter frequency relative accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose CHOICE {
	
	
	

	        reportStrongestCells
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrq
	
	

	  reportQuantity
	both
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms1024 (1024 ms)
	
	

	  reportAmount 
	infinity
	
	

	}
	
	
	


Table 9.2.4.1.4.3-4: MeasuredResults: Additional RSRQ TDD inter frequency relative accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	 [1]
	
	

	   measResultsServing
	 
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   },
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 9.2.4.1.4.3-5: MeasResultListEUTRA: Additional RSRQ TDD inter frequency relative accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicalCellIdentity
	PhysicalCellIdentity
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	    globalCellID-EUTRA
	GlobalCellId-EUTRA
	
	

	    tac-ID
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult SEQUENCE {   
	 
	 
	

	    rsrpResult
	 
	Set according to specific test
	

	    rsrqResult
	 
	 Set according to specific test
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


9.2.4.2.5
Test requirement
Table 9.2.4.2.5-2 defines the primary level settings including test tolerances for all tests. 

Each RSRQ TDD inter frequency relative accuracy test shall meet the accuracy test requirements in Table 9.2.4.2.5-1. 

The RSRQ TDD inter frequency relative accuracy test for the reported values shall meet the requirements in Table 9.2.4.2.5-3.
Table 9.2.4.2.5-1: RSRQ TDD inter frequency relative accuracy, test requirements 

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	RSRQ is on Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
	RSRQ is on Bands 2, 5, 7,  11, 17
	RSRQ is on Bands 3, 8, 12, 13, 14
	RSRQ is on Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 3 + TT
	( 4 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 4 + TT
	( 4 + TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


Table 9.2.4.2.5-2: Cell Specific Test requirement Parameters for RSRQ TDD inter frequency relative accuracy 
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2
	1
	2

	BWchannel
	MHz
	10
	10
	10
	10
	10
	10

	Measurement gap configuration
	
	6
	-
	6
	-
	
	-

	Special subframe configuration Note1
	
	0
	0
	0

	Uplink-downlink configuration Note1
	
	1
	1
	1

	Measurement bandwidth 
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.2
	
	R.0 TDD
	-
	R.0 TDD
	-
	R.0 TDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.2
	
	R.6 TDD
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD) and A.3.2.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote2
	
	
	
	
	
	
	

	OCNG_RBNote2
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Note3


	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-80+TT
	-80+TT
	-104+TT
	-104+TT
	-119+TT
	-119+TT

	Ês/Iot
	dB
	-1.75+TT
	-1.75+TT
	-4.7+TT
	-4.7+TT
	-4.5+TT
	-4.5+TT

	RSRPNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-81.75+TT
	-81.75+TT
	-108.70+TT
	-108.70+TT
	-123.50+TT
	-123.50+TT

	RSRQNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dB
	-14.76+TT
	-14.76+TT
	-16.76+TT
	-16.76+TT
	-16.61+TT
	-16.61+TT

	IoNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/9 MHz
	-50+TT
	-50+TT
	-74.95+TT
	-74.95+TT
	-89.90+TT
	-89.90+TT

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.

Note 2: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5: RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.2.4.2.5-3: RSRQ TDD inter frequency relative accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRQ_(x - FFS) 
	RSRQ_(x - FFS) 
	RSRQ_(x - FFS) 

	Highest reported value (Cell 2)
	RSRQ_(x + FFS)
	RSRQ_(x + FFS)
	RSRQ_(x + FFS)

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_(x - FFS) 
	RSRQ_(x - FFS) 
	RSRQ_(x - FFS) 

	Highest reported value (Cell 2)
	RSRQ_(x + FFS)
	RSRQ_(x + FFS)
	RSRQ_(x + FFS)

	RSRQ_x is the reported value of Cell 1


--- end of changed section ---
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