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1
Introduction

At the RAN#43 meeting in March 2009 a RAN5 work item for conformance test aspects of Receiver Type 3i operation (RANimp_UEConTest ReceiverType3i) was approved [1]. An overall description of Receiver Type 3i operation (RANimp_UEConTest ReceiverType3i) can be found in [2].

The purpose of present document is to provide a work plan for the RAN5 work item Receiver Type 3i (RANimp_UEConTest ReceiverType3i). The work plan is updated after each RAN5 meeting to give the status of the work item. 

Section 2 gives an overview of the work item status; section 3 lists the planned Receiver Type 3i test cases and the detailed status. 

2
Work item status

The current completeness of the Receiver Type 3i operation work item is:
	Test specification
	Testing area
	Current

Completeness
	3 month target
	6 month target
	Comments
	History

	TS 34.108
	Common test environment
	0%
	50%
	100%
	
	

	TS 34.121-1

TS 34.121-2
	Receiver Type 3i operation operation testing area
	25%
	70%
	100%
	
	


Estimation of WI overall completeness:
	Overall completeness
	20%


Colour coding: 

	
	Not started

	
	Ongoing

	
	Ready


3
Test Case Work Plan

	Area
	TS
	Clause
	Release
	Title
	Test purpose
	Company
	Target
	Status
	TDOC
	Comments

	34.108 – Common test environment

	Common test procedures
	34.108
	
	Rel-8
	Reference system configurations, generic setup procedures and default message contents for Receiver Type 3i Operation on adjacent carriers protocol testing.
	
	Qualcomm/

Ericsson
	RAN5#45
	0%
	
	TBD if any specific setup procedure needed 

	Common test procedures
	34.108
	
	Rel-8
	Reference system configurations, generic setup procedures and default message contents for Receiver Type 3i Operation on adjacent carriers RF testing.
	
	Qualcomm/

Ericsson
	RAN5#44
	0%
	
	TBD if any specific setup procedure needed 

	RB definitions
	34.108
	
	Rel-8
	Baseline radio bearer combination for testing 
	
	Ericsson/

Qualcomm
	RAN5#45
	0%
	
	

	34.121-1 – RF (FDD)

	Receiver Type 3i Performance
	34.121-1
	
	Rel-8
	Minimum performance requirements for different HS-DSCH categories
	
	Qualcomm
	RAN5#44
	0%
	
	

	
	
	9.2.1L
	Rel-8
	Single Link Performance - Enhanced Performance Requirements Type 3i - QPSK, Fixed Reference Channel (FRC) H-Set 6
	
	Qualcomm
	RAN5#45
	20%
	R5-092654
	

	Annexes
	
	
	Rel-8
	General test conditions and declarations
	
	Qualcomm/

Rohde & Schwarz
	RAN5#44
	20%
	R5-092634
	

	Applicability
	34.121-2
	
	Rel-8
	
	
	
	RAN5#44
	30%
	R5-092655
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