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A.3.5
Reference measurement channels for PDCCH/PCFICH performance requirements

A.3.5.1
FDD
Table A.3.5.1-1: Reference Channel FDD

	Parameter
	Unit
	Value

	Reference channel
	
	[R.15 FDD]
	[R.16 FDD]
	[R.17 FDD]

	Number if transmitter antennas
	
	1
	2
	4

	Channel bandwidth
	MHz
	10
	1.4
	10

	Number of OFDM symbols for PDCCH
	symbols
	2
	2
	2

	Aggregation level
	CCE
	8 
	2
	4

	DCI Format
	
	Format 1
	Format 1
	Format 2

	Cell ID
	
	0
	0
	0

	Payload (without CRC)
	Bits
	31
	32+1
	46

	
	
	
	
	

	Allocated Resource Blocks
	
	50
	6
	50

	Modulation 
	
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	1/3
	1/3

	Information Bit Payload
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	4392
	504
	4392

	  For Sub-Frame 0,5
	Bits
	n/a
	n/a
	n/a

	Number of Code Blocks per subframe
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	
	1
	1
	1

	Binary Channel Bits Per Sub-Frame
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	13800
	1584
	12800

	  For Sub-Frame 0,5
	Bits
	n/a
	n/a
	n/a

	 Note 1 :
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [8]
Note 2:
OCNG is applied in subframe 0 and 5 to ensure constant downlink power


A.3.5.2
TDD
Table A.3.5.2-1: Reference Channel TDD

	Parameter
	Unit
	Value

	Reference channel
	
	[R.15 TDD]
	[R.16 TDD]
	[R.17 TDD]

	Number if transmitter antennas
	
	1
	2
	4

	Channel bandwidth
	MHz
	10
	1.4
	10

	Number of OFDM symbols for PDCCH
	symbols
	2
	2
	2

	Aggregation level
	CCE
	8 
	2
	4

	DCI Format
	
	Format 1
	Format 1
	Format 2

	Cell ID
	
	0
	0
	0

	Payload (without CRC)
	Bits
	34
	35
	49

	
	
	
	
	

	Uplink-Downlink Configuration (Note 3)
	
	1
	1
	1

	Allocated Resource Blocks
	
	50
	6
	50

	Modulation 
	
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	1/3
	1/3

	Information Bit Payload
	
	
	
	

	  For Sub-Frames 4,9
	Bits
	4392
	504
	4392

	  For Sub-Frame 0,1,5,6
	Bits
	n/a
	n/a
	n/a

	Number of Code Blocks per subframe
	
	
	
	

	  For Sub-Frames 4,9
	
	1
	1
	1

	Binary Channel Bits Per Sub-Frame
	
	
	
	

	  For Sub-Frames 4,9
	Bits
	13800
	1584
	12800

	  For Sub-Frame 0,1,5,6
	Bits
	n/a
	n/a
	n/a

	Note 1:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [8]
Note 2:
OCNG is applied in subframe 0 ,1,5 and 6 to ensure constant downlink power
Note 3:
as per Table 4.2-2 in TS 36.211 [8]
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