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6
Idle Mode Operations

6.0
Introduction








	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	




6.0.1
PLMN and TAC

The PLMN numbers indicated in Table 6.0.1-1 are used in test cases to associate a cell with an MCC and MNC for that cell. If no PLMN is explicitly specified, the default value is PLMN 1.

Table 6.0.1-1: Tracking Area Identity (TAI) in System Information Block Type 1
broadcast on the BCCH (E-UTRAN)

	PLMN
	MCC1
	MCC2
	MCC3
	MNC1
	MNC2
	MNC3
	TAC

	1
	0
	0
	1
	0
	1
	Not present
	See Table 6.0.1-2

	2
	0
	0
	2
	1
	1
	Not present
	

	3
	0
	0
	3
	2
	1
	Not present
	

	4
	0
	0
	4
	3
	1
	Not present
	

	5
	0
	0
	5
	4
	1
	Not present
	

	6
	0
	0
	6
	5
	1
	Not present
	

	7
	0
	0
	7
	6
	1
	Not present
	

	8
	0
	0
	8
	7
	1
	Not present
	

	9
	0
	0
	9
	0
	2
	Not present
	

	10
	0
	1
	0
	1
	2
	Not present
	

	11
	0
	1
	1
	2
	2
	Not present
	

	12
	0
	1
	2
	3
	2
	Not present
	


Editor’s note:
The number of PLMN’s and the values for MCC and MNC in Table 6.1 are FFS.

Editor’s note:
The Location Area Information (LAI) for UTRA and GSM could be re-used from TS 34.123-1 clause 6.
If no TAC for E-UTRAN cell is explicitly specified in the test case description, the TACs for E-UTRAN cells indicated in Table 6.0.1-2 are used in the test case.
Table 6.0.1-2: Tracking Area Code (TAC) for E-UTRAN cells

	cell ID
	TAC

	Cell 1
	1

	Cell 2
	2

	Cell 3
	3

	Cell 4
	4

	Cell 6
	6

	Cell 10
	10

	Cell 11
	11

	Cell 12
	12

	Cell 13
	13

	Cell 14
	14


6.0.2
Other

Editor’s note: Other generic [FFS] information for idle mode testing to be added in this clause is as follows:

-
Default values of the system information fields for different methods and IEs specific to idle mode;

-
Requirements for FDD and TDD cells (check TS 36.331) in order for the UE to be able to identify a new detectable cell and camp on it (minimum channel power levels);

-
Generic test behaviour in case of combined E-UTRA/UTRA/GSM/HRPD/1xRTT tests: indication of access technology;

-
Test channel numbers used in test cases to associate a cell with a frequency for that cell.  If no channel is explicitly specified, the default value is Test Channel 1. The frequencies and RF signal levels for UTRA and GSM could be re-used from TS 34.123-1 clause 6. The frequencies and RF signal levels for E-UTRA test channels shall be based on TS 36.508 clauses 4.3.1.1, 4.3.1.2 and 4.3.4.
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