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1
Introduction

This document proposes an update of the HeNB of the initial list of test cases and/or scenarios or features to be tested for 3G Long Term Evolution Terminal Protocol Conformance Test Specifications WI which was discussed and agreed at RAN5#38 [19].
2
List of LTE scenarios for HeNB 

	Area
	TS
	Clause
	Rel.
	Title
	TC Scope
	Company
	Target
	Status
	TDOC
	Comments

	6.3 Closed Subscriber Group cells
	
	
	Huawei
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	36.523-1
	6.3.2
	Rel-8
	Inter-RAT Cell Reselection / from GSM_Idle/GPRS Packet_Idle  to E-UTRA idle CSG cell
	Cell reselection to a CSG cell after entering CSG cell coverage and the CSG cell is the highest ranked cell on its frequency. CSG ID of the CSG cell is contained in the UE’s allowed CSG list.

	
	
	0%
	
	
FFS

	
	36.523-1
	6.3.3
	Rel-8
	Inter-RAT Cell Reselection / from UTRA idle to E-UTRA RRC_IDLE CSG cell
	Cell reselection to a CSG cell after entering CSG cell coverage and the CSG cell is the highest ranked cell on its frequency. CSG ID of the CSG cell is contained in the UE’s allowed CSG list.

	
	
	0%
	
	
TS 25.304 clause 5.2.6.4.1
TS 36.304 clause 5.2.4.5

	
	36.523-1
	6.3.4
	Rel-8
	Inter-RAT Cell Reselection / from UTRA CELL_PCH state to E-UTRA RRC_IDLE CSG cell
	Cell reselection to a CSG cell after entering CSG cell coverage and the CSG cell is the highest ranked cell on its frequency. CSG ID of the CSG cell is contained in the UE’s allowed CSG list.

	
	
	0%
	
	
TS 25.304 clause 5.2.6.4.1
TS 36.304 clause 5.2.4.5

	
	36.523-1
	6.3.5
	Rel-8
	Support for Manual CSG ID selection
	UE may be triggered to search for CSG cells manually by the user. The UE shall report available CSG ID(s) belonging to the registered or selected PLMN together with their “HNB name” (if broadcast) to the NAS. When the user selects a CSG ID via NAS, the UE shall search for an acceptable or suitable cell belonging to the selected CSG ID to perform the location registration. 
	Huawei
	
	0%
	
	
23.122 clause 4.4.3.1.3

	
	36.523-1
	6.3.6
	 Rel-8
	Ignoring CSG cells in cell selection/reselection when Allowed CSG list is empty or not supported
	 If a UE does not support CSG or the containing allowed CSG list is empty, the UE shall ignore CSG cells and avoid camping on the CSG cells in cell selection  
	 Qualcomm
	
	0%
	
	TS 36.304, clause 5.2.3.2, 5.2.4.6 and TS 36.331, clause B.2.

	
	36.523-1
	6.3.7
	Rel-8
	UE autonomous search for suitable CSG cells (intra-frequency)
	To verify that when in automatic mode and provisioned with an non-empty Allowed CSG list, the UE camps and reselect to a intra-freq CSG cell only if its CSG Id is within the Allowed CSG list
	
	
	
	
	23.122 clause 3.1A

	
	36.523-1
	6.3.8
	Rel-8
	UE autonomous search for suitable CSG cells (inter-frequency)
	To verify that when in automatic mode and provisioned with an non-empty Allowed CSG list, the UE reselect to a inter-freq CSG cell only if its CSG Id is within the Allowed CSG list
	
	
	
	
	23.122 clause 3.1A

	
	36.523-1
	6.3.9
	Rel-8
	UE autonomous search for suitable CSG cells (inter-RAT)
	To verify that when in automatic mode and provisioned with an non-empty Allowed CSG list, the UE reselect to a UTRA CSG cell only if its CSG Id is within the Allowed CSG list
	
	
	
	
	23.122 clause 3.1A
25.304 clause 5.2.3.1

	
	36.523-1
	6.3.10
	 Rel-8
	Inter-frequency Cell Reselection  from E-UTRA idle CSG cell to E-UTRA non-CSG cell

	Cell reselection from a CSG cell when leaving CSG cell coverage, and normal cell reselection rules apply and the priority of the frequency of the current CSG cell is the highest (i.e. higher than the eight network configured values). The UE reselects to an inter-frequency E-UTRA non-CSG cell.
	
	
	
	
	TS 25.304 clause 5.2.6.4.2
From CSG->non-CSG is same as normal cell selection, we still need it? TBD

	The following test cases comes from LTE SIG work plan that are about CSG.
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	The latest CT1 spec has removed this part, the Tdoc is C1-091360, please refer to the latest core spec 23.401 v810

	
	36.523-1
	9.2.1.1.18
	Rel-8
	Attach / rejected / Not authorized for this CSG
	“#25 Not authorized for this CSG”; UE shall remove the CSG ID from the Allowed CSG list and search for a suitable cell in the same PLMN 
	
	RP#43
	0%
	
	Should be aligned with TC 9.2.1.2.14

	
	
	
	
	
	
	
	
	0%
	
	The latest CT1 spec has removed this part, the Tdoc is C1-091360, please refer to the latest core spec 23.401 v810

	
	36.523-1
	9.2.1.2.14
	Rel-8
	Combined attach / rejected / Not authorized for this CSG
	“#25 Not authorized for this CSG”, UE shall remove the CSG ID from the Allowed CSG list and search for a suitable cell in the same PLMN
	
	
	0%
	
	Should be aligned with TC 9.2.1.1.18

	
	
	
	
	
	
	
	
	0%
	
	The latest CT1 spec has removed this part, the Tdoc is C1-091360, please refer to the latest core spec 23.401 v810

	
	36.523-1
	9.2.3.1.9
	Rel-8
	Normal tracking area update / correct handling of CSG list
	 If the UE supporting CSG selection has attempted manual CSG selection
The UE shall check if the CSG ID of the cell where the UE has sent the TRACKING AREA UPDATE REQUEST message is contained in the Allowed CSG list. If not, the UE shall add that CSD ID to the Allowed CSG list
	SonyEricsson
	
	0%
	
	

	
	36.523-1
	9.2.3.1.20
	Rel-8
	Normal tracking area update / rejected / Not authorized for this CSG
	“#25 Not authorized for this CSG”, UE shall remove the CSG ID from the Allowed CSG list and search for a suitable cell in the same PLMN
	SonyEricsson
	
	0%
	
	

	
	
	
	
	
	. 
	
	
	0%
	
	The latest CT1 spec has removed this part, the Tdoc is C1-091360, please refer to the latest core spec 23.401 v810

	
	36.523-1
	9.2.3.2.16
	Rel-8
	Combined tracking area update / rejected / Not authorized for this CSG
	“#25 Not authorized for this CSG”, UE shall remove the CSG ID from the Allowed CSG list and search for a suitable cell in the same PLMN
	Huawei
	
	0%
	
	Should be aligned with TC 9.2.3.1.20

	
	36.523-1
	
	Rel-8
	Service request/rejected/Not authorized for this CSG
	 “#25 Not authorized for this CSG”, UE shall remove the CSG ID from the Allowed CSG list and search for a suitable cell in the same PLMN
	Huawei
	
	0%
	
	TS24.301 clause 5.6.1

	
	36.523-1
	
	Rel-8
	UE initiated detach/abnormal case/ Not authorized for this CSG
	If the UE initiates a detach procedure in a CSG cell the CSG ID of which is not in the UE's Allowed CSG list at network side, the MME shall send a DETACH REQUEST message including the EMM cause value #25,"not authorized for this CSG". UE shall remove the CSG ID from the Allowed CSG list and search for a suitable cell in the same PLMN
	Huawei
	
	0%
	
	TS24.301 clause 5.5.2


Conclusions and proposal

It is proposed to include this updated list of LTE scenarios for HeNB as identified above in the new baseline list for the Work Plan of LTE/SAE protocol testing part.
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