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<Start of modified section>
5.1.1
FDD Mode Test frequencies

UTRA/FDD is designed to operate in one of three paired bands 3GPP TS 25.101 [11]. The reference test frequencies for the common test environment for each of the 6 operating bands are defined in the following tables:

5.1.1.1
FDD reference test frequencies for Operating Band I

	Test Frequency ID
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	9 613
	1 922.6 MHz
	10 563
	2 112.6 MHz

	Mid Range
	9 750
	1 950.0 MHz
	10 700
	2 140.0 MHz

	High Range
	9 887
	1 977.4 MHz
	10 837
	2 167.4 MHz


5.1.1.2
FDD reference test frequencies for Operating Band II

	Test Frequency ID
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	9 263
	1 852.6 MHz
	9 663
	1 932.6 MHz

	Mid Range
	9 400
	1 880 MHz
	9 800
	1 960 MHz

	High Range
	9 537
	1 907.4 MHz
	9 937
	1 987.4 MHz


5.1.1.3
FDD reference test frequencies for Operating Band III

	Test Frequency ID
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	938
	1 712.6 MHz
	1163
	1 807.6 MHz

	Mid Range
	1112
	1 747.4 MHz
	1337
	1 842.4 MHz

	High Range
	1287
	1 782.4 MHz
	1512
	1 877.4 MHz


5.1.1.4
FDD reference test frequencies for Operating Band IV

	Test Frequency ID
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	1313
	1712.6 MHz
	1538
	2112.6 MHz

	Mid Range
	1450
	1740.0 MHz
	1675
	2140.0 MHz

	High Range
	1512
	1752.4 MHz
	1737
	2152.4 MHz


5.1.1.5
FDD reference test frequencies for Operating Band V
	Test Frequency ID
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	4 133
	826.6 MHz
	4 358
	871.6 MHz

	Mid Range
	4 175
	835 MHz
	4 400
	880 MHz

	High Range
	4 232
	846.4 MHz
	4 457
	891.4 MHz


5.1.1.6
FDD reference test frequencies for Operating Band VI
	Test Frequency ID
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	812
	832.5 MHz
	1037
	877.5 MHz

	Mid Range
	4 175
	835.0MHz
	4 400
	880.0 MHz

	High Range
	837
	837.5 MHz
	1062
	882.5 MHz


NOTE:
For Band VI testing, the Mobile Country Code shall be set to (MCC = '442/443').

5.1.1.7
FDD reference test frequencies for Operating Band VII

	Test Frequency ID
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	2013
	2502.6 MHz
	2238
	2622.6 MHz

	Mid Range
	2175
	2535.0 MHz
	2400
	2655.0 MHz

	High Range
	2337
	2567.4 MHz 
	2562
	2687.4 MHz


5.1.1.8
FDD reference test frequencies for Operating Band VIII

	Test Frequency ID
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	2713
	882.6 MHz
	2938
	927.6 MHz

	Mid Range
	2788
	897.6 MHz
	3013
	942.6 MHz

	High Range
	2862
	912.4 MHz
	3087
	957.4 MHz


5.1.1.9
FDD reference test frequencies for Operating Band IX
	Test Frequency ID
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	8 762
	1752.4 MHz
	9 237
	1847.4 MHz

	Mid Range
	8 837
	1767.4MHz
	9 312
	1862.4 MHz

	High Range
	8 912
	1782.4 MHz
	9 387
	1877.4 MHz


5.1.1.10
FDD reference test frequencies for Operating Band X
	Test Frequency ID
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	2888
	1712.6 MHz
	3113
	2112.6 MHz

	Mid Range
	3025
	1740.0 MHz
	3250
	2140.0 MHz

	High Range
	3162
	1767.4 MHz
	3387
	2167.4 MHz


5.1.1.11
FDD reference test frequencies for Operating Band XI
	Test Frequency ID
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	3487
	1430.4 MHz
	3712
	1478.4 MHz

	Mid Range
	3537
	1440.4 MHz
	3762
	1488.4 MHz

	High Range
	3587
	1450.4 MHz
	3812
	1498.4 MHz


5.1.1.12
FDD reference test frequencies for Operating Band XII
	Test Frequency ID
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	3613
	700.6 MHz
	3838
	730.6 MHz

	Mid Range
	3645
	707.0 MHz
	3870
	737.0 MHz

	High Range
	3677
	713.4 MHz
	3902
	743.4 MHz


5.1.1.13
FDD reference test frequencies for Operating Band XIII
	Test Frequency ID
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	3793
	779.6 MHz
	4018
	748.6 MHz

	Mid Range
	3805
	782.0 MHz
	 4030
	751.0 MHz

	High Range
	3817
	784.4 MHz
	4042
	753.4 MHz


5.1.1.14
FDD reference test frequencies for Operating Band XIV
	Test Frequency ID
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	3893
	790.6 MHz
	4118
	760.6 MHz

	Mid Range
	3905
	793.0 MHz
	4130
	763.0 MHz

	High Range
	3917
	795.4 MHz
	4142
	765.4 MHz


5.1.1.15
FDD reference test frequencies for Operating Band XV
FFS
5.1.1.16
FDD reference test frequencies for Operating Band XVI
FFS
5.1.1.17
FDD reference test frequencies for Operating Band XVII
FFS
5.1.1.18
FDD reference test frequencies for Operating Band XVIII
FFS
5.1.1.19
FDD reference test frequencies for Operating Band XIX
	Test Frequency ID
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	387
	832.5 MHz
	787
	877.5 MHz

	Mid Range
	412
	837.5 MHz
	812
	882.5 MHz

	High Range
	437
	842.5 MHz
	837
	887.5 MHz


<End of modified section>
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