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	Reason for change:
(

	EMM TC 9.1.2.2 "Authentication not accepted by the network, GUTI used, identification procedure and authentication restart" does not test a common realistic scenario.

It expects that due to mismatch of GTUI-IMSI in the NWK the RES send by the UE in the AUTHENTICATION RESPONSE message does not match the NWK's expectations.
In real life, although such mismatch is possible, it is most likely that the result of it would be the UE rejectecting the AUTHENTICATION REQUEST and sending a AUTHENTICATION REJECT (and not a AUTHENTICATION RESPONSE) because the parameters used by the NWK to calculate AUTH sent in the AUTHENTICATION REQUEST will not correspond to those stored in the UE (the chanse that the UE may have the same parameters in this case would be 1/2*64 (~ 1/2x10*19)).

	
	

	Summary of change:
(

	TC 9.1.2.2 is deleted. Title replaced with "Void"
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not approved:
	Testing of this behaviour would not be of any value to the UE conformance testing.
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9.1.2.1.3.3
Specific message contents

Table 9.1.2.1.3.3-1: AUTHENTICATION RESPONSE (step 4, Table 9.1.2.1.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-8

	Information Element
	Value/remark
	Comment
	Condition

	Authentication response parameter
	RES equal to the XRES calculated in the SS with the parameters provided/indicated in the AUTHENTICATION REQUEST
	
	


Table 9.1.2.1.3.3-2: SERVICE REJECT (step 12, Table 9.1.2.1.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-22

	Information Element
	Value/remark
	Comment
	Condition

	EMM cause
	00010110
	Congestion
	


9.1.2.2
Void
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