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1. Introduction

3GPP CT1 has updated the core specification TS 24.301 in their recent meetings. The changes and especially the core spec additions should be analysed by RAN5 to check if additional test cases need to be added into the RAN5 EMM work plan. 
2. Request 

The raportteur would kindly request RAN5 to discuss on the following proposal and make a decision per each proposed test case. The EMM work plan will be updated based on the RAN5 decisions.
3. Proposal

It is proposed to add the following test cases to the RAN5 EMM work plan. 

TS 24.301 update from v8.0.0 (2008-12) to v8.1.0 (2009-03): 
	9.1.2 Authentication procedure
	
	
	
	
	
	
	

	
	36.523-1
	9.1.2.x
	Rel-8
	Authentication not accepted by the UE, Non-EPS authentication unacceptable
	The core network sends AUTN where the "separation bit" in the AMF field of supplied AUTN is 0. The UE shall send an AUTHENTICATION FAILURE message to the network, with the EMM cause #26 "Non-EPS authentication unacceptable".  The UE shall stop any of the retransmission timers that are running. The network may initiate the identification procedure. 
	
	
	0%
	
	


	9.2.1.2 Combined attach procedure for EPS services and non-EPS services
	
	
	
	
	
	
	

	
	36.523-1
	9.2.1.2.x
	Rel-8
	Combined attach procedure / Success / UE CS/PS mode 1 or 2 / attach for EPS services
	Combined attach procedure is also used by a UE in CS/PS mode 1 or CS/PS mode 2 of operation to attach for EPS services if it is already IMSI attached for non-EPS services. 
	
	
	0%
	
	


	9.2.3.1 Normal and periodic tracking area updating
	
	
	
	
	
	
	

	
	36.523-1
	9.2.3.1.x
	Rel-8
	Normal tracking area update / UE enters S1 mode after 1xCS fallback
	FFS
	
	
	0%
	
	


	9.2.3.2 Combined tracking area updating
	
	
	
	
	
	
	

	
	36.523-1
	9.2.3.2.x
	Rel-8
	Combined tracking area updating / successful / IMSI attach
	IMSI attach for non-EPS services when the UE is attached for EPS services. This procedure is used by a UE in CS/PS mode 1 or CS/PS mode 2 of operation. The EPS update type IE shall be set to "Combined TA/LA updating with IMSI attach";
	
	
	0%
	
	


	9.3.1 Service request procedure
	
	
	
	
	
	
	

	
	36.523-1
	9.3.1.x
	Rel-8
	Service Request / Rejected / CS domain not available 
	The UE shall not attempt CS fallback until combined tracking area updating procedure has been successfully completed. 
	
	
	0%
	
	This is an erroneous procedure.

	
	36.523-1
	9.3.1.y
	Rel-8
	Service Request / abnormal case / Default or dedicated bearer set up failure
	The UE shall locally deactivate the EPS bearer. 
	
	
	0%
	
	This is an abnormal procedure.


Another discussion paper will be prepared for the RAN5#44 meeting in August to check if change from TS 24.301 v8.1.0 (2009-03) to v8.2.1 (2009-06) would cause any changes to the RAN5 EMM work plan.  

