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7
Test Methods & Design Considerations

7.1
Channel Mapping

Figure 7.1 shows the channel type mapping that is used for the configuration of the SS.  In layer 2 test cases non default channel mapping can be applied on SS, as explained in clause 4.2.1.
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Figure 7.1-1: Channel type mapping for the default configuration of the SS
7.1.1
PDCCH Candidate Selection

In this clause following abbreviations are used:

Common search Space Aggregation: CS_Agr

UE-Specific Search Space Aggregation: UE_Agr

Total number of CCEs available in a subframe: Max_CCE
SS shall apply defined rules below in a DL subframe for PDCCH candidates selection.
Scheduled transmissions on SI-RNTI / P-RNTI / RA-RNTI, use Common Search Space. UL and DL Scheduled transmissions on C-RNTI/ SPS C-RNTI, and DL Scheduled transmissions on Temp. C-RNTI, use UE-Specific Search Space. Transmissions on TPC-PUCCH-RNTI / TPC-PUSCH-RNTI and UL Scheduled transmissions on Temp. C-RNTI are not considered for default CCE management

If a transmission on SI-RNTI is scheduled, PDCCH candidate corresponding to CCEs betwen 0..(CS_Agr-1) is used. This PDCCH candidate is reserved for SI-RNTI, and left vacant if no SI-RNTI transmission is scheduled.

PDCCH candidates corresponding to CCEs betwen CS_Agr..(2*CS_Agr-1) can be used either for the transmission on P-RNTI or RA-RNTI. In conformance test cases with single UE, there is no requirement for transmissions scheduled for both P-RNTI and RA-RNTI in one DL subframe.

For DL transmission for C-RNTI/SPS-RNTI/Temp C-RNTI the lowest value of m =m' which has a PDCCH available from CCEs betwen 2*CS_Agr .. (Max_CCE-1) shall be used. ‘m’ is defined in 36.213 [30] clause 9.1.1.

For UL transmission for C-RNTI/SPS-RNTI the lowest value of m =m”>m’which has a PDCCH available from CCEs betwen 2*CS_Agr .. (Max_CCE-1) shall be used, irrespective of PDCCH candidate corresponding to m’ is used or not.

Note: if m’ or m’’ cannot be allocated in any TTI, it is a TTCN error due to X-RNTI not properly allocated. The error shall be reported to TTCN. The TTCN will exit the test case assigning an inconclusive verdict.

Table 7.1.1-1 gives the CCE resources utilized for m’ and m’’ for default values of common search space aggreagation level =4, UE-specific search space aggregation L=2 resulting in 6 PDCCH candidates m=0..5 and default Bandwidth of 5 Mhz. This give Max_CCE =20 for FDD. The table also gives the corresponding CCE start indices of PDCCH candidates for m’ and m’’.
It is FFS if the values are also suitable for TDD.

Table 7.1.1-1: CCE Start indices/m’ & m’’ to be used for various C-RNTIs
	C-RNTI
	Value
	
	SF0
	SF1
	SF2
	SF3
	SF4
	SF5
	SF6
	SF7
	SF8
	SF9

	tsc_C_RNTI_Def
	‘1001’H

4097


	m’
	0
	1
	0
	0
	0
	3
	4
	0
	0
	0

	
	
	CCE_St_Ind'
	12
	8
	14
	8
	12
	8
	8
	8
	14
	10

	
	
	m’’
	1
	2
	1
	1
	1
	4
	5
	1
	1
	1

	
	
	CCE_St_Ind'’
	14
	10
	16
	10
	14
	10
	10
	10
	16
	12

	tsc_C_RNTI_Def2
	‘1034’H

4148
	m’
	0
	0
	2
	0
	0
	4
	4
	1
	0
	0

	
	
	CCE_St_Ind'
	12
	16
	8
	14
	10
	8
	8
	8
	18
	16

	
	
	m’’
	1
	1
	3
	1
	1
	5
	5
	2
	5
	1

	
	
	CCE_St_Ind'’
	14
	18
	10
	16
	12
	10
	10
	10
	8
	18

	tsc_C_RNTI_Def3
	‘1111’H

4369
	m’
	0
	0
	0
	2
	3
	0
	0
	0
	0
	4

	
	
	CCE_St_Ind'
	16
	10
	14
	8
	8
	10
	14
	8
	18
	8

	
	
	m’’
	1
	1
	1
	3
	4
	1
	1
	1
	5
	5

	
	
	CCE_St_Ind'’
	18
	12
	16
	10
	10
	12
	16
	10
	8
	10

	tsc_C_RNTI_Def4
	‘1FF1’H

8177
	m’
	0
	0
	0
	0
	3
	0
	0
	0
	2
	4

	
	
	CCE_St_Ind'
	12
	12
	18
	16
	8
	18
	18
	18
	8
	8

	
	
	m’’
	1
	1
	5
	1
	4
	5
	5
	5
	3
	5

	
	
	CCE_St_Ind'’
	14
	14
	8
	18
	10
	8
	8
	8
	10
	10

	tsc_C_RNTI_Def5
	‘04D2’H

1234
	m’
	0
	2
	0
	4
	0
	2
	3
	0
	1
	0

	
	
	CCE_St_Ind'
	10
	8
	10
	8
	14
	8
	8
	14
	8
	10

	
	
	m’’
	1
	3
	1
	5
	1
	3
	4
	1
	2
	1

	
	
	CCE_St_Ind'’
	12
	10
	12
	10
	16
	10
	10
	16
	10
	12

	tsc_C_RNTI_Def6
	‘0929’H

2345
	m’
	4
	0
	4
	0
	0
	1
	3
	3
	4
	2

	
	
	CCE_St_Ind'
	8
	10
	8
	12
	14
	8
	8
	8
	8
	8

	
	
	m’’
	5
	1
	5
	1
	1
	2
	4
	4
	5
	3

	
	
	CCE_St_Ind'’
	10
	12
	10
	14
	16
	10
	10
	10
	10
	10

	tsc_C_RNTI_Def7
	‘0D80’H

3456
	m’
	2
	0
	2
	0
	0
	0
	3
	0
	0
	2

	
	
	CCE_St_Ind'
	8
	16
	8
	18
	14
	14
	8
	16
	14
	8

	
	
	m’’
	3
	1
	3
	5
	1
	1
	4
	1
	1
	3

	
	
	CCE_St_Ind'’
	10
	18
	10
	8
	16
	16
	10
	18
	16
	10

	tsc_C_RNTI_Def8
	‘11D7’H

4567
	m’
	0
	0
	0
	2
	0
	0
	3
	2
	0
	2

	
	
	CCE_St_Ind'
	8
	16
	8
	8
	14
	16
	8
	8
	8
	8

	
	
	m’’
	1
	1
	1
	3
	1
	1
	4
	3
	1
	3

	
	
	CCE_St_Ind'’
	10
	18
	10
	10
	16
	18
	10
	10
	10
	10

	tsc_C_RNTI_Def9
	‘162E’H

5678
	m’
	0
	3
	0
	0
	0
	2
	0
	0
	3
	2

	
	
	CCE_St_Ind'
	12
	8
	12
	16
	8
	8
	16
	18
	8
	8

	
	
	m’’
	1
	4
	1
	1
	1
	3
	1
	5
	4
	3

	
	
	CCE_St_Ind'’
	14
	10
	14
	18
	10
	10
	18
	8
	10
	10

	tsc_C_RNTI_Def10
	‘1A85’H

6789
	m’
	0
	0
	0
	3
	0
	1
	0
	1
	3
	2

	
	
	CCE_St_Ind'
	16
	8
	16
	8
	8
	8
	16
	8
	8
	8

	
	
	m’’
	1
	1
	1
	4
	1
	2
	1
	2
	4
	3

	
	
	CCE_St_Ind'’
	18
	10
	18
	10
	10
	10
	18
	10
	10
	10
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