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E.5.2
HSDPA OCNS Definition

The selected channelization codes and relative power levels for OCNS transmission for HSDPA performance assessment for receiver types other than enhanced performance type 3i are defined in Table E.5.5 and E.5.5A. The selected codes are designed to have a single length-16 parent code. The test definition for the enhanced performance type 3i  is defined in section E.5E.
Table E.5.5: OCNS definition for HSDPA receiver testing

	Channelization Code at SF=128
	Relative Level setting (dB) (Note 1)
	DPCH Data

	122
	0
	The DPCH data for each channelization code shall be uncorrelated with each other and with any wanted signal over the period of any measurement. For OCNS with transmit diversity the DPCH data sent to each antenna shall be either STTD encoded or generated from uncorrelated sources.

	123
	-2
	

	124
	-2
	

	125
	-4
	

	126
	-1
	

	127
	-3
	


NOTE 1:
The relative level setting specified in dB refers only to the relationship between the OCNS channels. The level of the OCNS channels relative to the Ior of the complete signal is a function of the power of the other channels in the signal with the intention that the power of the group of OCNS channels is used to make the total signal add up to 1.
Table E.5.5A: OCNS definition for HSDPA receiver testing, FRC H-Set 8, H-Set 9, H-Set 10, H-Set 11.

	Channelization Code at SF=128
	DPCH Data

	6
	For OCNS with transmit diversity the DPCH data sent to each antenna shall be either STTD encoded or generated from uncorrelated sources.

	Note:   The core requirements are based on OCNS with 4 codes. However when taking into account the necessary physical channels for call setup, only one code fit the code tree. See table E.6.2.4.



	
	

	
	

	



E.5.3
Downlink Physical Channels for measurement including test tolerances

Table E.5.6 to E.5.8B are applicable for tests in subclause 9.2. Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3, PB3, VA3, VA30, VA120) vary. Table E.5.6 is also applicable for tests in subclause 9.5.1 and 9.5.1A.

Table E.5.6: Level set 1 for HSDPA measurements including test tolerances

	Parameter

During Measurement
	Unit
	Value

	P-CPICH_Ec/Ior
	dB
	-9.9

	P-CCPCH and SCH_Ec/Ior
	dB
	-11.9

	PICH _Ec/Ior
	dB
	-14.9

	HS-PDSCH
	dB
	-5,9

	HS-SCCH_1
	dB
	-7.4

	DPCH_Ec/Ior
	dB
	-5

	OCNS_Ec/Ior
	dB
	-13.3

	Measurement conditions
	PA3 & Case 8:HS-PDSCH = -6dB, Ior/Ioc = 0 dB

Case 8: HS-PDSCH = -9 dB, Ior/Ioc = 0 dB
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