Page 1



3GPP TSG-RAN WG5 Meeting #44
(
R5-094257
Shenzhen, China, 24 – 28 August 09
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	36.521-1
	CR
	CRNum
	(

rev
	-
	(

Current version:
	8.2.1
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	CR to 36.521-1: Addition of A-MPR for band 19

	
	

	Source to WG:
(

	NTT DOCOMO

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	LTE-UEConTest_RF
	
	Date: (

	12/08/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	The A-MPR for Band 19 has been technically endorsed in R4-092403 during RAN4#51bis. This requirement belongs to belongs to the RAN4 led UMTS/LTE 800MHz WI (RP-080884) which aimed to finish in RAN#45 (Sep 2009). The corresponding comformance test aspects need to be considered in RAN5 to keep the WI schedule.

	
	

	Summary of change:
(

	The following updates are added to the A-MPR and related test cases. It is noted that the changes for A-MPR test case are based on the endorsed R5-093465 during RAN5#43bis.
· 
Adding parameters for band 19 (NS_08)  to the test requirements in 6.2.4 A-MPR test case (Table 6.2.4.3-1 and Table 6.2.4.5-3)
· Adding test configurations for NS_08 (Table 6.2.4.4.1-3)

· Updating the test requirements for Spurious emission band UE co-existence with NS_08 and aligning with the latest core spec (Table 6.6.3.2.3-1 and Table 6.6.3.2.5-1)
· Updating  test requirement for Additional spurious emissions for NS_08 in 6.6.3.3.3.3

	
	

	Consequences if 
(

not approved:
	The A-MPR requirement for Extended LTE800 would remain incomplete.

	
	

	Clauses affected:
(

	6.2.4, 6.6.3.2, 6.6.3.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


6.2.4
Additional Maximum Power Reduction (A-MPR)

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

FDD aspects missing or not yet determined:

· DL Reference Measurement Channel needed for loop back  is undefined
· Test case is not complete for FDD 

TDD aspectsmissing or not yet determined:

· Test case is not complete for TDD 

· The A-MPR test case description has been verified to apply for both FDD and TDD exactly as it is as part of the UE max output power verification.

6.2.4.1
Test purpose

Additional ACLR and spectrum emission requirements can be signalled by the network to indicate that the UE shall meet also additional requirements in a specific deployment scenario. To meet these additional requirements the concept of Additional Maximum Power Reduction A-MPR is introduced for the output power in Table 6.2.2.3-1. Unless stated otherwise, an A-MPR of 0 dB shall be used.
6.2.4.2
Test applicability

This test applies to all types of E-UTRA UE release 8 and forward. [FSS if this is a standalone test or part of ACLR and SEM test cases to verify the UE transmission power is correct]
6.2.4.3
Minimum conformance requirements
For UE Power Class 3 the specific requirements and identified sub-clauses are specified in Table 6.2.4.3-1 along with the allowed A-MPR values that may be used to meet these requirements. The allowed A-MPR values specified below in Table 6.2.4.3.-1 and 6.2.4.3-2 are in addition to the allowed MPR requirements specified in clause 6.2.3.

Table 6.2.4.3-1: Additional Maximum Power Reduction (A-MPR) / Spectrum Emission requirements
	Network Signalling value
	Requirements (sub-clause)
	E-UTRA Band
	Channel bandwidth (MHz)
	Resources Blocks
	A-MPR (dB)

	NS_01
	NA
	NA
	NA
	NA
	NA

	NS_03
	6.6.2.2.3.1
	2, 4,10, 35, 36
	3
	>5 
	≤ 1

	
	6.6.2.2.3.1
	2, 4,10, 35,36
	5
	>6
	≤ 1

	
	6.6.2.2.3.1
	2, 4,10, 35,36
	10
	>6
	≤ 1

	
	6.6.2.2.3.1
	2, 4,10,35,36
	15
	>8
	≤ 1

	
	6.6.2.2.3.1
	2, 4,10,35, 36
	20
	>10
	≤ 1

	NS_04
	6.6.2.2.3.2
	TBD
	TBD
	TBD
	TBD

	NS_05
	6.6.3.3.3.1
	1
	10,15,20
	≥ 50 for QPSK
	≤ 1

	NS_06
	6.6.2.2.3.3
	12, 13, 14, 17
	1.4, 3, 5, 10
	n/a
	n/a

	NS_07
	6.6.2.2.3.3
6.6.3.3.3.2
	13
	10
	Table 6.2.4.3-2
	Table 6.2.4.3-2

	NS_08
	6.6.3.3.3.3
	19
	10, 15
	> 29
	≤ 1

	
	
	
	
	> 39
	≤ 2

	
	
	
	
	> 44
	≤ 3

	..
	
	
	
	
	

	NS_32
	-
	-
	-
	-
	-


Table 6.2.4.3-2: A-MPR for “NS07”
	 
	Region A
	Region B
	Region C

	RB_start1
	0 – 12
	13 –18
	19 – 42
	43 – 49

	L_CRB2 [RBs]
	6 – 8
	1 to 5 and 9-50
	≥8
	≥18
	≤2

	 A-MPR [dB]
	8
	12
	12
	6
	3

	Note 1: RB_start indicates the lowest RB index of transmitted resource blocks

Note 2: L_CRB is the length of a contiguous resource block allocation
Note 3: For intra-subframe frequency hopping between two regions, notes 1 and 2 apply on a per slot basis.
Note 4: For intra-subframe frequency hopping between two regions, the larger A-MPR value of the two regions may be applied for both slots in the subframe.


6.2.4.4
Test description
6.2.4.4.1
Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in table 5.4.2.1-1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.2.4.4.1-1 or table 6.2.4.4.1-2. The details of the downlink and uplink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3 respectively as applicable.
Table 6.2.4.4.1-1 Test Configuration Table
	Initial Conditions

	Test Environment

(as specified in TS 36.508 [7] subclause 4.1)
	Normal

	Test Frequencies

(as specified in TS36.508 [7] subclause 4.3.1)
	Low range, Mid range, High range

	Test Channel Bandwidths

(as specified in TS 36.508 [7] subclause 4.3.1)
	See Table 6.2.4.3-1

	Test Parameters for Channel Bandwidths

	
	Downlink Configuration
	Uplink Configuration

	Ch BW
	Mod’n
	RB allocation
	Mod’n
	RB allocation

	
	
	FDD
	TDD
	
	FDD
	TDD

	3MHz
	QPSK
	4
	4
	QPSK 
	FULL
	FULL

	5MHz
	QPSK
	8
	8
	QPSK 
	FULL
	FULL

	10MHz
	QPSK
	16
	16
	QPSK 
	FULL
	FULL

	15MHz
	QPSK
	25
	25
	QPSK
	FULL
	FULL

	20MHz
	QPSK
	30
	30
	QPSK
	FULL
	FULL

	Note 1. Test Channel Bandwidths are checked separately for each E-UTRA band, the applicable channel bandwidths are specified in Table 5.4.2.1-1.

Note 2: For QPSK with partial RB allocation, the UE transmitted power shall not be adjusted by MPR, i.e. the UE shall transmit with MPR = 0 dB. For QPSK with full RB allocation and 16QAM with partial RB allocation, the UE transmitted power might be adjusted by allowed MPR ≤ 1 dB.
Note 3.  For low range frequency, the starting resource block of partial RB allocation shall be RB# (max - RB allocation) of the channel bandwidth. 
Note 4.  For middle range frequency, the starting resource block of partial RB allocation shall be RB# 0 and RB# (max - RB allocation) of the channel bandwidth. 
Note 5.  For high range frequency, the starting resource block of partial RB allocation shall be RB# 0 of the channel bandwidth.


Table 6.2.4.4.1-2 Test Configuration Table (network signalled value "NS_07")
	Initial Conditions

	Test Environment

(as specified in TS 36.508 [7] subclause 4.1)
	Normal

	Test Frequencies

(as specified in TS36.508 [7] subclause 4.3.1)
	NS_07

	Test Channel Bandwidths

(as specified in TS 36.508 [7] subclause 4.3.1)
	See Table 6.2.4.3-1

	Test Parameters for NS_07 A-MPR

	
	
	Downlink Configuration
	Uplink Configuration

	
	
	
	 
	
	 
	

	Test Number
	Ch BW
	Mod’n 
	 RB allocation FDD
	Mod’n
	RB allocation FDD
	RB_start  FDD

	 1
	10MHz
	QPSK
	16
	QPSK 
	 1
	0 

	2
	10MHz
	QPSK
	16
	QPSK 
	 8
	0

	3
	10MHz
	QPSK
	16
	QPSK 
	 2
	13

	4
	10MHz
	QPSK
	16
	QPSK
	 20
	15

	5
	10MHz
	QPSK
	16
	QPSK
	 16
	19

	6
	10MHz
	QPSK
	16
	QPSK
	 20
	19

	7
	10MHz
	QPSK
	16
	QPSK
	1
	49

	8
	10MHz
	QPSK
	16
	QPSK
	6
	43


Table 6.2.4.4.1-3 Test Configuration Table (network signalled value "NS_08")
	Initial Conditions

	Test Environment

(as specified in TS 36.508 [7] subclause 4.1)
	Normal

	Test Frequencies

(as specified in TS36.508 [7] subclause 4.3.1)
	NS_08

	Test Channel Bandwidths

(as specified in TS 36.508 [7] subclause 4.3.1)
	See Table 6.2.4.3-1

	Test Parameters for NS_08 A-MPR

	
	
	Downlink Configuration
	Uplink Configuration

	Test number
	Ch BW
	Mod’n
	RB allocation FDD
	Mod’n
	RB allocation FDD

	1
	10 MHz
	QPSK
	16
	QPSK 
	29

	2
	10 MHz
	QPSK
	16
	QPSK 
	39

	3
	10 MHz
	QPSK
	16
	QPSK 
	44

	4
	10 MHz
	QPSK
	16
	QPSK
	Full

	5
	15 MHz
	QPSK
	25
	QPSK
	29

	6
	15 MHz
	QPSK
	25
	QPSK
	39

	7
	15 MHz
	QPSK
	25
	QPSK
	44

	8
	15 MHz
	QPSK
	25
	QPSK
	Full


1.
Connect the SS to the UE antenna connectors as shown in Figure TS 36.508 [7] Annex A, Figure A.3.
2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3.
Downlink signals are initially set up according to Annex C.3.0.
4.
The UL and DL Reference Measurement channels are set according to Table 6.2.4.4.1-1 or Table 6.2.4.4.1-2.

5.
Propagation conditions are set according to Annex B.0.
6.
Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS. Message contents are defined in clause 6.2.4.4.3.

6.2.4.4.2
Test procedure
1. Send continuously uplink power control “up” commands to the UE until the UE transmits at its maximum output power state according to the test configuration from Table 6.2.4.4.1-1 or Table 6.2.4.4.1-2.
2. Measure the mean power of the UE in the channel bandwidth of the radio access mode.  The period of measurement shall be at least one sub-frame (1ms).
6.2.4.4.3
Message contents
Message contents are according to TS 36.508 [7] subclause 4.6.

6.2.4.5
Test requirements
The maximum output power, derived in step 2 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2.4.5-1 or Table 6.2.4.5-2.

Table 6.2.4.5-1: UE Power Class test requirements

	EUTRA band
	Class 1 (dBm)
	Tol. (dB)
	Class 2 (dBm)
	Tol. (dB)
	Class 3 (dBm)
	QPSK full RB allocation Tol. (dB)

	1
	
	
	
	
	23
	+2.7 /

-3.7

	2
	
	
	
	
	23
	+2.7 /            -4.2

	3
	
	
	
	
	23
	+2.7 /            -4.2

	4
	
	
	
	
	23
	+2.7 /

-3.7

	5
	
	
	
	
	23
	+2.7 /

-3.7

	6
	
	
	
	
	23
	+2.7 /

-3.7

	7
	
	
	
	
	23
	+2.7 /            -4.2 

	8
	
	
	
	
	23
	+2. 7 /            -4.2

	9
	
	
	
	
	23
	+2.7 /

-3.7

	10
	
	
	
	
	23
	+2.7 /

-3.7

	11
	
	
	
	
	23
	+2. 7 /            -4.2

	12
	
	
	
	
	23
	+2. 7 /            -4.2

	13
	
	
	
	
	 See table 6.2.4.5-2
	See table 6.2.4.5-2 


	14
	
	
	
	
	23
	+2.7 /

-3.7

	…
	
	
	
	
	
	

	17
	
	
	
	
	23
	+2.7 /

-3.7

	18
	
	
	
	
	23
	+2.7 /

-3.7

	19
	
	
	
	
	See table 6.2.4.5-3
	See table 6.2.4.5-32


	…
	
	
	
	
	
	

	33
	
	
	
	
	23
	+2.7 /

-3.7

	34
	
	
	
	
	23
	+2.7 /

-3.7

	35
	
	
	
	
	23
	+2.7 /

-3.7

	36
	
	
	
	
	23
	+2.7 /

-3.7

	37
	
	
	
	
	23
	+2.7 /

-3.7

	38
	
	
	
	
	23
	+2.7 /

-3.7

	39
	
	
	
	
	23
	+2.7 /

-3.7

	40
	
	
	
	
	23
	+2.7 /

-3.7

	…
	
	
	
	
	
	


Table 6.2.4.5-2: UE Power Class test requirements (network signalled value "NS_07")
	Test Number
	EUTRA band
	Class 1 (dBm)
	Tol. (dB)
	Class 2 (dBm)
	Tol. (dB)
	Class 3 (dBm)
	QPSK part RB allocation Tol. (dB)

	1
	13
	
	
	
	
	23
	+2.7 /

-14.7

	2
	13
	
	
	
	
	23
	+2.7 /

-10.7

	3
	13
	
	
	
	
	23
	+2.7 /

-2.7

	4
	13
	
	
	
	
	23
	+2.7 /

-15.7

	5
	13
	
	
	
	
	23
	+2.7 /

-3.7

	6
	13
	
	
	
	
	23
	+2.7 /

-9.7

	7
	13
	
	
	
	
	23
	+2.7 /

-5.7

	8
	13
	
	
	
	
	23
	+2.7 /

-2.7


Table 6.2.4.5-3: UE Power Class test requirements (network signalled value "NS_08")
	Test Number
	EUTRA band
	Class 1 (dBm)
	Tol. (dB)
	Class 2 (dBm)
	Tol. (dB)
	Class 3 (dBm)
	QPSK Tol. (dB)

	1
	19
	
	
	
	
	23
	+2.7 /

-2.7

	2
	19
	
	
	
	
	23
	+2.7 /

-3.7

	3
	19
	
	
	
	
	23
	+2.7 /

-4.7

	4
	19
	
	
	
	
	23
	+2.7 /

-5.7

	5
	19
	
	
	
	
	23
	+2.7 /

-2.7

	6
	19
	
	
	
	
	23
	+2.7 /

-3.7

	7
	19
	
	
	
	
	23
	+2.7 /

-4.7

	8
	19
	
	
	
	
	23
	+2.7 /

-5.7


6.6.3.2
Spurious emission band UE co-existence

6.6.3.2.1
Test purpose

To verify that UE transmitter does not cause unacceptable interference to co-existing systems for the specified bands which has specific requirements in terms of transmitter spurious emissions.

6.6.3.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 8 and forward.

6.6.3.2.3
Minimum conformance requirements

This clause specifies the requirements for the specified E-UTRA band as indicated in Table 6.6.3.2.3-1.


	
	

	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	










Table 6.6.3.2.3-1:
Spurious emission band UE co-existence limits
	E-UTRA   Band
	Spurious emission 

	
	Protected band
	Frequency range               (MHz)
	Level (dBm)
	Bandwidth (MHz)
	Comment

	1
	E-UTRA Band  1, 3, 7, 8, 9, 11, 34, 38, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note 6, 7

	
	
	1884.5
	-
	1915.7
	
	
	Note 6, 8

	
	E-UTRA band 33
	1900
	- 
	1920
	-50
	1
	Note 3

	
	E-UTRA band 39
	1880
	- 
	1920
	-50
	1
	Note 3

	2
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	3
	E-UTRA Band  1, 3, 7, 8, 9, 11, 33, 34, 38
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	4
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	5
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	6
	E-UTRA Band  1, 9, 11, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	875
	-37
	1
	

	
	Frequency range
	875
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note7 

	
	
	1884.5
	-
	1915.7
	
	
	Note8 

	7
	E-UTRA Band  1, 3, 7, 8, 33, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	E-UTRA Band 38
	2570
	- 
	2620
	-50
	1
	Note 3

	8
	E-UTRA Band  1, 8, 7, 33, 34, 38, 39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	E-UTRA band 3
	1805
	- 
	1830
	-50
	1
	Note 4

	
	E-UTRA band 3
	1805
	- 
	1880
	-36
	0.1
	Note 2,4

	
	E-UTRA band 3
	1830
	- 
	1880
	-50
	1
	Note 4

	
	E-UTRA band 7
	2640
	-
	2690
	 -50
	1
	Note 4

	
	E-UTRA band 7
	2640
	- 
	2690
	-36
	0.1
	Note 2,4

	9
	E-UTRA Band  1, 9, 11, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note7 

	
	
	1884.5
	-
	1915.7
	
	
	Note8 

	10
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	11
	E-UTRA Band  1, 9, 11, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note7 

	
	
	1884.5
	-
	1915.7
	
	
	Note8 

	12
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low
	-
	FDL_high
	-50
	1
	

	13
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	763
	-
	775
	-35
	0.00625
	 

	14
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	 
	Frequency range
	763
	-
	775
	-35
	0.00625
	 

	17
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low
	-
	FDL_high
	-50
	1
	

	18
	E-UTRA Band  1, 9, 11, 34
	FDL_low  
	
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	
	895
	-40
	1
	

	
	Frequency range
	1884.5
	
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	
	1915.7
	
	
	Note8

	19
	E-UTRA Band  1, 9, 11, 34
	FDL_low  
	
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	
	895
	-40
	1
	Note9

	
	Frequency range
	1884.5
	
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	
	1915.7
	
	
	Note8

	 
	 
	 
	 
	 
	 
	 
	 

	33
	E-UTRA Band  1, 3,  8, 34, 38, 39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	Note 5

	34
	E-UTRA Band  1, 3, 7, 8, 9, 11, 33, 38,39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	Note 5

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range 
	1884.5
	-
	1919.6
	-41
	0.3
	Note7 

	
	
	1884.5
	-
	1915.7
	
	
	Note8 

	35
	
	
	
	
	
	
	

	36
	
	
	
	
	
	
	

	37
	
	
	-
	
	
	
	 

	38
	E-UTRA Band 1,3, 33, 34
	FDL_low  
	-
	FDL_high
	-50
	1
	 

	39
	E-UTRA Band 34, 40
	FDL_low  
	-
	FDL_high
	-50
	1
	 

	40
	E-UTRA Band 1, 3, 33, 34, 39 
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	NOTE 1: FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.2-1

NOTE 2: As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1.3-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd or 3rd harmonic spurious emissions.  An exception is allowed if there is at least one individual RE within the transmission bandwidth (see Figure 5.4.2-1) for which the 2nd or 3rd harmonic, i.e. the frequency equal to two or three times the frequency of that RE, is within the measurement bandwidth.

NOTE 3: To meet these requirements some restriction will be needed for either the operating band or protected band

NOTE 4: Requirements are specified in terms of E-UTRA sub-bands

NOTE 5: For non synchronised TDD operation to meet these requirements some restriction will be needed for either the operating band or protected band

NOTE 6: Applicable when NS_05 in section 6.6.3.3.3.1 is signalled by the network.

NOTE 7: Applicable when co-existence with PHS system operating in 1884.5 -1919.6MHz.

NOTE 8: Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz.

NOTE 9: Applicable when NS_08 in section 6.6.3.3.3.3 is signalled by the network


NOTE: Bands 1,6,9,11,34 in the tables shall be reviewed after June 2012 because of PHS band operation change
The normative reference for this requirement is TS 36.101 [2] subclause 6.6.3.2.

6.6.3.2.4
Test description

6.6.3.2.4.1
Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 5.4.2.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in Table 6.6.3.2.4.1-1. The details of the downlink and uplink reference measurement channels (RMCs) are specified in Annexes A.3 and A.2 respectively. 

Table 6.6.3.2.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment

(as specified in TS 36.508 [7] subclause 4.1)
	NC

	Test Frequencies

(as specified in TS36.508 [7] subclause 4.3.1)
	Low range, Mid range, High range

	Test Channel Bandwidths

(as specified in TS 36.508 [7] subclause 4.3.1)
	Lowest, 5MHz, Highest

	Test Parameters for Channel Bandwidths

	
	Downlink Configuration
	Uplink Configuration

	Ch BW
	Mod’n
	RB allocation
	Mod’n
	RB allocation

	
	
	FDD
	TDD
	
	FDD
	TDD

	1.4MHz
	QPSK 
	6
	[FFS]
	QPSK 
	Full
	[FFS]

	1.4MHz
	QPSK 
	6
	[FFS]
	QPSK 
	1
	[FFS]

	3MHz
	QPSK 
	4
	[FFS]
	QPSK 
	Full
	[FFS]

	3MHz
	QPSK 
	4
	[FFS]
	QPSK 
	1
	[FFS]

	5MHz
	QPSK 
	8
	[FFS]
	QPSK 
	Full
	[FFS]

	5MHz
	QPSK 
	8
	[FFS]
	QPSK 
	1
	[FFS]

	10MHz
	QPSK 
	16
	[FFS]
	QPSK 
	Full
	[FFS]

	10MHz
	QPSK 
	16
	[FFS]
	QPSK 
	1
	[FFS]

	15MHz
	QPSK 
	25
	[FFS]
	QPSK 
	Full
	[FFS]

	15MHz
	QPSK 
	25
	[FFS]
	QPSK 
	1
	[FFS]

	20MHz
	QPSK 
	30
	[FFS]
	QPSK 
	Full
	[FFS]

	20MHz
	QPSK 
	30
	[FFS]
	QPSK 
	1
	[FFS]

	Note 1: Test Channel Bandwidths are checked separately for each E-UTRA band, which applicable channel bandwidths are specified in Table 5.4.2.1-1.
Note 2. The 1 RB allocation shall be tested at both RB #0 and RB #max.


1.
Connect the SS to the UE to the UE antenna connectors as shown in Figure TS 36.508 [7] Annex A, Figure A1.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3.
Downlink signals are initially set up according to Annex C.3.0.

4.
The UL and DL Reference Measurement channels are set according to Table 6.6.3.2.4.1-1.

5.
Propagation conditions are set according to Annex B.0.
6.
Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS. Message contents are defined in clause 6.6.3.2.4.3.

6.6.3.2.4.2
Test procedure

1. Send continuous uplink power control “up” commands to the UE to ensure that the UE transmits at its maximum power.
2. Sweep the spectrum analyzer (or equivalent equipment) over a frequency range and measure the average power of spurious emission.

6.6.3.2.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6.

6.6.3.2.5
Test requirement

The measured average power of spurious emission [in one active slot], derived in step 2, shall not exceed the described value in tables 6.6.3.2.5-1.


	
	

	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	








Table 6.6.3.2.5-1:
Spurious emission band UE co-existence limits
	E-UTRA   Band
	Spurious emission 

	
	Protected band
	Frequency range               (MHz)
	Level (dBm)
	Bandwidth (MHz)
	Comment

	1
	E-UTRA Band  1, 3, 7, 8, 9, 11, 34, 38, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note 6, 7

	
	
	1884.5
	-
	1915.7
	
	
	Note 6, 8

	
	E-UTRA band 33
	1900
	- 
	1920
	-50
	1
	Note 3

	
	E-UTRA band 39
	1880
	- 
	1920
	-50
	1
	Note 3

	2
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	3
	E-UTRA Band  1, 3, 7, 8, 9, 11, 33, 34, 38
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	4
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	5
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	6
	E-UTRA Band  1, 9, 11, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	875
	-37
	1
	

	
	Frequency range
	875
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note7 

	
	
	1884.5
	-
	1915.7
	
	
	Note8 

	7
	E-UTRA Band  1, 3, 7, 8, 33, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	E-UTRA Band 38
	2570
	- 
	2620
	-50
	1
	Note 3

	8
	E-UTRA Band  1, 8, 7, 33, 34, 38, 39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	E-UTRA band 3
	1805
	- 
	1830
	-50
	1
	Note 4

	
	E-UTRA band 3
	1805
	- 
	1880
	-36
	0.1
	Note 2,4

	
	E-UTRA band 3
	1830
	- 
	1880
	-50
	1
	Note 4

	
	E-UTRA band 7
	2640
	-
	2690
	 -50
	1
	Note 4

	
	E-UTRA band 7
	2640
	- 
	2690
	-36
	0.1
	Note 2,4

	9
	E-UTRA Band  1, 9, 11, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note7 

	
	
	1884.5
	-
	1915.7
	
	
	Note8 

	10
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	11
	E-UTRA Band  1, 9, 11, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note7 

	
	
	1884.5
	-
	1915.7
	
	
	Note8 

	12
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low
	-
	FDL_high
	-50
	1
	

	13
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	763
	-
	775
	-35
	0.00625
	 

	14
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	 
	Frequency range
	763
	-
	775
	-35
	0.00625
	 

	17
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low
	-
	FDL_high
	-50
	1
	

	18
	E-UTRA Band  1, 9, 11, 34
	FDL_low  
	
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	
	895
	-40
	1
	

	
	Frequency range
	1884.5
	
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	
	1915.7
	
	
	Note8

	19
	E-UTRA Band  1, 9, 11, 34
	FDL_low  
	
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	
	895
	-40
	1
	Note9

	
	Frequency range
	1884.5
	
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	
	1915.7
	
	
	Note8

	 
	 
	 
	 
	 
	 
	 
	 

	33
	E-UTRA Band  1, 3,  8, 34, 38, 39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	Note 5

	34
	E-UTRA Band  1, 3, 7, 8, 9, 11, 33, 38,39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	Note 5

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range 
	1884.5
	-
	1919.6
	-41
	0.3
	Note7 

	
	
	1884.5
	-
	1915.7
	
	
	Note8 

	35
	
	
	
	
	
	
	

	36
	
	
	
	
	
	
	

	37
	
	
	-
	
	
	
	 

	38
	E-UTRA Band 1,3, 33, 34
	FDL_low  
	-
	FDL_high
	-50
	1
	 

	39
	E-UTRA Band 34, 40
	FDL_low  
	-
	FDL_high
	-50
	1
	 

	40
	E-UTRA Band 1, 3, 33, 34, 39 
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	NOTE 1: FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.2-1

NOTE 2: As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1.3-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd or 3rd harmonic spurious emissions.  An exception is allowed if there is at least one individual RE within the transmission bandwidth (see Figure 5.4.2-1) for which the 2nd or 3rd harmonic, i.e. the frequency equal to two or three times the frequency of that RE, is within the measurement bandwidth.

NOTE 3: To meet these requirements some restriction will be needed for either the operating band or protected band

NOTE 4: Requirements are specified in terms of E-UTRA sub-bands

NOTE 5: For non synchronised TDD operation to meet these requirements some restriction will be needed for either the operating band or protected band

NOTE 6: Applicable when NS_05 in section 6.6.3.3.3.1 is signalled by the network.

NOTE 7: Applicable when co-existence with PHS system operating in 1884.5 -1919.6MHz.

NOTE 8: Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz.

NOTE 9: Applicable when NS_08 in section 6.6.3.3.3.3 is signalled by the network


NOTE: Bands 1,6,9,11,34 in the tables shall be reviewed after June 2012 because of PHS band operation change
6.6.3.3
Additional spurious emissions

6.6.3.3.1
Test purpose

To verify that UE transmitter does not cause unacceptable interference to other channels or other systems in terms of transmitter spurious emissions under the deployment scenarios where additional requirements are specified.

6.6.3.3.2
Test applicability

This test case applies to all types of E-UTRA UE release 8 and forward.

6.6.3.3.3
Minimum conformance requirements

6.6.3.3.3.1
Minimum conformance requirements (network signalled value "NS_05")

When "NS_05" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.3.1-1. This requirement also applies for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.1.3-1 from the edge of the channel bandwidth.

Table 6.6.3.3.3.1-1: Additional requirements (PHS) limits

	Frequency band
 (MHz)
	Channel bandwidth  / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	

	1884.5 f 1919.6
	-41
	-41
	-41
	-41
	-41
	-41
	300 KHz

	1884.5 f 1915.7*2
	-41
	-41
	-41
	-41
	-41
	-41
	300 KHz

	NOTE 1: Applicable when the edge of the assigned E-UTRA UL channel bandwidth frequency is larger than or equal to the upper edge of PHS band (1919.6MHz)+ 4 MHz + the Channel BW assigned. Operations below this point are for further study.

NOTE 2: Applicable when the edge of the assigned E-UTRA UL channel bandwidth frequency is larger than or equal to the upper edge of PHS band (1915.7 MHz) + 4 MHz + the Channel BW assigned. Operations below this point are for further study.


NOTE: Notes in the tables shall be reviewed after June 2012 because of PHS band operation change
The normative reference for this requirement is TS 36.101[2] subclause 6.6.3.3.1.

6.6.3.3.3.2
Minimum conformance requirements (network signalled value “NS_07")

When “NS 07” is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.3.2-1.

Table 6.6.3.3.3.2-1: Additional requirements 

	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	10 MHz


	

	763 ≤ f  ≤ 775
	[-60]
	6.25 kHz


The normative reference for this requirement is TS 36.101[2] subclause 6.6.3.3.2.
6.6.3.3.3.3
Minimum requirement (network signalled value “NS_08”)

When “NS 08” is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.3-1. This requirement also applies for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.1.3-1 from the edge of the channel bandwidth.

Table 6.6.3.3.3-1 Additional requirement

	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	5MHz
	10MHz
	15MHz
	

	860 ≤ f  ≤ 895
	-40
	-40
	-40
	1 MHz


6.6.3.3.4
Test description

6.6.3.3.4.1
Initial conditions
Table 6.6.3.3.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	Normal

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1


	Low range, Mid range, High range

For network signalled “NS_05” ,

For 5MHz channel bandwidth: the low range test frequencies to be tested are UL 1927.2MHz (N_UL = 18072), DL 2117.2MHz (N_DL = 72) and UL 1931.1MHz (N_UL = 18111) DL 2121.1 MHz (N_DL = 111)

For 20MHz channel bandwidth: low range test frequency is not used

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	Lowest, 5MHz, Highest

	Test Parameters for Channel Bandwidths

	
	Downlink Configuration
	Uplink Configuration

	Ch BW
	Mod’n
	RB allocation
	Mod’n
	RB allocation

	
	
	FDD
	TDD
	
	FDD
	TDD

	1.4MHz
	[FFS]
	[FFS]
	[FFS]
	QPSK 
	[FFS]
	[FFS]

	3MHz
	[FFS]
	[FSS[
	[FSS]
	QPSK
	[FFS]
	[FSS]

	5MHz
	[FFS]
	[FFS]
	[FFS]
	QPSK 
	[FFS]
	[FFS]

	10MHz
	[FFS]
	[FFS]
	[FFS]
	QPSK 
	[FFS]
	[FFS]

	15MHz
	[FFS]
	[FFS]
	[FFS]
	QPSK 
	[FFS]
	[FFS]

	20MHz
	[FFS]
	[FFS]
	[FFS]
	QPSK 
	[FFS]
	[FFS]

	Note 1. Test Channel Bandwidths are checked separately for each E-UTRA band, the applicable channel bandwidths are specified in Table 5.4.2.1-1.

Note 2. Low range frequencies for 5MHz channel bandwidth in case of network signalled “NS_05” shall be reviewed after June 2012 because of PHS band operation change.


1.
Connect the SS to the UE to the UE antenna connectors as shown in Figure TS 36.508 [7] Annex A, Figure A1.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3.
Downlink signals are initially set up according to Annex C.3.0.

4.
The UL and DL Reference Measurement channels are set according to Table 6.6.3.3.4.1-1.
5.
Propagation conditions are set according to Annex B.0.
6.
Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS. Message contents are defined in clause 6.6.3.3.4.3.

6.6.3.3.4.2
Test procedure

1. Send continuously uplink power control “up” commands to the UE to ensure that the UE transmits at its maximum power.
2. Sweep the spectrum analyzer (or equivalent equipment) over a frequency range and measure the average power of spurious emission.

6.6.3.3.4.3
Message contents

6.6.3.3.4.3.1
Message contents (network signalled value "NS_05")

Message contents are according to TS 36.508 [7] subclause 4.6, with the following exceptions:

1.  Information element additionalSpectrumEmission is set to NS_05. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario. 

Table 6.6.3.3.4.3.1-1: SystemInformationBlockType2 :Additional spurious emissions requirement
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	NS_05
	
	


6.6.3.3.4.3.2
Message contents (network signalled value “NS_07")
Message contents are according to TS 36.508 [7] subclause 4.6, with the following exceptions:

1.
Information element additionalSpectrumEmission is set to NS_07. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario. 

Table 6.6.3.3.4.3.2-1: SystemInformationBlockType2 :Additional spurious emissions requirement
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	NS_07
	
	


6.6.3.3.4.3.3
Message contents (network signalled value “NS_08")

Message contents are according to TS 36.508 [7] subclause 4.6, with the following exceptions:

1.
Information element additionalSpectrumEmission is set to NS_08. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario. 

Table 6.6.3.3.4.3.3-1: SystemInformationBlockType2 :Additional spurious emissions requirement
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	NS_08
	
	


6.6.3.3.5
Test requirement

6.6.3.3.5.1

Test requirement (network signalled value "NS_05")

The measured average power of spurious emission, derived in step 2, shall not exceed the described value in tables 6.6.3.3.5.1-1. This requirement also applies for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.1.3-1 from the edge of the channel bandwidth.
Table 6.6.3.3.5.1-1: Additional requirements (PHS) test requirements

	Frequency band
 (MHz)
	Channel bandwidth  / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	

	1884.5 f 1919.6
	-41
	-41
	-41
	-41
	-41
	-41 
	300 KHz

	1884.5 f 1915.7*2
	-41
	-41
	-41
	-41
	-41
	-41 
	300 KHz

	NOTE 1: Applicable when the edge of the assigned E-UTRA UL channel bandwidth frequency is larger than or equal to the upper edge of PHS band (1919.6 MHz) + 4 MHz + the Channel BW assigned. Operations below this point are for further study.

NOTE 2: Applicable when the edge of the assigned E-UTRA UL channel bandwidth frequency is larger than or equal to the upper edge of PHS band (1915.7 MHz) + 4 MHz + the Channel BW assigned. Operations below this point are for further study.


NOTE: Notes in the tables shall be reviewed after June 2012 because of PHS band operation change
6.6.3.3.5.2
Test requirement (network signalled value “NS_07")
The measured average power of spurious emission, derived in step 2, shall not exceed the described value in tables 6.6.3.3.5.2-1.
Table 6.6.3.3.5.2-1: Additional requirements (network signalled value “NS_07”)

	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	10 MHz


	

	763 ≤ f  ≤ 775
	[-60]
	6.25 kHz


6.6.3.3.5.3
Test requirement (network signalled value “NS_08")
The measured average power of spurious emission, derived in step 2, shall not exceed the described value in tables 6.6.3.3.5.3-1. This requirement also applies for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.1.3-1 from the edge of the channel bandwidth.
Table 6.6.3.3.5.3-1: Additional requirements (network signalled value “NS_08”)

	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	5MHz
	10MHz
	15MHz
	

	860 ≤ f  ≤ 895
	-40
	-40
	-40
	1 MHz
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