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Table 9.2.3.1.16.3.3-6: Message ATTACH REJECT (step 25, Table 9.2.3.1.16.3.2-1)

	Derivation path: 36.508 table 4.7.2.3

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	'00001100'B 
	#12 "Tracking area not allowed" 
	


<Start of new section>
9.2.3.1.26
 Normal tracking area update / abnormal case / TRACKING AREA UPDATE REJECT 
9.2.3.1.26.1
Test Purpose (TP)
(1)

with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { UE receives a TRACKING AREA UPDATE REJECT message with reject cause #95"semantically incorrect message" }

then { the UE set the tracking area updating attempt counter to 5, and initiate attach request until timer T3402 expired }

(2)

with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { UE receives a TRACKING AREA UPDATE REJECT message with reject cause #96" invalid mandatory information"  }

 then { the UE set the tracking area updating attempt counter to 5, and initiate attach request until timer T3402 expired }

 (3)

with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { UE receives a TRACKING AREA UPDATE REJECT message with reject cause #97"message type non-existent or not implemented" }

then { the UE set the tracking area updating attempt counter to 5, and initiate attach request until timer T3402 expired }

 (4)
with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { UE receives a TRACKING AREA UPDATE REJECT message with reject cause #99"information element non-existent or not implemented" }

 then { the UE set the tracking area updating attempt counter to 5, and initiate attach request until timer T3402 expired }

 (5)
with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { UE receives a TRACKING AREA UPDATE REJECT message with reject cause #111"protocol error, unspecified" }

 then { the UE set the tracking area updating attempt counter to 5, and initiate attach request until timer T3402 expired }

9.2.3.1.26.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: 3GPP TS 24.301 clauses 5.5.3.2.6 and annex B.2.

 [TS24.301 clause5.5.3.2.6]

If the tracking area updating cannot be accepted by the network, the MME sends a TRACKING AREA UPDATE REJECT message to the UE including an appropriate EMM cause value.

Upon receiving the TRACKING AREA UPDATE REJECT message, the UE shall stop timer T3430, stop any transmission of user data, and take the following actions depending on the EMM cause value received.
d)
TRACKING AREA UPDATE REJECT, other causes than those treated in subclause 5.5.3.2.5

Upon reception of the EMM causes #95, #96, #97, #99 and #111 the UE should set the tracking area updating attempt counter to 5. The UE shall proceed as described below.
If the tracking area updating attempt counter is equal to 5:

-
the UE shall start timer T3402, shall set the EPS update status to EU2 NOT UPDATED, shall delete the list of equivalent PLMNs and shall change to state EMM-REGISTERED.ATTEMPTING-TO-UPDATE or optionally to EMM-REGISTERED.PLMN-SEARCH in order to perform a PLMN selection according to 3GPP TS 23.122 [6].
[TS24.301 annex B.2]

Cause #95 – Semantically incorrect message


This ESM cause is used to report receipt of a message with semantically incorrect contents.

Cause #96 – Invalid mandatory information


This ESM cause indicates that the equipment sending this ESM cause has received a message with a non-semantical mandatory IE error.

Cause #97 – Message type non-existent or not implemented


This ESM cause indicates that the equipment sending this ESM cause has received a message with a message type it does not recognize either because this is a message not defined, or defined but not implemented by the equipment sending this ESM cause.

Cause #99 – Information element non-existent or not implemented


This ESM cause indicates that the equipment sending this ESM cause has received a message which includes information elements not recognized because the information element identifier is not defined or it is defined but not implemented by the equipment sending the ESM cause. However, the information element is not required to be present in the message in order for the equipment sending the ESM cause to process the message.

Cause #111 – Protocol error, unspecified


This ESM cause is used to report a protocol error event only when no other ESM cause in the protocol error class applies.
9.2.3.1.26.3
Test description

9.2.3.1.26.3.1
Pre-test conditions

System Simulator:

-
Cell A and Cell B are configured according to Table 6.3.2.2-1 in [18].
Preamble:

-
UE is in state Registered, Idle Mode (state 2) on Cell A according to [18].
9.2.3.1.26.3.2
Test procedure sequence

Table 9.2.3.1.26.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	Set the cell type of cell A to the ''Non-Suitable cell''. 
Set the cell type of cell B to the ''Serving cell''.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell B.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause  #95"semantically incorrect message" as specified.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	-
	-
	-
	-

	5
	Check: Does the UE transmit an ATTACH REQUEST message on cell B until T3402 timeout?
	-->
	ATTACH REQUEST
	1
	P

	-
	EXCEPTION: Steps 6a1 to 6a2 describe behaviour that depends on UE configuration; the "lower case letter" identifies a step sequence that take place if the UE has ESM information which needs to be transferred.
	-
	-
	
	

	6a1
	IF the UE sets the ESM information transfer flag in the last PDN CONNECTIVITY REQUEST message THEN the SS transmits an ESM INFORMATION REQUEST message to initiate exchange of protocol configuration options and/or APN.
	<--
	ESM INFORMATION REQUEST
	
	

	6a2
	The UE transmits an ESM INFORMATION RESPONSE message to transfer protocol configuration options and/or APN.
	-->
	ESM INFORMATION RESPONSE
	
	

	7
	SS responds with ATTACH ACCEPT message. The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in ATTACH ACCEPT message
	<--
	ATTACH ACCEPT
	-
	-

	8
	The UE transmits an ATTACH COMPLETE message including an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message
	-->
	ATTACH COMPLETE
	-
	-

	9
	Set the cell type of cell B to the ''Non-Suitable cell''. 
Set the cell type of cell A to the ''Serving cell''.
	-
	-
	-
	-

	10
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell A.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	11
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause   #96" invalid mandatory information" as specified.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	12
	The SS releases the RRC connection.
	-
	-
	-
	-

	13
	Check: Does the UE transmit an ATTACH REQUEST message on cell A until T3402 timeout?
	-->
	ATTACH REQUEST
	2
	   P

	-
	EXCEPTION: Steps 14a1 to 14a2 describe behaviour that depends on UE configuration; the "lower case letter" identifies a step sequence that take place if the UE has ESM information which needs to be transferred.
	-
	-
	
	

	14a1
	IF the UE sets the ESM information transfer flag in the last PDN CONNECTIVITY REQUEST message THEN the SS transmits an ESM INFORMATION REQUEST message to initiate exchange of protocol configuration options and/or APN.
	<--
	ESM INFORMATION REQUEST
	
	

	14a2
	The UE transmits an ESM INFORMATION RESPONSE message to transfer protocol configuration options and/or APN.
	-->
	ESM INFORMATION RESPONSE
	
	

	15
	SS responds with ATTACH ACCEPT message. The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in ATTACH ACCEPT message
	<--
	ATTACH ACCEPT
	-
	-

	16
	The UE transmits an ATTACH COMPLETE message including an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message
	-->
	ATTACH COMPLETE
	-
	-

	17
	Set the cell type of cell A to the ''Non-Suitable cell''. 
Set the cell type of cell B to the ''Serving cell''.
	-
	-
	-
	-

	18
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell B.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	19
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause  #97"message type non-existent or not implemented".
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	20
	The SS releases the RRC connection.
	-
	-
	-
	-

	21
	Check: Does the UE transmit an ATTACH REQUEST message on cell B until T3402 timeout?
	-->
	ATTACH REQUEST
	3
	   P

	-
	EXCEPTION: Steps 22a1 to 22a2 describe behaviour that depends on UE configuration; the "lower case letter" identifies a step sequence that take place if the UE has ESM information which needs to be transferred.
	-
	-
	
	

	22a1
	IF the UE sets the ESM information transfer flag in the last PDN CONNECTIVITY REQUEST message THEN the SS transmits an ESM INFORMATION REQUEST message to initiate exchange of protocol configuration options and/or APN.
	<--
	ESM INFORMATION REQUEST
	
	

	22a2
	The UE transmits an ESM INFORMATION RESPONSE message to transfer protocol configuration options and/or APN.
	-->
	ESM INFORMATION RESPONSE
	
	

	23
	SS responds with ATTACH ACCEPT message. The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in ATTACH ACCEPT message
	<--
	ATTACH ACCEPT
	-
	-

	24
	The UE transmits an ATTACH COMPLETE message including an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message
	-->
	ATTACH COMPLETE
	-
	-

	25
	Set the cell type of cell B to the ''Non-Suitable cell''. 

Set the cell type of cell A to the ''Serving cell''.
	-
	-
	-
	-

	26
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell A.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	27
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause  #99"information element non-existent or not implemented" as specified.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	28
	The SS releases the RRC connection.
	-
	-
	-
	-

	29
	Check: Does the UE transmit an ATTACH REQUEST message on cell A until T3402 timeout?

	-->
	ATTACH REQUEST
	4
	   P

	-
	EXCEPTION: Steps 30a1 to 30a2 describe behaviour that depends on UE configuration; the "lower case letter" identifies a step sequence that take place if the UE has ESM information which needs to be transferred.
	-
	-
	
	

	3a01
	IF the UE sets the ESM information transfer flag in the last PDN CONNECTIVITY REQUEST message THEN the SS transmits an ESM INFORMATION REQUEST message to initiate exchange of protocol configuration options and/or APN.
	<--
	ESM INFORMATION REQUEST
	
	

	30a2
	The UE transmits an ESM INFORMATION RESPONSE message to transfer protocol configuration options and/or APN.
	-->
	ESM INFORMATION RESPONSE
	
	

	31
	SS responds with ATTACH ACCEPT message. The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in ATTACH ACCEPT message
	<--
	ATTACH ACCEPT
	-
	-

	32
	The UE transmits an ATTACH COMPLETE message including an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message
	-->
	ATTACH COMPLETE
	-
	-

	33
	Set the cell type of cell A to the ''Non-Suitable cell''. 

Set the cell type of cell B to the ''Serving cell''.
	-
	-
	-
	-

	34
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell B.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	35
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause = #111"protocol error, unspecified"  as specified.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	36
	The SS releases the RRC connection.
	-
	-
	-
	-

	37
	Check: Does the UE transmit an ATTACH REQUEST message on cell B until T3402 timeout?
	-->
	ATTACH REQUEST
	5
	  P

	-
	EXCEPTION: Steps 38a1 to 38a2 describe behaviour that depends on UE configuration; the "lower case letter" identifies a step sequence that take place if the UE has ESM information which needs to be transferred.
	-
	-
	
	

	38a1
	IF the UE sets the ESM information transfer flag in the last PDN CONNECTIVITY REQUEST message THEN the SS transmits an ESM INFORMATION REQUEST message to initiate exchange of protocol configuration options and/or APN.
	<--
	ESM INFORMATION REQUEST
	
	

	38a2
	The UE transmits an ESM INFORMATION RESPONSE message to transfer protocol configuration options and/or APN.
	-->
	ESM INFORMATION RESPONSE
	
	

	39
	SS responds with ATTACH ACCEPT message. The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in ATTACH ACCEPT message
	<--
	ATTACH ACCEPT
	
	

	40
	The UE transmits an ATTACH COMPLETE message including an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message
	-->
	ATTACH COMPLETE
	
	


9.2.3.1.26.3.3
Specific message contents
Table 9.2.3.1.26.3.3-1: Message TRACKING AREA UPDATE REJECT (step 3, Table 9.2.3.1.26.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	01011111
	#95 "semantically incorrect message "
	


Table 9.2.3.1.26.3.3-2: Message TRACKING AREA UPDATE REJECT (step 11, Table 9.2.3.1.26.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	01100000
	#96 " invalid mandatory information "
	


Table 9.2.3.1.26.3.3-3: Message TRACKING AREA UPDATE REJECT (step 19, Table 9.2.3.1.26.3.2-1)
	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	01100001
	#97 " message type non-existent or not implemented "
	


Table 9.2.3.1.26.3.3-2: Message TRACKING AREA UPDATE REJECT (step 27, Table 9.2.3.1.26.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	01100011
	#99 " information element non-existent or not implemented "
	


Table 9.2.3.1.26.3.3-2: Message TRACKING AREA UPDATE REJECT (step 35, Table 9.2.3.1.26.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	01101111
	#111 " protocol error, unspecified "
	


Table 9.2.3.1.26.3.3-3: Message ATTACH ACCEPT (in the preamble, and step 7, 15, 23, 31, 39 of table 9.2.3.1.26.3.2-1)

	Derivation path: 36.508 table 4.7.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	T3402 value
	1 minute
	The default value is 12 minutes, use 1 minute to shorten the whole TC execute time
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