Page 1



3GPP TSG-RAN WG5 Meeting #44 
(
R5-094369
Shenzhen, China, 24th – 28th August 2009

	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	36.523-1
	CR
	CRNum
	(

rev
	-
	(

Current version:
	8.2.1
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	GCF Priority 2 - Updates to E-UTRAN test case 6.1.2.7

	
	

	Source to WG:
(

	Anritsu

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	LTE-UEConTest_SIG
	
	Date: (

	13/08/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	1. The Specific Message Content section does not fully follow the RAN5 prose specification requirements. 

2. In the Main Behaviour Table at step 11: The UE might re-select to Cell 1 from Cell 13 before the UE reaches the RRC_CONNECTED state for performing the TAU procedure on Cell 13, because Cell 1 is better ranked. Step 11 is not reliable and might fail a conformant UE.

3. In the Specific Message Content section, some IE names have been changed in the RRC ASN.1 from Mar’09.

4. In the Main Behaviour Table, when the UE reselects to an equivalent PLMN, the wording of the generic procedure check is aligned with RAN5 agreed wording.
5. Editorial corrections.


	
	

	Summary of change:
(

	1. The following changes are made in Specific Message Content section 6.1.2.7.3.3:
a. Table 6.1.2.7.3.3-2: Split specific message contents for TAU ACCEPT in 3 tables, one per cell.

b. Table 6.1.2.7.3.3-7: Develop all entries of interFreqCarrierFreqList in SIB5, provide the value for Cell 13 priority ("default" is kept as comment) and remove "Cell 12" in the condition column since this is for Cell 12 only.

2. SIB5 of Cell 13 is modified to omit the reselection priority of Cell 1 frequency (thus preventing reselection from Cell 13 to Cell 1), new Specific Message Content Table 6.1.2.7.3.3-7 for Cell13’s SIB5 is added. Steps 13/14 are removed from the sequence, this does not affect the verification of the Test Purposes.

3. In the Specific Message Content section:

- for SIB1 messages, cellAccessRelatedInformation is replaced by cellAccessRelatedInfo. 

- for Paging message, etws-PrimaryNotificationIndication is replaced by etws-Indication.

4. In the Main Behaviour Table, at steps 3, 5 & 11:

- the following sentence is used: “Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7 indicate that the UE is camped on E-UTRAN Cell X?”.

- it is clarified that within the procedure, the TAU ACCEPT message contains a non-empty PLMN Equivalent list.
5. a. In the procedure sequence, a short explanation of what is changed is added in step 9 (Cell 12 becomes barred), so that readability is improved. 

b. Table 6.1.2.7.3.1-1: Dark borders were missing. 

c. Section 6.1.2.7.3.2: One sentence is removed, since in this test case we do not use the default power levels specified in TS 36.508 Table 6.2.2.1-1.


	
	

	Consequences if 
(

not approved:
	Test case 6.1.2.7 prose is not following RAN5 prose specification requirements. The test case might fail a conformant UE.


	
	

	Clauses affected:
(

	6.1.2.7

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	Re-submission for R5-093574 from RAN5#43bis


6.1.2.7
Cell reselection: Equivalent PLMN

6.1.2.7.1
Test Purpose (TP)

(1)

with { UE camped normally on a cell and network has downloaded a list of equivalent PLMNs during the Location Registration procedure }

ensure that {

  when { a suitable neighbour cell on an equivalent PLMN becomes better ranked than the suitable Serving cell }

    then { UE reselects to this equivalent PLMN cell. }

            }

(2)

with { UE camped normally on a cell and network has downloaded a list of equivalent PLMNs during the Location Registration procedure }

ensure that {

  when { the Serving cell becomes unsuitable due to S<0 and a suitable cell exists on an equivalent PLMN }

    then { UE reselects to this equivalent PLMN cell. }

            }

(3)

with { UE camped normally on a cell and network has downloaded a list of equivalent PLMNs during the Location Registration procedure }

ensure that {

  when { the Serving cell becomes unsuitable due to cell barring and a suitable cell exists on an equivalent PLMN }

    then { UE reselects to this equivalent PLMN cell. }

            }

(4)

with { UE camped normally on a cell and network has downloaded a list of equivalent PLMNs during the Location Registration procedure }

ensure that {

  when { the UE evaluates cells for reselection }

    then { UE ignores suitable cells for which the UE has no reselection priority provided. }

            }

6.1.2.7.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.304 clause 5.2.4.1, TS 23.122 clause 4.4.3.

[TS 36.304, clause 5.2.4.1]

...

UE shall only perform reselection evaluation for E-UTRAN frequencies and inter-RAT frequencies that are given in system information and for which the UE has a priority provided.

...

[TS 23.122, clause 4.4.3]

...

The Mobile Equipment stores a list of "equivalent PLMNs". This list is replaced or deleted at the end of each location update procedure, routing area update procedure and GPRS attach procedure. The stored list consists of a list of equivalent PLMNs as downloaded by the network plus the PLMN code of the registered PLMN that downloaded the list. All PLMNs in the stored list, in all access technologies supported by the PLMN, are regarded as equivalent to each other for PLMN selection, cell selection/re-selection and handover.

...

6.1.2.7.3
Test description

6.1.2.7.3.1
Pre-test conditions

System Simulator

-
Three inter-frequency multi-PLMN cells as specified in TS36.508 clause 4.4.1.2 are configured broadcasting default NAS parameters as indicated in TS 36.508 Table 4.4.2-2.

-
The PLMNs are identified in the test by the identifiers in Table 6.1.2.7.3.1-1.

Table 6.1.2.7.3.1-1: PLMN identifiers

	Cell
	PLMN name

	1
	PLMN1

	12
	PLMN2

	13
	PLMN3


-
All cells are high quality. 

-
All cells are suitable cells. 

UE

-
The UE is in Automatic PLMN selection mode.

-
The UE is equipped with a USIM containing default values (as per TS 36.508) except for those listed in Table 6.1.2.7.3.1-2.

Table 6.1.2.7.3.1-2: USIM configuration

	USIM field
	Priority
	Value
	Access Technology Identifier

	EFLOCI
	
	PLMN1 (See pre-amble)
	

	EFUST
	
	Service 74 is supported. Service 71 is not supported (there is no EHPLMN list).
	


Preamble

-
The UE is registered on PLMN1 (Cell 1) using the procedure described in TS 36.508 clause 4.5.2.3 except that the ATTACH ACCEPT message indicates PLMN3 in the Equivalent PLMN list as described in Table 6.1.2.7.3.3-1.

-
The UE is in state Registered, Idle Mode (State 2) on Cell 1 according to [18].

6.1.2.7.3.2
Test procedure sequence

Table 6.1.2.7.3.2–1 shows the cell configurations used during the test. The configuration T0 indicates the initial conditions. Subsequent configurations marked “T1” and “T2” are applied at the points indicated in the Main behaviour description in Table 6.1.2.7.3.2-2. 
Table 6.1.2.7.3.2-1: Cell configuration changes over time
	 
	Parameter
	Unit
	Cell 1
	Cell 12
	Cell 13
	Remarks

	T0
	RS EPRE
	dBm/15kHz
	-67
	-82
	-97
	All cells S>0

	
	Cell status
	N/A
	cellBarred= notBarred
	cellBarred= notBarred
	cellBarred= notBarred
	No cells are barred

	T1
	RS EPRE
	dBm/15kHz
	-115
	-82
	-97
	Cell 1 S < 0 as described in TS 36.508 clause 6.2.2.1

	
	Cell status
	N/A
	cellBarred= notBarred
	cellBarred= notBarred
	cellBarred= notBarred
	No cells are barred

	T2
	RS EPRE
	dBm/15kHz
	-67
	-82
	-97
	All cells S>0

	
	Cell status
	N/A
	cellBarred= notBarred
	cellBarred= barred
	cellBarred= notBarred
	The Serving cell, Cell 12, becomes barred

	Note 1:
The default values (including “not present”) for all other parameters influencing cell reselection are suitable for this test. The values are defined in TS 36.508 clauses 4.4.3.2 and 4.4.3.3.


Table 6.1.2.7.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Check: Does the UE initiate a random access within the next [100 seconds]?
	-
	-
	1
	F

	2
	SS adjusts cell levels and cell status according to row T1 of table 6.1.2.7.3.2-1.
	-
	-
	-
	-

	3
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7 indicate that the UE is camped on E-UTRAN Cell 13? 

NOTE: The UE performs a TAU procedure with PLMN1 and PLMN2 listed as an Equivalent PLMN in the TRACKING AREA UPDATE ACCEPT message, and the RRC connection is released. 
	-
	-
	2
	-

	4
	Check: Is PLMN3 indicated by the UE?
	-
	-
	2
	P

	5
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7 indicate that the UE is camped on E-UTRAN Cell 12? 

NOTE: The UE performs a TAU procedure with PLMN1 and PLMN3 listed as an Equivalent PLMN in the TRACKING AREA UPDATE ACCEPT message, and the RRC connection is released. 
	-
	-
	1
	-

	6
	Check: Is PLMN2 indicated by the UE?
	-
	-
	1
	P

	7
	SS adjusts cell levels and cell status according to row T0 of table 6.1.2.7.3.2-1.
	-
	-
	-
	-

	8
	Check: Does the UE initiate a random access within the next [100 seconds]?
	-
	-
	1,4
	F

	9
	SS adjusts cell levels and cell status according to row T2 of table 6.1.2.7.3.2-1.
Cell 12 becomes barred.
	-
	-
	-
	-

	10
	Notify UE of change of System Information.
	<--
	Paging
	-
	-

	11
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7 indicate that the UE is camped on E-UTRAN Cell 13? 

NOTE: The UE performs a TAU procedure with PLMN1 and PLMN2 listed as an Equivalent PLMN in the TRACKING AREA UPDATE ACCEPT message, and the RRC connection is released.
	-
	-
	3,4
	-

	12
	Check: Is PLMN3 indicated by the UE?
	-
	-
	3,4
	P

	
	

	
	
	
	

	
	
	
	
	
	

	Note 1:
In Steps 1 and 8, a wait time long enough to ensure that the UE has detected, measured and evaluated the neighbour inter-frequency cells is provided, see 36.133 clause 4.2.2.4.


Note 2:
In Step 11, the UE moves to Cell 13 because no reselection priority is defined for Cell 1, see Table 6.1.2.7.3.3-6.


6.1.2.7.3.3
Specific message contents
Table 6.1.2.7.3.3-1: ATTACH ACCEPT for Cell 1 (preamble)

	Derivation path: 36.508 Table 4.7.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	Equivalent PLMNs
	PLMN3
	
	


Table 6.1.2.7.3.3-2: TRACKING AREA UPDATE ACCEPT for Cell 13 (steps 3 & 11, Table 6.1.2.7.3.2-2)

	Derivation path: 36.508 Table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	Equivalent PLMNs
	PLMN1, 2
	
	

	
	
	
	

	
	
	
	


Table 6.1.2.7.3.3-3: TRACKING AREA UPDATE ACCEPT for Cell 12 (step 5, Table 6.1.2.7.3.2-2)

	Derivation path: 36.508 Table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	Equivalent PLMNs
	PLMN1, 3
	
	


Table 6.1.2.7.3.3-4: SystemInformationBlockType1 for Cell 12 (step 9, Table 6.1.2.7.3.2-2)
	Derivation path: 36.508 Table 4.4.3.2-3

	Information Element
	Value/Remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInfo SEQUENCE {
	
	
	

	    cellBarred
	barred
	
	

	  }
	
	
	

	}
	
	
	


Table 6.1.2.7.3.3-5: Paging for Cell 12 (step 10, Table 6.1.2.7.3.2-2)
	Derivation path: 36.508 Table 4.6.1-7

	Information Element
	Value/Remark
	Comment
	Condition

	Paging ::= SEQUENCE {
	
	
	

	  pagingRecordList 
	Not present
	
	

	  systemInfoModification 
	true
	
	

	  etws-Indication
	Not present
	
	

	  nonCriticalExtension SEQUENCE {}
	Not present
	
	

	}
	
	
	


Table 6.1.2.7.3.3-6: SystemInformationBlockType5 for Cell 12 (preamble and all steps, Table 6.1.2.7.3.2-2)
	Derivation path: 36.508 Table 4.4.3.3-4

	Information Element
	Value/Remark
	Comment
	Condition

	SystemInformationBlockType5 ::= SEQUENCE {
	
	
	

	  interFreqCarrierFreqList SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	2 entries
	
	

	    dl-CarrierFreq[1]
	Same downlink EARFCN as used for Cell 1
	
	

	    cellReselectionPriority[1]
	Not present
	UE does not have a priority for frequency of Cell 1
	

	    dl-CarrierFreq[2]
	Same downlink EARFCN as used for Cell 13
	
	

	    cellReselectionPriority[2]
	4
	Default priority
	

	  }
	
	
	

	}
	
	
	


Table 6.1.2.7.3.3-7: SystemInformationBlockType5 for Cell 13 (preamble and all steps, Table 6.1.2.7.3.2-2)
	Derivation path: 36.508 Table 4.4.3.3-4

	Information Element
	Value/Remark
	Comment
	Condition

	SystemInformationBlockType5 ::= SEQUENCE {
	
	
	

	  interFreqCarrierFreqList SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	2 entries
	
	

	    dl-CarrierFreq[1]
	Same downlink EARFCN as used for Cell 1
	
	

	    cellReselectionPriority[1]
	Not present
	UE does not have a priority for frequency of Cell 1
	

	    dl-CarrierFreq[2]
	Same downlink EARFCN as used for Cell 12
	
	

	    cellReselectionPriority[2]
	4
	Default priority
	

	  }
	
	
	

	}
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