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9.1.3
Default RRC Message Contents for MBSFN (TDD)

Contents of MBMS GENERAL INFORMATION message: UM (3.84 Mcps TDD)

	Information Element
	Condition
	Value/remark
	Version

	Message type
	
	
	Rel-6

	MBMS preferred frequency information
	
	Not Present
	Rel-6

	MBMS timers and counters
	
	
	Rel-6

	      - T318
	
	Not Present (MD)
	

	MICH configuration information
	
	
	Rel-6

	      - MICH Power offset
	
	0dB
	

	      - CHOICE mode
	
	TDD
	

	        - Timeslot Number
	
	0
	

	        - Midamble shift and burst type
	
	
	

	          - CHOICE TDD option
	
	3.84 Mcps
	

	              - CHOICE Burst Type
	
	MBSFN Burst Type
	Rel-7

	        - CHOICE TDD option
	
	3.84 Mcps TDD
	

	             - Channelisation code
	
	16/1
	

	        - Repetition period/length
	
	(16,2)
	

	        - Offset
	
	14
	

	        - MBMS Notification indicator length
	
	Not Present (MD - default value  = 4)
	

	Cell group identity
	
	‘000000000001’
	Rel-6

	Default MSCH configuration information
	
	Not Present
	Rel-6

	Indicate changes in MBMS Selected Services
	
	Not Present (MD - default value = FALSE)
	Rel-6

	MBSFN inter frequency neighbour list
	
	
	Rel-7

	      - MBSFN frequency
	
	
	

	        - CHOICE mode
	
	TDD
	

	          - UARFCN (Nt)
	A1
	Refer to clause 5.1 "Test frequencies" for frequency "f2"
	

	          - UARFCN (Nt)
	A2
	Refer to clause 5.1 "Test frequencies" for frequency "f1"
	

	      - CHOICE MBSFN services notification
	
	MBSFN services notified
	

	        - no data
	
	
	


	Condition
	Explanation

	A1
	This IE is needed for cells on frequency "f1" (by default Cell 31, Cell 32, Cell 37 and Cell 38)

	A2 
	This IE is needed for cells on frequency "f2" (by default Cell 33, Cell 34, Cell 35 and Cell 36)


Contents of MBMS GENERAL INFORMATION message: UM (1.28 Mcps TDD)

	Information Element
	Condition
	Value/remark
	Version

	Message type
	
	
	Rel-6

	MBMS preferred frequency information
	
	Not Present
	Rel-6

	MBMS timers and counters
	
	
	Rel-6

	      - T318
	
	Not Present (MD)
	

	MICH configuration information
	
	
	Rel-6

	      - MICH Power offset
	
	0dB
	

	      - CHOICE mode
	
	TDD
	

	        - Timeslot Number
	
	1
	

	        - Midamble shift and burst type
	
	
	

	          - CHOICE TDD option
	
	1.28 Mcps
	

	              - Codes list
	
	
	Rel-7

	                - Channelisation code
	
	16/1
	

	                - MBSFN Special Time Slot
	
	TS7
	

	        - Repetition period/length
	
	(16,2)
	

	        - Offset
	
	14
	

	        - MBMS Notification indicator length
	
	Not Present (MD - default value  = 4)
	

	Cell group identity
	
	‘000000000001’
	Rel-6

	Default MSCH configuration information
	
	Not Present
	Rel-6

	Indicate changes in MBMS Selected Services
	
	Not Present (MD - default value = FALSE)
	Rel-6

	MBSFN inter frequency neighbour list
	
	
	Rel-7

	      - MBSFN frequency
	
	
	

	        - CHOICE mode
	
	TDD
	

	          - UARFCN (Nt)
	A1
	Refer to clause 5.1 "Test frequencies" for frequency "f2"
	

	          - UARFCN (Nt)
	A2
	Refer to clause 5.1 "Test frequencies" for frequency "f1"
	

	      - CHOICE MBSFN services notification
	
	MBSFN services notified
	

	        - no data
	
	
	


	Condition
	Explanation

	A1
	This IE is needed for cells on frequency "f1" (by default Cell 31, Cell 32, Cell 37 and Cell 38)

	A2 
	This IE is needed for cells on frequency "f2" (by default Cell 33, Cell 34, Cell 35 and Cell 36)


Contents of MBMS GENERAL INFORMATION message: UM (7.68 Mcps TDD)

	Information Element
	Condition
	Value/remark
	Version

	Message type
	
	
	Rel-6

	MBMS preferred frequency information
	
	Not Present
	Rel-6

	MBMS timers and counters
	
	
	Rel-6

	      - T318
	
	Not Present (MD)
	

	MICH configuration information
	
	
	Rel-6

	      - MICH Power offset
	
	0dB
	

	      - CHOICE mode
	
	TDD
	

	        - Timeslot Number
	
	0
	

	        - Midamble shift and burst type
	
	
	

	          - CHOICE TDD option
	
	7.68 Mcps
	

	              - CHOICE Burst Type
	
	MBSFN Burst Type
	Rel-7

	        - CHOICE TDD option
	
	7.68 Mcps TDD
	

	             - Channelisation code
	
	32/1
	

	        - Repetition period/length
	
	(16,2)
	

	        - Offset
	
	14
	

	        - MBMS Notification indicator length
	
	Not Present (MD - default value  = 4)
	

	Cell group identity
	
	‘000000000001’
	Rel-6

	Default MSCH configuration information
	
	Not Present
	Rel-6

	Indicate changes in MBMS Selected Services
	
	Not Present (MD - default value = FALSE)
	Rel-6

	MBSFN inter frequency neighbour list
	
	
	Rel-7

	      - MBSFN frequency
	
	
	

	        - CHOICE mode
	
	TDD
	

	          - UARFCN (Nt)
	A1
	Refer to clause 5.1 "Test frequencies" for frequency "f2"
	

	          - UARFCN (Nt)
	A2
	Refer to clause 5.1 "Test frequencies" for frequency "f1"
	

	      - CHOICE MBSFN services notification
	
	MBSFN services notified
	

	        - no data
	
	
	


	Condition
	Explanation

	A1
	This IE is needed for cells on frequency "f1" (by default Cell 31, Cell 32, Cell 37 and Cell 38)

	A2 
	This IE is needed for cells on frequency "f2" (by default Cell 33, Cell 34, Cell 35 and Cell 36)


Contents of MBMS GENERAL INFORMATION message: UM (3.84 Mcps TDD IMB)
	Information Element
	Condition
	Value/remark
	Version

	Message type
	 
	 
	Rel-6

	MBMS preferred frequency information
	 
	Not Present
	Rel-6

	MBMS timers and counters
	 
	 
	Rel-6

	      - T318
	 
	Not Present (MD)
	Rel-6

	MICH configuration information
	 
	 
	Rel-6

	      - MICH Power offset
	 
	-5dB
	Rel-6

	      - CHOICE Mode
	 
	3.84 Mcps TDD MBSFN IMB
	Rel-6

	            - Channelisation code
	 
	Reference to clause 5.5.2.1 “Downlink physical channels code allocation for signalling (3.84 Mcps TDD IMB)”
	Rel-6

	            - Number of NI per frame
	 
	18
	Rel-6

	            - STTD indicator
	 
	FALSE
	Rel-6

	Cell group identity
	 
	‘000000000001’ ( cells with mid range UARFCN )
	Rel-6

	Default MSCH configuration information
	 
	Not Present
	Rel-6

	Indicate changes in MBMS Selected Services
	 
	Not Present (MD-default value = FALSE)
	Rel-6

	MBSFN inter frequency neighbour list
	 
	 
	 

	MBSFN inter frequency neighbour list
	 
	 
	Rel-7

	>MBSFN frequency
	 
	 
	Rel-7

	>>CHOICE mode
	 
	TDD
	Rel-7

	>>>UARFCN (Nt)
	A1
	Refer to clause 5.1 "Test frequencies" for frequency "f2"
	Rel-7

	>>>UARFCN (Nt)
	A2
	Refer to clause 5.1 "Test frequencies" for frequency "f1"
	Rel-7

	>IMB indication
	 
	TRUE
	Rel-8

	>CHOICE MBSFN services notification
	 
	MBSFN services notified
	Rel-7

	>> no data
	 
	 
	 


	Condition
	Explanation

	A1
	This IE is needed for cells on frequency "f1" (by default Cell 31)

	A2 
	This IE is needed for cells on frequency "f2" (by default Cell 33)


Contents of MBMS MODIFIED SERVICES INFORMATION message: UM

	Information Element
	Value/remark
	Version

	Message type
	
	Rel-6

	Modified service list
	1 entry per modified service - maximum 8. If no services are modified in the current modification period this IE is Not Present
	Rel-6

	    - MBMS Transmission identity
	
	

	      - MBMS Service ID
	
	

	        - MBMS Service ID
	Set to the value of the service ID being modified (e.g. ‘000001’)
	

	          - CHOICE PLMN identity
	SameAs-MIB
	

	            - no data
	
	

	      - MBMS Session ID
	‘01’
	

	    - MBMS required UE action
	Acquire PTM RB info
	

	    - MBMS preferred frequency
	Not Present
	

	    - Continue MCCH reading
	FALSE
	

	    - MBSFN cluster frequency
	Not Present (MD)
	Rel-7

	MBMS re- acquire MCCH
	Not Present
	Rel-6

	MBMS dynamic persistence level
	Not Present
	Rel-6

	End of modified MCCH information
	Not Present
	Rel-6

	MBMS number of neighbour cells
	0
	Rel-6

	MBMS all unmodified p-t-m services
	Not Present
	Rel-6

	MBMS p-t-m activation time
	Set to the 11 LSB of the first SFN of the next modification period.
	Rel-6

	MIB Value tag
	Not Present
	Rel-7


Contents of MBMS UNMODIFIED SERVICES INFORMATION message: UM (Mixed Local/National carrier)

	Information Element
	Value/remark
	Version

	Message type
	
	Rel-6

	Unmodified service list
	8 services by default. See NOTE 1. 
	Rel-6

	    - MBMS Transmission identity
	
	

	      - MBMS Service ID
	(National Service 5)
	

	        - MBMS Service ID
	Refer to clause 11.2.4 "MBSFN service availability"
	

	          - CHOICE PLMN identity
	SameAs-MIB
	

	            - no data
	
	

	      - MBMS Session ID
	Value set according to table for condition A1 or A2
	

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	

	    - MBMS preferred frequency
	Not Present
	

	    - MBSFN cluster frequency
	Not Present (MD)
	Rel-7

	    - MBMS Transmission identity
	
	

	      - MBMS Service ID
	(National Service 6)
	

	        - MBMS Service ID
	Refer to clause 11.2.4 "MBSFN service availability"
	

	          - CHOICE PLMN identity
	SameAs-MIB
	

	            - no data
	
	

	      - MBMS Session ID
	Value set according to table for condition A1 or A2
	

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	

	    - MBMS preferred frequency
	Not Present
	

	    - MBSFN cluster frequency
	Not Present (MD)
	Rel-7

	    - MBMS Transmission identity
	
	

	      - MBMS Service ID
	(Local Service 1)
	

	        - MBMS Service ID
	Refer to clause 11.2.4 "MBSFN service availability"
	

	          - CHOICE PLMN identity
	SameAs-MIB
	

	            - no data
	
	

	      - MBMS Session ID
	Value set according to table for condition A1 or A2
	

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	

	    - MBMS preferred frequency
	Not Present
	

	    - MBSFN cluster frequency
	Not Present (MD)
	Rel-7

	    - MBMS Transmission identity
	
	

	      - MBMS Service ID
	(Local Service 2)
	

	        - MBMS Service ID
	Refer to clause 11.2.4 "MBSFN service availability"
	

	          - CHOICE PLMN identity
	SameAs-MIB
	

	            - no data
	
	

	      - MBMS Session ID
	Value set according to table for condition A1 or A2
	

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	

	    - MBMS preferred frequency
	Not Present
	

	    - MBSFN cluster frequency
	Not Present (MD)
	Rel-7

	    - MBMS Transmission identity
	
	

	      - MBMS Service ID
	(National Service 1)
	

	        - MBMS Service ID
	Refer to clause 11.2.4 "MBSFN service availability"
	

	          - CHOICE PLMN identity
	SameAs-MIB
	

	            - no data
	
	

	      - MBMS Session ID
	Value set according to table for condition A1 or A2
	

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	

	    - MBMS preferred frequency
	Not Present
	

	    - MBSFN cluster frequency
	1
	Rel-7

	    - MBMS Transmission identity
	
	

	      - MBMS Service ID
	(National Service 2)
	

	        - MBMS Service ID
	Refer to clause 11.2.4 "MBSFN service availability"
	

	          - CHOICE PLMN identity
	SameAs-MIB
	

	            - no data
	
	

	      - MBMS Session ID
	Value set according to table for condition A1 or A2
	

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	

	    - MBMS preferred frequency
	Not Present
	

	    - MBSFN cluster frequency
	1
	Rel-7

	    - MBMS Transmission identity
	
	

	      - MBMS Service ID
	(National Service 3)
	

	        - MBMS Service ID
	Refer to clause 11.2.4 "MBSFN service availability"
	

	          - CHOICE PLMN identity
	SameAs-MIB
	

	            - no data
	
	

	      - MBMS Session ID
	Value set according to table for condition A1 or A2
	

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	

	    - MBMS preferred frequency
	Not Present
	

	    - MBSFN cluster frequency
	1
	Rel-7

	    - MBMS Transmission identity
	
	

	      - MBMS Service ID
	(National Service 4)
	

	        - MBMS Service ID
	Refer to clause 11.2.4 "MBSFN service availability"
	

	          - CHOICE PLMN identity
	SameAs-MIB
	

	            - no data
	
	

	      - MBMS Session ID
	Value set according to table for condition A1 or A2
	

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	

	    - MBMS preferred frequency
	Not Present
	

	    - MBSFN cluster frequency
	1
	Rel-7


	Condition
	Information Element
	Value/remark
	Explanation

	A1
	         - MBMS Session ID
	Not Present
	Condition used when the session is currently not being transmitted

	
	    - MBMS required UE action
	‘None’
	

	A2
	         - MBMS Session ID
	‘01’
	Condition used when the session is currently ongoing

	
	    - MBMS required UE action
	‘Acquire PTM RB info’
	


NOTE 1:
Any service (as identified by MBMS Service ID) which is included in MBMS MODIFIED SERVICES INFORMATION message in the current modification period shall not have an unmodified service entry in the list of services in this message. 

NOTE 2:
By default the Mixed Local/National Carrier (on frequency "f2") is broadcast by Cell 33, Cell 34, Cell 35 and Cell 36.

Contents of MBMS UNMODIFIED SERVICES INFORMATION message: UM (Dedicated National carrier)

	Information Element
	Value/remark
	Version

	Message type
	
	Rel-6

	Unmodified service list
	8 services by default. See NOTE 1. 
	Rel-6

	    - MBMS Transmission identity
	
	

	      - MBMS Service ID
	(National Service 1)
	

	        - MBMS Service ID
	Refer to clause 11.2.4 "MBSFN service availability"
	

	          - CHOICE PLMN identity
	SameAs-MIB
	

	            - no data
	
	

	      - MBMS Session ID
	Value set according to table for condition A1 or A2
	

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	

	    - MBMS preferred frequency
	Not Present
	

	    - MBSFN cluster frequency
	Not Present (MD)
	Rel-7

	    - MBMS Transmission identity
	
	

	      - MBMS Service ID
	(National Service 2)
	

	        - MBMS Service ID
	Refer to clause 11.2.4 "MBSFN service availability"
	

	          - CHOICE PLMN identity
	SameAs-MIB
	

	            - no data
	
	

	      - MBMS Session ID
	Value set according to table for condition A1 or A2
	

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	

	    - MBMS preferred frequency
	Not Present
	

	    - MBSFN cluster frequency
	Not Present (MD)
	Rel-7

	    - MBMS Transmission identity
	
	

	      - MBMS Service ID
	(National Service 3)
	

	        - MBMS Service ID
	Refer to clause 11.2.4 "MBSFN service availability"
	

	          - CHOICE PLMN identity
	SameAs-MIB
	

	            - no data
	
	

	      - MBMS Session ID
	Value set according to table for condition A1 or A2
	

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	

	    - MBMS preferred frequency
	Not Present
	

	    - MBSFN cluster frequency
	Not Present (MD)
	Rel-7

	    - MBMS Transmission identity
	
	

	      - MBMS Service ID
	(National Service 4)
	

	        - MBMS Service ID
	Refer to clause 11.2.4 "MBSFN service availability"
	

	          - CHOICE PLMN identity
	SameAs-MIB
	

	            - no data
	
	

	      - MBMS Session ID
	Value set according to table for condition A1 or A2
	

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	

	    - MBMS preferred frequency
	Not Present
	

	    - MBSFN cluster frequency
	Not Present (MD)
	Rel-7

	    - MBMS Transmission identity
	
	

	      - MBMS Service ID
	(National Service 5)
	

	        - MBMS Service ID
	Refer to clause 11.2.4 "MBSFN service availability"
	

	          - CHOICE PLMN identity
	SameAs-MIB
	

	            - no data
	
	

	      - MBMS Session ID
	Value set according to table for condition A1 or A2
	

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	

	    - MBMS preferred frequency
	Not Present
	

	    - MBSFN cluster frequency
	1
	Rel-7

	    - MBMS Transmission identity
	
	

	      - MBMS Service ID
	(National Service 6)
	

	        - MBMS Service ID
	Refer to clause 11.2.4 "MBSFN service availability"
	

	          - CHOICE PLMN identity
	SameAs-MIB
	

	            - no data
	
	

	      - MBMS Session ID
	Value set according to table for condition A1 or A2
	

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	

	    - MBMS preferred frequency
	Not Present
	

	    - MBSFN cluster frequency
	1
	Rel-7

	    - MBMS Transmission identity
	
	

	      - MBMS Service ID
	(Local Service 1)
	

	        - MBMS Service ID
	Refer to clause 11.2.4 "MBSFN service availability"
	

	          - CHOICE PLMN identity
	SameAs-MIB
	

	            - no data
	
	

	      - MBMS Session ID
	Value set according to table for condition A1 or A2
	

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	

	    - MBMS preferred frequency
	Not Present
	

	    - MBSFN cluster frequency
	1
	Rel-7

	    - MBMS Transmission identity
	
	

	      - MBMS Service ID
	(Local Service 2)
	

	        - MBMS Service ID
	Refer to clause 11.2.4 "MBSFN service availability"
	

	          - CHOICE PLMN identity
	SameAs-MIB
	

	            - no data
	
	

	      - MBMS Session ID
	Value set according to table for condition A1 or A2
	

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	

	    - MBMS preferred frequency
	Not Present
	

	    - MBSFN cluster frequency
	1
	Rel-7


	Condition
	Information Element
	Value/remark
	Explanation

	A1
	         - MBMS Session ID
	Not Present
	Condition used when the session is currently not being transmitted

	
	    - MBMS required UE action
	‘None’
	

	A2
	         - MBMS Session ID
	‘01’
	Condition used when the session is currently ongoing

	
	    - MBMS required UE action
	‘Acquire PTM RB info’
	


NOTE 1:
Any service (as identified by MBMS Service ID) which is included in MBMS MODIFIED SERVICES INFORMATION message in the current modification period shall not have an unmodified service entry in the list of services in this message.

NOTE 2:
By default the Dedicated National Carrier (on frequency "f1") is broadcast by Cell 31, Cell 32, Cell 37 and Cell 38.
Contents of MBMS UNMODIFIED SERVICES INFORMATION message: UM (3.84 Mcps TDD IMB)
	Information Element
	Value/remark
	Version

	Message type
	 
	Rel-6

	Unmodified services list
	8 services. See NOTE 1. 
	Rel-6

	    - MBMS Transmission identity
	 
	Rel-6

	         - MBMS Service ID
	(service1)
	 

	             - MBMS Service ID
	000001' refer to clause 11.2.4 "MBSFN service availability "
	Rel-6

	             - CHOICE PLMN identity
	SameAs-MIB
	Rel-6

	         - MBMS Session ID
	Value set according to table for condition A1 or A2
	Rel-6

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	Rel-6

	    - MBMS preferred frequency
	Not Present
	Rel-6

	    - MBSFN cluster frequency
	Not Present (MD)
	 

	    - MBMS Transmission identity
	 
	Rel-6

	         - MBMS Service ID
	(service2)
	 

	             - MBMS Service ID
	000010' refer to clause 11.2.4 "MBSFN service availability"
	Rel-6

	             - CHOICE PLMN identity
	SameAs-MIB
	Rel-6

	         - MBMS Session ID
	Value set according to table for condition A1 or A2
	Rel-6

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	Rel-6

	    - MBMS preferred frequency
	Not Present
	Rel-6

	    - MBSFN cluster frequency
	Not Present (MD)
	 

	    - MBMS Transmission identity
	 
	Rel-6

	         - MBMS Service ID
	(service3)
	 

	             - MBMS Service ID
	000011' refer to clause 11.2.4 "MBSFN service availability"
	Rel-6

	             - CHOICE PLMN identity
	SameAs-MIB
	Rel-6

	         - MBMS Session ID
	Value set according to table for condition A1 or A2
	Rel-6

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	Rel-6

	    - MBMS preferred frequency
	Not Present
	Rel-6

	    - MBSFN cluster frequency
	Not Present (MD)
	 

	    - MBMS Transmission identity
	 
	Rel-6

	         - MBMS Service ID
	(service4)
	 

	             - MBMS Service ID
	000100' refer to clause 11.2.4 "MBSFN service availability"
	Rel-6

	             - CHOICE PLMN identity
	SameAs-MIB
	Rel-6

	         - MBMS Session ID
	Value set according to table for condition A1 or A2
	Rel-6

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	Rel-6

	    - MBMS preferred frequency
	Not Present
	Rel-6

	    - MBSFN cluster frequency
	Not Present (MD)
	 

	    - MBMS Transmission identity
	 
	Rel-6

	         - MBMS Service ID
	(service5)
	 

	             - MBMS Service ID
	000101' refer to clause 11.2.4 "MBSFN service availability"
	Rel-6

	             - CHOICE PLMN identity
	SameAs-MIB
	Rel-6

	         - MBMS Session ID
	Value set according to table for condition A1 or A2
	Rel-6

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	Rel-6

	    - MBMS preferred frequency
	Not Present
	Rel-6

	    - MBSFN cluster frequency
	1
	 

	    - MBMS Transmission identity
	 
	Rel-6

	         - MBMS Service ID
	(service6)
	 

	             - MBMS Service ID
	000110' refer to clause 11.2.4 "MBSFN service availability"
	Rel-6

	             - CHOICE PLMN identity
	SameAs-MIB
	Rel-6

	         - MBMS Session ID
	Value set according to table for condition A1 or A2
	Rel-6

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	Rel-6

	    - MBMS preferred frequency
	Not Present
	Rel-6

	    - MBSFN cluster frequency
	1
	 

	    - MBMS Transmission identity
	 
	Rel-6

	         - MBMS Service ID
	(service7)
	 

	             - MBMS Service ID
	000111' refer to clause 11.2.4 "MBSFN service availability"
	Rel-6

	             - CHOICE PLMN identity
	SameAs-MIB
	Rel-6

	         - MBMS Session ID
	Value set according to table for condition A1 or A2
	Rel-6

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	Rel-6

	    - MBMS preferred frequency
	Not Present
	Rel-6

	    - MBSFN cluster frequency
	1
	 

	    - MBMS Transmission identity
	 
	Rel-6

	         - MBMS Service ID
	(service8)
	 

	             - MBMS Service ID
	001000' refer to clause 11.2.4 "MBSFN service availability"
	Rel-6

	             - CHOICE PLMN identity
	SameAs-MIB
	Rel-6

	         - MBMS Session ID
	Value set according to table for condition A1 or A2
	Rel-6

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	Rel-6

	    - MBMS preferred frequency
	Not Present
	Rel-6

	    - MBSFN cluster frequency
	1
	 


	Condition
	Information Element
	Value/remark
	Explanation

	A1
	         - MBMS Session ID
	Not Present
	Condition used when the session is currently not being transmitted

	
	    - MBMS required UE action
	‘None’
	

	A2
	         - MBMS Session ID
	‘01’
	Condition used when the session is currently ongoing

	
	    - MBMS required UE action
	‘Acquire PTM RB info’
	


NOTE 1:
Any service (as identified by MBMS Service ID) which is included in MBMS MODIFIED SERVICES INFORMATION message in the current modification period shall not have an unmodified service entry in the list of services in this message.

Contents of MBMS COMMON P-T-M RB INFORMATION message: UM (3.84 Mcps)

	Information Element
	Condition
	Value/remark
	Version

	Message type
	
	
	Rel-6

	RB information list
	
	2 entries in the list
	Rel-6

	  - RB identity
	
	
	

	        - MBMS Common RB identity
	
	14
	

	  - PDCP info
	
	
	

	        - Support for lossless SRNS relocation 
	
	Not Present
	

	        - Max PDCP SN window size
	
	Not Present
	

	        - PDCP PDU header
	
	absent
	

	        - Header compression information
	
	Not Present
	

	  - RLC info
	
	
	

	        - DL UM RLC LI size
	
	15
	

	        - DL Duplication Avoidance and Reordering info
	
	Not Present
	

	        - DL Out of sequence delivery info
	
	Not Present
	

	  - RB identity
	
	
	

	        - MBMS Common RB identity
	
	15
	

	  - PDCP info
	
	
	

	        - Support for lossless SRNS relocation 
	
	Not Present
	

	        - Max PDCP SN window size
	
	Not Present
	

	        - PDCP PDU header
	
	absent
	

	        - Header compression information
	
	Not Present
	

	  - RLC info
	
	
	

	        - DL UM RLC LI size
	
	15
	

	        - DL Duplication Avoidance and Reordering info
	
	Not Present
	

	        - DL Out of sequence delivery info
	
	Not Present
	

	TrCh information for each TrCh
	
	2 entries in the list
	Rel-6

	  - Transport channel identity
	
	
	

	    - MBMS Common TrCh identity
	
	1
	

	  - TFS
	
	
	

	    - CHOICE Transport channel type
	
	Common transport channels
	

	      - Dynamic Transport Format Information
	
	
	

	        - RLC Size
	
	Reference to clause 6.10 "Parameter Set"
	

	        - Number of TBs and TTI List
	
	(This IE is repeated for each TFI)
	

	          - Number of Transport blocks
	
	Reference to clause 6.10 "Parameter Set"
	

	          - CHOICE mode
	
	TDD
	

	            - Transmission Time Interval
	
	Not Present
	

	        - CHOICE Logical Channel List
	
	ALL
	

	          - no data
	
	
	

	      - Semi-static Transport Format information
	
	
	

	        - Transmission time interval
	
	Reference to clause 6.10 "Parameter Set"
	

	        - Type of channel coding
	
	Turbo
	

	        - Coding Rate
	
	Not Present
	

	        - Rate matching attribute
	
	Reference to clause 6.10 "Parameter Set"
	

	        - CRC size
	
	Reference to clause 6.10 "Parameter Set"
	

	  - Transport channel identity
	
	
	

	    - MBMS Common TrCh identity
	
	2
	

	  - TFS
	
	
	

	    - CHOICE Transport channel type
	
	Common transport channels
	

	      - Dynamic Transport Format Information
	
	
	

	        - RLC Size
	
	Reference to clause 6.10 "Parameter Set"
	

	        - Number of TBs and TTI List
	
	(This IE is repeated for each TFI)
	

	          - Number of Transport blocks
	
	Reference to clause 6.10 "Parameter Set"
	

	          - CHOICE mode
	
	TDD
	

	            - Transmission Time Interval
	
	Not Present
	

	        - CHOICE Logical Channel List
	
	ALL
	

	          - no data
	
	
	

	      - Semi-static Transport Format information
	
	
	

	        - Transmission time interval
	
	Reference to clause 6.10 "Parameter Set"
	

	        - Type of channel coding
	
	Turbo
	

	        - Coding Rate
	
	Not Present
	

	        - Rate matching attribute
	
	Reference to clause 6.10 "Parameter Set"
	

	        - CRC size
	
	Reference to clause 6.10 "Parameter Set"
	

	TrCh information for each CCTrCh
	
	Not Present
(Default TFCS applies for each CCTrCh)
	Rel-6

	PhyCh information
	
	2 entries in list
	Rel-6

	  - PhyCh identity
	
	
	

	    - MBMS Common PhyCh identity
	
	23
	

	  - Secondary CCPCH info MBMS
	
	
	

	    - CHOICE mode
	
	1.28/3.84 Mcps TDD
	

	      - Common timeslot info MBMS
	
	
	

	        - 2nd interleaving mode
	
	Frame
	

	        - TFCI coding
	
	Reference to clause 6.10 "Parameter Set"
	

	        - Puncturing limit
	
	Reference to clause 6.10 "Parameter Set"
	

	      - Downlink Timeslots and Codes
	
	
	

	        - First individual timeslot info
	
	
	

	          - Timeslot number
	
	
	

	            - CHOICE TDD option
	
	3.84 Mcps
	

	              - Timeslot number
	
	1
	

	          - TFCI existence
	
	TRUE
	

	          - Midamble Shift and burst type
	
	
	

	            - CHOICE TDD option
	
	3.84 Mcps TDD
	

	              - CHOICE Burst Type
	
	MBSFN Burst Type
	Rel-7

	                - no data
	
	
	Rel-7

	          - CHOICE TDD option
	
	3.84Mcps TDD
	

	            - no data
	
	
	

	        - First timeslot channelisation codes
	
	
	

	          - CHOICE codes representation
	
	Consecutive codes
	

	            - First channelisation code
	
	Reference clause 5.5.2 "Downlink physical channels code allocation for signalling"
	

	            - Last channelisation code
	
	Reference clause 5.5.2 "Downlink physical channels code allocation for signalling"
	

	        - CHOICE more timeslots
	A1
	No more timeslots
	

	          - no data
	
	
	

	        - CHOICE more timeslots
	A2
	Timeslot list
	

	          - Additional timeslot list
	
	
	

	            - CHOICE parameters
	
	Same as last
	

	              - Timeslot number
	
	
	

	                - CHOICE TDD option
	
	3.84 Mcps
	

	                  - Timeslot number
	
	8
	

	      - Modulation
	
	Reference to clause 6.10 "Parameter Set"
	Rel-7

	  - PhyCh identity
	
	 
	Rel-6

	    - MBMS Common PhyCh identity
	
	27
	

	  - Secondary CCPCH info MBMS
	
	
	Rel-6

	    - CHOICE mode
	
	1.28/3.84 Mcps TDD
	

	      - Common timeslot info MBMS
	
	
	

	        - 2nd interleaving mode
	
	Frame
	

	        - TFCI coding
	
	Reference to clause 6.10 "Parameter Set"
	

	        - Puncturing limit
	
	Reference to clause 6.10 "Parameter Set"
	

	      - Downlink Timeslots and Codes
	
	
	

	        - First individual timeslot info
	
	
	

	          - Timeslot number
	
	
	

	            - CHOICE TDD option
	
	3.84 Mcps
	

	              - Timeslot number
	
	4
	

	          - TFCI existence
	
	TRUE
	

	          - Midamble Shift and burst type
	
	
	

	            - CHOICE TDD option
	
	3.84 Mcps TDD
	

	              - CHOICE Burst Type
	
	MBSFN Burst Type
	Rel-7

	                - no data
	
	
	Rel-7

	          - CHOICE TDD option
	
	3.84Mcps TDD
	

	            - no data
	
	
	

	        - First timeslot channelisation codes
	
	
	

	          - CHOICE codes representation
	
	Consecutive codes
	

	            - First channelisation code
	
	Reference clause 5.5.2 "Downlink physical channels code allocation for signalling"
	

	            - Last channelisation code
	
	Reference clause 5.5.2 "Downlink physical channels code allocation for signalling"
	

	        - CHOICE more timeslots
	A1
	No more timeslots
	

	          - no data
	
	
	

	        - CHOICE more timeslots
	A2
	Timeslot list
	

	          - Additional timeslot list
	
	
	

	            - CHOICE parameters
	
	Same as last
	

	              - Timeslot number
	
	
	

	                - CHOICE TDD option
	
	3.84 Mcps
	

	                  - Timeslot number
	
	11
	

	      - Modulation
	
	Reference to clause 6.10 "Parameter Set"
	Rel-7


	Condition
	Explanation

	A1
	This IE is needed for RBs configured to use one timeslot. Refer to clause 6.10 "Parameter Set"

	A2 
	This IE is needed for RBs configured to use two timeslots. Refer to clause 6.10 "Parameter Set"


Contents of MBMS COMMON P-T-M RB INFORMATION message: UM (1.28 Mcps)

	Information Element
	Condition
	Value/remark
	Version

	Message type
	
	
	Rel-6

	RB information list
	
	2 entries in the list
	Rel-6

	  - RB identity
	
	
	

	        - MBMS Common RB identity
	
	14
	

	  - PDCP info
	
	
	

	        - Support for lossless SRNS relocation 
	
	Not Present
	

	        - Max PDCP SN window size
	
	Not Present
	

	        - PDCP PDU header
	
	absent
	

	        - Header compression information
	
	Not Present
	

	  - RLC info
	
	
	

	        - DL UM RLC LI size
	
	15
	

	        - DL Duplication Avoidance and Reordering info
	
	Not Present
	

	        - DL Out of sequence delivery info
	
	Not Present
	

	  - RB identity
	
	
	

	        - MBMS Common RB identity
	
	15
	

	  - PDCP info
	
	
	

	        - Support for lossless SRNS relocation 
	
	Not Present
	

	        - Max PDCP SN window size
	
	Not Present
	

	        - PDCP PDU header
	
	absent
	

	        - Header compression information
	
	Not Present
	

	  - RLC info
	
	
	

	        - DL UM RLC LI size
	
	15
	

	        - DL Duplication Avoidance and Reordering info
	
	Not Present
	

	        - DL Out of sequence delivery info
	
	Not Present
	

	TrCh information for each TrCh
	
	2 entries in the list
	Rel-6

	  - Transport channel identity
	
	
	

	    - MBMS Common TrCh identity
	
	1
	

	  - TFS
	
	
	

	    - CHOICE Transport channel type
	
	Common transport channels
	

	      - Dynamic Transport Format Information
	
	
	

	        - RLC Size
	
	Reference to clause 6.11 "Parameter Set"
	

	        - Number of TBs and TTI List
	
	(This IE is repeated for each TFI)
	

	          - Number of Transport blocks
	
	Reference to clause 6.11 "Parameter Set"
	

	          - CHOICE mode
	
	TDD
	

	            - Transmission Time Interval
	
	Not Present
	

	        - CHOICE Logical Channel List
	
	ALL
	

	          - no data
	
	
	

	      - Semi-static Transport Format information
	
	
	

	        - Transmission time interval
	
	Reference to clause 6.11 "Parameter Set"
	

	        - Type of channel coding
	
	Turbo
	

	        - Coding Rate
	
	Not Present
	

	        - Rate matching attribute
	
	Reference to clause 6.11 "Parameter Set"
	

	        - CRC size
	
	Reference to clause 6.11 "Parameter Set"
	

	  - Transport channel identity
	
	
	

	    - MBMS Common TrCh identity
	
	2
	

	  - TFS
	
	
	

	    - CHOICE Transport channel type
	
	Common transport channels
	

	      - Dynamic Transport Format Information
	
	
	

	        - RLC Size
	
	Reference to clause 6.11 "Parameter Set"
	

	        - Number of TBs and TTI List
	
	(This IE is repeated for each TFI)
	

	          - Number of Transport blocks
	
	Reference to clause 6.11 "Parameter Set"
	

	          - CHOICE mode
	
	TDD
	

	            - Transmission Time Interval
	
	Not Present
	

	        - CHOICE Logical Channel List
	
	ALL
	

	          - no data
	
	
	

	      - Semi-static Transport Format information
	
	
	

	        - Transmission time interval
	
	Reference to clause 6.11 "Parameter Set"
	

	        - Type of channel coding
	
	Turbo
	

	        - Coding Rate
	
	Not Present
	

	        - Rate matching attribute
	
	Reference to clause 6.11 "Parameter Set"
	

	        - CRC size
	
	Reference to clause 6.11 "Parameter Set"
	

	TrCh information for each CCTrCh
	
	Not Present
(Default TFCS applies for each CCTrCh)
	Rel-6

	PhyCh information
	
	2 entries in list
	Rel-6

	  - PhyCh identity
	
	
	

	    - MBMS Common PhyCh identity
	
	23
	

	  - Secondary CCPCH info MBMS
	
	
	

	    - CHOICE mode
	
	1.28/3.84 Mcps TDD
	

	      - Common timeslot info MBMS
	
	
	

	        - 2nd interleaving mode
	
	Frame
	

	        - TFCI coding
	
	Reference to clause 6.11 "Parameter Set"
	

	        - Puncturing limit
	
	Reference to clause 6.11 "Parameter Set"
	

	      - Downlink Timeslots and Codes
	
	
	

	        - First individual timeslot info
	
	
	

	          - Timeslot number
	
	
	

	            - CHOICE TDD option
	
	1.28 Mcps
	

	              - Timeslot number
	
	1
	

	          - TFCI existence
	
	TRUE
	

	          - Midamble Shift and burst type
	
	
	

	            - CHOICE TDD option
	
	1.28 Mcps TDD
	

	              - Midamble Allocation Mode
	
	Common midamble
	Rel-7

	              - Midamble configuration
	
	2
	Rel-7

	          - CHOICE TDD option
	
	1.28Mcps TDD
	

	            - Modulation
	
	Reference to clause 6.11 "Parameter Set"
	

	            - SS-TPC Symbols
	
	1
	

	            - Additional TPC-SS Symbols
	
	Not Present
	

	        - First timeslot channelisation codes
	
	
	

	          - CHOICE codes representation
	
	Consecutive codes
	

	            - First channelisation code
	
	Reference clause 5.5.2 "Downlink physical channels code allocation for signalling"
	

	            - Last channelisation code
	
	Reference clause 5.5.2 "Downlink physical channels code allocation for signalling"
	

	        - CHOICE more timeslots
	A1
	No more timeslots
	

	          - no data
	
	
	

	        - CHOICE more timeslots
	A2
	Timeslot list
	

	          - Additional timeslot list
	
	
	

	            - CHOICE parameters
	
	Same as last
	

	              - Timeslot number
	
	
	

	                - CHOICE TDD option
	
	1.28 Mcps
	

	                  - Timeslot number
	
	2
	

	      - MBSFN Special Time Slot
	
	TS7
	Rel-7

	      - Modulation
	
	Reference to clause 6.11 "Parameter Set"
	Rel-7

	  - PhyCh identity
	
	 
	Rel-6

	    - MBMS Common PhyCh identity
	
	27
	

	  - Secondary CCPCH info MBMS
	
	
	Rel-6

	    - CHOICE mode
	
	1.28/3.84 Mcps TDD
	

	      - Common timeslot info MBMS
	
	
	

	        - 2nd interleaving mode
	
	Frame
	

	        - TFCI coding
	
	Reference to clause 6.11 "Parameter Set"
	

	        - Puncturing limit
	
	Reference to clause 6.11 "Parameter Set"
	

	      - Downlink Timeslots and Codes
	
	
	

	        - First individual timeslot info
	
	
	

	          - Timeslot number
	
	
	

	            - CHOICE TDD option
	
	1.28 Mcps
	

	              - Timeslot number
	
	4
	

	          - TFCI existence
	
	TRUE
	

	          - Midamble Shift and burst type
	
	
	

	            - CHOICE TDD option
	
	1.28 Mcps TDD
	

	              - Midamble Allocation Mode
	
	Common midamble
	

	              - Midamble configuration
	
	2
	

	          - CHOICE TDD option
	
	1.28Mcps TDD
	

	            - Modulation
	
	Reference to clause 6.11 "Parameter Set"
	

	            - SS-TPC Symbols
	
	1
	

	            - Additional TPC-SS Symbols
	
	Not Present
	

	        - First timeslot channelisation codes
	
	
	

	          - CHOICE codes representation
	
	Consecutive codes
	

	            - First channelisation code
	
	Reference clause 5.5.2 "Downlink physical channels code allocation for signalling"
	

	            - Last channelisation code
	
	Reference clause 5.5.2 "Downlink physical channels code allocation for signalling"
	

	        - CHOICE more timeslots
	A1
	No more timeslots
	

	          - no data
	
	
	

	        - CHOICE more timeslots
	A2
	Timeslot list
	

	          - Additional timeslot list
	
	
	

	            - CHOICE parameters
	
	Same as last
	

	              - Timeslot number
	
	
	

	                - CHOICE TDD option
	
	1.28 Mcps
	

	                  - Timeslot number
	
	4
	

	      - MBSFN Special Time Slot
	
	TS7
	Rel-7

	      - Modulation
	
	Reference to clause 6.11 "Parameter Set"
	Rel-7

	LCR TDD MBSFN information
	
	Not Present
	Rel-7


	Condition
	Explanation

	A1
	This IE is needed for RBs configured to use one timeslot. Refer to clause 6.11 "Parameter Set"

	A2 
	This IE is needed for RBs configured to use two timeslots. Refer to clause 6.11 "Parameter Set"


Contents of MBMS COMMON P-T-M RB INFORMATION message: UM (7.68 Mcps)

	Information Element
	Condition
	Value/remark
	Version

	Message type
	
	
	Rel-7

	RB information list
	
	2 entries in the list
	Rel-7

	  - RB identity
	
	
	

	        - MBMS Common RB identity
	
	14
	

	  - PDCP info
	
	
	

	        - Support for lossless SRNS relocation 
	
	Not Present
	

	        - Max PDCP SN window size
	
	Not Present
	

	        - PDCP PDU header
	
	absent
	

	        - Header compression information
	
	Not Present
	

	  - RLC info
	
	
	

	        - DL UM RLC LI size
	
	15
	

	        - DL Duplication Avoidance and Reordering info
	
	Not Present
	

	        - DL Out of sequence delivery info
	
	Not Present
	

	  - RB identity
	
	
	

	        - MBMS Common RB identity
	
	15
	

	  - PDCP info
	
	
	

	        - Support for lossless SRNS relocation 
	
	Not Present
	

	        - Max PDCP SN window size
	
	Not Present
	

	        - PDCP PDU header
	
	absent
	

	        - Header compression information
	
	Not Present
	

	  - RLC info
	
	
	

	        - DL UM RLC LI size
	
	15
	

	        - DL Duplication Avoidance and Reordering info
	
	Not Present
	

	        - DL Out of sequence delivery info
	
	Not Present
	

	TrCh information for each TrCh
	
	2 entries in the list
	Rel-7

	  - Transport channel identity
	
	
	

	    - MBMS Common TrCh identity
	
	1
	

	  - TFS
	
	
	

	    - CHOICE Transport channel type
	
	Common transport channels
	

	      - Dynamic Transport Format Information
	
	
	

	        - RLC Size
	
	Reference to clause 6.10 "Parameter Set"
	

	        - Number of TBs and TTI List
	
	(This IE is repeated for each TFI)
	

	          - Number of Transport blocks
	
	Reference to clause 6.10 "Parameter Set"
	

	          - CHOICE mode
	
	TDD
	

	            - Transmission Time Interval
	
	Not Present
	

	        - CHOICE Logical Channel List
	
	ALL
	

	          - no data
	
	
	

	      - Semi-static Transport Format information
	
	
	

	        - Transmission time interval
	
	Reference to clause 6.10 "Parameter Set"
	

	        - Type of channel coding
	
	Turbo
	

	        - Coding Rate
	
	Not Present
	

	        - Rate matching attribute
	
	Reference to clause 6.10 "Parameter Set"
	

	        - CRC size
	
	Reference to clause 6.10 "Parameter Set"
	

	  - Transport channel identity
	
	
	

	    - MBMS Common TrCh identity
	
	2
	

	  - TFS
	
	
	

	    - CHOICE Transport channel type
	
	Common transport channels
	

	      - Dynamic Transport Format Information
	
	
	

	        - RLC Size
	
	Reference to clause 6.10 "Parameter Set"
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for each TFI)
	

	            - Number of Transport blocks
	
	Reference to clause 6.10 "Parameter Set"
	

	            - CHOICE mode
	
	TDD
	

	              - Transmission Time Interval
	
	Not Present
	

	          - CHOICE Logical Channel List
	
	ALL
	

	            - no data
	
	
	

	      - Semi-static Transport Format information
	
	
	

	        - Transmission time interval
	
	Reference to clause 6.10 "Parameter Set"
	

	        - Type of channel coding
	
	Turbo
	

	        - Coding Rate
	
	Not Present
	

	        - Rate matching attribute
	
	Reference to clause 6.10 "Parameter Set"
	

	        - CRC size
	
	Reference to clause 6.10 "Parameter Set"
	

	TrCh information for each CCTrCh
	
	Not Present
(Default TFCS applies for each CCTrCh)
	Rel-7

	PhyCh information
	
	2 entries in list
	Rel-7

	  - PhyCh identity
	
	
	

	    - MBMS Common PhyCh identity
	
	23
	

	  - Secondary CCPCH info MBMS
	
	
	

	    - CHOICE mode
	
	7.68 Mcps TDD
	

	      - Common timeslot info MBMS
	
	
	

	        - 2nd interleaving mode
	
	Frame
	

	        - TFCI coding
	
	Reference to clause 6.10 "Parameter Set"
	

	        - Puncturing limit
	
	Reference to clause 6.10 "Parameter Set"
	

	      - Downlink Timeslots and Codes VHCR
	
	
	

	        - First Individual timeslot info
	
	
	

	          - Timeslot number
	
	
	

	            - CHOICE TDD option
	
	7.68 Mcps option
	

	                  Timeslot number
	
	1
	

	          - TFCI existence
	
	TRUE
	

	          - Midamble Shift and burst type
	
	
	

	            - CHOICE TDD option
	
	7.68 Mcps TDD
	

	              - CHOICE Burst Type
	
	MBSFN Burst Type
	

	                - no data
	
	Default
	

	          - CHOICE TDD option
	
	7.68Mcps TDD
	

	            - no data
	
	
	

	        - First timeslot channelisation codes VHCR
	
	
	

	          - CHOICE codes representation
	
	Consecutive codes
	

	            - First channelisation code
	
	Reference clause 5.5.2 "Downlink physical channels code allocation for signalling"
	

	            - Last channelisation code
	
	Reference clause 5.5.2 "Downlink physical channels code allocation for signalling"
	

	        - CHOICE more timeslots
	A1
	No more timeslots
	

	          - no data
	
	
	

	        - CHOICE more timeslots
	A2
	Timeslot list
	

	          - Additional timeslot list
	
	
	

	            - CHOICE parameters
	
	Same as last
	

	              - Timeslot number
	
	
	

	                - CHOICE TDD option
	
	7.68 Mcps
	

	                  - Timeslot number
	
	8
	

	         - Modulation
	
	Reference to clause 6.10 "Parameter Set"
	

	  - PhyCh identity
	
	 
	

	    - MBMS Common PhyCh identity
	
	27
	

	  - Secondary CCPCH info MBMS
	
	
	

	    - CHOICE mode
	
	7.68 Mcps TDD
	

	      - Common timeslot info MBMS
	
	
	

	         - 2nd interleaving mode
	
	Frame
	

	         - TFCI coding
	
	Reference to clause 6.10 "Parameter Set"
	

	         - Puncturing limit
	
	Reference to clause 6.10 "Parameter Set"
	

	      - Downlink Timeslots and Codes VHCR
	
	
	

	        - First Individual timeslot info
	
	
	

	          - Timeslot number
	
	
	

	            - CHOICE TDD option
	
	7.68 Mcps option
	

	              - Timeslot number
	
	4
	

	          - TFCI existence
	
	TRUE
	

	          - Midamble Shift and burst type
	
	
	

	            - CHOICE TDD option
	
	7.68 Mcps TDD
	

	              - CHOICE Burst Type
	
	MBSFN Burst Type
	

	                - no data
	
	Default
	

	          - CHOICE TDD option
	
	7.68 Mcps TDD
	

	            - no data
	
	
	

	        - First timeslot channelisation codes VHCR
	
	
	

	          - CHOICE codes representation
	
	Consecutive codes
	

	            - First channelisation code
	
	Reference clause 5.5.2 "Downlink physical channels code allocation for signalling"
	

	            - Last channelisation code
	
	Reference clause 5.5.2 "Downlink physical channels code allocation for signalling"
	

	        - CHOICE more timeslots
	A1
	No more timeslots
	

	          - no data
	
	
	

	        - CHOICE more timeslots
	A2
	Timeslot list
	

	          - Additional timeslot list
	
	
	

	            - CHOICE parameters
	
	Same as last
	

	              - Timeslot number
	
	
	

	                - CHOICE TDD option
	
	7.68 Mcps
	

	                  - Timeslot number
	
	11
	

	         - Modulation
	
	Reference to clause 6.10 "Parameter Set"
	


	Condition
	Explanation

	A1
	This IE is needed for RBs configured to use one timeslot. Refer to clause 6.10 "Parameter Set"

	A2 
	This IE is needed for RBs configured to use two timeslots. Refer to clause 6.10 "Parameter Set"


Contents of MBMS COMMON P-T-M RB INFORMATION message: UM (3.84 Mcps TDD IMB)
	Information Element
	Value/remark
	Version

	Message type
	 
	Rel-6

	RB information list
	2 entries in the list
	Rel-6

	      - RB identity
	 
	Rel-6

	           - MBMS Common RB identity
	14
	 

	      - PDCP info
	 
	 

	            - Support for lossless SRNS relocation 
	Not Present
	 

	           - Max PDCP SN window size
	Not Present
	 

	            - PDCP PDU header
	absent
	 

	            - Header compression information
	Not Present
	 

	      - RLC info
	 
	 

	            - DL UM RLC LI size
	15
	 

	            - DL Duplication Avoidance and Reordering info
	Not Present
	 

	            - DL Out of sequence delivery info
	Not Present
	 

	      - RB identity
	 
	Rel-6

	            - MBMS Common RB identity
	15
	 

	      - PDCP info
	 
	 

	            - Support for lossless SRNS relocation 
	Not Present
	 

	           - Max PDCP SN window size
	Not Present
	 

	            - PDCP PDU header
	absent
	 

	            - Header compression information
	Not Present
	 

	      - RLC info
	 
	 

	            - DL UM RLC LI size
	15
	 

	            - DL Duplication Avoidance and Reordering info
	Not Present
	 

	            - DL Out of sequence delivery info
	Not Present
	 

	TrCh information for each TrCh
	2 entries in the list
	Rel-6

	      - Transport channel identity
	 
	Rel-6

	            - MBMS Common TrCh identity
	1
	 

	      - TFS
	 
	 

	            - CHOICE Transport channel type
	Common transport channels
	 

	                  - Dynamic Transport format information
	 
	 

	                        - RLC Size
	Reference to clause 6.11.7 “Reference Radio Bearer configurations used in Radio Bearer testing for 3.84 Mcps TDD IMB“
	 

	                        - Number of TBs and TTI List
	(This IE is repeated for TFI number.)
	 

	                             - Number of Transport blocks
	Reference to clause 6.11.7 “Reference Radio Bearer configurations used in Radio Bearer testing for 3.84 Mcps TDD IMB“
	 

	                             - CHOICE mode
	FDD
	 

	                        - CHOICE Logical channel list
	All
	 

	                             - no data
	 
	 

	                  - Semi-static Transport Format information
	 
	 

	                        - Transmission time interval
	Reference to clause 6.11.7 “Reference Radio Bearer configurations used in Radio Bearer testing for 3.84 Mcps TDD IMB“
	 

	                        - Type of channel coding
	Turbo Code 
	 

	                        - Coding Rate
	Not present
	 

	                        - Rate matching attribute
	Reference to clause 6.11.7 “Reference Radio Bearer configurations used in Radio Bearer testing for 3.84 Mcps TDD IMB“
	 

	                        - CRC size
	Reference to clause 6.11.7 “Reference Radio Bearer configurations used in Radio Bearer testing for 3.84 Mcps TDD IMB“
	 

	      - Transport channel identity
	 
	Rel-6

	          - MBMS Common TrCh identity
	2
	 

	      - TFS
	 
	 

	            - CHOICE Transport channel type
	Common transport channels
	 

	                  - Dynamic Transport format information
	 
	 

	                        - RLC Size
	Reference to clause 6.11.7 “Reference Radio Bearer configurations used in Radio Bearer testing for 3.84 Mcps TDD IMB“
	 

	                        - Number of TBs and TTI List
	(This IE is repeated for TFI number.)
	 

	                              - Number of Transport blocks
	Reference to clause 6.11.7 “Reference Radio Bearer configurations used in Radio Bearer testing for 3.84 Mcps TDD IMB“
	 

	                              - CHOICE mode
	FDD
	 

	                        - CHOICE Logical channel list
	All
	 

	                      - no data
	 
	 

	                  - Semi-static Transport Format information
	 
	 

	                        - Transmission time interval
	Reference to clause 6.11.7 “Reference Radio Bearer configurations used in Radio Bearer testing for 3.84 Mcps TDD IMB“
	 

	                        - Type of channel coding
	Turbo Code
	 

	                        - Coding Rate
	Not present
	 

	                        - Rate matching attribute
	Reference to clause 6.11.7 “Reference Radio Bearer configurations used in Radio Bearer testing for 3.84 Mcps TDD IMB“
	 

	                        - CRC size
	Reference to clause 6.11.7 “Reference Radio Bearer configurations used in Radio Bearer testing for 3.84 Mcps TDD IMB“
	 

	TrCh information for each CCTrCh
	Not Present (Default TFCS applies for each CCTrCh)
	Rel-6

	PhyCh information
	2 entries in list
	Rel-6

	      - PhyCh identity
	 
	Rel-6

	         - MBMS Common PhyCh identity
	23
	 

	CHOICE mode
	3.84 Mcps TDD IMB
	 

	      - Secondary CCPCH frame type 2 info
	 
	Rel-8

	            - Sub-frame number
	2(check in 5.5.2)
	Rel-8

	            - Downlink channelisation codes
	 
	Rel-8

	               - First channelisation code 
	Reference to clause 6.11.7 “Reference Radio Bearer configurations used in Radio Bearer testing for 3.84 Mcps TDD IMB“
	 

	               - Last channelisation code
	Reference to clause 6.11.7 “Reference Radio Bearer configurations used in Radio Bearer testing for 3.84 Mcps TDD IMB“
	 

	            - CHOICE modulation
	Reference to clause 6.11.7 “Reference Radio Bearer configurations used in Radio Bearer testing for 3.84 Mcps TDD IMB“
	Rel-8

	               - CPICH secondary CCPCH power offset
	0dB
	Rel-8

	      - PhyCh identity
	 
	Rel-6

	         - MBMS Common PhyCh identity
	27
	 

	CHOICE mode
	3.84 Mcps TDD IMB
	 

	      - Secondary CCPCH frame type 2 info
	 
	Rel-8

	            - Sub-frame number
	2(check in 5.5.2)
	Rel-8

	            - Downlink channelisation codes
	 
	Rel-8

	               - First channelisation code 
	Reference to clause 6.11.7 “Reference Radio Bearer configurations used in Radio Bearer testing for 3.84 Mcps TDD IMB“ 
	 

	               - Last channelisation code
	Reference to clause 6.11.7 “Reference Radio Bearer configurations used in Radio Bearer testing for 3.84 Mcps TDD IMB“ 
	 

	            - CHOICE modulation
	Reference to clause 6.11.7 “Reference Radio Bearer configurations used in Radio Bearer testing for 3.84 Mcps TDD IMB“
	Rel-8

	               - CPICH secondary CCPCH power offset
	0dB
	Rel-8

	LCR TDD MBSFN information
	Not present
	Rel-7


Contents of MBMS CURRENT CELL P-T-M RB INFORMATION message: UM

	Information Element
	Condition
	Value/remark
	Version

	Message type
	A1, A2, A3
	
	Rel-6

	S-CCPCH list
	A1
	Not Present
	Rel-6

	S-CCPCH list
	A2
	Contains 1 S-CCPCH
	Rel-6

	S-CCPCH list
	A3
	Contains 2 S-CCPCH
	Rel-6

	      - S-CCPCH identity
	
	Not Present
	

	      - Secondary CCPCH info
	A2, A3
	23
	

	      - MBMS Soft Combining Timing Offset
	
	Not Present
	

	      - TrCh information common for all TrCh
	
	Not Present (MD)
	

	      - TrCH information list
	A2, A3
	
	

	        - TrCh information
	
	1
	

	        - RB information list
	
	
	

	          - RB information
	
	
	

	            - RB information
	
	14
	

	            - MBMS short transmission ID
	
	Reference to the service which is being provided on this RB. See Note 1.
	

	            - MBMS logical channel identity
	
	1
	

	            - L1 combining status
	
	Not Present
	

	          - MSCH configuration information
	
	Not Present
	

	      - S-CCPCH identity
	
	Not Present
	

	      - Secondary CCPCH info
	A3
	27
	

	      - MBMS Soft Combining Timing Offset
	
	Not Present
	

	      - TrCh information common for all TrCh
	
	Not Present (MD)
	

	      - TrCH information list
	A3
	
	

	        - TrCh information
	
	2
	

	        - RB information list
	
	
	

	          - RB information
	
	
	

	            - RB information
	
	15
	

	            - MBMS short transmission ID
	
	Reference to the service which is being provided on this RB. See Note 1.
	

	            - MBMS logical channel identity
	
	2
	

	            - L1 combining status
	
	Not Present
	

	          - MSCH configuration information
	
	Not Present
	

	S-CCPCH in SIB type 5
	
	Not Present
	Rel-6

	MBSFN TDM Info List
	
	Not Present
	Rel-7


	Condition
	Explanation

	A1
	No services ongoing or starting

	A2
	1 service ongoing or starting

	A3
	2 services ongoing or starting


NOTE 1:
MBMS short transmission ID is an index to a service in a list of services. The list is compiled by concatenating, in the following order, the lists of services from the MBMS MODIFIED SERVICES INFORMATION message and the MBMS UNMODIFIED SERVICES INFORMATION messages transmitted in the same modification period as this message.
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