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< Start of changed section >
7.3.3
E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· The test procedure is only in a draft

· The Message context is not complete

· Some test parameters are still undefined since they are not settled in TS36.133
· Initial conditions: Connection diagrams for this test is not specified in TS36.508

7.3.3.1
Test purpose
The purpose of this test is to verify that the UE properly detects the out of sync for the purpose of monitoring downlink radio link quality of the serving cell. This test will partly verify the E-UTRAN TDD radio link monitoring requirements in TS36.133 section 7.6.

7.3.3.2
Test applicability
This test applies to all types of E-UTRA TDD UE release 8 and forward.

7.3.3.3
Minimum conformance requirements

When the downlink radio link quality estimated over the last [200] ms period becomes worse than the threshold Qout, Layer 1 of the UE shall send an out-of-sync indication to the higher layers within [200] ms Qout evaluation period. A Layer 3 filter shall be applied to the out-of-sync indications as specified in TS36.331. 

The out-of-sync and in-sync evaluations shall be performed as specified in section 4.2.1 in TS36.213. Two successive indications from Layer 1 shall be separated by at least [10] ms.

The transmitter power shall be turned off within [40] ms after expiry of T310 timer as specified in TS36.331 section 5.3.11.
The normative reference for this requirement is TS36.133 [4] clause 7.6.2 and A.7.3.3.

7.3.3.4
Test description

The test consists of four subtests with one cell configured; the difference between the subtests is the number of transmitter antennas and the propagation channel. Each subtest consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure 7.3.4.1-1 shows the three different time durations and the corresponding variation of the downlink SNR in the active cell to emulate out-of-sync states.
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Figure 7.3.3.4-1 SNR variation for out-of-sync testing
(Editor’s note: Behaviours of continuing the transmissions of PUCHH when T310 timer is running could be verified in the tests for in-sync.)
7.3.3.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.

1. Connect the SS (node B emulator) and AWGN noise sources or faders to the UE antenna connectors as stated below.
, fFor subtests 1: As Shown in TS 36.508 [7] Annex A figure A.9 (without using the faders).
For subtest 2: As Shown in TS 36.508 [7] Annex A figure A.10 (without using the faders).
For subtest 3: As Shown in TS 36.508 [7] Annex A figure A.9
For subtest 4: As Shown in TS 36.508 [7] Annex A figure A.10
2. The general test parameter settings for the different subtests are set up according to Table 7.3.3.4.1-1.

3. Propagation conditions are set according to Annex B clauses B.0.

4. Message contents are defined in clause 7.3.3.4.3.

6. There is one cell specified in this test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
Table 7.3.3.4.1-1: General test parameters for E-UTRAN TDD out-of-sync testing

	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	Test 2
	Test 3
	Test 4
	

	PDSCH parameters 
	
	R.0 TDD
	R.1 TDD
	R.0 TDD
	R.1 TDD
	As specified in section [A.1.1]

	PCFICH/PDCCH/PHICH parameters
	
	R.6 TDD
	R.7 TDD
	R.6 TDD
	R.7 TDD
	As specified in section [A.2.1]

	Active cell
	
	Cell 1
	Cell 1
	Cell 1
	Cell 1
	Cell 1 is on E-UTRA RF channel number 1

	CP length

	
	Normal
	Normal
	Normal
	Normal
	

	E-UTRA RF Channel Number
	
	1
	1
	1
	1
	One E-UTRA TDD carrier frequency is used.

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	10
	10
	10
	

	Transmit antennas
	
	1
	2
	1
	2
	

	In sync transmission parameters
	DCI format
	
	1C
	1C
	1C
	1C
	As defined in section 5.3.3.1.4 in TS 36.213

	
	Number of Control OFDM symbols
	
	2
	2
	2
	2
	In sync threshold Qin and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in TS36.133 in section 7.6.1 and Table 7.6.1-2 respectively.

	
	Aggregation level 
	CCE
	4
	4
	4
	4
	

	
	(A, (B
	
	0
	-3
	0
	-3
	

	
	Ratio of PDCCH to RS EPRE
	
	0
	-3
	0
	-3
	

	
	Ratio of PCFICH to RS EPRE
	
	4
	1
	4
	1
	

	Out of sync transmission parameters
	DCI format
	
	1A
	1A
	1A
	1A
	As defined in section 5.3.3.1.3 in TS 36.212

	
	Number of Control OFDM symbols
	
	2
	2
	2
	2
	Out of sync threshold Qout and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in TS36.133 in section 7.6.1 and Table 7.6.1-1 respectively.

	
	Aggregation level 
	CCE
	8
	8
	8
	8
	

	
	(A, (B
	
	0
	-3
	0
	-3
	

	
	Ratio of PDCCH to RS EPRE
	dB
	4
	1
	4
	1
	

	
	Ratio of PCFICH to RS EPRE
	dB
	4
	1
	4
	1
	

	DRX
	
	OFF
	OFF
	OFF
	OFF
	

	Layer 3 filtering
	
	Enabled
	Enabled
	Enabled
	Enabled
	Counters:

N310 = 1; N311 = 1

	T310 timer
	ms
	0
	0
	0
	0
	T310 is disabled

	T311 timer
	ms
	1000
	1000
	1000
	1000
	T311 is enabled

	Periodic CQI reporting mode
	
	PUCCH 1-0
	PUCCH 1-0
	PUCCH 1-0
	PUCCH 1-0
	As defined in table 7.2.2-1 in TS 36.213. 

	CQI reporting periodicity
	ms
	1
	1
	1
	1
	Minimum CQI reporting periodicity

	Propagation channel
	
	AWGN
	AWGN
	ETU 70 Hz
	ETU 70 Hz
	

	T1
	s
	[1]
	[1]
	[1]
	[1]
	


	T2
	s
	[0.4]
	[0.4]
	[0.4]
	[0.4]
	

	T3
	s
	[0.5]
	[0.5]
	[0.5]
	[0.5]
	


 7.3.3.4.2
Test procedure

Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CQI reporting in PUCCH 1-0 mode with a reporting periodicity of 1 ms.
1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.3 and receiving payload from the SS.

2. Set the parameters according to T1 in Table 7.3.3.5-1 for subtests 1 and 2 and according to T1 in Table and 7.3.3.5-2 for subtest 3 and 4. Propagation conditions are set according to Annex B clause B.1.1 for subtests 1 and 2 and according to B.2.2 for subtests 3 and 4. T1 starts.

3. When T1 expires the SS shall change the SNR value to T2 as specified in Table 7.3.3.5-1 for subtests 1 and 2 and according to T2 in Table and 7.3.3.5-2 for subtests 3 and 4. T2 starts.

4. When T2 expires the SS shall change the SNR value to T3 as specified in Table 7.3.3.5-1 for subtests 1 and 2 and according to T3 in Table and 7.3.3.5-2 for subtests 3 and 4. T3 starts.

5. If the SS stops receiving CQI reports within [200 + 40] ms from the start of T3 the number of successful tests is increased by one otherwise the number of failed tests is increased by one.

6. Repeat steps 2-5 for all subtests until the confidence level according to Tables G.2.6-1 in Annex G clause G.2 is achieved.
7.3.3.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 7.3.3.4.3-1: SystemInformationBlockType2: Additional E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType 2 ::= SEQUENCE {
	
	
	

	  Ue-TimersAndConstants {
	
	
	

	    T310
	ms0
	
	

	    T311
	ms1000
	
	

	    N310
	n1
	
	

	    N311
	n1
	
	


Table 7.3.3.4.3-2: CQI-ReportConfig-DEFAULT: Additional E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportPeriodic
	ON
	
	

	  cqi-ReportPeriodic CHOICE {
	
	
	CQI_PERIODIC

	    setup SEQUENCE {
	
	
	

	      cqi-PUCCH-ResourceIndex
	2
	INTEGER (0..767)
	

	      cqi-pmi-ConfigIndex
	[0]
	INTEGER (0..511)
	

	      cqi-FormatIndicatorPeriodic CHOICE {
	
	
	

	        widebandCQI
	NULL
	
	

	      }
	
	
	

	      ri-ConfigIndex
	[1]
	INTEGER (0..1023)

Arbitrarily selected as a representative value
	

	      simultaneousAckNackAndCQI
	FALSE
	BOOLEAN
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	CQI_PERIODIC
	When periodic CQI reporting should be enabled


7.3.3.5
Test requirement

Table 7.3.3.5-1: Cell specific test parameters for E-UTRAN TDD (cell # 1) for out-of-sync radio link monitoring tests # 1 and # 2
	Parameter
	Unit
	Test 1
	Test 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	Transmit antennas
	
	1
	2

	Special subframe configurationNote1
	
	6
	6

	Uplink-downlink configurationNote2
	
	1
	1

	OCNG Pattern defined in D.2 (TDD) 
	
	OP.1 TDD
	OP.1 TDD

	(A, (B
	
	0
	-3

	PCFICH_RB
	dB
	4
	1

	PDCCH_RA
	dB
	0
	-3

	PDCCH_RB
	dB
	0
	-3

	PBCH_RA
	dB
	0
	-3

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 3
	dB
	
	

	OCNG_RBNote 3
	dB
	
	

	SNR1
	dB
	[-5.1+TT]
	[-5.2+TT]

	SNR2
	dB
	[-9.1+TT]
	[-9.2+TT]

	SNR3
	dB
	[-13.1+TT]
	[-13.2+TT]
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	dBm/15 kHz
	-98
	-98

	Propagation condition
	
	AWGN
	AWGN

	Note 1: For the special subframe configuration see table 4.2-1 in 3GPP TS 36.211.

Note 2: For the uplink-downlink configuration see table 4.2-2 in 3GPP TS 36.211.

Note 3:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 4:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 5:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:   The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 7:   SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.


Table 7.3.3.5-2: Cell specific test parameters for E-UTRAN TDD (cell # 1) for out-of-sync radio link monitoring tests # 3 and # 4

	Parameter
	Unit
	Test 3
	Test 4

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	Transmit antennas
	
	1
	2

	Special subframe configurationNote1
	
	6
	6

	Uplink-downlink configurationNote2
	
	1
	1

	OCNG Pattern defined in D.2  (TDD) 
	
	OP.1 TDD
	OP.1 TDD

	(A, (B
	
	0
	-3

	PCFICH_RB
	dB
	4
	1

	PDCCH_RA
	dB
	0
	-3

	PDCCH_RB
	dB
	0
	-3

	PBCH_RA
	dB
	0
	-3

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 3
	dB
	
	

	OCNG_RBNote 3
	dB
	
	

	SNR1
	dB
	[-1.4+TT]
	[-2.3+TT]

	SNR2
	dB
	[-5.3+TT]
	[-5.9+TT]

	SNR3
	dB
	[-11.3+TT]
	[-11.9+TT]
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	dBm/15 kHz
	-98
	-98

	Propagation condition
	
	ETU 70 Hz
	ETU 70 Hz

	Note 1: For the special subframe configuration see table 4.2-1 in 3GPP TS 36.211.

Note 2: For the uplink-downlink configuration see table 4.2-2 in 3GPP TS 36.211.

Note 3:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 4:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 5:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:   The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 7:   SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.


The UE behaviour in each test during time durations T1, T2 and T3 shall be as follows:
During time duration T1 and T2 the UE shall continuously report CQI according to the configured CQI mode (PUCCH 1-0) with a periodicity of 1 ms.
The UE shall stop reporting the CQI within [200 + 40] ms from the start of the time duration T3. 

The rate of correct events observed during repeated tests shall be at least 90%.

7.3.4
E-UTRAN TDD Radio Link Monitoring Test for In-sync

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· The test procedure is only in a draft

· The Message context is not complete

· Some test parameters are still undefined since they are not settled in TS36.133
· Initial conditions: Connection diagrams for this test is not specified in TS36.508

7.3.4.1
Test purpose
The purpose of this test is to verify that the UE properly detects the in sync for the purpose of monitoring downlink radio link quality of the serving cell. This test will partly verify the E-UTRAN TDD radio link monitoring requirements in TS36.133 section 7.6.

7.3.4.2
Test applicability
This test applies to all types of E-UTRA TDD UE release 8 and forward.

7.3.4.3
Minimum conformance requirements

When the downlink radio link quality estimated over the last [100] ms period becomes better than the threshold Qin, Layer 1 of the UE shall send an in-sync indication to the higher layers within [100] ms Qin evaluation period. A L3 filter shall be applied to the in-sync indications as specified in TS36.331. 

The out-of-sync and in-sync evaluations shall be performed as specified in section 4.2.1 in TS36.213. Two successive indications from Layer 1 shall be separated by at least [10] ms.

The transmitter power shall be turned off within [40] ms after expiry of T310 timer as specified in section 5.3.11 in [2].
The normative reference for this requirement is TS36.133 [4] clause 7.6.2 and A.7.3.4.

7.3.4.4
Test description

The test consists of 2 subtests with one cell configured; the difference between the subtests is the number of transmitter antennas. Each subtest consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure 7.3.4.4-1 shows the different time durations and the corresponding variation of the downlink SNR in the active cell to emulate in-sync states.
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Figure 7.3.4.4-1 SNR variation for in-sync testing
(Editor’s note 1: T310 timer, which starts at Point B (the best scenario), would expire 100 + 40  ms after Point E. “100 + 40 ms” would correspond the safety margin for in-sync detection for in-sync detection at Point E.)

(Editor’s note 2: T310 timer, which starts 200 + 40 ms after Point B (the worst scenario), would expire 380 ms after Point E. Therefore, the verification should be conducted at Point F (380 + [40] ms after Point E).)

(Editor’s note 3: Behaviours of starting T310 timer could be verified in the tests for out-of-sync.)
7.3.4.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.

1. For subtest 1 (one transmitter antenna): Connect the SS (node B emulator) and faders, to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.9.
For subtest 2 (two transmitter antennas): Connect the SS (node B emulator) and faders, to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.10.
2. The general test parameter settings for the different subtest are set up according to Table 7.3.4.4.1-1.

3. Propagation conditions are set according to Annex B clauses B.0.

4. Message contents are defined in clause 7.3.4.4.3.

6. There is one cell specified in this test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
Table 7.3.4.4.1-1: General test parameters for E-UTRAN TDD in-sync testing

	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	Test 2
	

	PDSCH parameters 
	
	R.0 TDD
	R.1 TDD
	As specified in section [A.2.1]

	PCFICH/PDCCH/PHICH parameters
	
	R.6 TDD
	R.7 TDD
	As specified in section [A.2.2]

	Active cell
	
	Cell 1
	Cell 1
	Cell 1 is on E-UTRA RF channel number 1

	CP length

	
	Normal
	Normal
	

	E-UTRA RF Channel Number
	
	1
	1
	One E-UTRA TDD carrier frequency is used.

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	10
	

	Transmit antennas
	
	1
	2
	

	In sync transmission parameters
(Not transmitted)
	DCI format
	
	1C
	1C
	As defined in section 5.3.3.1.4 in TS 36.213

	
	Number of Control OFDM symbols
	
	2
	2
	In sync threshold Qin and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in TS36.133 section and Table 7.6.1-2 respectively.

	
	Aggregation level 
	CCE
	4
	4
	

	
	(A, (B
	
	0
	-3
	

	
	Ratio of PDCCH to RS EPRE
	
	0
	-3
	

	
	Ratio of PCFICH to RS EPRE
	
	4
	1
	

	Out of sync transmission parameters
(Not transmitted)
	DCI format
	
	1A
	1A
	As defined in section 5.3.3.1.4 in TS 36.213

	
	Number of Control OFDM symbols
	
	2
	2
	Out of sync threshold Qout and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in TS36.133 section 7.6.1 and Table 7.6.1-1 respectively.

	
	Aggregation level 
	CCE
	8
	8
	

	
	(A, (B
	
	0
	-3
	

	
	Ratio of PDCCH to RS EPRE
	dB
	4
	1
	

	
	Ratio of PCFICH to RS EPRE
	dB
	4
	1
	

	DRX
	
	OFF
	OFF
	

	Layer 3 filtering
	
	Enabled
	Enabled
	Counters:

N310 = 1; N311 = 1

	T310 timer
	ms
	[2000]
	[2000]
	T310 is enabled

	T311 timer
	ms
	1000
	1000
	T311 is enabled

	Periodic CQI reporting mode
	
	PUCCH 1-0
	PUCCH 1-0
	As defined in table 7.2.2-1 in TS 36.213. 

	CQI reporting periodicity
	ms
	1
	1
	Minimum CQI reporting periodicity

	Propagation channel
	
	ETU 70 Hz
	ETU 70 Hz
	

	T1
	s
	[0.5]
	[0.5]
	


	T2
	s
	[0.4]
	[0.4]
	

	T3
	s
	[1.46]
	[1.46]
	

	T4
	s
	[0.4]
	[0.4]
	

	T5
	s
	[1]
	[1]
	


7.3.4.4.2

Test procedure

Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CQI reporting in PUCCH 1-0 mode with a reporting periodicity of 1 ms.
1. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.3 and receiving payload from the SS.

2. Set the parameters according to T1 in Table 7.3.4.5-1 for subtest 1 and 2 respectively. Propagation conditions are set according to Annex B.2.2. T1 starts.

3. When T1 expires the SS shall change the SNR value to T2 as specified in Table 7.3.4.5-1. T2 starts.

4. When T2 expires the SS shall change the SNR value to T3 as specified in Table 7.3.4.5-1. T3 starts.

5. When T3 expires the SS shall change the SNR value to T4 as specified in Table 7.3.4.5-1. T4 starts.

6. When T4 expires the SS shall change the SNR value to T5 as specified in Table 7.3.4.5-1. T5 starts.

7. If the SS stops receiving CQI reports before point F ([520] ms after the start of time duration T5) in Figure 7.3.4.4-1 the UE fails the test.

8. Repeat steps 2-7 for both subtests until the confidence level according to Tables G.2.6-1 in Annex G clause G.2 is achieved.

7.3.4.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 7.3.4.4.3-1: SystemInformationBlockType2: Additional E-UTRAN TDD Radio Link Monitoring Test for In-sync
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType 2 ::= SEQUENCE {
	
	
	

	  Ue-TimersAndConstants {
	
	
	

	    T310
	[ms2000]
	
	

	    T311
	ms1000
	
	

	    N310
	n1
	
	

	    N311
	n1
	
	


Table 7.3.4.4.3-2: CQI-ReportConfig-DEFAULT: Additional E-UTRAN TDD Radio Link Monitoring Test for In-sync
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportPeriodic
	ON
	
	

	  cqi-ReportPeriodic CHOICE {
	
	
	CQI_PERIODIC

	    setup SEQUENCE {
	
	
	

	      cqi-PUCCH-ResourceIndex
	2
	INTEGER (0..767)
	

	      cqi-pmi-ConfigIndex
	[0]
	INTEGER (0..511)
	

	      cqi-FormatIndicatorPeriodic CHOICE {
	
	
	

	        widebandCQI
	NULL
	
	

	      }
	
	
	

	      ri-ConfigIndex
	[1]
	INTEGER (0..1023)

Arbitrarily selected as a representative value
	

	      simultaneousAckNackAndCQI
	FALSE
	BOOLEAN
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	CQI_PERIODIC
	When periodic CQI reporting should be enabled


7.3.4.5
Test requirement

Table 7.3.4.5-1: Cell specific test parameters for E-UTRAN TDD (cell # 1) for In-sync radio link monitoring tests # 1 and # 2
	Parameter
	Unit
	Test 1
	Test 2

	
	
	T1
	T2
	T3
	T4
	T5
	T1
	T2
	T3
	T4
	T5

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	Transmit antennas
	
	1
	2

	Special subframe configurationNote1
	
	6
	6

	Uplink-downlink configurationNote2
	
	1
	1

	OCNG Pattern defined in D.2 (TDD) 
	
	OP.1 TDD
	OP.1 TDD

	(A, (B
	
	0
	-3

	PCFICH_RB
	dB
	4
	1

	PDCCH_RA
	dB
	0
	-3

	PDCCH_RB
	dB
	0
	-3

	PBCH_RA
	dB
	`

0
	-3

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 3
	dB
	
	

	OCNG_RBNote 3
	dB
	
	

	SNR1
	dB
	[-1.4+TT]
	[-2.3+TT]

	SNR2
	dB
	[-5.3+TT]
	[-5.9+TT]

	SNR3
	dB
	[-11.3+TT]
	[-11.9+TT]

	SNR4
	dB
	[-6.4+TT]
	[-7.3+TT]

	SNR5
	dB
	[-1.4+TT]
	[-2.3+TT]

	
[image: image6.wmf]oc

N


	dBm/15 kHz
	-98
	-98

	Propagation condition
	
	ETU 70 Hz
	ETU 70 Hz

	Note 1: For the special subframe configuration see table 4.2-1 in 3GPP TS 36.211.

Note 2: For the uplink-downlink configuration see table 4.2-2 in 3GPP TS 36.211.

Note 3:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 4:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 5:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:   The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 7:   SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.


The UE behaviour in each test during time durations T1, T2, T3, T4 and T5 shall be as follows:

During time duration T1, T2, T3, T4 and T5 the UE shall continuously report CQI according to the configured CQI mode (PUCCH 1-0) with a periodicity of 1 ms.
If the UE stops reporting the CQI before Point F ([520] ms after the start of the time duration T5), the UE fails the tests.

The rate of correct events observed during repeated tests shall be at least 90%.
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