PAGE  

3GPP TSG RAN WG5 #44
(
 R5-094901
Shenzhen, China, 24 - 28 August 09
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	36.508
	CR
	CRNum
	(

rev
	-
	(

Current version:
	8.2.1
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	TDD special subframe pattern update

	
	

	Source to WG:
(

	Rohde & Schwarz, CMCC

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	LTE-UEConTest_SIG
	
	Date: (

	12/08/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8 
Rel-9
(Release 9)

	
	

	Reason for change:
(

	In RRM test,ssp6 is used.In some Rx test cases,ssp4 is used.For other test cases,the selection is not essential. It is easier to set the default configuration as the most frequently used configuration
In 36.508 clause 4.6.3,the default configuration is ssp7. ssp7 is selected for co-existence with TD-SCDMA default configuration.ssp6 is also possible to co-exist with TD-SCDMA. 

	
	

	Summary of change:
(

	The default setting of specialSubframePatterns is changed to ssp6

	
	

	Consequences if 
(

not approved:
	The default setting is not appropriate

	
	

	Clauses affected:
(

	4.6.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	1st revison from R5-094212 delete the comment for RF and we will put a message in the newly added RF clause



–
TDD-Config-DEFAULT

Table 4.6.3-23: TDD-Config-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	
	

	  subframeAssignment
	sa1
	
	

	  specialSubframePatterns
	ssp6
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