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Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT

	
	<< many rows skipped here >>
	
	
	
	
	

	9.2.1.2.4
	Combined attach procedure / Success / EPS services only / CS domain not available
	Rel-8
	C02
	UEs supporting E-UTRA and combined attach
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.5
	Combined attach / rejected / IMSI invalid
	Rel-8
	C02
	UEs supporting E-UTRA and combined attach
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.6
	Combined attach / rejected / Illegal ME
	Rel-8
	C02
	UEs supporting E-UTRA and combined attach
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.7
	Combined attach / rejected / EPS services and non-EPS services not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and combined attach
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.8
	Combined attach / rejected / EPS services not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and combined attach
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.9
	Combined attach / rejected / PLMN not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and combined attach
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.10
	Combined attach / rejected / Tracking area not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and combined attach
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.11
	Combined attach / rejected / Roaming not allowed in this tracking area
	Rel-8
	C02
	UEs supporting E-UTRA and combined attach
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.13
	Combined attach / rejected / No suitable cells in tracking area
	Rel-8
	C02
	UEs supporting E-UTRA and combined attach
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.15
	Combined attach / Abnormal case / handling of the EPS attach attempt counter
	Rel-8
	C02
	UEs supporting E-UTRA and combined attach
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.1.1
	UE initiated detach / UE switched off
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.1.2
	UE initiated detach / USIM removed from the UE
	Rel-8
	C03
	UEs supporting E-UTRA and USIM removal without power down
	pc_eFDD, pc_USIM_Removal
	

	
	
	
	
	
	pc_eTDD, pc_USIM_Removal
	

	9.2.2.1.6
	UE initiated detach / Abnormal case / local detach after 5 attempts due to no network response
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.2.1
	NW initiated detach / re-attach required
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.2.2
	NW initiated detach / IMSI detach
	Rel-8
	C02
	UEs supporting E-UTRA and combined attach
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.1
	Normal tracking area update / accepted
	Rel-8
	C04
	UEs supporting E-UTRA and PS mode of operation
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.2
	Normal tracking area update / accepted / “Active” flag set
	Rel-8
	R
	UEs supporting E-UTRA and EPS only mode of operation
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.4
	Normal tracking area update / list of equivalent PLMNs in the TRACKING AREA UPDATE ACCEPT message
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.5
	Periodic tracking area update / accepted
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.8
	UE receives an indication that the RRC connection was released with cause "load balancing TAU required"
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.9a
	Normal tracking area update / NAS signalling connection recovery
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.10
	Normal tracking area update / rejected / IMSI invalid
	Rel-8
	C04
	UEs supporting E-UTRA and PS mode of operation
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.11
	Normal tracking area update / rejected / illegal ME
	Rel-8
	C04
	UEs supporting E-UTRA and PS mode of operation
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.12
	Normal tracking area update / rejected / EPS service not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and PS mode of operation
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.13
	Normal tracking area update / rejected / UE identity cannot be derived by the network
	Rel-8
	C04
	UEs supporting E-UTRA and PS mode of operation
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.14
	Normal tracking area update / rejected / UE implicitly detached
	Rel-8
	C04
	UEs supporting E-UTRA and PS mode of operation
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.15
	Normal tracking area update / rejected / PLMN not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and PS mode of operation
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.16
	Normal tracking area update / rejected / tracking area not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and PS mode of operation
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.23
	Normal tracking area update / abnormal case / Success after several attempts due to no network response / TA belongs to TAI list and status is UPDATED
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.25
	Normal tracking area update / abnormal case / Failure after 5 attempts due to no network response
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.1
	Combined tracking area update successful
	Rel-8
	C02
	UEs supporting E-UTRA and combined attach
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.3
	Combined tracking area update / successful for EPS services only / MSC temporarily not reachable
	Rel-8
	C02
	UEs supporting E-UTRA and combined attach
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.6
	Combined tracking area update / rejected / Illegal ME
	Rel-8
	C02
	UEs supporting E-UTRA and combined attach
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.9
	Combined tracking area update / rejected / UE identity cannot be derived by the network
	Rel-8
	C02
	UEs supporting E-UTRA and combined attach
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.10
	Combined tracking area update / rejected / UE implicitly detached
	Rel-8
	C02
	UEs supporting E-UTRA and combined attach
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.12
	Combined tracking area update / rejected / Tracking area not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and combined attach
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.15
	Combined tracking area update / rejected / Tracking area not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and combined attach
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.3.1
	First Iu mode to S1 mode intersystem change after attach; go to E-UTRAN RRC idle; RAU to UTRAN
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.3.5
	Periodic Routing Area Update
	Rel-8
	C27
	UEs supporting E-UTRA and UTRAN or GERAN and ISR
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.4.1
	TAU/RAU procedure for inter-system cell re-selection between A/Gb and S1 modes
	Rel-8
	C05
	UEs supporting E-UTRA and GERAN
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.1
	Service Request / initiated by UE for user data
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.2
	Service Request / initiated by UE for uplink signalling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.3
	Service Request / Mobile originating CS fallback
	Rel-8
	C26
	UEs supporting E-UTRA and CS fallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.4
	Service Request / Rejected / IMSI invalid
	Rel-8
	C02
	UEs supporting E-UTRA and combined attach
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.7
	Service Request / Rejected / UE identity cannot be derived by the network
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.7a
	Service Request / Rejected / UE implicitly detached
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.16
	Service Request / abnormal case / Switch off
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.17
	Service Request / abnormal case / Procedure collision
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.2.1
	Paging procedure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
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