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<BEGIN OF MODIFIED SECTION>
6.3.2.5 Inter-RAT Cell Reselection / from GSM_Idle / GPRS Packet_Idle to a UTRA idle CSG cell
6.3.2.5.1
Definition

6.3.2.5.2
Conformance requirement

1.  Inter-RAT reselection to an allowed CSG cell is supported when the UE is camped on another RAT.  The UE requirements are defined in the specifications of the concerned RAT.
2.  If a mobile station is a member of at least one Closed Subscriber Group, i.e. at least one CSG ID is included in the MS’s "Allowed CSG list", then, in addition to normal cell reselection, the MS shall search for UTRAN and/or E-UTRAN CSG cells depending on the MS capability.

If the strongest cell which the MS has detected on a UTRAN or E-UTRAN frequency is a suitable CSG cell, it should reselect to this cell irrespective of the cell reselection rules applicable for the cell on which the MS is currently camped.
3. Measurement of CSG cells and cell re-selection to CSG cells in packet idle mode shall follow the same rules as in TS 45.008 subclause 6.6.7.1. Manual search and selection of CSG ID(s) in packet idle mode shall follow the same rules as in TS 45.008 subclause 6.6.7.2.
The MS is not required to consider CSG cells for measurement and cell re-selection while in packet transfer mode.
The MS is not required to perform manual search and selection of CSG ID(s) while in packet transfer mode.
Reference
1. TS 25.367, clause 7.2.3
2. TS 45.008, clause 6.6.7.1
3. TS 45.008, clause 10.1.3.4

6.3.2.5.3
Test purpose
To test the behaviour of the UE reselection from GSM_Idle to a UTRA idle CSG Cell.

6.3.2.5.4
Method of test

Initial condition

System Simulator:
Two Cells, Cell 1 and Cell 9:

	Cell
	Radio Access Technology
	CSG Identity

	Cell 9
	GSM
	-

	Cell 1
	UTRAN
	CSG 1


Cell 1 shall include:

 -  “CSG Indicator” with value of “TRUE” in its Master Information Block 

 - “CSG Identity” and “CSG PSC Split Information” in its System Information Block type 3.
Cell 9 shall include Cell 1 as a neighbouring cell in its System Information. The SS transmits system information for Cell 1 shall be according to TS 34.108, clause 6.1.4 with the following exceptions:

-   The 3G Neighbour Cell Description of Cell 9 (GSM) refers Cell 1 (UTRAN)
SYSTEM INFORMATION TYPE 3 REST OCTETS

- SI2q is indicated on BCCH Norm

SYSTEM INFORMATION TYPE 2QUATER

	Information Element
	Value/remark

	< RR management Protocol Discriminator bit (4) >
	‘0110'B

	< Skip Indicator : bit (4) >
	‘0000'B

	< Message type : bit (8) >
	‘0000 0111’B

	<  SI2 quarter Rest Octets >
	

	< BA_IND : bit >
	0

	< 3G_BA_IND : bit >
	0

	< MP_CHANGE_MARK : bit >
	0

	< SI2quater _INDEX : bit (4) >
	‘0000’B

	< SI2quater_COUNT : bit (4) >
	‘0000’B

	0 | 1 < Measurement_Parameters Description >
	0

	0 | 1 < GPRS_Real Time Difference Description >
	0

	0 | 1 < GPSR_BSIC Description >
	0

	0 | 1 < GPRS_REPORT PRIORITY Description >
	0

	0 | 1 < GPRS_Measurement_Parameters Description >
	0

	0 | 1 < NC Measurement Parameters >
	0

	0 | 1 < extension length >
	0

	0 | 1 < 3G Neighbour Cell Description >
	1

	  0 | 1 < Index_Start_3G : bit (7) >
	0

	  0 | 1 < Absolute_Index_Start_EMR : bit (7) >
	0

	  0 | 1 < UTRAN FDD Description >
	1

	    0 | 1 < Bandwidth_FDD : bit (3) >
	0

	    1 < Repeated UTRAN FDD Neighbour Cells > ** 0 
	1

	      0 < FDD-ARFCN : bit (14) >      
	0 See TS 34.108, clause 6.1.5, table 6.1.1

	      < FDD_Indic0 : bit >
	0

	      < NR_OF_FDD_CELLS : bit (5) >
	‘00001’B

	      < FDD_CELL_INFORMATION Field >
	10 bits

 Scrambling code according to TS 34.108, clause 6.1.4, Default settings for cell No.1

	    1 < Repeated UTRAN FDD Neighbour Cells > ** 0 
	0

	   0 | 1 < UTRAN TDD Description >
	0

	0 | 1 < 3G MEASUREMENT Parameters Description >
	1

	  < Qsearch_I : bit (4) >
	‘0111’B (Always)

	  < Qsearch_C_Initial : bit (1) >      
	0

	  0 | 1
< FDD_Qoffset : bit (4) >
	1 ‘1001’B (4dB)

	    < FDD_REP_QUANT : bit (1) >
	0

	    < FDD_MULTIRAT_REPORTING : bit (2) >
	‘00’B

	    < FDD_Qmin : bit (3) > 
	’000’B (-20 dB)

	  0 | 1
< TDD_Qoffset : bit (4) >
	0

	0 | 1 < GPRS_3G_MEASUREMENT Parameters Description >
	1

	  < Qsearch_P : bit (4) >
	‘1111’B (Never)

	  < 3G_SEARCH_PRIO : bit >
	0

	  0 | 1
< FDD_REP_QUANT : bit >

	0

	  0 | 1
< FDD_REPORTING_OFFSET : bit (3) >
	0

	  0 | 1 < TDD_MULTIRAT_REPORTING : bit (2) >


	0

	  0 | 1
< TDD_REPORTING_OFFSET : bit (3) >
	0


On the UE side, CSG 1 is in the UE’s Allowed CSG List.
The UE is equipped with a USIM containing default values except for those listed below.
	USIM field
	CSG ID

	EFACSGL
	CSG 1


For FDD only:
Step a-d:

	Parameter
	Unit
	Cell 9

	Test Channel
	
	1

	RF Signal Level
	dBm
	-50

	RXLEV_ACCESS_
MIN
	dBm
	-70

	MS_TXPWR_MAX_
CCH
	dBm
	Max. output power of UE

	FDD_Qmin
	dB
	-20

	FDD_Qoffset
	dB
	0

	C1*
	dB
	20


	Parameter
	Unit
	Cell 1

	Test Channel
	
	1

	CPICH_Ec
	dBm/3.84 MHz
	-60

	Qrxlevmin
	dBm
	-101


Test procedure
Method C is applied.

a)   The SS activates Cell 9. The UE is switched on.
b)
The SS waits for random access requests from the UE.
c)   The SS activates Cell 1.
d)
The SS waits for random access requests from the UE.
6.3.2.5.5
Test requirements
1) In step b, the UE shall respond and camp on Cell 9.
2) In step d, the UE shall respond and camp on Cell 1.
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