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5.1.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 5.1.1.4.3-1: Common Exception messages for E-UTRAN FDD-FDD intra frequency handover test requirement
	 Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.2-1

Table H.3.2-3


-------------------------------------- NEXT CHANGE SECTION ---------------------------------------------------------------
Table 5.1.1.4.3-5: MeasResultListEUTRA: Additional E-UTRAN FDD-FDD intra frequency handover test requirement
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicalCellIdentity
	PhysicalCellIdentity
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	    globalCellID-EUTRA
	GlobalCellId-EUTRA
	
	

	    tac-ID
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult   
	 
	 
	

	    rsrpResult
	Not present 
	
	

	    rsrqResult
	Not present 
	
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


------------------------------------------- NEXT CHANGED SECTION ----------------------------------
5.1.3.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions: 
Table 5.1.3.4.3-1: Common Exception messages for E-UTRAN FDD-FDD inter-frequency handover test requirement
	 Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.2-1

Table H.3.2-3

Table H.3.6-2


------------------------------------------- NEXT CHANGED SECTION ----------------------------------
Table 5.1.3.4.3-5: MeasResultListEUTRA: Additional E-UTRAN FDD-FDD inter frequency handover test requirement
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId
	PhysCellId
	
	

	  cgi-Info SEQUENCE {   
	 
	
	

	    cellGlobalId
	CellGlobalIdEUTRA
	
	

	    trackingAreaCode
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult   
	 
	 
	

	    rsrpResult
	Not present 
	
	

	    rsrqResult
	Not present 
	
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


------------------------------------------- NEXT CHANGED SECTION ----------------------------------
5.2.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 5.2.1.4.3-1: Common Exception messages for E-UTRAN FDD – UTRAN FDD handover
	 Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.3-1

Table H.3.3-3


------------------------------------------- NEXT CHANGED SECTION ----------------------------------
Table 5.2.1.4.3-5: MeasResultListUTRA: Additional E-UTRAN FDD – UTRAN FDD handover
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId CHOICE {   
	 
	
	

	    fdd
	PhysCellIdUTRA-FDD
	
	

	  }  
	
	 
	

	  cgi-Info SEQUENCE {
	 
	
	

	    cellGlobalId
	CellGlobalIdUTRA
	
	

	    lcoatonAreaCode 
	Not present
	
	

	    routingAreaCode
	Not present
	
	

	    plmn-IdentityList
	Not present
	
	

	  }
	
	
	

	  measResult SEQUENCE {
	 
	 
	

	    utra-RSCP
	
	Set according to specific test
	

	    utra-EcN0
	
	Set according to specific test
	

	    …
	
	
	

	   }   
	 
	
	

	  }   
	 
	
	


------------------------------------------- NEXT CHANGED SECTION ----------------------------------
5.2.3.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 5.2.3.4.3-1: Common Exception messages for E-UTRAN FDD – GSM handover
	 Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.3-2

Table H.3.3-3


------------------------------------------- NEXT CHANGED SECTION ----------------------------------
Table 5.2.3.4.3-5: MeasResultListGERAN: Additional E-UTRAN FDD – GSM handover
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListGERAN ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  MeasResultGERAN SEQUENCE {
	 
	
	

	    carrierFreq
	CarrierFreqGERAN
	Contains the carrier frequency of the target GERAN cell
	

	    physCellId
	PhysCellIdGERAN
	Contains the Base Station Identity Code (BSIC)
	

	  }  
	  
	 
	

	  Cgi-Info SEQUENCE {
	
	
	

	   cellGlobalId
	CellGlobalIdGERAN
	
	

	   routingAreaCode
	Not present
	
	

	  }
	
	
	

	  measResult SEQUENCE {
	 
	 
	

	    rssi
	
	Set according to specific test 
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


------------------------------------------- NEXT CHANGED SECTION ----------------------------------
8.1.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 8.1.1.4.3-1: Common Exception messages for E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	 Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1




------------------------------------------- NEXT CHANGED SECTION ----------------------------------
Table 8.1.1.4.3-5: MeasResultListEUTRA: Additional E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicalCellIdentity
	PhysicalCellIdentity
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	   globalCellID-EUTRA
	GlobalCellId-EUTRA
	
	

	    tac-ID
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult   
	 
	 
	

	    rsrpResult
	Not present 
	
	

	    rsrqResult SEQUENCE {  
	Not present 
	
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


------------------------------------------- NEXT CHANGED SECTION ----------------------------------
8.1.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 8.1.2.4.3-1: Common Exception messages for E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells test requirement
	 Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.6-2


------------------------------------------- NEXT CHANGED SECTION ----------------------------------
Table 8.1.2.4.3-5: MeasResultListEUTRA: Additional E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells test requirement
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicalCellIdentity
	PhysicalCellIdentity
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	   globalCellID-EUTRA
	GlobalCellId-EUTRA
	
	

	    tac-ID
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult   
	 
	 
	

	    rsrpResult
	Not present 
	
	

	    rsrqResult SEQUENCE {  
	Not present 
	
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


------------------------------------------- NEXT CHANGED SECTION ----------------------------------
8.1.3.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 8.1.3.4.3-1: Common Exception messages for E-UTRAN FDD-FDD intra frequency event triggered reporting in DRX under fading propagation conditions test 1 and 2 requirements
	 Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.1-2




------------------------------------------- NEXT CHANGED SECTION ----------------------------------
Table 8.1.3.4.3-8: MeasResultListEUTRA: Additional E-UTRAN FDD-FDD intra frequency event triggered reporting in DRX under fading propagation conditions test 1 and 2 requirements
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultEUTRA {
	
	
	

	  physCellId
	PhysCellId
	
	

	  cgi-Info SEQUENCE {   
	 
	
	

	    cellglobalId-EUTRA
	cellGlobalId-EUTRA
	
	

	    trackingAreaCode
	trackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult SEQUENCE {      
	 
	 
	

	    rsrpResult
	Not present 
	
	

	    rsrqResult
	Not present 
	
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


------------------------------------------- NEXT CHANGED SECTION ----------------------------------
8.3.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 8.3.1.4.3-1: Common Exception messages for E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells test requirement
	 Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1




------------------------------------------- NEXT CHANGED SECTION ----------------------------------
Table 8.3.1.4.3-5: MeasResultListEUTRA: Additional E-UTRAN FDD-FDD inter frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicalCellIdentity
	PhysicalCellIdentity
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	    globalCellID-EUTRA
	GlobalCellId-EUTRA
	
	

	    tac-ID
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult SEQUENCE {   
	 
	 
	

	    rsrpResult
	
	Set according to specific test
	

	    rsrqResult
	
	Set according to specific test
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


------------------------------------------- NEXT CHANGED SECTION ----------------------------------
8.3.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 8.3.2.4.3-1: Common Exception messages for E-UTRAN FDD-FDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions test 1 and 2 requirements
	 Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.1-3




------------------------------------------- NEXT CHANGED SECTION ----------------------------------
Table 8.3.2.4.3-8: MeasResultListEUTRA: Additional  E-UTRAN FDD-FDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions test 1 and 2 requirements
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicalCellIdentity
	PhysicalCellIdentity
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	    globalCellID-EUTRA
	GlobalCellId-EUTRA
	
	

	    tac-ID
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult SEQUENCE {   
	 
	 
	

	    rsrpResult
	
	Set according to specific test
	

	    rsrqResult
	
	Set according to specific test
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


------------------------------------------- NEXT CHANGED SECTION ----------------------------------
8.5.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 8.5.1.4.3-1: Common Exception messages for E-UTRAN FDD – UTRAN FDD event triggered reporting under fading propagation conditions
	 Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1




------------------------------------------- NEXT CHANGED SECTION ----------------------------------
Table 8.5.1.4.3-5: MeasResultListUTRA: Additional E-UTRAN FDD – UTRAN FDD event triggered reporting under fading propagation conditions
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId CHOICE {   
	 
	
	

	    fdd
	PhysCellIdUTRA-FDD
	
	

	  }  
	
	 
	

	  cgi-Info SEQUENCE {
	 
	
	

	    cellGlobalId
	CellGlobalIdUTRA
	
	

	    lcoatonAreaCode 
	Not present
	
	

	    routingAreaCode
	Not present
	
	

	    plmn-IdentityList
	Not present
	
	

	  }
	
	
	

	  measResult SEQUENCE {
	 
	 
	

	    utra-RSCP
	
	Set according to specific test
	

	    utra-EcN0
	
	Set according to specific test
	

	    …
	
	
	

	   }   
	 
	
	

	  }   
	 
	
	


------------------------------------------- NEXT CHANGED SECTION ----------------------------------
8.8.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 8.8.1.4.3-1: Common Exception messages for E-UTRAN FDD – GSM Event triggered reporting in AWGN
	 Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1


------------------------------------------- NEXT CHANGED SECTION ----------------------------------
Table 8.8.1.4.3-5: MeasResultListGERAN: Additional E-UTRAN FDD – GSM Event triggered reporting in AWGN
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListGERAN ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  MeasResultGERAN SEQUENCE {
	 
	
	

	    carrierFreq
	CarrierFreqGERAN
	Contains the carrier frequency of the target GERAN cell
	

	    physCellId
	PhysCellIdGERAN
	Contains the Base Station Identity Code (BSIC)
	

	  }  
	  
	 
	

	  cgi-Info SEQUENCE {
	
	
	

	   cellGlobalId
	CellGlobalIdGERAN
	
	

	   routingAreaCode
	Not present
	
	

	  }
	
	
	

	  measResult SEQUENCE {
	 
	 
	

	    rssi
	
	Set according to specific test 
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


------------------------------------------- NEXT CHANGED SECTION ----------------------------------
9.1.1.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.1.1.1.4.3-1: Common Exception messages for RSRP FDD Intra frequency absolute accuracy test requirement
	 Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.5-1

Table H.3.5-3


Table 9.1.1.1.4.3-2: MeasuredResults: Additional RSRP FDD Intra frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed
	

	   measResultServing SEQUENCE {
	 
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 9.1.1.1.4.3-3: MeasResultListEUTRA: Additional RSRP FDD Intra frequency absolute accuracy test requirement
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicalCellIdentity
	PhysicalCellIdentity
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	    globalCellID-EUTRA
	GlobalCellId-EUTRA
	
	

	    tac-ID
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult SEQUENCE {   
	 
	 
	

	    rsrpResult
	
	Set according to specific test
	

	    rsrqResult
	
	Set according to specific test
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


------------------------------------------- NEXT CHANGED SECTION ----------------------------------
9.1.3.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.1.3.1.4.3-1: Common Exception messages for RSRP FDD Inter frequency absolute accuracy test requirement
	 Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.5-1

Table H.3.5-3


Table 9.1.3.1.4.3-2: MeasuredResults: Additional RSRP FDD Inter frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed
	

	   measResultServing SEQUENCE {
	 
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 9.1.3.1.4.3-3: MeasResultListEUTRA: Additional RSRP FDD Inter frequency absolute accuracy test requirement
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicalCellIdentity
	PhysicalCellIdentity
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	    globalCellID-EUTRA
	GlobalCellId-EUTRA
	
	

	    tac-ID
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult SEQUENCE {   
	 
	 
	

	    rsrpResult
	
	Set according to specific test
	

	    rsrqResult
	
	Set according to specific test
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


------------------------------------------- NEXT CHANGED SECTION ----------------------------------
9.2.1.1.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.1.1.4.3-1: Common Exception messages for RSRQ FDD intra frequency absolute accuracy test requirement
	 Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.2-1

Table H.3.5-1

Table H.3.5-4


Table 9.2.1.1.4.3-2: MeasuredResults: Additional RSRQ FDD intra frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed
	

	   measResultServing SEQUENCE {
	 
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 9.2.1.1.4.3-3: MeasResultListEUTRA: Additional RSRQ FDD intra frequency absolute accuracy test requirement
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physicalCellIdentity
	PhysicalCellIdentity
	
	

	  globalCellIdentity SEQUENCE {   
	 
	
	

	    globalCellID-EUTRA
	GlobalCellId-EUTRA
	
	

	    tac-ID
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult SEQUENCE {
	 
	 
	

	    rsrpResult
	
	Set according to specific test
	

	    rsrqResult
	
	Set according to specific test
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


------------------------------------------- NEXT CHANGED SECTION ----------------------------------
9.2.3.1.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.3.1.4.3-1: Common Exception messages for RSRQ FDD – FDD inter frequency absolute accuracy test requirement
	 Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.2-1

Table H.3.5-2

Table H.3.5-4


Table 9.2.3.1.4.3-2: MeasuredResults: Additional RSRQ FDD – FDD inter frequency absolute accuracy test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed
	

	   measResultServing SEQUENCE {
	 
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	 
	
	

	   neighbouringMeasResults CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 9.2.3.1.4.3-3: MeasResultListEUTRA: Additional RSRQ FDD – FDD inter frequency absolute accuracy test requirement
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId
	PhysCellId
	
	

	  cgi-Info SEQUENCE {   
	 
	
	

	    cellGlobalId
	CellGlobalIdEUTRA
	
	

	    trackingAreaCode
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult   
	 
	 
	

	    rsrpResult
	Not present 
	
	

	    rsrqResult
	Not present 
	
	

	    …
	
	
	

	  }   
	 
	
	

	}   
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