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**********Start of first modified section**********
6.2.2
Signal levels

6.2.2.1
Downlink signal levels

The default settings of suitable cells and non-suitable cells for E-UTRA are specified in table 6.2.2.1-1.

Cells which are expected to be undetectable for UE under test shall fulfil the condition of non-suitable “Off” cell in table 6.2.2.1-1.

Table 6.2.2.1-1: Default settings of suitable / non-suitable cells for E-UTRA

	Power level type / Parameter
	Unit
	Power level 

	Serving cell RS EPRE
	dBm/15kHz
	-85

	Suitable neighbour intra-frequency cell RS EPRE
	dBm/15kHz
	-91

	Suitable neighbour inter-frequency cell RS EPRE
	dBm/15kHz
	-97

	Qrxlevmin
	dBm
	-106

	Non-suitable cell RS EPRE
	dBm/15kHz
	-115

	Non-suitable “Off” cell RS EPRE
	dBm/15kHz
	≤ -145

	Note 1:
The power level is specified in terms of cell-specific RS EPRE instead of RSRP as RSRP is a measured value and cannot be directly controlled by the SS.

Note 2:
Power levels are specified based on the precondition that q-Hyst, a3-Offset and hysteresis are 0 dB.
Note 3:
The power level is specified at each UE Rx antenna.


The default settings of suitable cells and non-suitable cells for GERAN are specified in TS 51-010 [25].
…
**********End of first modified section**********

**********Start of next modified section**********
6.3.1
Default parameter specific for simulated cells

Default parameters specific for simulated cells are specified in this subclause.
…
6.3.1.4
GERAN carrier frequency group list in SIB7 for E-UTRA cells
GERAN carrier frequency group list for signalling test cases is defined in table 6.3.1.4-1. This table is referred to in the default contents of IE carrierFreqsInfoList in SystemInformationBlockType7 defined in table 4.4.3.3-6.
Table 6.3.1.4-1: GERAN carrier frequency group list for E-UTRA cells
	carrierFreqsInfoList

	number of entries
	index

(n)
	carrierFreqs[n]

	
	
	startingARFCN[n]
	explicitListOfARFCNs[n]

	
	
	
	number of entries
	ARFCN-ValueGERAN

	3
	1
	f11
	8
	 see Note

	
	2
	f12
	8
	 see Note

	
	3
	f13
	8
	 see Note


NOTE 1:
The explicit list of ARFCNs for each cell uses the frequencies defined for the appropriate cell in the Neighbouring cells BCCH/CCCH carriers field in TS 51.010, clause 40.
Table 6.3.1.4-2: Mapping of GERAN cells with TS 51.010-1 [25]
	GERAN cell
	Frequency
	GERAN cell in TS 51.010-1, clause 40

	Cell 24
	f11
	Cell A

	Cell 25
	f12
	Cell D

	Cell 26
	f13
	Cell B


NOTE 2:
Unless otherwise stated, GERAN cells 24/25/26 take the default values of GERAN cells A/B/C as defined in TS 51.010 clause 40.
…
**********End of modified sections**********
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