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9.2.1.1.26
Attach / Abnormal case / Detach procedure collision
9.2.1.1.26.1
Test Purpose (TP)

(1)

with { UE in EMM-REGISTERED-INITIATED state }

ensure that {

  when { the UE receives a DETACH REQUEST message and the detach type indicates "re-attach not required" }

    then { the attach procedure shall be aborted and the detach procedure shall be progressed }

            }

(2)

with { UE in EMM-REGISTERED-INITIATED state }

ensure that {

  when { the UE receives a DETACH REQUEST message with any detach type except "re-attach not required" }

    then { the attach procedure shall be progressed and the DETACH REQUEST message shall be ignored }

            }
9.2.1.1.26.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.301, 5.5.1.2.6.

[TS 24.301, clause 5.5.1.2.6]

The following abnormal cases can be identified:
...

g)
Detach procedure collision

If the UE receives a DETACH REQUEST message from the network in state EMM-REGISTERED-INITIATED and the detach type indicates "re-attach not required", the detach procedure shall be progressed and the attach procedure shall be aborted. Otherwise the attach procedure shall be progressed and the DETACH REQUEST message shall be ignored.
...

9.2.1.1.26.3
Test description

9.2.1.1.26.3.1
Pre-test conditions

System Simulator:

-
Cell A is configured according to Table 6.3.2.2-1 in [18].
UE:

- 
The test USIM contains IMSI-1, GUTI-1 and TAI-1, and EPS update status is "EU1: UPDATED".

Preamble:

-
The UE is in state Switched OFF (state 1) according to [18].

9.2.1.1.26.3.2
Test procedure sequence

Table 9.2.1.1.26.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures:

Cell A as the "Serving cell".
	- 
	-
	-
	-

	2
	The UE is switched on.
	-
	-
	-
	-

	3
	The UE transmits an ATTACH REQUEST message.
	-->
	ATTACH REQUEST
	-
	-

	4
	The SS initiates a detach procedure and the detach type indicates “re-attach not required”.
	<--
	DETACH REQUEST
	-
	-

	5
	Check: Does the UE continue with the detach procedure?
	-->
	DETACH ACCEPT
	1
	P

	6
	The UE initiates the attach procedure by MMI or AT command.
	-->
	ATTACH REQUEST
	-
	-

	7
	The SS initiates a detach procedure and the detach type indicates “re-attach required”.
	<--
	DETACH REQUEST
	-
	-

	8
	Check: Does the UE transmit a DETACH ACCEPT message in the next 3 seconds?
	-
	-
	2
	F

	9
	The SS transmits an AUTHENTICATION REQUEST message to initiate the EPS authentication and AKA procedure.
	<--
	AUTHENTICATION REQUEST
	-
	-

	10
	The UE transmits an AUTHENTICATION RESPONSE message.
	-->
	AUTHENTICATION RESPONSE
	-
	-

	11
	The SS starts integrity protection and ciphering
	<--
	SECURITY MODE COMMAND
	-
	-

	12
	The UE responds to the SS.
	-->
	SECURITY MODE COMPLETE
	-
	-

	13
	The SS transmits an ATTACH ACCEPT message.
	<--
	ATTACH ACCEPT
	-
	-

	14
	Check: Does the UE transmit an ATTACH COMPLETE message?
	-->
	ATTACH COMPLETE
	2
	P


9.2.1.1.26.3.3
Test procedure sequence
Table 9.2.1.1.26.3.3-1: Message DETACH REQUEST (step 4, Table 9.2.1.1.26.3.2-1)

	Derivation path: 36.508 table 4.7.2-12

	Information Element
	Value/Remark
	Comment
	Condition

	Detach type
	'010'B
	"re-attach not required"
	


Table 9.2.1.1.26.3.3-2: Message DETACH REQUEST (step 7, Table 9.2.1.1.26.3.2-1)

	Derivation path: 36.508 table 4.7.2-12

	Information Element
	Value/Remark
	Comment
	Condition

	Detach type
	'001'B
	"re-attach required"
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