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6.4.2
Test procedures 

6.4.2.1
Introduction

This section defines test procedures which can be used within test procedure sequences for test steps where checking the UE state is needed.

For each test procedure, 

-
at the start of the test procedure, 

-
the System Simulator condition and the value of system information messages are the ones applicable in the test case referring to this test procedure, as they are after the execution of the test step immediately preceding the test step where the test procedure is used;

-
the initial UE condition is one indicated in the test case referring to this procedure, as it is after the execution of the test step immediately preceding the test step where the test procedure is used.

-
at the end of the test procedure,

-
the System Simulator condition after the test procedure execution is complete is the same as before it is started (this should not be changed by the test procedure).
[Text skipped here]
6.4.2.9
Test procedure to check that UE is camped on a new GERAN cell
This procedure aims at checking whether the UE is camping on a new GERAN cell of a test case or not.

The procedure is defined in table 6.4.2.9-1.

Table 6.4.2.9-1: Test procedure sequence
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Check: Does the UE send a CHANNEL REQUEST message on the cell(s) specified in the test case?
	-->
	CHANNEL REQUEST
	-
	P

	2
	An uplink TBF is established in order to allow the UE to transmit a ROUTING AREA UPDATE REQUEST message signalling.
	-
	-
	-
	-

	3
	The UE transmits a ROUTING AREA UPDATE REQUEST message.
	-->
	ROUTING AREA UPDATING REQUEST
	-
	-

	4
	A downlink TBF is established by the SS in order to transmit the AUTHENTICATION AND CIPHERING REQUEST message
	-
	-
	-
	-

	5
	The SS transmits an AUTHENTICATION AND CIPHERING REQUEST message.
	<--
	AUTHENTICATION AND CIPHERING REQUEST
	-
	-

	6
	An uplink TBF is established in order to allow the UE to transmit an AUTHENTICATION AND CIPHERING RESPONSE message
	-
	-
	-
	-

	7
	The UE transmits a AUTHENTICATION AND CIPHERING RESPONSE message.
	-->
	AUTHENTICATION AND CIPHERING RESPONSE
	-
	-

	8
	A downlink TBF is established by the SS in order to transmit the ROUTING AREA UPDATE ACCEPT message
	-
	-
	-
	-

	9
	The SS transmits a ROUTING AREA UPDATE ACCEPT message.
	<--
	ROUTING AREA UPDATING ACCEPT
	-
	-

	10
	An uplink TBF is established in order to allow the UE to transmit a ROUTING AREA UPDATE COMPLETE message
	
	
	-
	-

	11
	The UE transmits a ROUTING AREA UPDATE COMPLETE message.
	-->
	ROUTING AREA UPDATING COMPLETE
	-
	P


NOTE:
The TS 51.010-1 [25] uses Network Mode of Operation I as default, for this reason a combined MM/GMM procedure is performed.
6.4.2.10
Test procedure to check that UE performs tracking area updating procedure without ISR and security reconfiguration after successful completion of handover from UTRA
This procedure aims at checking whether the UE performs tracking area updating procedure where ISR is not activated and security reconfiguration after successful completion of handover from UTRA.

The procedure is defined in table 6.4.2.10-1.

Table 6.4.2.10-1: Test procedure sequence

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The UE transmits an ULInformationTransfer message on the cell specified in the test case.
This message includes a TRACKING AREA UPDATE REQUEST message.
	-->
	RRC: ULInformationTransfer
NAS: TRACKING AREA UPDATE REQUEST
	-
	-

	2
	The SS transmits a DLInformationTransfer message on the cell specified in the test case.

This message includes a TRACKING AREA UPDATE ACCEPT message.
	<--
	RRC:DLInformationTransfer
NAS: TRACKING AREA UPDATE ACCEPT
	-
	-

	3
	The UE transmits an ULInformationTransfer message on the cell specified in the test case.
This message includes a TRACKING AREA UPDATE COMPLETE message.
	-->
	RRC:ULInformationTransfer
NAS: TRACKING AREA UPDATE COMPLETE
	-
	-

	-
	EXCEPTION:
Steps 4a1 to 4a2 describe behaviour that depends on the IE included in TRACKING AREA UPDATE REQUEST in step 1.
	-
	-
	-
	-

	4a1
	IF TRACKING AREA UPDATE REQUEST transmitted in step 1 does not contain a valid KSIASME THEN the SS transmits a DLInformationTransfer message on the cell specified in the test case.
This message includes an AUTHENTICATION REQUEST message.
	<--
	RRC:DLInformationTransfer
NAS: AUTHENTICATION REQUEST
	-
	-

	4a2
	The UE transmits an ULInformationTransfer message on the cell specified in the test case.

This message includes an AUTHENTICATION RESPONSE message.
	-->
	RRC:ULInformationTransfer
NAS: AUTHENTICATION RESPONSE
	-
	-

	5
	The SS transmits a DLInformationTransfer message on the cell specified in the test case.
This message includes a SECURITY MODE COMMAND message to take the native EPS security context into use.
	<--
	RRC:DLInformationTransfer
NAS: SECURITY MODE COMMAND
	-
	-

	6
	The UE transmits an ULInformationTransfer message on the cell specified in the test case.

This message includes a SECURITY MODE COMPLETE message.
	-->
	RRC:ULInformationTransfer
NAS: SECURITY MODE COMPLETE
	-
	-

	7
	The SS transmits an RRCConnectionReconfiguration message to perform intra cell handover and security reconfiguration on the cell specified in the test case.
	<--
	RRC:RRCConnectionReconfiguration
	-
	-

	8
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on the cell specified in the test case?
	-->
	RRC:RRCConnectionReconfigurationComplete
	-
	P
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