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1.
Introduction

During 3GPP RAN5#44 meeting in Shenzhen, test case 8.2.4.11 as describe in [1] was submitted and discussed during the LTE sidebar session. The issue of latency check test case for Intra-LTE mobility procedure was highlighted:

· Should the N requirement for the latency check test case of intra-LTE mobility procedure include Tinterrupt?

· Is current RRM test specification for E-UTRAN handover as in clause 5.1 of TS 36.521-3 [2] be sufficient to handle latency check test case? 

Offline discussion on the above aspect was carried out during 3GPP RAN5#44 meeting. Interested companies do show concern on how RAN5 SIG WG should handle this test procedure. To continue this discussion, this document is generated to discuss and possible way forwards for this test procedure (i.e. latency check test case for Intra-LTE mobility procedure) is proposed. 

2.
Discussion
In clause 11.2 of TS 36.331 [3], the definition of N requirement for RRC procedure delay of intra-LTE mobility procedure is defined as illustrated in Annex. As describe in the N definition, random access procedure and physical layer synchronisation should be excluded. Hence, this implies that when UE is in the situation whereby UE UL is not synchronization with the intended cell (i.e. random access procedure is required); or/and UE is required to perform cell search procedure (i.e. UE require to search for target cell), the definition of N duration requirement as defined in clause 11.2 of TS 36.331 [3] cannot be used since the total delays should consist not only RRC procedure delay but should include the interruption time (defined in clause 5.1.2.1.2 of [4]) and RACH procedure delay as well (e.g. UE required to perform handover procedure).   
Having the above thought, the RAN2 definition for N duration only considers for the cases whereby UE UL is in sync with intended cell (e.g. current cell) and no required for UE to search for another cell (i.e. current cell is sufficient for the RRC procedure). In that case, it seem the latency check test case for intra-LTE mobility procedure should include the delays of RRC procedure delay (i.e. N duration = 15ms) plus RACH procedure delay plus interruption time (i.e. Tinterrupt) in order to verdict the passing rate for this latency check test purpose. 
Consider the need to support RACH procedure for latency check test procedure of intra-LTE mobility procedure, there is a need for UE to firstly perform synchronization with the target cell in order for the reception of PRACH preamble. In this case, synchronisation delays should not be precluded in this latency check test procedure. However, in term of signalling conformance testing, it is not exactly clear if there is any motivation to test on synchronisation delays. Reasoning is synchronisation delays could be significant large.  
Before conclude on the above discussion topic, current RRM test specification already have test requirement for intra-LTE mobility procedure (i.e. in clause 5 of TS 36.521-3 [2]) that included the timer Tinterrupt for handover delay. The current test procedure of the RRM test specification for intra-LTE mobility procedure is based on the test requirement as specify in Annex.5 of TS 36.133 [4] as illustrated in Annex.

As defined in the test requirement for E-UTRAN handover in clauses A.5.1.1.2, A. 5.1.2.2, A.5.1.3.2, A.5.1.4.2 of TS 36.133 [4], it seem RRM test specification for intra-LTE mobility procedure has already take account of the RRC procedure delay into consideration. This would imply that if the current available RRM test specification for intra-LTE mobility procedure is sufficient to cover the latency check test purpose for intra-LTE mobility procedure, can RAN5 SIG WG remove the latency check test case for intra-LTE mobility procedure or not.

One possible argument point on the above aspect is that RRM test specification adopts statistical approach to rate for the passing of these test cases. This is obviously truth for RRM test specification to adopt statistical approach since in intra-LTE mobility procedure, UE is required to execute measurement process to search for target cell and the operation is not 100% successful guarantee (e.g. cell may not be present or signalling strength of the cell is weak and UE fail to detect). Thus, in general apart from UE need to perform measurement process, the RRM test specification for intra-LTE mobility procedure is more like adopting a deterministic approach for these test cases.
Therefore, based on the above analysis, it is clear that current test requirement (i.e. clauses A.5.1.1.2, A. 5.1.2.2, A.5.1.3.2, A.5.1.4.2 of TS 36.133 [4]) of RRM test specification for intra-LTE mobility procedure has already cover the testing for RRC procedure delay, the delays for interruption time (i.e. Tinterrupt) and RACH procedure delay (i.e. transmit the PRACH to target cell). We would like to propose to remove the latency check test case for intra-LTE mobility procedure from signalling conformance testing.
Proposal 1: To confirm with RAN5 RF WG that current RRM test specification for intra-LTE mobility procedure is sufficient to cover the signaling test purpose of latency check test case for intra-LTE mobility procedure.

Proposal 2: To remove the latency check test case for intra-LTE mobility procedure from signalling conformance testing.
3. Conclusion
Based on the discussion above, it’s proposed for RAN5 to agree with:
Proposal 1: To confirm with RAN5 RF WG that current RRM test specification for intra-LTE mobility procedure is sufficient to cover the signaling test purpose of latency check test case for intra-LTE mobility procedure.
Proposal 2: To remove the latency check test case for intra-LTE mobility procedure from signalling conformance testing.
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Annex: 
[TS 36.331, clause 11.2]

The UE performance requirements for RRC procedures are specified in the following table, by means of a value N:

N = the number of 1ms subframes from the end of reception of the E-UTRAN -> UE message on the UE physical layer up to when the UE shall be ready for the reception of uplink grant for the UE -> E-UTRAN response message with no access delay other than the TTI-alignment (e.g. excluding delays caused by scheduling, the random access procedure or physical layer synchronisation).
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Figure 11.2-1: Illustration of RRC procedure delay

	Procedure title:
	E-UTRAN -> UE
	UE -> E-UTRAN
	N
	Notes

	RRC Connection Control Procedures

	RRC connection re-configuration (intra-LTE mobility)


	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	15
	

	…
	…
	…
	…
	…


[TS 36.133, Annex 5.1]
A.5.1
E-UTRAN Handover
A.5.1.1
E-UTRAN FDD - FDD Intra frequency handover
A.5.1.1.1
Test Purpose and Environment

This test is to verify the requirement for the FDD-FDD intra frequency handover requirements specified in section 5.1.2.1.

The test scenario comprises of 1 E-UTRA FDD carrier and 2 cells as given in tables A.5.1.1.1-1 and A.5.1.1.1-2. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of cell 2.

E-UTRAN shall send a RRC message implying handover to cell 2. The RRC message implying handover shall be sent to the UE during period T2, after the UE has reported Event A3. T3 is defined as the end of the last TTI containing the RRC message implying handover.

Table A.5.1.1.1-1: General test parameters for E-UTRAN FDD-FDD intra frequency handover test case

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As specified in section A.3.1.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in section A.3.1.2.1

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	

	Final condition
	Active cell
	
	Cell 2
	

	E-UTRA RF Channel Number
	
	1
	Only one FDD carrier frequency is used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	A3-Offset
	dB
	0
	

	Hysteresis
	dB
	0
	

	Time To Trigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	
	OFF

	CP length
	
	Normal
	

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	PRACH configuration
	
	4
	As specified in table 5.7.1-2 in TS 36.211

	Time offset between cells
	
	3 ms
	Asynchronous cells

	T1
	s
	5
	

	T2
	s
	(5
	

	T3
	s
	1
	


Table A.5.1.1.1-2: Cell specific test parameters for E-UTRAN FDD-FDD intra frequency handover test case

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and in A.3.2.1.2 (OP.2  FDD)
	
	OP.1 FDD
	OP.1 FDD
	OP.2 FDD
	OP.2 FDD
	OP.2 FDD
	OP.1 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	8
	-3.3
	-3.3
	-Infinity
	2.36
	2.36
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	dBm/15 KHz
	-98
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	dB
	8
	8
	8
	- Infinity
	11
	11

	RSRP Note 3
	dBm/15 KHz
	-90
	-90
	-90
	- Infinity
	-87
	-87

	Propagation Condition 
	
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image5.wmf]oc
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 to be fulfilled.

Note 3: RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


A.5.1.1.2
Test Requirements

The UE shall start to transmit the PRACH to Cell 2 less than [RRC procedure delay] + 35 ms from the beginning of time period T3.

The rate of correct handovers observed during repeated tests shall be at least 90%.

A.5.1.2
E-UTRAN TDD - TDD Intra frequency handover
A.5.1.2.1
Test Purpose and Environment

This test is to verify the requirement for the TDD-TDD intra frequency handover requirements specified in section 5.2.2.4.

The test scenario comprises of 1 E-UTRA TDD carrier and 2 cells as given in tables A.5.1.2.1-1 and A.5.1.2.1-2. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of cell 2.

E-UTRAN shall send a RRC message implying handover to cell 2. The RRC message implying handover shall be sent to the UE during period T2, after the UE has reported Event A3. T3 is defined as the end of the last TTI containing the RRC message implying handover.

Table A.5.1.2.1-1: General test parameters for E-UTRAN TDD-TDD Intra frequency handover test case

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A.3.1.1.2

	PCFICH/PDCCHPHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A.3.1.2.2

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	

	Final condition
	Active cell
	
	Cell 2
	

	E-UTRA RF Channel Number
	
	1
	Only one TDD carrier frequency is used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	A3-Offset
	dB
	0
	

	Hysteresis
	dB
	0
	

	Time To Trigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	
	OFF

	CP length
	
	Normal
	

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in TS 36.211

	Uplink-downlink configuration
	
	1
	As specified in table 4.2-2 in TS 36.211

	PRACH configuration index
	
	53
	As specified in table 5.7.1-3 in TS 36.211

	Time offset between cells
	
	3 (s
	Synchronous cells

	T1
	s
	5
	

	T2
	s
	(5
	

	T3
	s
	1
	


Table A.5.1.2.1-2: Cell specific test parameters for E-UTRAN TDD-TDD Intra frequency handover test case

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in A.3.2.1.1 (OP.1 TDD) and in A.3.2.1.2 (OP.2  TDD)
	
	OP.1 TDD
	OP.1 TDD
	OP.2 TDD
	OP.2 TDD
	OP.2 TDD
	OP.1 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	8
	-3.3
	-3.3
	-Infinity
	2.36
	2.36
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 Note 2
	dBm/15 KHz
	-98
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	dB
	8
	8
	8
	-Infinity
	11
	11

	RSRP Note 3
	dBm/15 KHz
	-90
	-90
	-90
	- Infinity
	-87
	-87

	Propagation Condition 
	
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


A.5.1.2.2
Test Requirements

The UE shall start to transmit the PRACH to Cell 2 less than [RRC procedure delay] + 35 ms from the beginning of time period T3.

The rate of correct handovers observed during repeated tests shall be at least 90%.

A.5.1.3
E-UTRAN FDD – FDD Inter frequency handover
A.5.1.3.1
Test Purpose and Environment

This test is to verify the requirement for the FDD-FDD inter-frequency handover requirements specified in section 5.1.2.1.

The test scenario comprises of two E-UTRA FDD carriers and one cell on each carrier as given in tables A.5.1.3.1-1 and A.5.1.3.1-2. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE does not have any timing information of cell 2. Starting T2, cell 2 becomes detectable and the UE is expected to detect and send a measurement report. Gap pattern configuration with id #0 as specified in Table 8.1.2.1-1 is configured before T2 begins to enable inter-frequency monitoring. 

A RRC message implying handover shall be sent to the UE during period T2, after the UE has reported Event A3. The start of T3 is the instant when the last TTI containing the RRC message implying handover is sent to the UE.

Table A.5.1.3.1-1: General test parameters for E-UTRAN FDD-FDD Inter frequency handover test case

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As specified in section A.3.1.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in section A.3.1.2.1

	Initial conditions
	Active cell
	
	Cell 1
	Cell 1 is on RF channel number 1

	
	Neighbouring cell
	
	Cell 2
	Cell 2 is on RF channel number 2

	Final condition
	Active cell
	
	Cell 2
	

	E-UTRA RF channel number
	
	1, 2
	Two FDD carriers are used

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	Gap Pattern Id
	
	1
	As specified in 3GPP TS 36.133 section 8.1.2.1.

	A3-Offset
	dB
	-4
	

	Hysteresis
	dB
	0
	

	TimeToTrigger
	dB
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	OFF
	Non-DRX test

	PRACH configuration
	
	4
	As specified in table 5.7.1-2 in 3GPP TS 36.211

	Access Barring Information
	-
	Not sent
	No additional delays in random access procedure

	Time offset between cells
	
	3 ms
	Asynchronous cells

	Gap pattern configuration Id
	
	0
	As specified in Table 8.1.2.1-1 started before T2 starts

	T1
	s
	5
	

	T2
	s
	(5
	

	T3
	s
	1
	


Table A.5.1.3.1-2: Cell specific test parameters for E-UTRAN FDD-FDD Inter frequency handover test case

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel number
	
	1
	2

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and in A.3.2.1.2 (OP.2  FDD)
	
	OP.1 FDD
	OP.1 FDD
	OP.2 FDD
	OP.2 FDD
	OP.2 FDD
	OP.1 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	4
	4
	4
	-Infinity
	7
	7
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	dBm/15 kHz
	-98
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	dB
	4
	4
	4
	-Infinity
	7
	7

	RSRP Note 3
	dBm/15 KHz
	-94
	-94
	-94
	-Infinity
	-91
	-91

	Propagation Condition 
	
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.




A.5.1.3.2
Test Requirements

The UE shall start to transmit the PRACH to Cell 2 less than [RRC procedure delay] + 35 ms from the beginning of time period T3.

The rate of correct handovers observed during repeated tests shall be at least 90%.

A.5.1.4
E-UTRAN TDD – TDD Inter frequency handover
A.5.1.4.1
Test Purpose and Environment

This test is to verify the requirement for the FDD-FDD intra frequency handover requirements specified in section 5.2.2.4.

The test scenario comprises of 1 E-UTRA FDD carrier and 2 cells as given in tables Table A.5.1.4.1-1 and Table A.5.1.4.1-2. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of cell 2.

E-UTRAN shall send a RRC message implying handover to cell 2. The RRC message implying handover shall be sent to the UE during period T2, after the UE has reported Event A3. 

Table A.5.1.4.1-1: General test parameters for E-UTRAN TDD-TDD Inter frequency handover test case

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A.3.1.1.2

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A.3.1.2.2

	Gap Pattern Id
	
	1
	As specified in 3GPP TS 36.133 section 8.1.2.1.

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbour cell
	
	Cell 2
	

	Final conditions
	Active cell
	
	Cell 2
	

	E-UTRA RF channel number
	
	1, 2
	Two TDD carriers are used

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	A3-Offset
	dB
	-4
	

	Hysteresis
	dB
	0
	

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	

	DRX
	
	
	OFF

	CP length
	
	Normal
	

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in 3GPP TS 36.211

	Uplink-downlink configuration
	
	1
	As specified in table 4.2-2 in 3GPP TS 36.211

	PRACH configuration
	
	53
	As specified in table 5.7.1-3 in 3GPP TS 36.211

	Time offset between cells
	
	3 (s
	Synchronous cells

	T1
	s
	5
	

	T2
	s
	(5
	

	T3
	s
	1
	


Table A.5.1.4.1-2: Cell specific test parameters for E-UTRAN TDD-TDD Inter frequency handover test case

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel number
	
	1
	2

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and in A.3.2.1.2 (OP.2  FDD)
	
	OP.1 FDD
	OP.1 FDD
	OP.2 FDD
	OP.2 FDD
	OP.2 FDD
	OP.1 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	4
	4
	4
	-Infinity
	7
	7
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	dBm/15 kHz
	-98
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	dB
	4
	4
	4
	-Infinity
	7
	7

	RSRP Note 3
	dBm/15 KHz
	-94
	-94
	-94
	-infinity
	-91
	-91

	Propagation Condition 
	
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


A.5.1.4.2
Test Requirements

The UE shall start to transmit the PRACH to Cell 2 less than [RRC procedure delay] + 35 ms from the beginning of time period T3.

The rate of correct handovers observed during repeated tests shall be at least 90%.
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