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<BEGIN OF MODIFIED SECTION>
9.4.2.6 Location updating / rejected / Not authorized for this CSG
9.4.2.6.1
Definition

9.4.2.6.2
Conformance requirement

1)  If the network rejects a location updating procedure from the User Equipment with the cause ' Not authorized for this CSG ' the User Equipment shall:
1.1 not delete the list of "equivalent PLMNs"
1.2 remove the CSG ID of the cell where the UE has sent the LOCATION UPDATING REQUEST message from the allowed CSG list stored in the UE.
1.3 perform normal location updating at a suitable cell in the same PLMN.
Reference
 3GPP TS 24.008 clause 4.4.4.7.

9.4.2.6.3
Test purpose
To verify that the UE removes the CSG ID from the Allowed CSG list and searches for a suitable cell in the same PLMN If the network rejects the location updating of the UE with the cause ' Not authorized for this CSG '.
9.4.2.6.4
Method of test

Initial conditions
System Simulator:
-
Three cells: A, B and C, belonging to different location areas a, b and c. Cell A, B and C belong to PLMN1.
-
IMSI attach/detach is allowed in all cells;
NB: i) Cell A, B and C will be mapped to Cell 1, 2 and 3 respectively as found in TS 34.108 clause 6.1.4.1.

  ii) Cell A shall also include a CSG ID as CSG 1 for PLMN 1.

  iii) Cell C shall also include a CSG ID as CSG 2 for PLMN 1. 
User Equipment:

The UE has a valid TMSI(= TMSI1), KSI and CK, IK. It is "idle updated" on cell B.
UE Allowed CSG List contains CSG1 and CSG2 for PLMN 1.
The UE is equipped with a USIM containing default values except for those listed below.
	USIM field
	PLMN
	CSG ID

	 EFACSGL
	PLMN 1
	CSG 1,CSG 2


UE  is previously registered on PLMN1, before switched off.

Related ICS/IXIT statement(s)

Switch off on button 

Yes/No
Test procedure

The SS rejects a normal location updating with the cause value 'Not authorized for this CSG'. The RRC CONNECTION is released. The SS checks that the UE shall search for a suitable cell in the same PLMN. 

Expected Sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	SS
	
	Set the cell type of cell A to the "Serving cell".

Set the cell type of cell B to the "non-suitable cell".

Set the cell type of cell C to the "Suitable neighbour cell". 

(see NOTE)

	The following messages are sent and shall be received on cell A.

	2
	SS
	
	The SS verifies that the IE "Establishment cause" in the received RRC CONNECTION REQUEST message is set to "Registration".

	3
	(
	LOCATION UPDATING REQUEST
	"location updating type" = normal, "LAI" = b, "Mobile Identity" = TMSI1

	4
	(
	LOCATION UPDATING REJECT
	"Reject cause" = “Not authorized for this CSG ".

	5
	SS
	
	The SS releases the RRC connection.

	The following messages are sent and shall be received on cell C.

	6
	SS
	
	The SS verifies that the IE "Establishment cause" in the received RRC CONNECTION REQUEST message is set to "Registration".

	7
	(
	LOCATION UPDATING REQUEST
	"location updating type" = normal, "LAI" = b, "Mobile Identity" = TMSI1.

	8
	SS
	
	The SS starts integrity protection.

	9
	(
	LOCATION UPDATING ACCEPT
	Mobile identity = TMSI, LAI =c.

	10
	(
	TMSI REALLOCATION COMPLETE
	

	11
	SS
	
	The SS releases the RRC connection.

	NOTE:
The definitions for "Serving cell", "Suitable neighbour cell" and "non-suitable cell" are specified in TS 34.108 clause 6.1 "Reference Radio Conditions for signalling test cases only".


9.4.2.6.5
Test requirements
At step 1, UE Allowed CSG List shall contain  CSG 1 and CSG 2.
At step 4, when the UE receives LOCATION UPDATING REJECT, UE shall:

-   delete the CSG1 from the Allowed CSG List.
-   Allowed CSG List shall contain only CSG 2.
At step 7, the UE shall perform normal location updating on Cell C.
<END OF MODIFIED SECTION>
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