1. LTE handdown to eHRPD

	3GPP2
	3GPP


	Trigger for handoff
	Result 3GPP2
	Result 3GPP

	LTE idle to eHRPD dormant

· No preregistration

· A13 Available 
· 2.4.2
	6.2.2.3

6.2.3.7

6.2.3.8
	3GPP2 not defined

3GPP: 

Cell-selection (system lost)

Cell-reselection LTE hi pri

Cell-reselection LTE lo pri
	Send UATIRequest  message

Send UATIComplete  message

Send/receive data using ReservationLabel 0xFF
	

	LTE idle to eHRPD dormant

· No preregistration

· No A13 
· 2.4.3
	Same?
	3GPP2 not defined

3GPP: 

Cell-selection (system lost)

Cell-reselection LTE hi pri

Cell-reselection LTE lo pri
	Send UATIRequest  message

Send Sessionclose message

Send UATIRequest  message

Send UATIComplete  message

Negotiate new session & completes it.
	

	LET active to eHRPD idle

· No preregistration
	8.1.3.9
	3GPP2: RRC release with redirection

(Non-optimized)


	Acquire eHRPD 

Attach eHRPD

Possibly session negotiation

Send PPP:VSNCP-Configuration-request 

IP continuity

Send receive data on eHRPD
	

	LTE active to eHRPD idle

· No preregistration
	?
	3GPP2 System lost

(system selection)
	Acquire eHRPD 
Attach eHRPD

Possibly session negotiation

Send PPP:VSNCP-Configuration-request 

IP continuity

Send receive data on eHRPD
	


2. eHRPD to LTE

	3GPP2
	3GPP


	Trigger for handoff
	Result 3GPP2
	VzW additional

	eHRPD dormant to LTE idle
	?
	More preferred system selection
	Acquire eHRPD 

Attach eHRPD

Possibly session negotiation

Send PPP:VSNCP-Configuration-request 

IP continuity

Send receive data on eHRPD
	Want to include

Cell-reselection 

Previous sessions yes or no


	
	
	
	
	


