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__________________________________________________________________________

1
Introduction

This document proposes an update of the HeNB test list, using [1] as a reference. The following change is included:
· Addition of TC 9.3.1.18 Service Request / Rejected / Not authorized for this CSG
The motivation for this addition is as follows:
In LTE deployments, a HeNB is not constrained to use a different TAC from the surrounding cells to force a UE to register before camping, unlike in the case of UMTS where due to the legacy constraint it is important to use a different LAC/RAC because of the presence of non CSG aware UEs. Therefore, it is likely that a UE will camp on a HeNB without registering and that the first access a UE may send is a Service Request, i.e., without any prior TAU. 
Morever operators may choose to use Service Request Reject with cause #25 to control access to the HeNB.
Therefore this scenario is likely to happen in real networks and needs to be tested.
2
List of HeNB test scenarios 
Table 1: List of Protocol test cases

	Area
	TS
	Clause
	Rel.
	Title
	TC Scope
	Company
	Target
	Status
	TDOC
	Comments

	6.3 Closed Subscriber Group cells
	
	
	Huawei
	
	
	
	

	
	36.523-1
	6.3.2
	Rel-8
	Inter-RAT Cell Reselection / from GSM_Idle/GPRS Packet_Idle  to E-UTRA idle CSG cell
	Cell reselection to a CSG cell after entering CSG cell coverage
	
	
	0%
	
	TS 36.304 clause 5.2.4.8.1

	
	36.523-1
	6.3.3
	Rel-8
	Inter-RAT Cell Reselection / from UTRA_Idle to E-UTRA RRC_IDLE CSG cell
	Cell reselection to a CSG cell after entering CSG cell coverage
	
	
	0%
	
	TS 36.304 clause 5.2.4.8.1

	
	36.523-1
	6.3.4
	Rel-8
	Inter-RAT Cell Reselection / from UTRA CELL_PCH state to E-UTRA RRC_IDLE CSG cell
	Cell reselection to a CSG cell after entering CSG cell coverage
	
	
	0%
	
	TS 36.304 clause 5.2.4.8.1

	
	36.523-1
	6.3.5
	Rel-8
	Manual support for CSG ID selection
	
	Huawei
	
	0%
	
	TS 36.304 clause 5.2.3.3

	
	36.523-1
	6.3.6
	Rel-8
	Ignoring CSG cells in cell selection/reselection when Allowed CSG list is empty or not supported
	If a UE does not support CSG or the containing allowed CSG list is empty, the UE shall ignore CSG cells and avoid camping on the CSG cells in cell selection  
	Qualcomm, Telecom Italia
	
	100%
	R5-092751

R5-096197
	TS 36.304 clause 5.2.3.3

	9 EPS Mobility Management procedure
	
	
	Nokia
	
	
	
	

	
	36.523-1
	9.2.1.1.18
	Rel-8
	Attach / rejected / Not authorized for this CSG
	“#25 Not authorized for this CSG”; UE shall remove the CSG ID from the Allowed CSG list and search for a suitable cell in the same PLMN 
	CATR
	RP#43
	80%
	R5-096662
	Should be aligned with TC 9.2.1.2.14

	
	36.523-1
	9.2.1.2.14
	Rel-8
	Combined attach / rejected / Not authorized for this CSG
	“#25 Not authorized for this CSG”, UE shall remove the CSG ID from the Allowed CSG list and search for a suitable cell in the same PLMN
	CATR
	
	0%
	
	Should be aligned with TC 9.2.1.1.18

	
	36.523-1
	9.2.3.1.9
	Rel-8
	Normal tracking area update / correct handling of CSG list
	The UE shall check if the CSG ID of the cell where the UE has sent the TRACKING AREA UPDATE REQUEST message is contained in the Allowed CSG list. If not, the UE shall add that CSD ID to the Allowed CSG list
	SonyEricsson
	
	0%
	
	

	
	36.523-1
	9.2.3.1.20
	Rel-8
	Normal tracking area update / rejected / Not authorized for this CSG
	“#25 Not authorized for this CSG”, UE shall remove the CSG ID from the Allowed CSG list and search for a suitable cell in the same PLMN
	SonyEricsson
	
	0%
	
	Should be aligned with TC 9.2.3.2.16

	
	36.523-1
	9.2.3.2.16
	Rel-8
	Combined tracking area update / rejected / Not authorized for this CSG
	“#25 Not authorized for this CSG”, UE shall remove the CSG ID from the Allowed CSG list and search for a suitable cell in the same PLMN
	CATR
	
	0%
	
	Should be aligned with TC 9.2.3.1.20

	
	36.523-1
	9.3.1.18
	Rel-8
	Service Request / Rejected / Not authorized for this CSG
	“#25 Not authorized for this CSG”, UE shall remove the CSG ID from the Allowed CSG list and search for a suitable cell in the same PLMN
	Qualcomm
	
	0%
	
	


Conclusions and proposal

It is proposed to include this updated list of HeNB scenarios as identified above in the new baseline list for the Work Plan of LTE/SAE protocol testing.
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