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<Start of modified section>
5.1.1
FDD Mode Test frequencies

UTRA/FDD is designed to operate in one of three paired bands 3GPP TS 25.101 [11]. The reference test frequencies for the common test environment for each of the 6 operating bands are defined in the following tables:
<text skipped here>
5.1.1.11
FDD reference test frequencies for Operating Band XI
	Test Frequency ID
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	3487
	1430.4 MHz
	3712
	1478.4 MHz

	Mid Range
	3525
	1438.0 MHz
	3750
	1486.0MHz

	High Range
	3562
	1445.4 MHz
	3787
	1493.4MHz


<text skipped here>
5.1.1.19
FDD reference test frequencies for Operating Band XIX
	Test Frequency ID
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	387
	832.5 MHz
	787
	877.5 MHz

	Mid Range
	412
	837.5 MHz
	812
	882.5 MHz

	High Range
	437
	842.5 MHz
	837
	887.5 MHz


5.1.1.20
FDD reference test frequencies for Operating Band XX
FFS

5.1.1.21
FDD reference test frequencies for Operating Band XXI
	Test Frequency ID
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	462
	1450.4 MHz
	862
	1498.4 MHz

	Mid Range
	487
	1455.4 MHz
	887
	1503.4 MHz

	High Range
	512
	1460.4 MHz
	912
	1508.4 MHz


<End of modified section>
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