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Recommended test case applicability
Table 1: Applicability of tests
…
<Start of modified section>
	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)

	
	IDLE MODE
	
	
	
	

	6.2.2.2
	Cell reselection if cell becomes barred or C1<0; GSM to UTRAN
	R99
	C05
	UEs supporting FDD and GSM
	1 Execution: CS+PS preferred

	
	
	
	C56
	UEs supporting TDD and GSM
	

	6.2.2.2a
	Cell reselection if cell becomes barred or C1<0; GSM to UTRAN (1.28 Mcps TDD)
	Rel-7
	C56
	UEs supporting 1.28Mcps TDD and GSM
	1 Execution: CS+PS preferred

	6.2.2.3
	Cell reselection timings; GSM to UTRAN
	R99
	C05
	UEs supporting FDD and GSM
	1 Execution: CS+PS preferred

	
	
	
	C56
	UEs supporting TDD and GSM
	

	6.2.2.3a
	Cell reselection timings; GSM to UTRAN (1.28 Mcps TDD)
	Rel-7
	C56
	UEs supporting 1.28Mcps TDD and GSM
	1 Execution: CS+PS preferred


<End of modified section>
…
<Start of modified section>
	7.1.5.6
	MAC-hs transport block size selection
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH
	1 Execution: PS

	7.1.5.6a
	MAC-hs transport block size selection (1.28 Mcps TDD)
	Rel-5
	C443
	UEs supporting 1.28Mcps TDD and HS-PDSCH
	1 Execution: PS


<End of modified section>
…
<Start of modified section>
	8.1.2.1
	RRC / RRC Connection Establishment in CELL_DCH state: Success
	R99
	C01
	UEs supporting FDD.
	1 or 2 Executions: CS, PS

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option.
	

	8.1.2.1a
	RRC Connection Establishment in CELL_DCH state: Success (TDD Only)
	Rel-7
	C03
	UEs supporting 1.28Mcps TDD
	1 or 2 Executions: CS, PS


<End of modified section>
…
<Start of modified section>
	8.2.1.1
	RRC / Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success 
	R99
	C01
	UEs supporting FDD.
	1 or 2 Executions: CS, PS

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option
	

	8.2.1.1a
	Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success (TDD Only)
	Rel-7
	C03
	UEs supporting 1.28Mcps TDD
	1 or 2 Executions: CS, PS


<End of modified section>
…
<Start of modified section>
	8.2.1.10
	RRC / Radio Bearer Establishment for transition from CELL_FACH to CELL_DCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.
	1 Execution: PS

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and supporting PS bearer service.
	

	8.2.1.10a
	Radio Bearer Establishment for transition from CELL_FACH to CELL_DCH: Success (TDD Only)
	Rel-7
	C53
	UEs supporting 1.28 Mcps TDD option and supporting PS bearer service.
	1 Execution: PS


<End of modified section>
…
<Start of modified section>
	8.2.1.27a
	Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success ( start of HS-DSCH reception)
	Rel-5
	C443
	UEs supporting TDD and HS-PDSCH
	

	8.2.1.27b
	Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success (start of HS-DSCH reception)
	Rel-5
	C443
	UEs supporting TDD and HS-PDSCH
	

	8.2.1.27c
	inter-band frequency hard handover, start of HS-DSCH reception, LCR TDD band a-f)
	Rel-5
	C443
	UEs supporting TDD and HS-PDSCH
	

	8.2.1.27d
	Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success (start of HS-DSCH reception) ( In a different frequency band)
	Rel-5
	C443
	UEs supporting TDD and HS-PDSCH
	


<End of modified section>
…
<Start of modified section>
	8.2.2.5
	Void
	
	
	
	

	8.2.2.5a
	Scenario 4B: UTRAN to GSM Cell Re-Selection: HCS with only UTRA level changed
	Rel-7
	C56
	UEs supporting TDD and GSM.
	1 or 2 Executions: CS, PS


<End of modified section>
…
<Start of modified section>
	8.2.2.11
	Radio Bearer Reconfiguration from CELL_FACH to CELL_DCH: Failure (Unsupported configuration)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.
	1 Execution: PS

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and supporting PS bearer service.
	

	8.2.2.11a
	Radio Bearer Reconfiguration from CELL_FACH to CELL_DCH: Failure (Unsupported configuration) (1.28 Mcps TDD Only)
	Rel-4
	C53
	UEs supporting 1.28 Mcps TDD option and supporting PS bearer service.
	1 Execution: PS


<End of modified section>
…
<Start of modified section>
	8.2.2.36
	Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Start and stop of HS-DSCH reception)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH
	1 Execution: PS

	
	
	
	C443
	UEs supporting 1.28 Mcps TDD option and HS-PDSCH
	

	
	
	
	C465
	UEs supporting TDD and HS-PDSCH
	

	8.2.2.36a
	Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Start and stop of HS-DSCH reception)
	Rel-5
	C443
	UEs supporting 1.28 Mcps TDD option and HS-PDSCH
	1 Execution: PS


<End of modified section>
…
<Start of modified section>
	8.2.3.31
	Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success (With active HS-DSCH reception)
	Rel-5
	C393
	UEs supporting FDD and PS domain services and CS domain services, speech or transparent CS data and HS-PDSCH
	1 Execution: CS+PS

	
	
	
	C451
	UEs supporting TDD and PS domain services and CS domain services and HS-PDSCH.
	

	8.2.3.31a
	Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success (With active HS-DSCH reception)
	Rel-5
	C451
	UEs supporting 1.28Mcps TDD and PS domain services and CS domain services and HS-PDSCH.
	1 Execution: CS+PS


<End of modified section>
…
<Start of modified section>
	8.2.4.36
	Transport Channel Reconfiguration from CELL_DCH to CELL_DCH: Success (with active HS-DSCH reception, not changing the value of TTI during UL rate modification)
	Rel-5
	C374
	UE supporting FDD and HS-PDSCH and Interactive or background / UL:384 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	
	
	
	C445
	UE supporting TDD and HS-PDSCH and Interactive or Background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	
	
	
	C466
	UE supporting TDD and HS-PDSCH and Interactive or background / UL:384 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	8.2.4.36a
	Transport Channel Reconfiguration from CELL_DCH to CELL_DCH: Success (with active HS-DSCH reception, not changing the value of TTI during UL rate modification) (TDD)
	Rel-5
	C445
	UE supporting TDD and HS-PDSCH and Interactive or Background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS


<End of modified section>
…
<Start of modified section>
	8.2.6.37
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency with timing re-initialised
	R99
	C01
	UEs supporting FDD.
	1 or 2 Executions: CS, PS

	8.2.6.37a
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency with timing re-initialised) (1.28 Mcps TDD)
	Rel-4
	C03
	UEs supporting 1.28 Mcps TDD (LCR TDD)
	

	8.2.6.37b
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency band cell with timing re-initialised
	R99
	C481
	UE supporting FDD and multiple FDD bands simultaneously.
	1 or 2 Executions: CS, PS

	8.2.6.37c
	Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another band frequency with timing re-initialised) (1.28 Mcps TDD)
	Rel-7
	Cx43
	UE supporting TDD and multiple TDD bands simultaneously
	

	8.2.6.38
	Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency with timing re-initialised): Failure (Physical channel failure and reversion to old channel)
	R99
	C01
	UEs supporting FDD.
	1 or 2 Executions: CS, PS

	8.2.6.39a
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (serving HS-DSCH cell change without MAC-hs reset)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH
	1 Execution: PS

	
	
	
	C443
	UEs supporting TDD and HS-PDSCH
	

	
	
	
	C465
	UEs supporting TDD and HS-PDSCH
	

	8.2.6.39b
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (serving HS-DSCH cell change with MAC-hs reset)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH
	1 Execution: PS

	
	
	
	C465
	UEs supporting TDD and HS-PDSCH
	

	8.2.6.39c
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (serving HS-DSCH cell change without MAC-hs reset) (TDD)
	Rel-5
	C443
	UEs supporting 1.28Mcps TDD and HS-PDSCH
	1 Execution: PS

	8.2.6.39d
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (serving HS-DSCH cell change with MAC-hs reset) (1.28 Mcps TDD)
	Rel-5
	C443
	UEs supporting 1.28Mcps TDD and HS-PDSCH
	1 Execution: PS


<End of modified section>
…
<Start of modified section>
	8.3.1.1
	RRC / Cell Update: cell reselection in CELL_FACH
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.
	1 Execution: PS

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and supporting PS bearer service.
	

	8.3.1.1a
	RRC / Cell Update: cell reselection in CELL_FACH  (Cells belong to different frequency bands)
	R99
	C482
	UEs supporting FDD and supporting PS bearer service and multiple FDD frequency bands simultaneously.
	1 Execution: PS

	8.3.1.1b
	Cell Update: cell reselection in CELL_FACH(TDD)
	R3l-4
	C53
	UEs supporting 1.28 Mcps TDD option and supporting PS bearer service.
	1 Execution: PS


<End of modified section>
…
<Start of modified section>
	8.3.1.33
	Cell Update: Transition from CELL_PCH to CELL_DCH, start of HS-DSCH reception, frequency modification
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH
	1 Execution: PS

	
	
	
	C443
	UEs supporting TDD and HS-PDSCH
	

	
	
	
	C465
	UEs supporting TDD and HS-PDSCH
	

	8.3.1.33a
	Cell Update: Transition from CELL_PCH to CELL_DCH, start of HS-DSCH reception, frequency modification(TDD)
	Rel-5
	C443
	UEs supporting 1.28Mcps TDD and HS-PDSCH
	1 Execution: PS


<End of modified section>
…
<Start of modified section>
	8.4.1.48
	RRC/ Measurement Control and Report: Combined Inter-frequency measurement for event 2b and Inter-RAT measurement, event 3a (FDD)
	R99
	C05
	UEs supporting FDD and GSM.
	1 or 2 Executions: CS, PS

	8.4.1.48a
	Measurement Control and Report: Combined Inter-frequency measurement for event 2b and Inter-RAT measurement, event 3a (TDD)
	Rel-7
	C56
	UEs supporting TDD and GSM.
	1 or 2 Executions: CS, PS


<End of modified section>
…
<Start of modified section>
	18.1.2.4
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C223
	UEs supporting LCRTDD and reference radio bearer configuration

"Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.4a
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH(TDD)
	Rel-7
	C223
	UEs supporting LCRTDD and reference radio bearer configuration

"Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	


<End of modified section>
…
<Start of modified section>
	18.1.2.13.1
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/ 20m TTI
	Rel-4
	C72
	UE supporting LCRTDD and reference radio bearer configuration

"Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/20m TTI"
	

	18.1.2.13.1a
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/ 20m TTI(TDD)
	Rel-7
	C72
	UE supporting LCRTDD and reference radio bearer configuration

"Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/20m TTI"
	


<End of modified section>
…
<Start of modified section>
	18.1.5.8
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C454
	UE supporting TDD and HS-PDSCH and PS and CS simultaneously and Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.1.5.9
	Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	Cx20
	UE supporting TDD and HS-PDSCH and Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.1.5.10
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL:[max bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	Cx21
	UE supporting TDD and HS-PDSCH and PS and CS simultaneously and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL:[max bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.1.5.11
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	Cx22
	UE supporting TDD and HS-PDSCH and PS and CS simultaneously and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.1.5.12
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL:64 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	Cx23
	UE supporting TDD and HS-PDSCH and PS and CS simultaneously and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL:64 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.1.5.13
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL:16 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	Cx24
	UE supporting TDD and HS-PDSCH and PS and CS simultaneously and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL:16 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.1.5.14
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL:32 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	Cx25
	UE supporting TDD and HS-PDSCH and PS and CS simultaneously and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL:32 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.1.5.15
	Streaming / UL:64 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	Cx26
	UE supporting TDD and HS-PDSCH and Streaming / UL:64 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.1.5.16
	Streaming / UL:32 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	Cx27
	UE supporting TDD and HS-PDSCH and Streaming / UL:32 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.1.5.17
	Streaming / UL:16 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	Cx28
	UE supporting TDD and HS-PDSCH and Streaming / UL:16 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	
	Combinations on HS-PDSCH and E-PUCH
	
	
	
	

	18.1.6.1
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
	Rel-7
	C631
	UEs supporting 1.28Mcps TDD and HS-PDSCH and E-PUCH and Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
	1 Execution: PS

	18.1.6.1a
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH/ UL 16QAM
	Rel-7
	C637
	UEs supporting  1.28Mcps TDD and HS-PDSCH and E-PUCH and UL 16QAM and Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
	1 Execution: PS

	18.1.6.2
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	Rel-7
	C632
	UEs supporting  1.28Mcps TDD and HS-PDSCH and E-PUCH and Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	1 Execution: PS

	18.1.6.3
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
	Rel-7
	C632
	UEs supporting 1.28Mcps TDD and HS-PDSCH and E-PUCH and Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
	1 Execution: PS

	18.1.6.4
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C633
	UEs supporting 1.28Mcps TDD and HS-PDSCH and E-PUCH and PS and CS simultaneously and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	18.1.6.5
	Streaming or interactive or background / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	Rel-7
	C634
	UEs supporting 1.28Mcps TDD and HS-PDSCH and E-PUCH and Streaming or interactive or background / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	1 Execution: PS

	18.1.6.6
	Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	Cx29
	UEs supporting 1.28Mcps TDD and E-PUCH and Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	18.1.6.7
	Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	Cx30
	UEs supporting 1.28Mcps TDD and E-PUCH and Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	18.1.6.8
	Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	Cx31
	UEs supporting 1.28Mcps TDD and E-PUCH and Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	18.1.6.9
	Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	Cx32
	UEs supporting 1.28Mcps TDD and E-PUCH and Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	18.1.6.10
	Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	Cx33
	UEs supporting 1.28Mcps TDD and E-PUCH and Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	18.1.6.11
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	Cx34
	UEs supporting 1.28Mcps TDD and E-PUCH and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: CS+PS preferred

	18.1.6.12
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	Cx35
	UEs supporting 1.28Mcps TDD and E-PUCH and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: CS+PS preferred

	18.1.6.13
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL: [max bit rate depending on UE category and TTI] DL: 32 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	Cx36
	UEs supporting 1.28Mcps TDD and E-PUCH and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL: [max bit rate depending on UE category and TTI] DL: 32 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: CS+PS preferred

	18.1.6.14
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	Cx37
	UEs supporting 1.28Mcps TDD and E-PUCH and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: CS+PS preferred

	18.1.6.15
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL: [max bit rate depending on UE category and TTI] DL: 32 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	Cx38
	UEs supporting 1.28Mcps TDD and E-PUCH and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL: [max bit rate depending on UE category and TTI] DL: 32 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: CS+PS preferred

	18.1.6.16
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL: [max bit rate depending on UE category and TTI] DL: 16 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	Cx39
	UEs supporting 1.28Mcps TDD and E-PUCH and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL: [max bit rate depending on UE category and TTI] DL: 16 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: CS+PS preferred

	18.1.6.17
	Streaming / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	Cx40
	UEs supporting 1.28Mcps TDD and E-PUCH and Streaming / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	18.1.6.18
	Streaming / UL: [max bit rate depending on UE category and TTI] DL: 32 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	Cx41
	UEs supporting 1.28Mcps TDD and E-PUCH and Streaming / UL: [max bit rate depending on UE category and TTI] DL: 32 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	18.1.6.19
	Streaming / UL: [max bit rate depending on UE category and TTI] DL: 16 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	Cx42
	UEs supporting 1.28Mcps TDD and E-PUCH and Streaming / UL: [max bit rate depending on UE category and TTI] DL: 16 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS


<End of modified section>
…
<Start of modified section>
Table 1a: Applicability of tests Conditions

	C52
IF (A.1/2 OR A.1/3 OR A.1/8) AND A.3/2 THEN R ELSE N/A

	C53
IF A.1/3 AND A.3/2 THEN R ELSE N/A


<End of modified section>
…
<Start of modified section>
	C669
IF A.1/1 AND A.10/15 THEN R ELSE N/A

	Cx01
IF A.1/3 AND A.18g/55 THEN R ELSE N/A

	Cx02
IF A.1/3 AND A.18g/56 THEN R ELSE N/A

	Cx03
IF A.1/3 AND A.18g/57 THEN R ELSE N/A

	Cx04
IF A.1/3 AND A.18g/58 THEN R ELSE N/A

	Cx05
IF A.1/3 AND A.18g/59 THEN R ELSE N/A

	Cx06
IF A.1/3 AND A.18g/60 THEN R ELSE N/A

	Cx07
IF A.1/3 AND A.18g/61 THEN R ELSE N/A

	Cx08
IF A.1/3 AND A.18g/62 THEN R ELSE N/A

	Cx09
IF A.1/3 AND A.18g/63 THEN R ELSE N/A

	Cx10
IF A.1/3 AND A.18g/64 THEN R ELSE N/A

	Cx11
IF A.1/3 AND A.18g/65 THEN R ELSE N/A

	Cx12
IF A.1/3 AND A.18g/66 THEN R ELSE N/A

	Cx13
IF A.1/3 AND A.18g/67 THEN R ELSE N/A

	Cx14
IF A.1/3 AND A.18g/68 THEN R ELSE N/A

	Cx15
IF A.1/3 AND A.18g/69 THEN R ELSE N/A

	Cx16
IF A.1/3 AND A.18g/70 THEN R ELSE N/A

	Cx17
IF A.1/3 AND A.18g/71 THEN R ELSE N/A

	Cx18
IF A.1/3 AND A.18g/72 THEN R ELSE N/A

	Cx19
IF A.1/3 AND A.18g/73 THEN R ELSE N/A

	Cx20
IF A.1/3 AND A.18b/10 AND A.18j/9 THEN R ELSE N/A

	Cx21
IF A.1/3 AND A.18b/10 AND A.18j/10 THEN R ELSE N/A

	Cx22
IF A.1/3 AND A.18b/10 AND A.18j/11 THEN R ELSE N/A

	Cx23
IF A.1/3 AND A.18b/10 AND A.18j/12 THEN R ELSE N/A

	Cx24
IF A.1/3 AND A.18b/10 AND A.18j/13 THEN R ELSE N/A

	Cx25
IF A.1/3 AND A.18b/10 AND A.18j/14 THEN R ELSE N/A

	Cx26
IF A.1/3 AND A.18b/10 AND A.18j/15 THEN R ELSE N/A

	Cx27
IF A.1/3 AND A.18b/10 AND A.18j/16 THEN R ELSE N/A

	Cx28
IF A.1/3 AND A.18b/10 AND A.18j/17 THEN R ELSE N/A

	Cx29
IF A.1/3 AND A.18b/14 AND A.18k/6 THEN R ELSE N/A

	Cx30
IF A.1/3 AND A.18b/14 AND A.18k/7 THEN R ELSE N/A

	Cx31
IF A.1/3 AND A.18b/14 AND A.18k/8 THEN R ELSE N/A

	Cx32
IF A.1/3 AND A.18b/14 AND A.18k/9 THEN R ELSE N/A

	Cx33
IF A.1/3 AND A.18b/14 AND A.18k/10 THEN R ELSE N/A

	Cx34
IF A.1/3 AND A.18b/14 AND A.18k/11 THEN R ELSE N/A

	Cx35
IF A.1/3 AND A.18b/14 AND A.18k/12 THEN R ELSE N/A

	Cx36
IF A.1/3 AND A.18b/14 AND A.18k/13 THEN R ELSE N/A

	Cx37
IF A.1/3 AND A.18b/14 AND A.18k/14 THEN R ELSE N/A

	Cx38
IF A.1/3 AND A.18b/14 AND A.18k/15 THEN R ELSE N/A

	Cx39
IF A.1/3 AND A.18b/14 AND A.18k/16 THEN R ELSE N/A

	Cx40
IF A.1/3 AND A.18b/14 AND A.18k/17 THEN R ELSE N/A

	Cx41
IF A.1/3 AND A.18b/14 AND A.18k/18 THEN R ELSE N/A

	Cx42
IF A.1/3 AND A.18b/14 AND A.18k/19 THEN R ELSE N/A

	Cx43
IF A.1/3 AND A.16/12 THEN R ELSE N/A


<End of modified section>
…
<Start of modified section>
A.4.3.2
RF Baseline Implementation Capabilities

…
Table A.16: TDD RF Baseline Implementation Capabilities

	Item
	TDD RF Baseline Implementation Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Chip rate 3,84 Mcps
	25.102, 5.1
	R99
	
	

	1a
	Chip rate 1,28 Mcps
	25.102, 5.1
	Rel-4
	
	

	1b
	Chip rate 7,68 Mcps
	25.102, 5.1
	Rel-7
	
	

	2
	Frequency band: 1 900-1 920 MHz
	25.102, 5.2
	R99
	
	Applicable for 3.84 Mcps,1.28 Mcps and 7.68 Mcps

	3
	Frequency band: 2 010-2 025 MHz
	25.102, 5.2
	R99
	
	Applicable for 3.84 Mcps,1.28 Mcps and 7.68 Mcps

	4
	Frequency band: 1 850-1 910 MHz
	25.102, 5.2
	R99
	
	Applicable for 3.84 Mcps,1.28 Mcps and 7.68 Mcps

	5
	Frequency band: 1 930-1 990 MHz
	25.102, 5.2
	R99
	
	Applicable for 3.84 Mcps,1.28 Mcps and 7.68 Mcps

	6
	Frequency band: 1 910-1 930 MHz
	25.102, 5.2
	R99
	
	Applicable for 3.84 Mcps,1.28 Mcps and 7.68 Mcps

	7
	Frequency band: Other spectrum
	25.102, 5.2
	R99
	
	Applicable for 3.84 Mcps,1.28 Mcps and 7.68 Mcps

	8
	Carrier raster: 200 kHz
	25.102, 5.4
	R99
	
	Applicable for 3.84 Mcps,1.28 Mcps and 7.68 Mcps

	9
	UE Power Class 2 (+24 dBm)
	25.102, 6.2.1
	R99
	
	Applicable for 3.84 Mcps,1.28 Mcps and 7.68 Mcps

	10
	UE Power Class 3 (+21 dBm)
	25.102, 6.2.1
	R99
	
	Applicable for 3.84 Mcps,1.28 Mcps and 7.68 Mcps

	11
	Output RF spectrum emissions
	25.102, 6.6
	R99
	
	Applicable for 3.84 Mcps,1.28 Mcps and 7.68 Mcps

	12
	Multiple TDD bands simultaneously
	25.102, 5.2
	Rel-4
	
	Required for TDD inter-band operation


<End of modified section>
…
<Start of modified section>
A.4.3.3.2
TDD Radio Bearer Capabilities (1.28 Mcps option)

…
Table A.18g: Radio bearer capabilities for combinations on DPCH (1.28 Mcps TDD option).

…
	54
	Interactive or background / UL:64 DL:128 kbps / PS RAB + Streaming / unknown / UL:0 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.54
	DL Max TB bits
	5120
	pc_RAB_A_18g_54
	 

	55
	Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.23a
	DL Max TB bits
	640
	pc_RAB_A_18g_55
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	See note
	 
	DL Max TC TB bits
	640
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	4
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	640
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	640
	
	 

	 
	 
	 
	UL Max TrCHs
	2
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	4
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	56
	Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.23b
	DL Max TB bits
	640
	pc_RAB_A_18g_56
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	See note
	 
	DL Max TC TB bits
	640
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	4
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	640
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	640
	
	 

	 
	 
	 
	UL Max TrCHs
	2
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	4
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	57
	Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.23c
	DL Max TB bits
	1280
	pc_RAB_A_18g_57
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	See note
	 
	DL Max TC TB bits
	1280
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	8
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	1280
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	1280
	
	 

	 
	 
	 
	UL Max TrCHs
	2
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	8
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	58
	Interactive or background / UL:256 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.62
	DL Max TB bits
	2560
	pc_RAB_A_18g_58
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	See note
	 
	DL Max TC TB bits
	2560
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	8
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	5120
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	5120
	
	 

	 
	 
	 
	UL Max TrCHs
	4
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	16
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	59
	Streaming / unknown / UL:16 DL:32 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.63
	DL Max TB bits
	1280
	pc_RAB_A_18g_59
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	See note
	 
	DL Max TC TB bits
	1280
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	8
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	640
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	640
	
	 

	 
	 
	 
	UL Max TrCHs
	4
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	8
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	60
	Streaming / unknown / UL:16 DL:64 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.58
	DL Max TB bits
	2560
	pc_RAB_A_18g_60
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	See note
	 
	DL Max TC TB bits
	2560
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	8
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	640
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	640
	
	 

	 
	 
	 
	UL Max TrCHs
	4
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	16
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	61
	Streaming / unknown / UL:16 DL:128 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.64
	DL Max TB bits
	5120
	pc_RAB_A_18g_61
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	See note
	 
	DL Max TC TB bits
	5120
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	16
	
	 

	 
	 
	 
	DL Max TFS
	64
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	1280
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	1280
	
	 

	 
	 
	 
	UL Max TrCHs
	4
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	8
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	62
	Streaming / unknown / UL:32 DL:256 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.65
	DL Max TB bits
	5120
	pc_RAB_A_18g_62
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	See note
	 
	DL Max TC TB bits
	5120
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	16
	
	 

	 
	 
	 
	DL Max TFS
	64
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	2560
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	2560
	
	 

	 
	 
	 
	UL Max TrCHs
	4
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	16
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	63
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.38a
	DL Max TB bits
	640
	pc_RAB_A_18g_63
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	See note
	 
	DL Max TC TB bits
	N/A
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	4
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	N/A
	
	 

	 
	 
	 
	UL Max TB bits
	640
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	N/A
	
	 

	 
	 
	 
	UL Max TrCHs
	4
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	8
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	N/A
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	64
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.38b
	DL Max TB bits
	1280
	pc_RAB_A_18g_64
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	See note
	 
	DL Max TC TB bits
	640
	
	 

	 
	 
	 
	DL Max TrCHs
	8
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	8
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	1280
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	640
	
	 

	 
	 
	 
	UL Max TrCHs
	8
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	16
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	65
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:32 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.38c
	DL Max TB bits
	1280
	pc_RAB_A_18g_65
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	See note
	 
	DL Max TC TB bits
	1280
	
	 

	 
	 
	 
	DL Max TrCHs
	8
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	8
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	1280
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	1280
	
	 

	 
	 
	 
	UL Max TrCHs
	8
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	16
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	66
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:128 DL:128 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.66
	DL Max TB bits
	3840
	pc_RAB_A_18g_66
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	See note
	 
	DL Max TC TB bits
	3840
	
	 

	 
	 
	 
	DL Max TrCHs
	8
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	16
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	3840
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	3804
	
	 

	 
	 
	 
	UL Max TrCHs
	8
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	67
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.38d
	DL Max TB bits
	2560
	pc_RAB_A_18g_67
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	See note
	 
	DL Max TC TB bits
	2560
	
	 

	 
	 
	 
	DL Max TrCHs
	8
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	16
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	2560
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	2560
	
	 

	 
	 
	 
	UL Max TrCHs
	8
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	68
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.51a
	DL Max TB bits
	2560
	pc_RAB_A_18g_68
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	See note
	 
	DL Max TC TB bits
	2560
	
	 

	 
	 
	 
	DL Max TrCHs
	8
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	16
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	2560
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	2560
	
	 

	 
	 
	 
	UL Max TrCHs
	8
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	69
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:16 DL:64 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.67
	DL Max TB bits
	2560
	pc_RAB_A_18g_69
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	See note
	 
	DL Max TC TB bits
	2560
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	16
	
	 

	 
	 
	 
	DL Max TFS
	64
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	1280
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	1280
	
	 

	 
	 
	 
	UL Max TrCHs
	4
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	70
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:16 DL:128 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.68
	DL Max TB bits
	5120
	pc_RAB_A_18g_70
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	See note
	 
	DL Max TC TB bits
	5120
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	16
	
	 

	 
	 
	 
	DL Max TFS
	64
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	1280
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	1280
	
	 

	 
	 
	 
	UL Max TrCHs
	4
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	71
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:128 DL:64 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.69
	DL Max TB bits
	2560
	pc_RAB_A_18g_71
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	See note
	 
	DL Max TC TB bits
	2560
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	16
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	5120
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	5120
	
	 

	 
	 
	 
	UL Max TrCHs
	4
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	72
	Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.57
	DL Max TB bits
	2560
	pc_RAB_A_18g_72
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	See note
	 
	DL Max TC TB bits
	2560
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	16
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	2560
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	2560
	
	 

	 
	 
	 
	UL Max TrCHs
	4
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	73
	Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.1.70
	DL Max TB bits
	2560
	pc_RAB_A_18g_73
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	See note
	 
	DL Max TC TB bits
	2560
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	16
	
	 

	 
	 
	 
	DL Max TFS
	32
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	2560
	
	 

	 
	 
	 
	UL Max CC TB bits
	640
	
	 

	 
	 
	 
	UL Max TC TB bits
	2560
	
	 

	 
	 
	 
	UL Max TrCHs
	4
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TFS
	32
	
	 

	 
	 
	 
	UL Max TF
	32
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 

	NOTE:
To enable UE loopback of test data for the TDD (1.28 Mcps Option) reference radio bearer configurations having zero rate in uplink or downlink (items 18 to 22, items 47 to 49 and items in table A.18g) the "Streaming / unknown / UL:14,4 kbps / CS RAB" and "Streaming / unknown / DL:14,4 kbps / CS RAB" have been used instead of the zero-rate uplink and downlink configuration. The impact on the UE radio access capability has been taken into account in the applicbility statement for those items.


Table A.18h: Radio bearer capabilities for combinations on SCCPCH (1.28 Mcps TDD option).

	Item
	1.28 Mcps TDD option radio bearer configuration for combination on SCCPCH
	Ref.
	Applicability
(Minimum UE radio access capability)
	Mnemonic
	Comments

	 
	 
	 
	Parameter
	Value
	
	

	1
	Stand-alone signalling RB for PCCH
	34.108 6.11.5.4.4.1.1.1
	DL Max TB bits
	640
	 
	

	 
	 
	 
	DL Max CC TB bits
	640
	 
	

	 
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	4
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	N/A
	
	 

	 
	 
	 
	Other required UE radio access capability
	none
	
	 

	2
	Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
	34.108 6.11.5.4.4.2
	DL Max TB bits
	1280
	pc_RAB_A_18h_2
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	640
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	4
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	none
	
	 

	3
	Interactive/Background 32 kbps RAB + SRBs for PCCH +  SRB for CCCH + SRB for DCCH + SRB for BCCH
	34.108 6.11.5.4.4.3
	DL Max TB bits
	1280
	pc_RAB_A_18h_3
	 

	 
	 
	 
	DL Max CC TB bits
	640
	
	 

	 
	 
	 
	DL Max TC TB bits
	640
	
	 

	 
	 
	 
	DL Max TrCHs
	4
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	8
	
	 

	 
	 
	 
	DL Max TFS
	16
	
	 

	 
	 
	 
	DL Max TF
	32
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	none
	
	 

	4
	64.8kbps RB for MTCH with 40 ms TTI
	34.108 6.11.5.4.4.5
	DL Max TB bits
	21504


	pc_RAB_A_18h_4
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	21504


	
	

	
	
	
	DL Max TrCHs
	12
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	32
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	64
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	Max. S-CCPCHs  simultaneously received per cell for Slct/Soft Combining: 1
	
	

	5
	129.6 kbps RB for MTCH with 40 ms TTI
	34.108 6.11.5.4.4.6
	DL Max TB bits
	21504


	pc_RAB_A_18h_5
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	21504


	
	

	
	
	
	DL Max TrCHs
	12
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	32
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	64
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	Max. S-CCPCHs  simultaneously received per cell for Slct/Soft Combining: 1
	
	

	6
	259.2 kbps RB for MTCH with 40 ms TTI
	34.108 6.11.5.4.4.7
	DL Max TB bits
	21504


	pc_RAB_A_18h_6
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	21504


	
	

	
	
	
	DL Max TrCHs
	12
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	32
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	64
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	Max. S-CCPCHs  simultaneously received per cell for Slct/Soft Combining: 1
	
	

	7
	128kbps RB for MBSFN MTCH with 40 ms TTI
	34.108 6.11.5.4.4.9
	DL Max TB bits
	21504


	pc_RAB_A_18h_7
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	21504


	
	

	
	
	
	DL Max TrCHs
	12
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	32
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	64
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	Max. S-CCPCHs  simultaneously received per cell for Slct/Soft Combining: 1
	
	

	8
	192kbps RB for MBSFN MTCH with 40 ms TTI
	34.108 6.11.5.4.4.10
	DL Max TB bits
	21504


	pc_RAB_A_18h_8
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	21504


	
	

	
	
	
	DL Max TrCHs
	12
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	32
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	64
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	Max. S-CCPCHs  simultaneously received per cell for Slct/Soft Combining: 1
	
	

	9
	384kbps RB for MBSFN MTCH with 40 ms TTI
	34.108 6.11.5.4.4.11
	DL Max TB bits
	21504


	pc_RAB_A_18h_9
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	21504


	
	

	
	
	
	DL Max TrCHs
	12
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	32
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	64
	
	

	
	
	
	DL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	Max. S-CCPCHs  simultaneously received per cell for Slct/Soft Combining: 1
	
	


Table A.18j: TDD interoperability radio bearer capabilities for combinations on DPCH and HS-PDSCH
	Item
	TDD interoperability radio bearer configuration for combination on DPCH and HS-PDSCH
	Ref.
	Applicability
(Minimum UE radio access capability)
	Mnemonic
	Comments

	1
	Interactive or Background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 

6.11.5.4.6.1
	HS-PDSCH
	Yes
	pc_RAB_A_18j_1
	

	
	
	
	UL Max TB bits
	640
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	640
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TFS
	4
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	2
	Interactive or Background / UL:16 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 

6.11.5.4.6.2
	HS-PDSCH
	Yes
	pc_RAB_A_18j_2
	

	
	
	
	UL Max TB bits
	640
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	640
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TFS
	4
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	3
	Interactive or Background / UL:32 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 

6.11.5.4.6.3
	HS-PDSCH
	Yes
	pc_RAB_A_18j_3
	

	
	
	
	UL Max TB bits
	1280
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	1280
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max CCTrCH
	1
	
	

	
	
	
	UL Max TFS
	8
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	4
	Interactive or Background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.6.4
	HS-PDSCH
	Yes
	pc_RAB_A_18j_4
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max TTI TB
	1
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	5
	Interactive or Background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.6.5
	HS-PDSCH
	Yes
	pc_RAB_A_18j_5
	

	
	
	
	UL Max TB bits
	3840
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	3840
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max TTI TB
	1
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	6
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.6.6
	HS-PDSCH
	Yes
	pc_RAB_A_18j_6
	

	
	
	
	UL Max TB bits
	1280
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	1280
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max TTI TB
	1
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	7
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.6.7
	HS-PDSCH
	Yes
	pc_RAB_A_18j_7
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	8
	
	

	
	
	
	UL Max TTI TB
	1
	
	

	
	
	
	UL Max TFS
	32
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	8
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.6.8
	HS-PDSCH
	Yes
	pc_RAB_A_18j_8
	

	
	
	
	UL Max TB bits
	3840
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	3840
	
	

	
	
	
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max TTI TB
	1
	
	

	
	
	
	UL Max TFS
	32
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	9
	Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.6.9
	HS-PDSCH
	Yes
	pc_RAB_A_18j_9
	

	
	
	
	UL Max TB bits
	3840
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	3840
	
	

	
	
	
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max TTI TB
	1
	
	

	
	
	
	UL Max TFS
	32
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	10
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL:[max bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.6.13
	HS-PDSCH
	Yes
	pc_RAB_A_18j_10
	

	
	
	
	UL Max TB bits
	8960
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	8960
	
	

	
	
	
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max TTI TB
	1
	
	

	
	
	
	UL Max TFS
	32
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	11
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.6.10
	HS-PDSCH
	Yes
	pc_RAB_A_18j_11
	

	
	
	
	UL Max TB bits
	3840
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	3840
	
	

	
	
	
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max TTI TB
	1
	
	

	
	
	
	UL Max TFS
	32
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	12
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL:64 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.6.16
	HS-PDSCH
	Yes
	pc_RAB_A_18j_12
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max TTI TB
	1
	
	

	
	
	
	UL Max TFS
	32
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	13
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL:16 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.6.14
	HS-PDSCH
	Yes
	pc_RAB_A_18j_13
	

	
	
	
	UL Max TB bits
	1280
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	1280
	
	

	
	
	
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max TTI TB
	1
	
	

	
	
	
	UL Max TFS
	32
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	14
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL:32 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.6.15
	HS-PDSCH
	Yes
	pc_RAB_A_18j_14
	

	
	
	
	UL Max TB bits
	1280
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	1280
	
	

	
	
	
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max TTI TB
	1
	
	

	
	
	
	UL Max TFS
	32
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	15
	Streaming / UL:64 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.6.17
	HS-PDSCH
	Yes
	pc_RAB_A_18j_15
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max TTI TB
	1
	
	

	
	
	
	UL Max TFS
	32
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	16
	Streaming / UL:32 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.6.11
	HS-PDSCH
	Yes
	pc_RAB_A_18j_16
	

	
	
	
	UL Max TB bits
	1280
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	1280
	
	

	
	
	
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max TTI TB
	1
	
	

	
	
	
	UL Max TFS
	32
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	17
	Streaming / UL:16 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.11.5.4.6.12
	HS-PDSCH
	Yes
	pc_RAB_A_18j_17
	

	
	
	
	UL Max TB bits
	1280
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	1280
	
	

	
	
	
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max TTI TB
	1
	
	

	
	
	
	UL Max TFS
	32
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	


Table A.18k: TDD interoperability radio bearer capabilities for combinations on HS-PDSCH and E-PUCH

	Item
	FDD interoperability radio bearer configuration for combination on DPCH and HS-PDSCH
	Ref.
	Applicability
(Minimum UE radio access capability)
	Mnemonic
	Comments

	1
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: 3.4 DL:3.4 kbps SRBs for DCCH on DCH
	34.108 
6.11.5.4.7.2
	HS-PDSCH

E-PUCH
	Yes

Yes
	pc_RAB_A_18k_1
	

	
	
	
	DL Max TB bits
	640
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	UL Max TB bits
	640
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	N/A
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max TTI TB
	2
	
	

	
	
	
	UL Max TFS
	4
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	2
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	34.108 
6.11.5.4.7.3
	HS-PDSCH

E-PUCH
	Yes

Yes
	pc_RAB_A_18k_2
	

	
	
	
	DL Max TB bits
	640
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	3
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
	34.108 
6.11.5.4.7.4
	HS-PDSCH

E-PUCH
	Yes

Yes
	pc_RAB_A_18k_3
	

	
	
	
	Other required UE radio access capability
	None
	
	

	4
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 
6.11.5.4.7.5
	HS-PDSCH

E-PUCH
	Yes

Yes
	pc_RAB_A_18k_4
	

	
	
	
	DL Max TB bits
	640
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	UL Max TB bits
	640
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	N/A
	
	

	
	
	
	UL Max TrCHs
	4
	
	

	
	
	
	UL Max TTI TB
	4
	
	

	
	
	
	UL Max TFS
	8
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	5
	Streaming or interactive or background / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	34.108 
6.11.5.4.7.7
	HS-PDSCH

E-PUCH
	Yes

Yes
	pc_RAB_A_18k_5
	

	
	
	
	DL Max TB bits
	640
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	6
	Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 
6.11.5.4.7.8
	HS-PDSCH

E-PUCH
	No
Yes
	pc_RAB_A_18k_6
	

	
	
	
	DL Max TB bits
	8960
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	8960
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	32
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	7
	Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 
6.11.5.4.7.9
	HS-PDSCH

E-PUCH
	No
Yes
	pc_RAB_A_18k_7
	

	
	
	
	DL Max TB bits
	3840
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	3840
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	16
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	8
	Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 
6.11.5.4.7.10
	HS-PDSCH

E-PUCH
	No
Yes
	pc_RAB_A_18k_8
	

	
	
	
	DL Max TB bits
	2560
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	2560
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	9
	Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 
6.11.5.4.7.11
	HS-PDSCH

E-PUCH
	No
Yes
	pc_RAB_A_18k_9
	

	
	
	
	DL Max TB bits
	1280
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	1280
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	10
	Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 
6.11.5.4.7.12
	HS-PDSCH

E-PUCH
	No
Yes
	pc_RAB_A_18k_10
	

	
	
	
	DL Max TB bits
	3840
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	3840
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	16
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	11
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 
6.11.5.4.7.13
	HS-PDSCH

E-PUCH
	No
Yes
	pc_RAB_A_18k_11
	

	
	
	
	DL Max TB bits
	8960
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	8960
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	32
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	12
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 
6.11.5.4.7.14
	HS-PDSCH

E-PUCH
	No
Yes
	pc_RAB_A_18k_12
	

	
	
	
	DL Max TB bits
	2560
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	2560
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	16
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	13
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 
6.11.5.4.7.15
	HS-PDSCH

E-PUCH
	No
Yes
	pc_RAB_A_18k_13
	

	
	
	
	DL Max TB bits
	3840
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	3840
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	16
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	14
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 
6.11.5.4.7.16
	HS-PDSCH

E-PUCH
	No
Yes
	pc_RAB_A_18k_14
	

	
	
	
	DL Max TB bits
	2560
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	2560
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	16
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	15
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL: [max bit rate depending on UE category and TTI] DL: 32 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 
6.11.5.4.7.17
	HS-PDSCH

E-PUCH
	No
Yes
	pc_RAB_A_18k_15
	

	
	
	
	DL Max TB bits
	1280
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	1280
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	16
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL: [max bit rate depending on UE category and TTI] DL: 16 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 
6.11.5.4.7.18
	HS-PDSCH

E-PUCH
	No
Yes
	pc_RAB_A_18k_16
	

	
	
	
	DL Max TB bits
	1280
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	1280
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	17
	Streaming / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 
6.11.5.4.7.19
	HS-PDSCH

E-PUCH
	No
Yes
	pc_RAB_A_18k_17
	

	
	
	
	DL Max TB bits
	2560
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	2560
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	16
	
	

	
	
	
	DL Max TFS
	32
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	18
	Streaming / UL: [max bit rate depending on UE category and TTI] DL: 32 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 
6.11.5.4.7.20
	HS-PDSCH

E-PUCH
	No
Yes
	pc_RAB_A_18k_18
	

	
	
	
	DL Max TB bits
	1280
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	1280
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability
	None
	
	

	19
	Streaming / UL: [max bit rate depending on UE category and TTI] DL: 16 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 
6.11.5.4.7.21
	HS-PDSCH

E-PUCH
	No
Yes
	pc_RAB_A_18k_19
	

	
	
	
	DL Max TB bits
	1280
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	1280
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	8
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability
	None
	
	


<End of modified section>
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