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	Reason for change:
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	With R5-100483 agreed, the test case applicability of test case 8.2.3.37 must be updated.


	
	

	Summary of change:
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	Added support of secondary PDP context activation for test case 8.2.3.37 and created a new applicability condition to be used for test case 8.2.3.37.
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	This CR is affected by the outcome of the corresponding part 1 CR, R5-100483.


<<Part of specification skipped here>>
	8.2.3.34
	Radio Bearer Release for transition from CELL_DCH to CELL_FACH: Success (stop of HS-DSCH reception with frequency modification)
	Rel-5
	C393
	UEs supporting FDD and PS domain services and CS domain services, speech or transparent CS data and HS-PDSCH
	1 Execution: CS+PS

	
	
	
	C443
	UEs supporting TDD and HS-PDSCH
	

	8.2.3.35
	Radio Bearer Release for transition from CELL_DCH to CELL_PCH: Success (stop of HS-DSCH reception)
	Rel-5
	C393
	UEs supporting FDD and PS domain services and CS domain services, speech or transparent CS data and HS-PDSCH.
	1 Execution: CS+PS

	
	
	
	C451
	UEs supporting TDD and PS domain services and CS domain services and HS-PDSCH.
	

	8.2.3.36
	Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success (frequency modification, stop of E-DCH transmission)
	Rel-6
	C463
	UEs supporting FDD and PS domain services and  speech and HS-PDSCH and E-DPDCH
	1 Execution: CS+PS

	
	
	Rel-7
	C630
	UEs supporting 1.28Mcps TDD and HS-PDSCH and E-PUCH
	

	8.2.3.37
	Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success (frequency modification, stop of discontinuous uplink transmission)
	Rel-7
	Cxxx
	UEs supporting FDD and UL DTX and secondary PDP context activation.
	1 Execution: PS

	8.2.4.1
	RRC / Transport channel reconfiguration (Timing re- initialised hard handover with transmission rate modification) from CELL_DCH to CELL_DCH (Hard handover to same radio frequency): Success
	R99
	C483
	UEs supporting FDD and reference radio bearer configuration

"Conversational / unknown / UL:28.8 DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH" and "Streaming / unknown / UL:57.6/DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"

or “Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH” and "Interactive or background / UL:64 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH".
	1 or 2 Executions: CS, PS

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option
	

	8.2.4.1a
	RRC / Transport channel reconfiguration (Transmission Rate Modification) from CELL_DCH to CELL_DCH of the same cell: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.
	1 Execution: PS


<<Part of specification skipped here>>
	C664
IF A.1/11 AND A.10/13 AND A.18b/18 THEN R ELSE N/A

	C665
IF A.1/11 AND A.18b/18 AND A.3/2 AND A.10/13 AND A.18w/1 THEN R ELSE N/A

	C666
IF A.1/11 AND A.18b/18 AND A.3/2 AND A.10/13 AND A.18w/2 THEN R ELSE N/A

	C667
IF A.1/11 AND A.18b/18 AND A.3/2 AND A.10/13 AND A.18w/3 THEN R ELSE N/A

	C668
IF A.1/1 AND A.10/14 THEN R ELSE N/A

	C669
IF A.1/1 AND A.10/15 THEN R ELSE N/A

	Cxxx
IF A.1/1 AND A.18a/25 AND A.20/26 THEN R ELSE N/A

	NOTE:
A reference to and item in TS 51.010-2 is preceded with the normative reference [52]


<<End of modification>>
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