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	Reason for change:
(

	To support signalling test cases using MIMO the default RRC messages need to be updated.

	
	

	Summary of change:
(

	As the default MIMO configuration, 2 SS antenna ports combined with two UE antenna ports (“2X2 MIMO”) with 2 layer open-loop spatial multiplexing (large delay CDD) is used.

The default information element “RadioResourceConfigCommon-DEFAULT” in 4.6.3 is updated with conditions for the cases with one SS antenna port (“1TX”, which with be the most common configuration) and for two SS antenna port (“2TX” used for cell configurations when 2 layer spatial multiplexing is used).

The default information element “PhysicalConfigDedicated-DEFAULT” in 4.8.2.1.6 is updated with two conditions: “1TX” (used for cells with one antenna port); and “2TX” (used for cells with two antenna ports).

The default information element “antennaInfo” in 4.8.2.1.6 is updated with conditions for the cases with two SS antenna ports (used for cell configurations when Tx diversity or spatial multiplexing is used).

· Transmission mode 3 (open loop) for large delay CDD selected as default (ref TS 36.213 table 7.1-5).

· 2 bits for codebookSubsetRestriction selected, but the content is FFS
· ue-TransmitAntennaSelection is omitted since it is an optional UE capability.
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	No common support in TS 36.508 for test cases where transmit diversity is used.
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4.6.3
Radio resource control information elements
<skipped>

–
RadioResourceConfigCommon-DEFAULT
Table 4.6.3-13: RadioResourceConfigCommon-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommon-DEFAULT ::= SEQUENCE {
	
	
	

	  rach-ConfigCommon
	RACH-ConfigCommon-DEFAULT
	
	

	  prach-Config
	PRACH-Config-DEFAULT
	
	

	  pdsch-ConfigCommon
	Not present
	
	

	  pusch-ConfigCommon
	PUSCH-ConfigCommon-DEFAULT
	
	

	  phich-Config
	Not present
	
	

	  pucch-ConfigCommon
	Not present
	
	

	  soundingRSUL-ConfigCommon
	SoundingRS-UL-ConfigCommon-DEFAULT
	
	

	  uplinkPowerControlCommon
	Not present
	
	

	  antennaInfoCommon
	Not present
	
	1TX

	  antennaInfoCommon SEQUENCE {
	
	
	

	    antennaPortsCount
	an2
	
	2TX

	  }
	
	
	

	  p-Max
	Not present
	
	

	  tdd-Config
	Not present
	
	FDD

	
	TDD-Config-DEFAULT
	
	TDD

	  ul-CyclicPrefixLength
	len1
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment


	Condition
	Explanation

	1TX
	Used for cells with one antenna port

	2TX
	Used for cells with two antenna ports


<skipped>

4.8.2.1.6
Physical Layer configurations

Table 4.8.2.1.6-1: PhysicalConfigDedicated-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  pdsch-ConfigDedicated
	PDSCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1

	
	Not present
	
	RBC

	  pucch-ConfigDedicated 
	PUCCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1

	 
	Not present
	
	RBC

	  pusch-ConfigDedicated
	PUSCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1

	
	Not present
	
	RBC

	  uplinkPowerControlDedicated
	UplinkPowerControlDedicated-DEFAULT
	See subclause 4.6.3
	SRB1

	
	Not present
	
	RBC

	  tpc-PDCCH-ConfigPUCCH 
	Not present 
	
	SRB1

	
	TPC-PDCCH-Config-DEFAULT using condition PUCCH
	See subclause 4.6.3
	RBC

	  tpc-PDCCH-ConfigPUSCH 
	Not present
	
	SRB1

	
	TPC-PDCCH-Config-DEFAULT using condition PUSCH
	See subclause 4.6.3
	RBC

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT
	See subclause 4.6.3
	SRB1

	
	CQI-ReportConfig- DEFAULT using condition CQI_PERIODIC
	See subclause 4.6.3
	RBC

	  soundingRS-LU-ConfigDedicated
	Not present
	
	SRB1

	  
	SoundingRS-ULl-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	RBC

	  antennaInfo CHOICE {
	
	
	

	    defaultValue
	NULL
	
	1TX

	    explicitValue SEQUENCE {
	
	
	2TX

	      transmissionMode
	tm3
	
	

	      codebookSubsetRestriction CHOICE {
	
	
	

	        n2TxAntenna-tm3
	FFS
	BIT STRING (SIZE (2))
	

	      }
	
	
	

	      ue-TransmitAntennaSelection CHOICE {
	
	
	

	        Release
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  } 
	
	
	

	  schedulingRequestConfig 
	SchedulingRequest-Config-DEFAULT
	See subclause 4.6.3
	SRB1

	
	Not present
	
	RBC

	}
	
	
	


	Condition
	Explanation

	SRB1
	Used at configuration of SRB1 during RRC connection (re-)establishment

	RBC
	Used at configuration of a radio bearer combination during SRB2+DRB establishment


	Condition
	Explanation

	1TX
	Used for cells with one antenna port

	2TX
	Used for cells with two antenna ports
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