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8.2.2.64.5
Test requirements

At step 2, the UE shall transmit a RADIO BEARER SETUP COMPLETE message.

At step 3, the UE shall tramsit CQI reports of type A and type B.

At step 5 and step 11, the UE shall transmit UE CAPABILITY INFORMATION using AM RLC.  

At step 8, the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.

8.2.2.65 
Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_FACH (Enhanced UL/DL) Success (with ongoing HS-DSCH reception and E-DCH transmission)
8.2.2.65.1
Definition and applicability

UE supports FDD and Enhanced Uplink in CELL_FACH state.
8.2.2.65.2
Conformance requirement

Extract from 25.331
If variable READY_FOR_COMMON_EDCH is set to TRUE the UE shall:

1>
configure and use the MAC and the physical layer for the PRACH preamble transmission according to the parameters included in the selected "PRACH preamble control parameters (for Enhanced Uplink)" IE according [15];

1> compile a list of candidate common E-DCH resource configuration in the order of appearance as contained in IE "Common E-DCH Resource Configuration information list".

If variable READY_FOR_COMMON_EDCH is set to TRUE, then after receiving the "E-DCH resource index" by MAC with the CMAC-STATUS primitive, the UE selects the Common E-DCH Resource Configuration from the list of candidate common E-DCH resource configuration as follows:

"Index of the selected Common E-DCH resource configuration" = "E-DCH resource index". 

After selection of a common E-DCH resource configuration, the UE shall configure MAC and the physical layer for E-DCH and HSDPA transmission according to the following:

1>
configure Uplink DPCH in accordance with the uplink DPCCH slot format 1 [26], the IE "Uplink DPCH code info" and IE "Uplink DPCH power control info";

1>
if IE "ACK/NACK support on HS-DPCCH" is set to TRUE:

2>
configure the HS-DPCCH in accordance with HS-DPCCH slot format [26], the HS-DPCCH code [28] and IE "Uplink DPCH power control info".

1>
configure the common E-DCH MAC-d flows as described in subclause 8.6.5.24;

1>
configure the UL E-DPCCH in accordance with the IE "E-DPCCH info" configuration;

1>
apply the TTI as signalled in the IE "E-DCH Transmission Time Interval" on the E-DPDCH;

1>
use a redundancy version for each HARQ transmission as configured by the IE "HARQ RV Configuration";

1>
use the same scrambling code for F-DPCH, E-RGCH, E-HICH and E-AGCH reception as configured for the Primary CPICH;

1>
use a channelization code for F-DPCH reception as configured by IE "F-DPCH Code number";

1>
configure F-DPCH in accordance with the F-DPCH slot format #0 [26];

1>
apply the DPC_Mode=0 for F-DPCH according to [29];

1>
configure the MAC with the stored IE "E-DPDCH info" configuration and/or the information contained in IE "Scheduled Transmission configuration";

1>
configure the E-HICH in accordance with the IE "E-HICH info" configuration;

1>
configure the E-AGCH in accordance with the IE "E-AGCH info" configuration;

1>
configure the E-RGCH in accordance with the IE "E-RGCH info" configuration if an E-RGCH configuration has been provided with the system information;

1>
configure the radio link as the serving E-DCH radio link;

1>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46.

[…]
If after state transition the UE enters CELL_FACH state, the UE shall, after the state transition:

1>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

1>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46;

 […]
The variable READY_FOR_COMMON_EDCH shall be set to TRUE only when all the following conditions are met: 

1>
if the UE is in CELL_FACH state or in Idle mode:

2>
the UE supports E-DCH transmission in CELL_FACH state and Idle mode;

2>
the IE "HS-DSCH common system information" is included in system information block type 5 or 5bis;

2> the IE "Common E-DCH system info" is included system information block type 5 or 5bis.
 […]


Reference

3GPP TS 25.331 clauses 8.2.2.3, 8.5.45, 8.5.46, 8.5.47, 
8.2.2.65.3
Test Purpose

1. To confirm that the UE successfully transits to Enhanced CELL_FACH state (common E-DCH / HS-DSCH) from CELL_DCH, according to the received  RADIO BEARER RECONFIGURATION message whilst maintaining HS-DSCH reception and E-DCH transmission.
8.2.2.65.4
Method of test

Initial Conditions
System Simulator: 1 cell.

UE: PS-DCCH+DTCH DCH (state 6-10) as specified in clause 7.4 of TS 34.108 with SRB and user plane mappings on E-DCH /HS-DSCH under condition A30 RADIO BEARER SETUP.
Related ICS/IXIT statement(s)

-
UE supports FDD
-
UE supports of common E-DCH 
Test Procedure

The UE is in CELL_DCH state, 
The SS transmits a RADIO BEARER RECONFIGURATION message to the UE to release dedicated resources and transit to Enhanced CELL_FACH state. After receiving this message, the UE transmits RADIO BEARER RECONFIGURATION COMPLETE message using AM RLC with continuous HS-DSCH reception and E-DCH transmission. UE shall obtain the configuration for Enhanced UL/DL for CELL_FACH from SIB5 in order to transit to CELL_FACH state. SS calls generic procedure C.2 to check that the UE is in CELL_FACH state.
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	RADIO BEARER RECONFIGURATION
	Transit to CELL_FACH state and release dedicated resources.

	2
	(
	RADIO BEARER RECONFIGURATION
COMPLETE
	

	3
	
	
	UE should read SIB5 to obtain Enhanced UL/DL configuration for CELL_FACH and transit to CELL_FACH state

	4
	((
	CALL C.2
	If the test result of C.2 indicates that UE is in CELL_FACH state, the test passes, otherwise it fails.


Specific Message Contents

SYSTEM INFORMATION BLOCK TYPE 5 (FDD)
Use the same message type found in clause 6.1 of TS 34.108 condition B3 “Only for cells which configure  common E-DCH and HS-DSCH reception in CELL_FACH”..
RADIO BEARER RECONFIGURATION (Step 1)

Use the same message as specified for "Packet to CELL_FACH from CELL_DCH in PS" in 34.108 (condition A5) in TS 34.108 clause 9, except for the following, except for the following:
	Information Element
	Value/remark

	-  Signalling RB information to setup
	

	        - RB identity
	1

	        - CHOICE RLC info type
	

	         - RLC info
	

	          - CHOICE Uplink RLC mode
	UM RLC

	           - Transmission RLC discard
	Not Present

	          - CHOICE Downlink RLC mode
	UM RLC

	           - DL UM RLC LI size
	7 bit

	        - One sided RLC re-establishment
	FALSE

	        - Alternative E-bit interpretation
	TRUE

	        - Use special value of HE field
	Not present

	        - RB mapping info
	

	         - Information for each multiplexing option
	1 RBMuxOption

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of RLC logical channels
	1

	           - Uplink transport channel type
	E-DCH

	           - Logical channel identity
	1

	           - E-DCH MAC-d flow identity
	1

	           - DDI
	1

	           - CHOICE RLC PDU size
	Fixed size

	           - RLC PDU size list
	1 RLC PDU size

	             - RLC PDU size
	144 bits

	           - Include in scheduling info
	FALSE

	           - MAC logical channel priority
	1

	          - Downlink RLC logical channel info
	

	           - Number of RLC logical channels
	1

	            - Downlink transport channel type
	HS-DSCH

	            - DL DCH Transport channel identity
	Not present

	            - DL DSCH Transport channel identity
	Not Present

	            - CHOICE DL MAC header type
	MAC-ehs

	              - DL HS-DSCH MAC-ehs Queue Id
	1

	            - Logical channel identity
	1

	-  RB information to reconfigure
	

	        - RB identity
	2

	        - CHOICE RLC info type
	

	         - RLC info
	

	          - CHOICE Uplink RLC mode
	AM RLC

	           - Transmission RLC discard
	

	            - SDU discard mode
	No discard

	             - MAX_DAT
	15

	           - Transmission window size
	32

	           - Timer_RST
	500

	           - Max_RST
	1

	           - Polling info
	

	            - Timer_poll_prohibit
	200

	            - Timer_poll
	200

	             - Poll_PDU
	Not Present

	            - Poll_SDU
	1

	            - Last transmission PDU poll
	TRUE

	            - Last retransmission PDU poll
	TRUE

	            - Poll_Window
	99

	            - Timer_poll_periodic
	Not Present

	          - CHOICE Downlink RLC mode
	AM RLC

	           - CHOICE Downlink RLC PDU Size
	Reference to clause 6 Parameter Set

	           - Length indicator size
	7

	           - In-sequence delivery
	TRUE

	           - Receiving window size
	32

	           - Downlink RLC status info
	

	            - Timer_status_prohibit
	200

	            - Timer_EPC
	Not Present

	            - Missing PDU indicator
	TRUE

	            - Timer_STATUS_periodic
	Not Present

	          - Alternative E-bit interpretation
	Not Present

	          - Use special value of HE field
	TRUE

	         - RB mapping info
	

	         - Information for each multiplexing option
	1 RBMuxOption

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of RLC logical channels
	1

	           - Uplink transport channel type
	E-DCH

	           - Logical channel identity
	2

	           - E-DCH MAC-d flow identity
	1

	           - DDI
	2

	           - CHOICE RLC PDU size
	Fixed size

	           - RLC PDU size list
	1 RLC PDU size

	             - RLC PDU size
	144 bits

	           - Include in scheduling info
	FALSE

	           - MAC logical channel priority
	2

	          - Downlink RLC logical channel info
	

	           - Number of RLC logical channels
	1

	            - Downlink transport channel type
	HS-DSCH

	            - DL DCH Transport channel identity
	Not Present

	            - DL DSCH Transport channel identity
	Not Present

	            - CHOICE DL MAC header type
	MAC-ehs

	              - DL HS-DSCH MAC-ehs Queue Id
	1

	            - Logical channel identity
	2

	-  RB information to reconfigure
	

	        - RB identity
	3

	        - CHOICE RLC info type
	

	         - RLC info
	

	          - CHOICE Uplink RLC mode
	AM RLC

	           - Transmission RLC discard
	

	            - SDU discard mode
	No discard

	             - MAX_DAT
	15

	           - Transmission window size
	32

	           - Timer_RST
	500

	           - Max_RST
	1

	           - Polling info
	

	            - Timer_poll_prohibit
	200

	            - Timer_poll
	200

	             - Poll_PDU
	Not Present

	            - Poll_SDU
	1

	            - Last transmission PDU poll
	TRUE

	            - Last retransmission PDU poll
	TRUE

	            - Poll_Window
	99

	            - Timer_poll_periodic
	Not Present

	          - CHOICE Downlink RLC mode
	AM RLC

	           - CHOICE Downlink RLC PDU Size
	Reference to clause 6 Parameter Set

	           - Length indicator size
	7

	           - In-sequence delivery
	TRUE

	           - Receiving window size
	32

	           - Downlink RLC status info
	

	            - Timer_status_prohibit
	200

	            - Timer_EPC
	Not Present

	            - Missing PDU indicator
	TRUE

	            - Timer_STATUS_periodic
	Not Present

	          - Alternative E-bit interpretation
	Not Present

	          - Use special value of HE field
	TRUE

	         - RB mapping info
	

	         - Information for each multiplexing option
	1 RBMuxOption

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of RLC logical channels
	1

	           - Uplink transport channel type
	E-DCH

	           - Logical channel identity
	3

	           - E-DCH MAC-d flow identity
	1

	           - CHOICE RLC PDU size
	Fixed size

	           - DDI
	2

	           - RLC PDU size list
	1 RLC PDU size

	             - RLC PDU size
	144 bits

	           - Include in scheduling info
	FALSE

	           - MAC logical channel priority
	3

	          - Downlink RLC logical channel info
	

	           - Number of RLC logical channels
	1

	            - Downlink transport channel type
	HS-DSCH

	            - DL DCH Transport channel identity
	Not Present

	            - DL DSCH Transport channel identity
	Not Present

	            - CHOICE DL MAC header type
	MAC-ehs

	              - DL HS-DSCH MAC-ehs Queue Id
	1

	            - Logical channel identity
	3

	-  RB information to reconfigure
	

	        - RB identity
	4

	        - CHOICE RLC info type
	

	         - RLC info
	

	          - CHOICE Uplink RLC mode
	AM RLC

	           - Transmission RLC discard
	

	            - SDU discard mode
	No discard

	             - MAX_DAT
	15

	           - Transmission window size
	32

	           - Timer_RST
	500

	           - Max_RST
	1

	           - Polling info
	

	            - Timer_poll_prohibit
	200

	            - Timer_poll
	200

	             - Poll_PDU
	Not Present

	            - Poll_SDU
	1

	            - Last transmission PDU poll
	TRUE

	            - Last retransmission PDU poll
	TRUE

	            - Poll_Window
	99

	            - Timer_poll_periodic
	Not Present

	          - CHOICE Downlink RLC mode
	AM RLC

	           - CHOICE Downlink RLC PDU Size
	Reference to clause 6 Parameter Set

	           - Length indicator size
	7

	           - In-sequence delivery
	TRUE

	           - Receiving window size
	32

	           - Downlink RLC status info
	

	            - Timer_status_prohibit
	200

	            - Timer_EPC
	Not Present

	            - Missing PDU indicator
	TRUE

	            - Timer_STATUS_periodic
	Not Present

	          - Alternative E-bit interpretation
	Not Present

	          - Use special value of HE field
	TRUE

	         - RB mapping info
	

	         - Information for each multiplexing option
	1 RBMuxOption

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of RLC logical channels
	1

	           - Uplink transport channel type
	E-DCH

	           - Logical channel identity
	4

	           - E-DCH MAC-d flow identity
	1

	           - CHOICE RLC PDU size
	Fixed size

	           - DDI
	2

	           - RLC PDU size list
	1 RLC PDU size

	             - RLC PDU size
	144 bits

	           - Include in scheduling info
	FALSE

	           - MAC logical channel priority
	4

	          - Downlink RLC logical channel info
	

	           - Number of RLC logical channels
	1

	            - Downlink transport channel type
	HS-DSCH

	            - DL DCH Transport channel identity
	Not Present

	            - DL DSCH Transport channel identity
	Not Present

	            - CHOICE DL MAC header type
	MAC-ehs

	              - DL HS-DSCH MAC-ehs Queue Id
	1

	            - Logical channel identity
	4

	Deleted UL TrCH information
	

	        - Uplink transport channel type
	E-DCH

	        - E-DCH MAC-d flow identity
	2

	        - Uplink transport channel type
	E-DCH

	        - E-DCH MAC-d flow identity
	3

	Deleted DL TrCH information
	

	        - Downlink transport channel type
	HS-DSCH

	        - DL MAC header type
	MAC-ehs

	        - DL HS-DSCH MAC-ehs reordering queue
	2

	        - Downlink transport channel type
	HS-DSCH

	        - DL HS-DSCH MAC-ehs reordering queue
	3


8.2.2.65.5
Test requirements

After step 1, the UE shall transmit a RADIO BEARER RECONFIGURATION COMPLETE message.
At step 4, the UE shall be in Enhanced CELL_FACH state.
8.2.3
Radio Bearer Release

8.2.3.1
Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success

8.2.3.1.1
Definition

-

8.2.3.1.2
Conformance requirement

If the UE receives:

-
a RADIO BEARER RELEASE message; or
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