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H.3
Default RRC messages and information elements contents exceptions

This clause contains the default values of common sRRC messages and information elements, other than those described in TS 36.508 [7].
H.3.1
RRC messages and information elements contents exceptions for E-UTRAN measurement configuration

RRCConnectionReconfiguration: (FDD/TDD) to setup E-UTRAN Measurement Configuration
Table H.3.1-1: RRCConnectionReconfiguration: E-UTRAN Measurement Configuration

	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig 
	 
	
	

	
	MeasConfig -DEFAULT
	
	MEAS


MeasConfig-DEFAULT (FDD/TDD) E-UTRAN measurment configuration for intra frequency measurment

Table H.3.1-2: MeasConfig-DEFAULT: E-UTRAN intra frequency measurement configuration
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT:

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f1
	
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f1)
	
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList  SEQUENCE (SIZE (1..maxReportConfigId) )OF SEQUENCE {
	
	
	

	    reportConfigId
	idReportConfig-A3
	
	

	    reportConfig
	ReportConfigEUTRA-A3
	
	

	 }  
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of SEQUENCE {
	
	
	

	   measId
	1
	
	

	   measObjectId
	IdMeasObject-f1
	
	

	   reportConfigId
	idReportConfig-A3
	
	

	   }
	
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	Not present
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


MeasConfig-DEFAULT (FDD/TDD) E-UTRAN measurment configuration for inter frequency measurment

Table H.3.1-3: MeasConfig-DEFAULT: E-UTRAN inter frequency measurement configuration
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT:

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f2
	
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f2)
	inter frequency
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId) )OF SEQUENCE {
	
	
	

	reportConfigId
	idReportConfig-A3
	
	

	reportConfig
	ReportConfigEUTRA-A3
	
	

	}
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of SEQUENCE {
	
	
	

	   measId
	1
	
	

	   measObjectId
	IdMeasObject-f2
	
	

	   reportConfigId
	idReportConfig-A3
	
	

	   }
	
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	MeasGapConfig-GP2
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


MeasConfig-DEFAULT (FDD/TDD) E-UTRAN measurment configuration for E-UTRAN to UTRAN cell search

Table H.3.1-4: MeasConfig-DEFAULT: interRAT UTRAN measurement configuration for E-UTRAN to UTRAN cell search
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT:

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f8
	
	

	      measObject  CHOICE {
	
	
	

	         measObjectUTRA
	MeasObjectUTRA-GENERIC(f8)
	UTRA Cell
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId) )OF SEQUENCE {
	
	
	

	     reportConfigId
	idReportConfig-B1
	
	

	     reportConfig
	ReportConfigInterRAT-B1-UTRA
	
	

	   }
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of SEQUENCE {
	
	
	

	   measId
	1
	
	

	   measObjectId
	IdMeasObject-f8
	
	

	   reportConfigId
	idReportConfig-B1
	
	

	   }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  measGapConfig
	MeasGapConfig-GP2
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


MeasConfig-DEFAULT (FDD/TDD) E-UTRAN measurment configuration for E-UTRAN to UTRAN handover

Table H.3.1-5: MeasConfig-DEFAULT: interRAT UTRAN measurement configuration for E-UTRAN to UTRAN handover
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT:

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f8
	
	

	      measObject  CHOICE {
	
	
	

	         measObjectUTRA
	MeasObjectUTRA-GENERIC(f8)
	UTRA Cell
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList 
	ReportConfigInterRAT-B2-UTRA
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList
	Not present
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


MeasConfig-DEFAULT (FDD/TDD) E-UTRAN measurment configuration for E-UTRAN to GSM cell search

Table H.3.1-6: MeasConfig-DEFAULT: interRAT GSM measurement configuration for E-UTRAN to GSM cell search
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT:

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f13
	
	

	      measObject  CHOICE {
	
	
	

	         measObjectGERAN
	MeasObjectGERAN -GENERIC(f13)
	GERAN Cell
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId) )OF SEQUENCE {
	
	
	

	     reportConfigId
	idReportConfig-B1
	
	

	     reportConfig
	ReportConfigInterRAT-B1-GERAN
	
	

	   }
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of SEQUENCE {
	
	
	

	   measId
	1
	
	

	   measObjectId
	IdMeasObject-f13
	
	

	   reportConfigId
	idReportConfig-B1
	
	

	   }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	




	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


<< Unchanged sections omitted >>
