3GPP TSG-RAN WG5#46
R5-100758
San Francisco, USA, 22-28 February, 2010
Agenda:
6.5.1.1
Source:
RIM
Title:
Test case list for Inter RAT PLMN Selection
For:
Information
1
Introduction

Changes:
- Test case renumbered as test case 6.2.1.1 is not needed.
2
LTE Protocol Work Plan (36.523-1)
	6.2 Multi mode environment (E-UTRAN /UTRAN/GERAN/CDMA2000)
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	36.523-1
	6.2.1.1
	Rel-8
	Inter-RAT PLMN Selection /Selection of correct RAT for OPLMN/Automatic mode
	To verify PLMN and RAT selection at switch on or recovery from lack of coverage.

OPLMN cells for E-UTRAN and UTRAN are available.
	RIM
	RP#42
	0%
	
	TS 23.122 section 4.4.3

	
	36.523-1
	6.2.1.2
	Rel-8
	Inter-RAT PLMN Selection /Selection of correct RAT for UPLMN/Automatic mode
	To verify PLMN and RAT selection at switch on or recovery from lack of coverage.

UPLMN cells for E-UTRAN and GSM are available.
	RIM
	RP#42
	0%
	
	TS 23.122 section 4.4.3

	
	36.523-1
	6.2.1.3
	Rel-8
	Inter-RAT PLMN Selection/ Selection of correct PLMN and RAT in shared network environment, Automatic mode
	To verify PLMN and RAT selection at switch on or recovery from lack of coverage.

Cells for 3 RATs (E-UTRA, UTRA and GSM) are available.
	RIM
	RP#42
	0%
	
	TS 23.122 section 4.4.3

	
	36.523-1
	6.2.1.4
	Rel-8
	Inter-RAT PLMN Selection/ Selection of correct RAT from the OPLMN list/ Manual mode
	To verify PLMN and RAT selection at switch on or recovery from lack of coverage.

Cells for 3 RATs (E-UTRA, UTRA and GSM) are available.
	RIM
	RP#42
	0%
	
	TS 23.122 section 4.4.3

	
	36.523-1
	6.2.1.5
	Rel-8
	Inter-RAT Background background HPLMN Searchsearch / Search for correct RAT for HPLMN / Manual Mode
	MS is registered on a suitable cell on GERAN VPLMN, there are E-UTRA cell in HPLMN. Background HPLMN search would detect E-UTRA HPLMN cell and then camp on to that E-UTRA Cell.
	RIM
	
	
	
	Handled by GERAN
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