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< Unchanged sections omitted >
Table 6.2.4.4.1-6: Test Configuration Table (network signalled value "NS_08")

	Initial Conditions

	Test Environment

(as specified in TS 36.508 [7] subclause 4.1)
	Normal

	Test Frequencies

(as specified in TS36.508 [7] subclause 4.3.1)
	High range

	Test Channel Bandwidths

(as specified in TS 36.508 [7] subclause 4.3.1)
	5MHz, 10MHz, 15MHz

	Test Parameters for NS_08 A-MPR

	
	
	Downlink Configuration
	Uplink Configuration

	Configuration

ID
	Ch BW
	Mod’n
	RB allocation FDD
	Mod’n
	RB allocation FDD

	1
	5MHz
	N/A for A-MPR testing
	QPSK
	1

	2
	5MHz
	
	QPSK
	8

	3
	5MHz
	
	QPSK
	25

	4
	10MHz
	
	QPSK
	1

	5
	10MHz
	
	QPSK
	12

	6
	10MHz
	
	QPSK 
	27

	7
	10MHz
	
	QPSK
	36

	8
	10MHz
	
	QPSK 
	40

	9
	10MHz
	
	QPSK
	50

	10
	10MHz
	
	16QAM
	50

	11
	15MHz
	
	QPSK
	1

	12
	15MHz
	
	QPSK
	16

	13
	15MHz
	
	QPSK 
	27

	14
	15MHz
	
	QPSK
	36

	15
	15MHz
	
	QPSK 
	40

	16
	15MHz
	
	QPSK
	75

	17
	15MHz
	
	16QAM
	75

	Note 1:  The Configuration ID will be used to map the applicable Test Configuration to the corresponding Test Requirement in subclause 6.2.4.5 as not all combinations are necessarily required based on the applicability of the UE.
Note 2. The 1 RB allocation shall be tested at both RB #0 and RB #max.
Note 3: The starting resource block of partial RB allocation shall be RB# (max + 1 - RB allocation) of the channel bandwidth


< Unchanged sections omitted >
Table 6.6.3.3.4.1-3: Test Configuration Table (network signalled value “NS_08”)
	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	Normal

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1
	High range

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	5MHz, 10MHz, 15MHz

	Test Parameters for Channel Bandwidths

	
	Downlink Configuration
	Uplink Configuration

	Ch BW
	Mod’n
	RB allocation
	Mod’n
	RB allocation

	
	
	FDD
	TDD
	
	FDD
	TDD

	5MHz
	N/A for Additional Spurious Emissions testing
	QPSK
	1
	N/A

	5MHz
	
	QPSK
	8
	

	5MHz
	
	QPSK 
	25
	

	10MHz
	
	QPSK
	1
	

	10MHz
	
	QPSK
	12
	

	10MHz
	
	QPSK 
	27
	

	10MHz
	
	QPSK
	36
	

	10MHz
	
	QPSK 
	40
	

	10MHz
	
	QPSK
	50
	

	10MHz
	
	16QAM
	50
	

	15MHz
	
	QPSK
	1
	

	15MHz
	
	QPSK
	16
	

	15MHz
	
	QPSK 
	27
	

	15MHz
	
	QPSK
	36
	

	15MHz
	
	QPSK 
	40
	

	15MHz
	
	QPSK
	75
	

	15MHz
	
	16QAM
	75
	

	Note 1: The 1 RB allocation shall be tested at both RB #0 and RB #max.
Note 2: The starting resource block of partial RB allocation shall be RB# (max + 1 - RB allocation) of the channel bandwidth


< Unchanged sections omitted >
A.2
UL reference measurement channels

A.2.1
General

A.2.1.1
Applicability and common parameters

The following sections define the UL signal applicable to the Transmitter Characteristics (clause 6) and for the Receiver Characteristics (clause 7) where the UL signal is relevant.
The Reference channels in this section assume transmission of PUSCH and Demodulation Reference signal only. The following conditions apply: 

· 1 HARQ transmission

· Cyclic Prefix normal

· PUSCH hopping off

· Link adaptation off

· Demodulation Reference signal as per TS 36.211 [8] subclause 5.5.2.1.2.

Where ACK/NACK is transmitted, it is assumed to be multiplexed on PUSCH as per TS 36.212 [9] subclause 5.2.2.6. 

· ACK/NACK 1 bit

· ACK/NACK mapping adjacent to Demodulation Reference symbol

· ACK/NACK resources punctured into data

· Max number of resources for ACK/NACK: 4 SC-FDMA symbols per subframe

· No CQI transmitted,  no RI transmitted
A.2.1.2
Determination of payload size

The algorithm for determining the payload size A is as follows; given a desired coding rate R and radio block allocation NRB

1.
Calculate the number of channel bits Nch that can be transmitted during the first transmission of a given sub-frame.

2.
Find A such that the resulting coding rate is as close to R as possible, that is,
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subject to 

a) A is a valid TB size according to clause 7.1.7 of TS 36.213 [10] assuming an allocation of NRB resource blocks.

b) Segmentation is not included in this formula, but should be considered in the TBS calculation.

c) For RMC-s, which at the nominal target coding rate do not cover all the possible UE categories for the given modulation, reduce the target coding rate gradually (within the same modulation), until the maximal possible number of UE categories is covered.

3.
If there is more than one A that minimises the equation above, then the larger value is chosen per default.
A.2.2
Reference measurement channels for FDD

A.2.2.1
Full RB allocation

A.2.2.1.1
QPSK

Table A.2.2.1.1-1: Reference Channels for QPSK with full RB allocation

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	6
	15
	25
	50
	75
	100

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3
	1/5
	1/6

	Payload size
	Bits
	600
	1544
	2216
	5160
	4392


	4584



	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1
	1
	1

	
	
	
	
	
	
	
	

	Total number of bits per Sub-Frame (Note 1)
	Bits
	1728
	4320
	7200
	14400
	21600
	28800

	Total symbols per Sub-Frame
	
	864
	2160
	3600
	7200
	10800
	14400

	UE Category
	
	1-5
	1-5
	1-5
	1-5
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


A.2.2.1.2
16-QAM

Table A.2.2.1.2-1: Reference Channels for 16-QAM with full RB allocation

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	6
	15
	25
	50
	75
	100

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12
	12

	Modulation
	
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Target Coding rate
	
	3/4
	1/2
	1/3
	3/4
	1/2
	1/3

	Payload size
	Bits
	2600
	4264
	4968
	21384
	21384
	19848

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	4
	4
	4

	
	
	
	
	
	
	
	

	Total number of bits per Sub-Frame
	Bits
	3456
	8640
	14400
	28800
	43200
	57600

	Total symbols per Sub-Frame
	
	864
	2160
	3600
	7200
	10800
	14400

	UE Category
	
	1-5
	1-5
	1-5
	2-5
	2-5
	2-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


A.2.2.2
Partial RB allocation

For each channel bandwidth, various partial RB allocations are specified. The number of allocated RBs is chosen according to values specified in the Tx and Rx requirements. The single allocated RB case is included.

The allocated RBs are contiguous and start from one end of the channel bandwidth. A single allocated RB is at one end of the channel bandwidth.

A.2.2.2.1
QPSK

Table A.2.2.2.1-1: Reference Channels for 1.4MHz QPSK with partial RB allocation

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	

	Parameter
	Unit
	Value
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	1.4
	1.4
	1.4
	1.4
	1.4

	Allocated resource blocks
	
	1
	2
	3
	4
	5

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size
	Bits
	72
	176
	256
	392
	424

	Transport block CRC
	Bits
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	Bits
	288
	576
	864
	1152
	1440

	Total symbols per Sub-Frame
	
	144
	288
	432
	576
	720

	UE Category
	
	1-5
	1-5
	1-5
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.2.2.2.1-2: Reference Channels for 3MHz QPSK with partial RB allocation

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	

	Parameter
	Unit
	Value
	Value
	Value
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	3
	3
	3
	3
	3
	3
	3

	Allocated resource blocks
	
	1
	2
	3
	4
	5
	6
	10

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size
	Bits
	72
	176
	256
	392
	424
	600
	872

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	Bits
	288
	576
	864
	1152
	1440
	1728
	2880

	Total symbols per Sub-Frame
	
	144
	288
	432
	576
	720
	864
	1440

	UE Category
	
	1-5
	1-5
	1-5
	1-5
	1-5
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.2.2.2.1-3: Reference Channels for 5MHz QPSK with partial RB allocation

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	

	Parameter
	Unit
	Value
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	5
	5
	5
	5
	5

	Allocated resource blocks
	
	1
	2
	5
	6
	8

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size
	Bits
	72
	176
	424
	600
	808

	Transport block CRC
	Bits
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	Bits
	288
	576
	1440
	1728
	2304

	Total symbols per Sub-Frame
	
	144
	288
	720
	864
	1152

	UE Category
	
	1-5
	1-5
	1-5
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.2.2.2.1-3a: Reference Channels for 5MHz QPSK with partial RB allocation

	Parameter
	Unit
	Value
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	5
	5
	5
	5
	5

	Allocated resource blocks
	
	10
	15
	18
	20
	24

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size
	Bits
	872
	1320
	1864
	1736
	2472

	Transport block CRC
	Bits
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	Bits
	2880
	4320
	5184
	5760
	6912

	Total symbols per Sub-Frame
	
	1440
	2160
	2592
	2880
	3456

	UE Category
	
	1-5
	1-5
	1-5
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.2.2.2.1-4: Reference Channels for 10MHz QPSK with partial RB allocation

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	

	Parameter
	Unit
	Value
	Value
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	10
	10
	10
	10
	10
	10

	Allocated resource blocks
	
	1
	2
	5
	6
	8
	10

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size
	Bits
	72
	176
	424
	600
	808
	872

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	Bits
	288
	576
	1440
	1728
	2304
	2880

	Total symbols per Sub-Frame
	
	144
	288
	720
	864
	1152
	1440

	UE Category
	
	1-5
	1-5
	1-5
	1-5
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.2.2.2.1-4a: Reference Channels for 10MHz QPSK with partial RB allocation

	Parameter
	Unit
	Value
	Value
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	10
	10
	10
	10
	10
	10

	Allocated resource blocks
	
	12
	16
	18
	20
	24
	25

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size
	Bits
	1224
	1384
	1864
	1736
	2472
	2216

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	Bits
	3456
	4608
	5184
	5760
	6912
	7200

	Total symbols per Sub-Frame
	
	1728
	2304
	2592
	2880
	3456
	3600

	UE Category
	
	1-5
	1-5
	1-5
	1-5
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.2.2.2.1-4b: Reference Channels for 10MHz QPSK with partial RB allocation

	Parameter
	Unit
	Value
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	10
	10
	10
	10
	10

	Allocated resource blocks
	
	27
	30
	36
	40
	48

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size
	Bits
	2792
	2664
	3752
	4136
	4264

	Transport block CRC
	Bits
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	Bits
	7776
	8640
	10368
	11520
	13824

	Total symbols per Sub-Frame
	
	3888
	4320
	5184
	5760
	6912

	UE Category
	
	1-5
	1-5
	1-5
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.2.2.2.1-5: Reference Channels for 15MHz QPSK with partial RB allocation

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	

	Parameter
	Unit
	Value
	Value
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	15
	15
	15
	15
	15
	15

	Allocated resource blocks
	
	1
	2
	5
	6
	8
	10

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size
	Bits
	72
	176
	424
	600
	808
	872

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	Bits
	288
	576
	1440
	1728
	2304
	2880

	Total symbols per Sub-Frame
	
	144
	288
	720
	864
	1152
	1440

	UE Category
	
	1-5
	1-5
	1-5
	1-5
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.2.2.2.1-5a: Reference Channels for 15MHz QPSK with partial RB allocation

	Parameter
	Unit
	Value
	Value
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	15
	15
	15
	15
	15
	15

	Allocated resource blocks
	
	16
	18
	24
	25
	28
	39

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size
	Bits
	1384
	1864
	2472
	2216
	2472
	3496

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	Bits
	4608
	5184
	6912
	7200
	8064
	11232

	Total symbols per Sub-Frame
	
	2304
	2592
	3456
	3600
	4032
	5616

	UE Category
	
	1-5
	1-5
	1-5
	1-5
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.2.2.2.1-5b: Reference Channels for 15MHz QPSK with partial RB allocation

	Parameter
	Unit
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	15
	15
	15
	15

	Allocated resource blocks
	
	40
	44
	48
	50

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3

	Payload size
	Bits
	4136
	3880
	4264
	5160

	Transport block CRC
	Bits
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	Bits
	11520
	12672
	13824
	14400

	Total symbols per Sub-Frame
	
	5760
	6336
	6912
	7200

	UE Category
	
	1-5
	1-5
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.2.2.2.1-6: Reference Channels for 20MHz QPSK with partial RB allocation

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	

	Parameter
	Unit
	Value
	Value
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	20
	20
	20
	20
	20
	20

	Allocated resource blocks
	
	1
	2
	5
	6
	8
	10

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size
	Bits
	72
	176
	424
	600
	808
	872

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	Bits
	288
	576
	1440
	1728
	2304
	2880

	Total symbols per Sub-Frame
	
	144
	288
	720
	864
	1152
	1440

	UE Category
	
	1-5
	1-5
	1-5
	1-5
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.2.2.2.1-6a: Reference Channels for 20MHz QPSK with partial RB allocation

	Parameter
	Unit
	Value
	Value
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	20
	20
	20
	20
	20
	20

	Allocated resource blocks
	
	18
	24
	25
	48
	50
	75

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/5

	Payload size
	Bits
	1864
	2472
	2216
	4264
	5160
	4392

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	Bits
	5184
	6912
	7200
	13824
	14400
	21600

	Total symbols per Sub-Frame
	
	2592
	3456
	3600
	6912
	7200
	10800

	UE Category
	
	1-5
	1-5
	1-5
	1-5
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


A.2.2.2.2
16-QAM

Table A.2.2.2.2-1: Reference Channels for 1.4MHz 16-QAM with partial RB allocation

	Parameter
	Unit
	Value
	Value

	Channel bandwidth
	MHz
	1.4
	1.4

	Allocated resource blocks
	
	1
	5

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12

	Modulation
	
	16QAM
	16QAM

	Target Coding rate
	
	3/4
	3/4

	Payload size
	Bits
	408
	2152

	Transport block CRC
	Bits
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1

	
	
	
	

	Total number of bits per Sub-Frame
	Bits
	576
	2880

	Total symbols per Sub-Frame
	
	144
	720

	UE Category
	
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.2.2.2.2-2: Reference Channels for 3MHz 16-QAM with partial RB allocation

	Parameter
	Unit
	Value
	Value

	Channel bandwidth
	MHz
	3
	3

	Allocated resource blocks
	
	1
	4

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12

	Modulation
	
	16QAM
	16QAM

	Target Coding rate
	
	3/4
	3/4

	Payload size
	Bits
	408
	1736

	Transport block CRC
	Bits
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1

	
	
	
	

	Total number of bits per Sub-Frame
	Bits
	576
	2304

	Total symbols per Sub-Frame
	
	144
	576

	UE Category
	
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.2.2.2.2-3: Reference Channels for 5MHz 16-QAM with partial RB allocation

	Parameter
	Unit
	Value
	Value

	Channel bandwidth
	MHz
	5
	5

	Allocated resource blocks
	
	1
	8

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12

	Modulation
	
	16QAM
	16QAM

	Target Coding rate
	
	3/4
	3/4

	Payload size
	Bits
	408
	3496

	Transport block CRC
	Bits
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1

	
	
	
	

	Total number of bits per Sub-Frame
	Bits
	576
	4608

	Total symbols per Sub-Frame
	
	144
	1152

	UE Category
	
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.2.2.2.2-4: Reference Channels for 10MHz 16-QAM with partial RB allocation

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	

	Parameter
	Unit
	Value
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	10
	10
	10
	10
	10

	Allocated resource blocks
	
	1
	12
	16
	30
	36

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12

	Modulation
	
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Target Coding rate
	
	3/4
	3/4
	1/2
	3/4
	3/4

	Payload size
	Bits
	408
	5160
	4584
	12960
	15264

	Transport block CRC
	Bits
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	3
	3

	Total number of bits per Sub-Frame
	Bits
	576
	6912
	9216
	17280
	20736

	Total symbols per Sub-Frame
	
	144
	1728
	2304
	4320
	5184

	UE Category
	
	1-5
	1-5
	1-5
	2-5
	2-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.2.2.2.2-5: Reference Channels for 15MHz 16-QAM with partial RB allocation

	Parameter
	Unit
	Value
	Value

	Channel bandwidth
	MHz
	15
	15

	Allocated resource blocks
	
	1
	16

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12

	Modulation
	
	16QAM
	16QAM

	Target Coding rate
	
	3/4
	1/2

	Payload size
	Bits
	408
	4584

	Transport block CRC
	Bits
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1

	
	
	
	

	Total number of bits per Sub-Frame
	Bits
	576
	9216

	Total symbols per Sub-Frame
	
	144
	2304

	UE Category
	
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.2.2.2.2-6: Reference Channels for 20MHz 16-QAM with partial RB allocation

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	

	Parameter
	Unit
	Value
	Value
	Value

	Channel bandwidth
	MHz
	20
	20
	20

	Allocated resource blocks
	
	1
	18
	75

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12

	Modulation
	
	16QAM
	16QAM
	16QAM

	Target Coding rate
	
	3/4
	1/2
	1/2

	Payload size
	Bits
	408
	5160
	21384

	Transport block CRC
	Bits
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	4

	Total number of bits per Sub-Frame
	Bits
	576
	10368
	43200

	Total symbols per Sub-Frame
	
	144
	2592
	10800

	UE Category
	
	1-5
	1-5
	2-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


A.2.3
Reference measurement channels for TDD

For TDD,the measurement channel is based on DL/UL configuration ratio of 2DL:2UL.
A.2.3.1
Full RB allocation

A.2.3.1.1
QPSK

Table A.2.3.1.1-1: Reference Channels for QPSK with full RB allocation

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	6
	15
	25
	50
	75
	100

	Uplink-Downlink Configuration (Note 2)
	
	1
	1
	1
	1
	1
	1

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3
	1/5
	1/6

	Payload size
	
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	600
	1544
	2216
	5160
	4392


	4584



	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1
	1
	1

	
	
	
	
	
	
	
	

	Total number of bits per Sub-Frame
	
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	1728
	4320
	7200
	14400
	21600
	28800

	Total symbols per Sub-Frame
	
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	
	864
	2160
	3600
	7200
	10800
	14400

	UE Category
	
	1-5
	1-5
	1-5
	1-5
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 2:     As per Table 4.2-2 in TS 36.211 [8]


A.2.3.1.2
16-QAM

Table A.2.3.1.2-1: Reference Channels for 16-QAM with full RB allocation

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	6
	15
	25
	50
	75
	100

	Uplink-Downlink Configuration (Note 2)
	
	1
	1
	1
	1
	1
	1

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12
	12

	Modulation
	
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Target Coding rate
	
	3/4
	1/2
	1/3
	3/4
	1/2
	1/3

	Payload size
	
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	2600
	4264
	4968
	21384
	21384
	19848

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24

	Number of code blocks - C
	
	1
	1
	1
	4
	4
	4

	
	
	
	
	
	
	
	

	Total number of bits per Sub-Frame
	
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	3456
	8640
	14400
	28800
	43200
	57600

	Total symbols per Sub-Frame
	
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	
	864
	2160
	3600
	7200
	10800
	14400

	UE Category
	
	1-5
	1-5
	1-5
	2-5
	2-5
	2-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 2:     As per Table 4.2-2 in TS 36.211 [8]


A.2.3.2
Partial RB allocation

For each channel bandwidth, various partial RB allocations are specified. The number of allocated RBs is chosen according to values specified in the Tx and Rx requirements. The single allocated RB case is included.

The allocated RBs are contiguous and start from one end of the channel bandwidth. A single allocated RB is at one end of the channel bandwidth.

A.2.3.2.1
QPSK

Table A.2.3.2.1-1: Reference Channels for 1.4MHz QPSK with partial RB allocation

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	


	Parameter
	Unit
	Value
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	1.4
	1.4
	1.4
	1.4
	1.4

	Allocated resource blocks
	
	1
	2
	3
	4
	5

	Uplink-Downlink Configuration (Note 2)
	
	1
	1
	1
	1
	1

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	72
	176
	256
	392
	424

	Transport block CRC
	Bits
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	288
	576
	864
	1152
	1440

	Total symbols per Sub-Frame
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	
	144
	288
	432
	576
	720

	UE Category
	
	1-5
	1-5
	1-5
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 2: As per Table 4.2-2 in TS 36.211 [8]


Table A.2.3.2.1-2: Reference Channels for 3MHz QPSK with partial RB allocation

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	


	Parameter
	Unit
	Value
	Value
	Value
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	3
	3
	3
	3
	3
	3
	3

	Allocated resource blocks
	
	1
	2
	3
	4
	5
	6
	10

	Uplink-Downlink Configuration (Note 2)
	
	1
	1
	1
	1
	1
	1
	1

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size
	
	
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	72
	176
	256
	392
	424
	600
	872

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	
	
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	288
	576
	864
	1152
	1440
	1728
	2880

	Total symbols per Sub-Frame
	
	
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	
	144
	288
	432
	576
	720
	864
	1440

	UE Category
	
	1-5
	1-5
	1-5
	1-5
	1-5
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 2: As per Table 4.2-2 in TS 36.211 [8]


Table A.2.3.2.1-3: Reference Channels for 5MHz QPSK with partial RB allocation

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	


	Parameter
	Unit
	Value
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	5
	5
	5
	5
	5

	Allocated resource blocks
	
	1
	2
	5
	6
	8

	Uplink-Downlink Configuration (Note 2)
	
	1
	1
	1
	1
	1

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	72
	176
	424
	600
	808

	Transport block CRC
	Bits
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	Bits
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	
	288
	576
	1440
	1728
	2304

	Total symbols per Sub-Frame
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	
	144
	288
	720
	864
	1152

	UE Category
	
	1-5
	1-5
	1-5
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 2: As per Table 4.2-2 in TS 36.211 [8]


Table A.2.3.2.1-3a: Reference Channels for 5MHz QPSK with partial RB allocation

	Parameter
	Unit
	Value
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	5
	5
	5
	5
	5

	Allocated resource blocks
	
	10
	15
	18
	20
	24

	Uplink-Downlink Configuration (Note 2)
	
	1
	1
	1
	1
	1

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	872
	1320
	1864
	1736
	2472

	Transport block CRC
	Bits
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	Bits
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	
	2880
	4320
	5184
	5760
	6912

	Total symbols per Sub-Frame
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	
	1440
	2160
	2592
	2880
	3456

	UE Category
	
	1-5
	1-5
	1-5
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 2: As per Table 4.2-2 in TS 36.211 [8]


Table A.2.3.2.1-4: Reference Channels for 10MHz QPSK with partial RB allocation

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	


	Parameter
	Unit
	Value
	Value
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	10
	10
	10
	10
	10
	10

	Allocated resource blocks
	
	1
	2
	5
	6
	8
	10

	Uplink-Downlink Configuration
	
	1
	1
	1
	1
	1
	1

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size
	
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	72
	176
	424
	600
	808
	872

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	288
	576
	1440
	1728
	2304
	2880

	Total symbols per Sub-Frame
	
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	
	144
	288
	720
	864
	1152
	1440

	UE Category
	
	1-5
	1-5
	1-5
	1-5
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 2: As per Table 4.2-2 in TS 36.211 [8]


Table A.2.3.2.1-4a: Reference Channels for 10MHz QPSK with partial RB allocation

	Parameter
	Unit
	Value
	Value
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	10
	10
	10
	10
	10
	10

	Allocated resource blocks
	
	12
	16
	18
	20
	24
	25

	Uplink-Downlink Configuration
	
	1
	1
	1
	1
	1
	1

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size
	
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	1224
	1384
	1864
	1736
	2472
	2216

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	3456
	4608
	5184
	5760
	6912
	7200

	Total symbols per Sub-Frame
	
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	
	1728
	2304
	2592
	2880
	3456
	3600

	UE Category
	
	1-5
	1-5
	1-5
	1-5
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 2: As per Table 4.2-2 in TS 36.211 [8]


Table A.2.3.2.1-4b: Reference Channels for 10MHz QPSK with partial RB allocation

	Parameter
	Unit
	Value
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	10
	10
	10
	10
	10

	Allocated resource blocks
	
	27
	30
	36
	40
	48

	Uplink-Downlink Configuration
	
	1
	1
	1
	1
	1

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	2792
	2664
	3752
	4136
	4264

	Transport block CRC
	Bits
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	7776
	8640
	10368
	11520
	13824

	Total symbols per Sub-Frame
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	
	3888
	4320
	5184
	5760
	6912

	UE Category
	
	1-5
	1-5
	1-5
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 2: As per Table 4.2-2 in TS 36.211 [8]


Table A.2.3.2.1-5: Reference Channels for 15MHz QPSK with partial RB allocation

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	


	Parameter
	Unit
	Value
	Value
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	15
	15
	15
	15
	15
	15

	Allocated resource blocks
	
	1
	2
	5
	6
	8
	10

	Uplink-Downlink Configuration
	
	1
	1
	1
	1
	1
	1

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size
	
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	72
	176
	424
	600
	808
	872

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	288
	576
	1440
	1728
	2304
	2880

	Total symbols per Sub-Frame
	
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	
	144
	288
	720
	864
	1152
	1440

	UE Category
	
	1-5
	1-5
	1-5
	1-5
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 2: As per Table 4.2-2 in TS 36.211 [8]


Table A.2.3.2.1-5a: Reference Channels for 15MHz QPSK with partial RB allocation

	Parameter
	Unit
	Value
	Value
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	15
	15
	15
	15
	15
	15

	Allocated resource blocks
	
	16
	18
	24
	25
	28
	39

	Uplink-Downlink Configuration
	
	1
	1
	1
	1
	1
	1

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size
	
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	1384
	1864
	2472
	2216
	2472
	3496

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	4608
	5184
	6912
	7200
	8064
	11232

	Total symbols per Sub-Frame
	
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	
	2304
	2592
	3456
	3600
	4032
	5616

	UE Category
	
	1-5
	1-5
	1-5
	1-5
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 2: As per Table 4.2-2 in TS 36.211 [8]


Table A.2.3.2.1-5b: Reference Channels for 15MHz QPSK with partial RB allocation

	Parameter
	Unit
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	15
	15
	15
	15

	Allocated resource blocks
	
	40
	44
	48
	50

	Uplink-Downlink Configuration
	
	1
	1
	1
	1

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3

	Payload size
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	4136
	3880
	4264
	5160

	Transport block CRC
	Bits
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	11520
	12672
	13824
	14400

	Total symbols per Sub-Frame
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	
	5760
	6336
	6912
	7200

	UE Category
	
	1-5
	1-5
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 2: As per Table 4.2-2 in TS 36.211 [8]


Table A.2.3.2.1-6: Reference Channels for 20MHz QPSK with partial RB allocation

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	


	Parameter
	Unit
	Value
	Value
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	20
	20
	20
	20
	20
	20

	Allocated resource blocks
	
	1
	2
	5
	6
	8
	10

	Uplink-Downlink Configuration (Note 2)
	
	1
	1
	1
	1
	1
	1

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size
	
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	72
	176
	424
	600
	808
	872

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	288
	576
	1440
	1728
	2304
	2880

	Total symbols per Sub-Frame
	
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	
	144
	288
	720
	864
	1152
	1440

	UE Category
	
	1-5
	1-5
	1-5
	1-5
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 2: As per Table 4.2-2 in TS 36.211 [


Table A.2.3.2.1-6a: Reference Channels for 20MHz QPSK with partial RB allocation

	Parameter
	Unit
	Value
	Value
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	20
	20
	20
	20
	20
	20

	Allocated resource blocks
	
	18
	24
	25
	48
	50
	75

	Uplink-Downlink Configuration (Note 2)
	
	1
	1
	1
	1
	1
	1

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/5

	Payload size
	
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	1864
	2472
	2216
	4264
	5160
	4392

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	5184
	6912
	7200
	13824
	14400
	21600

	Total symbols per Sub-Frame
	
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	
	2592
	3456
	3600
	6912
	7200
	10800

	UE Category
	
	1-5
	1-5
	1-5
	1-5
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 2: As per Table 4.2-2 in TS 36.211 [


A.2.3.2.2
16-QAM

Table A.2.3.2.2-1: Reference Channels for 1.4MHz 16-QAM with partial RB allocation

	Parameter
	Unit
	Value
	Value

	Channel bandwidth
	MHz
	1.4
	1.4

	Allocated resource blocks
	
	1
	5

	Uplink-Downlink Configuration (Note 2)
	
	1
	1

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12

	Modulation
	
	16QAM
	16QAM

	Target Coding rate
	
	3/4
	3/4

	Payload size
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	408
	2152

	Transport block CRC
	Bits
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1

	
	
	
	

	Total number of bits per Sub-Frame
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	576
	2880

	Total symbols per Sub-Frame
	
	
	

	For Sub-Frame 2,3,7,8
	
	144
	720

	UE Category
	
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 2: As per Table 4.2-2 in TS 36.211 [8]


Table A.2.3.2.2-2: Reference Channels for 3MHz 16-QAM with partial RB allocation

	Parameter
	Unit
	Value
	Value

	Channel bandwidth
	MHz
	3
	3

	Allocated resource blocks
	
	1
	4

	Uplink-Downlink Configuration (Note 2)
	
	1
	1

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12

	Modulation
	
	16QAM
	16QAM

	Target Coding rate
	
	3/4
	3/4

	Payload size
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	408
	1736

	Transport block CRC
	Bits
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1

	
	
	
	

	Total number of bits per Sub-Frame
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	576
	2304

	Total symbols per Sub-Frame
	
	
	

	For Sub-Frame 2,3,7,8
	
	144
	576

	UE Category
	
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 2: As per Table 4.2-2 in TS 36.211 [8]


Table A.2.3.2.2-3: Reference Channels for 5MHz 16-QAM with partial RB allocation

	Parameter
	Unit
	Value
	Value

	Channel bandwidth
	MHz
	5
	5

	Allocated resource blocks
	
	1
	8

	Uplink-Downlink Configuration (Note 2)
	
	1
	1

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12

	Modulation
	
	16QAM
	16QAM

	Target Coding rate
	
	3/4
	3/4

	Payload size
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	408
	3496

	Transport block CRC
	Bits
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1

	
	
	
	

	Total number of bits per Sub-Frame
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	576
	4608

	Total symbols per Sub-Frame
	
	
	

	For Sub-Frame 2,3,7,8
	
	144
	1152

	UE Category
	
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 2: As per Table 4.2-2 in TS 36.211 [8]


Table A.2.3.2.2-4: Reference Channels for 10MHz 16-QAM with partial RB allocation

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	


	Parameter
	Unit
	Value
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	10
	10
	10
	10
	10

	Allocated resource blocks
	
	1
	12
	16
	30
	36

	Uplink-Downlink Configuration (Note 2)
	
	1
	1
	1
	1
	1

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12

	Modulation
	
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Target Coding rate
	
	3/4
	3/4
	1/2
	3/4
	3/4

	Payload size
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	408
	5160
	4584
	12960
	15264

	Transport block CRC
	Bits
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	3
	3

	Total number of bits per Sub-Frame
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	576
	6912
	9216
	17280
	20736

	Total symbols per Sub-Frame
	
	
	
	
	
	

	For Sub-Frame 2,3,7,8
	
	144
	1728
	2304
	4320
	5184

	UE Category
	
	1-5
	1-5
	1-5
	2-5
	2-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 2: As per Table 4.2-2 in TS 36.211 [8]


Table A.2.3.2.2-5: Reference Channels for 15MHz 16-QAM with partial RB allocation

	Parameter
	Unit
	Value
	Value

	Channel bandwidth
	MHz
	15
	15

	Allocated resource blocks
	
	1
	16

	Uplink-Downlink Configuration(Note 2)
	
	1
	1

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12

	Modulation
	
	16QAM
	16QAM

	Target Coding rate
	
	3/4
	1/2

	Payload size
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	408
	4584



	Transport block CRC
	Bits
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1

	
	
	
	

	Total number of bits per Sub-Frame
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	576
	9216

	Total symbols per Sub-Frame
	
	
	

	For Sub-Frame 2,3,7,8
	
	144
	2304

	UE Category
	
	1-5
	1-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 2: As per Table 4.2-2 in TS 36.211 [8]


Table A.2.3.2.2-6: Reference Channels for 20MHz 16-QAM with partial RB allocation

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	


	Parameter
	Unit
	Value
	Value
	Value

	Channel bandwidth
	MHz
	20
	20
	20

	Allocated resource blocks
	
	1
	18
	75

	Uplink-Downlink Configuration (Note 2)
	
	1
	1
	1

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12

	Modulation
	
	16QAM
	16QAM
	16QAM

	Target Coding rate
	
	3/4
	1/2
	1/2

	Payload size
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	408
	5160


	21384

	Transport block CRC
	Bits
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	4

	Total number of bits per Sub-Frame
	
	
	
	

	For Sub-Frame 2,3,7,8
	Bits
	576
	10368
	43200

	Total symbols per Sub-Frame
	
	
	
	

	For Sub-Frame 2,3,7,8
	
	144
	2592
	10800

	UE Category
	
	1-5
	1-5
	2-5

	Note 1: If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 2: As per Table 4.2-2 in TS 36.211 [8]


< End of changes >
�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





_1265054818.unknown

_1270738828.unknown

